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Refer to JavaPhone Specification version 1.0, "Concrete Addressing" chapter
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2.1
Normative references

[1]
GSM 01.04: “Digital cellular telecommunications system (Phase 2+); Abbreviations and acronyms”.

[2]
3G TS 22.057: "MExE Stage 1 Description"

[3]
Personal Java 1.1.1, Sun Microsystems http://java.sun.com/products/personaljava/spec-1-1-1/index.html.

[4]
JavaPhone API version 1.0, http://java.sun.com/products/javaphone/.

 [33]
RFC 2510 Internet X.509 Public Key Infrastructure January 1999

6.2.3.2
Power

Java MExE devices shall support the Power Monitor package (javax.power.monitor) as specified by the JavaPhone API to access the power level of the device and receive notifications concerning changes in power states.

Note that the Power Monitor package does not specify the minimum required events that should be generated under certain circumstances. A MExE Java device shall at least implement the following event generation: 

· BatteryCritical

shall be generated when the battery is at a critically low level. 

· BatteryNormal

shall be generated when the battery is no longer low. 

All the other event generation should be supported by the implementation.

6.2.3.3 Datagram recipient addressing

The syntax described in Concrete Addressing [4] specifies the format to be used for raw text-only GSM SMS messages, UDP datagram via IP, and WAP datagram via GSM SMS message(s). All three of these shall be supported.

As a minimum, the formats above shall be supported if the device supports the relevant bearer/transport combination.

Note that for the purposes of this clause, “GSM SMS” means SMS as defined by the 3GPP specifications including 23.040.
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