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8.11
Select phonebook memory storage +CPBS

Table 1: +CPBS parameter command syntax

Command
Possible response(s)

+CPBS=<storage>
[,<password>]
+CME ERROR: <err>

+CPBS?
+CPBS: <storage>[,<used>,<total>]

+CME ERROR: <err>

+CPBS=?
+CPBS: (list of supported <storage>s)

Description
Set command selects phonebook memory storage <storage>, which is used by other phonebook commands. If setting fails in an ME error, +CME ERROR: <err> is returned. Refer subclause 9.2 for <err> values.

Read command returns currently selected memory, and when supported by manufacturer, number of used locations and total number of locations in the memory.

Test command returns supported storages as compound value.

Defined values
<storage> values reserved by the present document:

"DC"
ME dialled calls list (+CPBW may not be applicable for this storage) 
"EN"
SIM (or ME) emergency number (+CPBW is not be applicable for this storage) 
"FD"
SIM fixdialling‑phonebook

"LD"
SIM last‑dialling‑phonebook

"MC"
ME missed (unanswered received) calls list (+CPBW may not be applicable for this storage)
"ME"
ME phonebook

"MT"
combined ME and SIM phonebook

"ON"
SIM (or ME) own numbers (MSISDNs) list (reading of this storage may be available through +CNUM also) 
"RC"
ME received calls list (+CPBW may not be applicable for this storage) 
"SM"
SIM/UICC phonebook. If a SIM card is present or if a UICC with an active GSM application is present,  the EFADN under DFTelecom is selected.  If a UICC with an active USIM application is present, the global phonebook, DFPHONEBOOK under DFTelecom is selected
"TA"
TA phonebook
"AP" 
Selected application phonebook. If a UICC with an active USIM application is present, the application phonebook, DFPHONEBOOK under ADFUSIM is selected
<password>: string type value representing the PIN2-code required when selecting PIN2-code locked <storage>s above, e.g. "FD".
<used>: integer type value indicating the number of used locations in selected memory

<total>: integer type value indicating the total number of locations in selected memory

Implementation
Mandatory when phonebook read, find or write command, or direct dialling (refer subclause "Direct dialling from phonebooks") is implemented.
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