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Definitions and abbreviations

3.1
Definitions

3.2
Abbreviations

For the purposes of the present document the following abbreviations apply:

AA
Attribute Authority
API
Application Programming Interface

APDU
Application protocol data unit

CA
Certification Authority

CC/PP
Composite Capability/Preference Profiles

Diff-serv
Differentiated Services 

CGI
Common Gateway Interface

CCM
Certificate Configuration Message

CLDC
Connected Limited Device Configuration

CP-Admin
Certificate Present (in the MExE (U)SIM) - Administrator

CP-TP
Certificate Present (in the MExE (U)SIM) - Third Party

DHCP
Dynamic Host Configuration Protocol

GSM
Global System for Mobile Communication

GPRS
General Packet Radio Service

HTTP
HyperText Transfer Protocol 

HTTPS
HyperText Transport Protocol Secure (https is http/1.1 over SSL, i.e. port 443)

IETF
Internet Engineering Task Force

IP
Internet Protocol

JAD
Java Application Descriptor

JAM
Java Application Manager

J2ME
Java 2 Micro Edition

J2SE
Java 2 Standard Edition

JNDI
Java Naming Directory Interface

JTAPI
Java Telephony Application Programming Interface

JAR file
Java Archive File

JVM
Java Virtual Machine

KVM
K Virtual Machine

ME
Mobile Equipment

MIDP
Mobile Information Device Profile

MIDlet
MIDP Application

MMI
Man-Machine Interface

MSE
MExE Service Environment

MT
Mobile Termination

OCF
OpenCard Framework 

OEM
Original Equipment Manufacturer

QoS
Quality of Service

PDP
Packet Data Protocol

RDF
Resource Description Format

RFC
Request For Comments

SAP
Service Access Point

SMS
Short Message Service

SSL
Secure Socket Layer

TE
Terminal Equipment

TLS
Transport Layer Security

TP
Third Party

UDP
User Datagram Protocol

UE
User Equipment

UI
User Interface

UMTS
Universal Mobile Telecommunications System

URL
Uniform Resource Locator 

URI
Uniform Resource Identifier

USSD
Unstructured Supplementary Service Data

VM
Virtual Machine 

WAE
Wireless Application Environment

WAP
Wireless Application Protocol 
WBXML
WAP Binary XML
WDP
Wireless Datagram Protocol
WMLS
Wireless Markup Language Script
WSP
Wireless Session Protocol

WTA
Wireless Telephony Applications

WTAI
Wireless Telephony Applications Interface

WTLS
Wireless Transport Layer Security

WTP
Wireless Transaction Protocol

WWW
World Wide Web

Further abbreviations are given in 3GPP TS 22.057 (MExE stage 1) [2] and GSM 01.04 [1].

4
Generic MExE aspects

4.1
MExE classmark 1 (WAP environment)

4.2
MExE classmark 2 (PersonalJava environment)

4.3 MExE classmark 3 (J2ME CLDC environment)

4.4
Multiple classmark support

4.5
High level architecture

4.6
Capability and content negotiation

4.6.1
Capability negotiation characteristics

4.6.2
CC/PP over WSP (Classmark 1)

In Classmark 1, according to the WAP User Agent Profile Specification [17], the CC/PP description is encoded with WBXML [45] after which it is carried over by WSP, [17].
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