Page 1



3GPP TSG-T WG2#14 



















T2 – 010693
Edinburgh, Scotland

3 - 7 September 2001

	CR-Form-v4

	CHANGE REQUEST

	

	(

	TS 31.102
	CR
	CRNum
	(

rev
	-
	(

Current version:
	V4.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	x
	ME/UE
	x
	Radio Access Network
	
	Core Network
	

	

	Title:
(

	MExE root certificate storage on the USIM

	
	

	Source:
(

	Vodafone & Ericsson

	
	

	Work item code:
(

	MExE-ENHANC
	
	Date: (

	10 August 2001

	
	
	
	
	

	Category:
(

	C
	
	Release: (

	Release 5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(
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	Instead of specifying a MExE format for storing certificates on the USIM the more generic PKCS#15 scheme is introduced. The introduction is done by referring to the DF(PKCS#15) and EF CDF defined for WAP Provisioning Smart Card.
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4.4.4
Contents of files at the MExE level

This subclause specifies the EFs in the dedicated file DFMExE. It only applies if the USIM supports MExE (see TS 23.057 [30]).

The EFs in the Dedicated File DFMExE contain execution environment related information.
MExE root certificates shall be stored in EF CDF located under DF(PKCS#15) as defined by [37]. The operator root certificate shall be stored in a trusted certificates CDF. Operator and Administrator root certificates are identified by the values XX and YY respectively in the PKCS#15[38] object ZZ. CA certificates without these values in PKCS#15 object ZZ in the EF CDF shall be considered as third party root certificates.
4.4.4.1
EFMExE-ST (MExE Service table)

This EF indicates which MExE services are available. If a service is not indicated as available in the USIM, the ME shall not select this service.

	Identifier: '4F40'
	Structure: transparent
	Optional

	File size: X bytes, X ( 1
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1
	Services n(1 to n(8
	M
	1 byte

	2
	Services n(9 to n(16
	O
	1 byte

	etc.
	
	
	

	X
	Services (8X‑7) to (8X)
	O
	1 byte


	‑Services
	
	

	    Contents:
	Service n°1 :
	Operator Root Public Key

	
	Service n°2 :
	Administrator Root Public Key

	
	Service n°3 :
	Third Party Root Public Key

	
	Service n°4 :
	RFU


Coding:

the coding rules of the USIM Service Table apply to this table.

4.4.4.2
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