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LIAiSON STATEMENT

to:
3GPP TSG T 2 (SWG 3)

CC:

from:
WAP WAG MMDC
date:
October 9, 2001

Title:
MMS header Mapping
The WAP WAG MMDC has identified a need for a mapping of some of the WSP encoded header fields used over MMSM (MM1) to the string encoded information elements used over MM3&MM4 in 3GPP TS 23.140. Table 1 gives an example where the WSP encoded content of the Sender Visibility header field is mapped onto a string encoding that could be used across MM3&MM4.

	WSP Encoding
	String Encoding

	<Octet 128>
	“Hide”

	<Octet 129>
	“Show”


Table 1, Sender Visibility field content mapping
WAP WAG MMDC has no intentions to make a stage 3 description of any interface other than MMSM, but believes that this sort of mapping is crucial to implement an end-to-end MMS solution.

If 3GPP TSG T2 concurs, WAP WAG MMDC is prepared to do a complete mapping and amend it to the current WAP Forum MMS specifications. 

Actions to 3GPP TSG T2

1. Please provide opinions on the necessity and extent of a WSP(string encoding mapping table. 

2. Please provide opinions on whether such a table should be maintained in 3GPP or WAP Forum.

Respectfully,

WAP WAG MMDC 
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