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4.9
Provisioning and management of services

Support of management of services as detailed in this clause is mandatory.

The MExE device shall be capable of supporting services in a standard (WAP or Java) execution environment independently of the MExE device manufacturer.  Service provisioning provides a standardised method for a MExE device to discover and install services. It includes download and installation of the service's client application. Once discovered and delivered, services are managed by the user, under the principles stated in 3GPP TS 23.227 [48]. Management of services provides the user with the capability to:

-
control the transfer of services;

-
install and configure services;

-
control the execution of services;

-
terminate or suspend executing services;

-
delete services;

on his MExE device.

4.10
User control of application connections

Support of the user control of application connections is mandatory. It shall follow the principles and requirements stated in 3GPP TS 23.227 [48]
This clause addresses the generic aspects of connection control supported by both WAP and Java classmark MExE devices.

In order to allow the user to maintain control over connections on his MExE device and the ability to initiate connections, the user shall be able to terminate or suspend any active connection associated with an application in the MExE environment of the MExE device. The user shall be able to obtain information about all connections associated with applications on the MExE device (e.g. requesting information, being informed by the MExE device etc.). Behaviour of the application following termination or suspension of its connection is undefined.

The specific support of connection control by WAP classmark MExE devices is identified in subsequent clause 5.3 Call control, the security aspects of connection control are identified in clause 8 "Security", and the user control of connection authorisation is identified in clause 4.7 "User profile".
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