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3.2
Abbreviations

For the purposes of the present document, the abbreviations defined in [1] and [2] and the following apply:

CDR
Call Data Record

DNS
Domain Name System

EMA
Electronic Message Association

E-Mail
Electronic Mail

ENUM
Electronic Numbering

FQDN
Fully Qualified Domain Name

GW
Gateway

HTTP
Hypertext Transfer Protocol

IANA
Internet Assigned Numbering Authority

IETF
Internet Engineering Task Force

IMAP4
Internet Message Access Protocol

MIME
Multipurpose Internet Mail Extensions

MM
Multimedia Message


MMS
Multimedia Messaging Service

MMSE
Multimedia Messaging Service Environment

MMSNA
Multimedia Messaging Service Network Architecture

MTA
Mail Transfer Agent

PDU
Protocol Data Unit

POP3
Post Office Protocol Version 3
RADIUS
Remote Authentication Dial In User Service
RDF
Resource Description Format

RFC
Request for Comments

SMIL
Synchronised Multimedia Integration Language

SMTP
Simple Mail Transfer Protocol

UA
User Agent

UAProf
User Agent Profile

URI
Uniform Resource Identifiers

VAS
Value Added Service

VPIM
Voice Profile for Internet Mail

W3C
WWW Consortium

WAP
Wireless Application Protocol

WIM
WAP Identity Module
WML
Wireless Markup Language

WSP
WAP Session Protocol

WTLS



Wireless Transport Layer Security

…

8.1
Technical realisation of MMS on reference point MM1

On the MM1 reference point an underlying authentication mechanism should be available. 
The network-provided MMS User Agent’s ID (e.g. MSISDN or IMSI) should be made available to the MMS Relay/Server by the RADIUS mechanisms defined in [54]. This ID should be used to authenticate the MMS User Agent.
8.1.1
Submission of Multimedia Message

This part of MMS service covers the submission of an MM. For sending purposes a terminal-originated MM shall always be submitted from the originator MMS User Agent to the corresponding MMS Relay/Server. Involved abstract messages are outlined in Table 1 from type and direction points of view.

Table 1: Abstract messages for submission of MM in MMS

	Abstract messages
	Type
	Direction

	MM1_submit.REQ
	Request
	MMS UA -> MMS Relay/Server

	MM1_submit.RES
	Response
	MMS Relay/Server -> MMS UA
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