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According to STD 11, the From: field must not be left blank. 

In the current version of 23.140 it is stated that MMs leaving one MMSE where the recipient peer is not known to be an MMSE, the originator address must either be coded or left blank when address hiding is requested.
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Delete text about the possibility to have blank originator addresses (From: fields).
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7.1.9
Address Hiding in MMS

If the originator's MMS Relay/Server does not allow address hiding (anonymous messages) (e.g. legislation does not permit anonymous messages) the message shall be rejected upon submission and the originator’s MMS Relay/Server shall return an error information to the originator MMS User Agent. 

In the case of originator's MMS Relay/Server rejects the message because it does not allow address hiding the rejection information shall be delivered in a submit response together with optional status text. 

In case the recipient MMS Relay/Server rejects the message because it does not allow address hiding and the originator MMS User Agent has requested a delivery report, then the recipient MMS Relay/Server shall inform the originator of the message rejection within the delivery report. 

In case the recipient MMS Relay/Server rejects the message because it does not allow address hiding and the originator MMS User Agent has not requested a delivery report, then the originator MMS Relay/Server may inform the MM originator by generating a new MM which is sent back to the MM originator.

The originator MMS Relay/Server may have the possibility to override the originator's requirement of address hiding without informing the originator.

Independent of whether or not the originator's address is shown or hidden to the recipient, the originator may be able to ask for a delivery report to an MM and also receive the delivery report according to the normal behaviour of the MMS framework.

If the originator MMS User Agent has requested both its address to be hidden and a read-reply report the originator MMS User Agent might not receive the read-reply report.

If the recipient forwards the MM outside the MMSE and the peer entity is unknown to the forwarding MMS Relay/Server the recipient MMS Relay/Server shall not transfer the originator's address but replace it with anappropriately coded address.
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