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1. Overall Description:

SA1 thanks GSM-A SerG for their LS (SERG Doc 224/01) on “Operator Requirements: Push Services Stage 1”.  SA1 has discussed the issues raised in the LS and has incorporated the concepts as requested by SerG. Some wording changes were made to the suggested text to reflect the language of 3GPP specifications and for clarifying the requirements.

The text of Section 5 (General Requirements) in the current working draft of the Push Stage 1 document is included below:
5  Requirements

The following list gives the high level requirements for the Push service:

5.1 General 

The Push Service shall allow a Push Initiator (which may be external to the PLMN) to initiate delivery of information to the  Push recipient, and in the case where the push recipient is a UE the User Agent interacts with a person or machine. It shall be possible to provide the Push Service without any user intervention, subject to settings in the Generic User Profile [x].  The Push Initiator may interrogate the Generic User Profile, if available, in order to establish the user preference related to the Push Service.

The push mechanism shall be efficient in the use of network resources and terminal resources.

Push Initiator may access user specific data held in the network (e.g. presence information and location information), when available, subject to the user’s privacy requirements and operator agreement.

· It shall be possible to support Push Service independently over CS (including CS data and SMS), PS domains or IMS. 

Note: Operators should be able to choose which of these options they use to deliver Push services, and it should be possible to use these options independently from each other. e.g. delivery over the PS domain would allow operators who are not planning to introduce IMS and SMS to offer Push Services.
· It shall be possible to deploy Push Services independently of other services defined by 3GPP.
· The quality of service delivery shall be able to include time-sensitive as well as reliable delivery choices
It shall be possible to use all available access networks (e.g. GERAN, UTRAN,). 

The bearer service for delivery of push information should be transparent to the Push Initiator, that is, the Push Initiator need not know what bearer service the client is using. The Push Initiator may, however, require certain grade of service for delivery, e.g. speed of delivery or delivery acknowledgement.
2. Actions:

To GSM-A SerG .
ACTION: 
SA1 asks GSM-A SerG group to review the current wording of Section 5 and verify that it reflects the concerns raised in the LS. 
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