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8.2.2
MExE executable permissions for untrusted MExE executables 

When the Security Domains are not supported then all executables are untrusted and they execute in the untrusted area for which the executable permissions are defined as follow in table 7 "Executable permissions for untrusted MExE executables".

In order to facilitate untrusted MExE executables having some limited access to MExE device functionality beyond their very limited privileges, some of the access permissions in the previous table 6 "Security domains and actions" are extended to untrusted MExE executables and described in table 7 "Executable permissions for untrusted MExE executables" as well as in clause 8.2.3 "Separation of I/O streams".

The untrusted MExE executables permitted to use these facilities shall be MExE executables the user has downloaded him or herself, and not be MExE executables that have been pushed to the user. MExE executables on the MExE device due to the user having visited a particular Web site are considered to be MExE executables that the user had downloaded him or herself.

Untrusted MExE executables shall not be permitted access to any other functions.

Table 7: Executable permissions for untrusted MExE executables

	
	Classmark 1
	Classmark 2
	Classmark 4
	Classmark 3

	User Interface
	An untrusted, uninstalled MExE executable (e.g. an applet) can access the user interface output and input without user permission, but the sending of user data to a server to which the MExE executables has a session connection (e.g. as part of a browser session) requires user permission.

An installed untrusted MExE executable shall only be able to access the user interface output and input with user permission (clearly, for the usability of untrusted MExE executables such as games, blanket user permission should be sought and given, and this is permissible).
	Untrusted MExE executables can access the user interface output and input without the user permission.

	File, Persistent Data
	File access is not permitted for untrusted MExE executables.

	
	But, untrusted MExE executables can access files only in the MExE executable's own directory.
	But, persistent data may be stored via the MIDP record management system (stores are shared between MIDlets in the same MIDlet Suite).

	Transmission  over the Access Network
	Untrusted MExE executables shall be able to exchange data, voice, HTTP requests, etc. over the Access Network under the following conditions:

The recipient of a transmission (e.g. a phone number, a URL, a server name, etc.) shall be presented to the user for permission by a provisioned functionality of the MExE device itself, even if this recipient was already presented by the executable (this facility would support, for example, "click to dial" buttons/links in untrusted MExE executables).

It shall not be possible for an application to use a transmission channel that it did not initiate (except for MIDlets within the same MIDlet suite).

	Generate DTMF
	Untrusted MExE executables shall be able to generate DTMF tones under the following conditions:

An untrusted MExE executable is only permitted to send DTMF tones in a currently active call. The request to generate DTMF tones in the currently active call, shall result in the characters which the tones represent being presented to the user for permission by a provisioned functionality of the MExE device.

	Add Phonebook Entry
	Untrusted MExE executables shall be able to add a phonebook entry (i.e. name and number only) under the following conditions:

The name and the number to be added shall be displayed to the user for permission by a provisioned functionality of the MExE device and not by the MExE executable itself. The phonebook entry shall not be added without user permission.  The function shall not be able to modify or delete any phonebook entry.

	Executable Interaction
	Executable interaction is not permitted for untrusted MExE executables (except for MIDlets within the same MIDlet suite).


NOTE:
The functionality of "Generate DTMF tones" and "Add Phonebook Entry" is not supported by the MIDP at the moment.

8.9.2
CLDC security

A Java execution environment running on a Classmark 3 MExE device shall comply with the security requirements defined in the CLDC specification [34]. That is, it shall comply with both the low-level virtual machine security requirements and the application-level security requirements.

The application-level CLDC security requirements define a sandbox security model where Java classfiles are verified. Java APIs available to the application are limited to those APIs which have been defined by the configuration and profiles supported by the MExE device.  Downloading and management of the Java applications on the MExE device takes place at the native level, no user-definable Java class loaders are provided and the set of APIs available to a MIDlet is closed.

The low-level CLDC virtual machine security requirements define a Java classfile pre-verification mechanism which takes place off- MExE device (e.g. on the server prior to downloading) and inserts a special attribute called a "stack map" into class files to facilitate runtime verification of the same classfiles.
8.10
CLI Security

Support of CLI security in a MExE classmark 4 device, as detailed in this clause, is mandatory.

The CLI specification includes a detailed algorithm to verify the safety and integrity of CLI application code, known as "application verification" [50].  An application is either verified as "safe" or "unsafe". The result of the application verification process is presented to the rest of the CLI runtime environment before program execution. This is distinct from the certificate and signature verification that MExE performs before executing an application inside the MExE environment. 

Applications that are verified as unsafe may contain code that could potentially access the environment in an unauthorized manner. For example, code that uses pointer arithmetic or accesses arrays using out-of-bounds indices would be deemed unsafe. An unsafe application shall not be permitted to execute in the MExE environment. Once an application is verified as safe, this information is passed on to the rest of the CLI runtime environment, which will then apply the MExE security policy, as specified under clause 8.1, "Generic Security". 

The CLI runtime environment may be able to load libraries that are intrinsically part of the MExE device implementation. Such intrinsic libraries may contain unsafe code, however other libraries containing unsafe code are prohibited.
8.11
Signed packages used for installation

If the 3 MExE security domains defined in clause 8.1 "Generic security" are not supported, then the signed packages used for installation described in this clause is optional.

The Java Archive (JAR) file format shall be supported on classmark 2 and 3 MExE devices for securely packaging objects that are to be downloaded and installed on the ME. The method for securely packaging objects for MExE classmark 1 devices may be referenced from the WAP specifications in a future release of this specification. A MExE device may support other proprietary means of downloading and installing objects.

The JAR file shall contain a manifest file that has at least the following attribute:

MExE-Implementation-Type

The information contained within the manifest file is represented as so-called "name: value" pairs, where "name" is represented by MExE-Implementation-Type. Groups of name-value pairs are known as a "section", where sections are separated from other sections by empty lines. 

The MExE-Implementation-Type value shall be one of the following:-

-
"MExENativeLibrary"


in the case of a MExE Native Library (as described in 8.10.1 "Installing MExE native libraries");

-
"TTPCertificate"


in the case of a certificate containing a 3rd party root public key (as described in 8.10.2  "Installation of root certificates in a signed data package");

-
"ManufacturerCertificate"


in the case of a certificate containing a manufacturer root public key (as described in 8.10.2 "Installation of root certificates in a signed data package");

-
"OperatorCertificate"



in the case of a certificate containing an operator root public key (as described in clause 8.10.2 "Installation of root certificates in a signed data package");

-
"AdminCertificate"


in the case of an administrator certificate, which shall consist of a section containing both the administrator certificate and a CCM (as described in clause 8.10.2 "Installation of root certificates in a signed data package"); or

-
"CCM"


in the case of a CCM (as described in clause 8.10.2 "Installation of root certificates in a signed data package"); or

-
-free-format-value-

in the case of proprietary binaries or Java classes such as native DSP code, provisioned functionality upgrades and patches (as described in clause 8.10.3 "Installation of other signed data").

Refer to [42] for full details of how to encode the "name: value" pairs and "section" in a JAR manifest file.
See figure 14 "Signed packages". When a download of a JAR file is completed, the system installer shall read the manifest to determine what types of files are contained in the JAR, and install them appropriately.

Note that a signed package containing a library which does not have a manifest attribute "MExE-Implementation-Type: MExENativeLibrary" shall be considered to be some type of upgrade to libraries that are intrinsically part of the MExE device implementation rather than a "MExE native library". E.g.

MExE-Implementation-Type: ManufacturerUpgrade (something.dll)

(Recommended behaviour for the server is that it uses the capability information supplied from the MExE device to determine how to offer appropriate upgrades.)
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Figure 14: Signed packages

8.11.1
Installing MExE native libraries

A signed native library whose signature verifies as describe in clause 8.5.2 "Manufacturer root public key" as belonging to the Manufacturer Domain may be installed as a "MExE native library".

A MExE native library may be called by a MExE executable, and shall not compromise the MExE security system.

Support of MExE native library signed package installation is optional.

8.11.2
Installation of root certificates in a signed data package

Root certificates in a signed package (whose signature verifies as described in clause 8.5 "Root Public keys" to the Manufacturer root, Operator root, or the Administrator root), may be installed to the root public key store on the MExE device. Note that the certificate thus packaged does not necessarily belong to the manufacturer domain. The types of certificate that can be present and installed by packages are given in table 9 "Allowed certificate types in signed packages". The MExE device shall store the root public key as indicated by the certificate type.

When a certificate containing an Administrator root public key is thus contained in a signed package, the signed package (e.g. a JAR file in the case of Java based MExE classmarks) shall contain two files: the Administrator root public key and the CCM.

Table 9: Allowed certificate types in signed packages

	Signature on Package
	Allowed Certificate types in package

	Administrator
	Third Party

	Manufacturer
	Administrator, Manufacturer, Operator, Third Party

	Operator
	Administrator, Operator, Third Party


8.11.3
Installation of other signed data

A signed package of proprietary binaries or Java classes such as native DSP code, provisioned functionality upgrades and patches, whose signature verifies as described in clause 8.5.2 "Manufacturer root public key" as belonging to the Manufacturer Domain may be installed. The use of such binaries is outside the scope of MExE, but the manufacturer shall be responsible for ensuring that the integrity of MExE is not compromised.

Support of this feature is optional.

8.11.4
Administrator root certificate download mechanism

MExE devices supporting (U)SIMs without certificates shall at least support the following procedure to download the administrator root certificate. 

1.
Upon sign-up with an administrator the user and administrator will make contact.

2.
The administrator service centre will obtain any required information from the user and inform the user by SMS or other means of the location of the administrator root certificate.

3.
The user will initiate the download of the Administrator root certificate using a signed package.

4.
Once the procedure is complete the MExE device shall compute the hash of the received Administrator certificate containing root public key.

5.
The user will contact the administrator and enters on the MExE device at least the first 8 bytes using decimal value of the hash of the Administrator root public key information provided by the administrator . The MExE device compares the beginning of computed hash value and the abbreviated hash value entered by the user If these two values are the same ,the provisioning process will be complete. If the two values are different this shall be indicated to the user who should inform the administrator of this.

Alternative methods to download an administrator root certificate may be used where appropriate but must insure that the certificate is received by the MExE device unaltered.

8.12
 MExE executable integrity

If the 3 MExE security domains defined in clause 8.1 "Generic security" are not supported, then the pre-verification of MExE executables at launch time described in this clause is optional.

A potential threat is that MExE executables may be securely authenticated at the time of download, but tampered with or corrupted prior to being launched. Further a certificate may be compromised or expired. Authentication of a MExE executable at the time of download does not ensure that the MExE executable has not been modified when it is subsequently launched. Furthermore, authentication of a MExE executable at the time of launch does not ensure that the MExE executable is not modified during execution. Similarly, verification of the certificate at the time of download may not ensure that the certificate is valid at time of application launch, and verification of the certificate at the time of launch does not ensure that the certificate remains valid during execution.

Therefore, the MExE device shall ensure application integrity immediately prior to application execution. 

Application integrity is defined as the state in which:-

· application code has not been modified since authentication; and

· the certificate containing the root public key is checked and known to be valid.

The mechanism by which the device preserves integrity is an implementation detail, dependant on the application storage mechanism and access. Examples of mechanisms that contribute to such application integrity could include :

· Storage of applications in a memory area that cannot be compromised on the device;

· Preventing launch of the application when the MExE device becomes aware that the certificate is invalidated;

· Full signature verification prior to each application invocation (see clause 8.11.1 “Full signature verification”);

· Optimised pre-launch signature verification (see clause 8.11.2 “Optimised pre-launch signature verification”);

· Periodic full signature verification by separate process during application execution.

The list of examples is not exhaustive and any other mechanisms ensuring application integrity may be equally considered.

A MExE device may furthermore ensure that the application code has not been modified during application execution.

8.12.1Full signature verification  

Full signature verification assumes that the procedure of validation for downloaded MExE executables and certificates is used. For more details see clause 8.4 “Certification and Authorization Architecture”.

8.12.2
Optimised pre-launch signature verification

This is an optional feature which is used to eliminate the potentially excessive overhead of checking a signature again after initial full certificate verification has already been performed. 

To use this process the MExE device shall create a hash of the executable object (executable object fingerprint) as if checking the signature. This shall be stored in a protected verified application list, along with indication of the domain permissions for the application. The hash used shall be the same type as that used for signing the object. When launching an application or downloading an applet, the hash shall be performed as for when computing the signature. The verified application list shall then be checked; if the hash value is present and the entry has not expired then the application or applet may execute. If no list entry exists for this object, or the entry has expired, the process shall then proceed with the full signature verification. Note that the lists for applications and applets should be separate and that an implementation determines management policy for the lists (e.g., ageing policy, which entries to delete when trying to add a new entry to a full list etc.). One restriction imposed that shall be enforced is that the maximum number of uses for an entry before it is marked invalid is limited to some maximum value. 

In the event that a new CCM is received by the MExE device, all verified application list entries shall be marked invalid unless some mechanism to determine the validity of an authorising certificate entry for each application is provided by the MExE device implementation. 
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