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The description in the Stage 3 CR for MM7 regarding how multimedia message content is attached to the PDU was felt to be inadequate by some delegates in SWG3#11.

The additions in the following page attempt to clarify how the actual contents of a multimedia message are delivered and its relation to the SOAP Envelope. Additions and deletions to the original T2M020148 have been highlighted.

As an additional remark, the latest version of the Stage 3 CR for MM7 has a duplicate reference to RFC2617, [65] and [74].

3.1
Definitions

For the purposes of the present document, the terms and definitions defined in 3GPP TR 21.905 [2] and 3GPP TS 22.140 [1] and the following apply:

Abstract message: information which is transferred between two MMS entities used to convey an MM and/or associated control information between these two entities

NOTE 1:
The application protocol framework and technical realisation of MMS service features is described in terms of abstract messages in the present document.

Delivery Report: feedback information provided to an originator of MM (MMS User Agent or VASP) by an MMS Relay/Server about the status of the delivery of an MM

External Server: network entity/application of an external system such as Internet email, unified messaging system or facsimile to which MMs may be sent to and/or from which MMs may be received by an MMS User Agent via an MMS service provider

NOTE 2:
An External Server is connected to that MMS Service Provider via non-MMS-specific protocols. 

Forwarding MMS User Agent: MMS User Agent that is the intended recipient of an MM, that requests forwarding of the MM for delivery to other recipient(s) without having to first download the MM

….

Short code: Service provider specific address which is a string of alphanumeric characters
SOAP Attachment: Multimedia content, e.g. audio, image, text, or a combination of different media types and/or formats, transferred from an MMS VASP to an MMS Relay/Server or vice versa.
Transaction: message pair sent between an MMS User Agent and MMS Relay/Server, or between MMS Relay/Servers

…

8.7.8.1.1 Binding to HTTP

MM7 request messages shall be transferred in an HTTP POST request. MM7 responses shall be transferred in an HTTP Response message. The  media type “text/xml” [70] shall be used for messages containing only the SOAP envelope.
MM7 requests that carry a SOAP attachment shall have a  “multipart/related” [71] Content-Type. The SOAP envelope shall be the first part of the MIME message and should be indicated by the Start parameter of the multipart/related Content-Type. If a SOAP attachment is included it shall be encoded as a single MIME part and shall be the second part of the HTTP Post message. See Figure XX for an example that contains the SOAP Envelope as the first part and a multipart/related SOAP Attachment as the second part.
This MIME part shall have two MIME headers - Content-Type and Content-ID fields.  The Content-ID shall be referenced by the MM7 request <Content> element using the format specified in [69].  
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Figure XX: An example request message with a SOAP Attachment
For specific examples see the section describing SOAP HTTP examples. 

_1082232318.vsd

