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5.9
PCCA STD‑101 [17] select wireless network +WS46

PCCA STD‑101 [17] includes a command to select the cellular network (Wireless Data Service; WDS) to operate with the TA. PCCA calls this as WDS‑Side Stack Selection. This command may be used when TA is asked to indicate the networks in which it can operate.

Table 10: +WS46 parameter command syntax

Command
Possible response(s)

+WS46=[<n>]


+WS46?
<n>

+WS46=?
(list of supported <n>s)

Description
Set command selects to WDS side stack <n> to be used by the TA. Read command shows current setting and test command displays side stacks implemented in the TA.

Defined values
<n>:

12
GSM digital cellular

refer PCCA STD‑101 [17] for other values

Implementation
Mandatory in PCCA STD‑101, but optional for GSM/UMTS.

5.10
Assistive Technology Devices for Disabled Persons - +CASS

The Command +CASS with all of its extensions is RESERVED for Future Use by the Assistive Technology Devices Specifcations in ETSI HF28.

5.11
Informative examples

When beginning to build a communication link, a general TE application controlling a TA needs to determine the TA and the MT to which it is connected. V.25ter [14] has seven commands for TA identification from which four are mandatory to be implemented in a TA. An example of this command sequence requesting manufacturer (+GMI), model (+GMM), revision (+GMR) and serial number (+GSN) information would be:
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