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6.2.1
Address Formats on MM4

Resolving the recipient's MMSE IP address:

For those recipients that appear in an MM and belong to an external MMSE, the originator MMS Relay/Server has to send the message to the recipient's MMS Relay/Server using the protocol described in clause 7.7. The MMS Relay/Server has to resolve the recipient's MMS Relay/Server domain name to an IP address, e.g. using DNS, based on the recipient's address. The mapping for the recipient's address to the recipient's MMS Relay/Server if the MM recipient belongs to another MMSE is left for standardisation in future releases. It is expected that ENUM mechanism will be used for this resolution. In the mean time, MMS service providers or network operators may use solutions for their particular needs, which may include static tables or other look-up methods.

Re-formatting the sender's and recipient's address to FQDN format

When delivering a message from an MMSE to another MMSE, both the sender and the recipient addresses shall be extended to include the FQDN to enable transport over SMTP. This FQDN format shall be used in the MM4 reference point. It is required that FQDN format address is used in "MAIL FROM:" and "RCPT TO:" commands in SMTP. It is required that the originator's and recipient's addresses in RFC 822 "From:", "To:"” and “Cc:”–fields are re-formatted to FQDN format.

The encoding of FQDN addressing is defined in Clause 8.4.5.1.

8.4.5.1
Address Encoding

In the case where E.164 addressing is used and the address resolution returns the domain of the recipient MMSE, the addresses shall be encoded in the following way:

SMTP protocol level and RFC822 protocol level:

SMTP-address = "<" MMS-address "@" domain ">"

MMS-address = "+" E.164 "/TYPE=PLMN"

E.164 = 1*DIGIT

domain = dom-fragment *( "." dom-fragment )

dom-fragment = ( ALPHA | DIGIT ) *( ALPHA | DIGIT | "-" )

Example:

If the  recipient’s address was an E.164 address, the address fields used in RCPT shall be converted to the following format by the sender's MMS Relay/Server:

+E.164/TYPE=PLMN@recipient-mmse
where recipient-mmse is a FQDN of the recipient's MMS Relay/Server, e.g.

 +358401234567/TYPE=PLMN@mmse.sonera.net
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