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3GPP TS 22.101 “Service aspects; Service Principles”
9.3.19
CBS-Message-Information-Page n

This parameter is of a fixed length of 82 octets and carries up to and including 82 octets of user information. Where the user information is less than 82 octets, the remaining octets must be filled with padding (see 3GPP TS 23.038 [3]).

The content of a CBS-Message-Information-Page is passed transparently from the CBC to the MS/UE.

In GSM the CBS-Message-Information-Page n becomes the 'Content of Message' parameter at the MS.

In UMTS the CBS-Message-Information-Pages together with the associated CBS-Message-Information-Length parameter is broadcasted as a single unit over the radio inteface.

In the case where the user information is GSM 7 bit default alphabet encoded, the appropriate padding characters and bit-fill are added to the end of the user information to complete the CBC-Message-Information-Page (see 3GPP TS 23.038 [3]).

In the case where the user information is 8 bit encoded, the appropriate padding octets are added to the end of the user information to complete the CBC-Message-Information-Page (see 3GPP TS 23.038 [3]).

9.3.19.1 Identification of a directory number within a CBS-Message-Information-Page 

For information relating to this feature see 3GPP TS 22.101 [22] 
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3GPP TS 22.066: "Support of Mobile Number Portability (MNP); Service description; Stage 1"
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3GPP TS 22.079: " Support of Optimal Routing; Stage 1"
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3GPP TS 33.102: "Security Architecture"
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3GPP TS 22.011: "Service Accessibility"
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3GPP TS 22.016: "International mobile Station Equipment Identities (IMEI)"
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3GPP TS 24.008: " Mobile Radio Interface Layer 3 Specification"
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3GPP TS 21.133: "Security Threats and Requirements" 

[16]
3GPP TS 33.120: "Security Principles"

[17]
3GPP TS 22.042: "Network Identity and Time Zone, Service Description, Stage 1"
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3GPP TS 42.009: " Security Aspects"
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3GPP TS 31.102: "USIM Application Characteristics"
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3GPP TS 23.221 “Architectural Requirements”

[21]
3GPP TS 22.002: “Circuit Bearer Services (BS) supported by a Public Land Mobile Network (PLMN)”

[22]
3GPP TS 22.060: “General Packet Radio Service (GPRS)”

[23]
3GPP TS 29.002: “Mobile Application Part (MAP) specification ”

[24]
3GPP TR 23.972: "Circuit Switched Multimedia Telephony".
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3GPP TS 22.140: "Multimedia messaging service; Stage 1".
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3GPP TS 22.226: “Global Text Telephony, Stage 1.”

[27]
3GPP TS 22.228: "IP multimedia (IM) CN subsystem, stage 1"
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RFC 3261: "SIP: Session Initiation Protocol"
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3GPP TR 21.905: “ Vocabulary for 3GPP Specifications”
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3GPP TS 26.233: "Packet Switched Streaming Service (PSS) ; General Description"
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3GPP TS 26.234: "Packet Switched Streaming Service (PSS) ; Protocols and Codecs"

[32]
3GPP TS 23.040: “Technical Realization of Short Message Service (SMS)”

------- NEXT MODIFIED SECTION ------

A.22
Selection of directory number in messages

The Short Message Service (SMS), Cell Broadcast Service (CBS), Multimedia Message Service (MMS), Network Initiated USSD or Network Response to Mobile Originated USSD message strings may be used to convey a Directory Number, which the user may wish to call. 

Implementation detail for this feature is specified in TS 23.040 [32] and it applies not only to SMS but to all the services mentioned above.
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