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8.7.9.2
MM7_submit.RES mapping

	Information Element
	Location
	ElementName
	Comments

	Transaction ID
	SOAP Header
	TransactionID
	

	Message-Type
	SOAP Body 
	MessageType
	Defined as Root element of SOAP Body

	MM7 Version
	SOAP Body
	MM7Version
	Value is number of this specification, e.g. 5.2.0

	Message ID
	SOAP Body
	MessageID
	

	Request Status
	SOAP Body
	StatusCode
	See section 8.7.8.4

	Request Status Text
	SOAP Body
	StatusText & Details
	See section 8.7.8.4


Sample message submission

POST /mms-rs/mm7 HTTP/1.1
Host: mms.omms.com
Content-Type: multipart/related; boundary=”NextPart_000_0028_01C19839.84698430"; type=text/xml;

start=”</tnn-200102/mm7-submit>”
Content-Length: nnnn
SOAPAction: “”

--NextPart_000_0028_01C19839.84698430
Content-Type:text/xml; charset=”utf-8”
Content-ID: </tnn-200102/mm7-submit>

<?xml version=’1.0’ ?>
<env:Envelope xmlns:env="http://schemas.xmlsoap.org/soap/ envelope/"> 
      <env:Header>


<mm7:TransactionID xmlns:mm7=”http://www.3gpp.org/ftp/Specs/archive/23_series/23.140/schema/REL-5-MM7-1-0” env:mustUnderstand=”1”>




vas00001-sub



</mm7:TransactionID>

</env:Header>



<env:Body>


<mm7:SubmitReq xmlns:mm7="http://www.3gpp.org/ftp/Specs/archive/23_series/23.140/schema/REL-5-MM7-1-0”>



<MM7Version>5.3.0</MM7Version>




<SenderIdentification>





<VASPID>TNN</VASPID>




<VASID>News</VASID>




</SenderIdentification>



<Recipients>





<To>





<Number>7255441234</Number>





<RFC2822Address displayOnly=”True”>7255442222@OMMS.com</RFC2822Address>





</To>





<Cc>





<Number>7255443333</Number>





</Cc>





<Bcc>





<RFC2822Address>7255444444@OMMS.com</RFC2822Address>





</Bcc>



</Recipients>



<ServiceCode>gold-sp33-im42</ServiceCode>



<LinkedID>mms00016666</LinkedID>



<MessageClass>Informational</MessageClass>



<TimeStamp>2002-01-02T09:30:47-05:00</Date>




<EarliestDeliveryTime>2002-01-02T09:30:47-05:00</EarliestDeliveryTime>




<ExpiryDate>P90D</ExpiryDate>




<DeliveryReport>True</DeliveryReport>



<Priority>Normal</Priority>




<ChargedParty>Sender</ChargedParty>




<DistributionIndicator>True</ DistributionIndicator>



<Subject>News for today</Subject>



<Content href=”cid:SaturnPics-01020930@news.tnn.com”; allowAdaptations=”True”/>


</mm7:SubmitReq>

</env:Body>

</env:Envelope>

--NextPart_000_0028_01C19839.84698430
Content-Type: multipart/mixed; boundary=”StoryParts 74526 8432 2002-77645”

Content-ID:< SaturnPics-01020930@news.tnn.com>

--StoryParts 74526 8432 2002-77645 

Content-Type: text/plain; charset="us-ascii"

Science news, new Saturn pictures...

--StoryParts 74526 8432 2002-77645 

Content-Type: image/gif; 

Content-ID:<saturn.gif>

R0lGODdhZAAwAOMAAAAAAIGJjGltcDE0OOfWo6Ochbi1n1pmcbGojpKbnP/lpW54fBMTE1RYXEFO

…

--StoryParts 74526 8432 2002-77645--

--NextPart_000_0028_01C19839.84698430--

The response message is sent by the MMS Relay/Server back to the VASP for the VAS application in a HTTP Response message.

HTTP/1.1  200 OK

Content-Type: text/xml; charset=”utf-8”

Content-Length: nnnn

<?xml  version=’1.0’ ?>

<env:Envelope xmlns:env="http://schemas.xmlsoap.org/soap/ envelope/"> 

      <env:Header>



<mm7:TransactionID xmlns:mm7=”http://www.3gpp.org/ftp/Specs/archive/23_series/23.140/schema/REL-5-MM7-1-0” env:mustUnderstand=”1”>
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</mm7:TransactionID>


</env:Header>

<env:Body>



<MM7Version>5.3.0</MM7Version>



<Status>




<StatusCode>1000</StatusCode>




<StatusText> Success</StatusText>



</Status>



<MessageID>041502073667</MessageID>


</env:Body>
</env:Envelope>

…

8.7.9.4
MM7_deliver.RES

	Information Element
	Location
	ElementName
	Comments

	Transaction ID
	SOAP Header
	TransactionID
	

	Message-Type
	SOAP Body
	MessageType
	Defined as Root element of SOAP Body

	MM7 Version
	SOAP Body
	MM7Version
	Value is number of this specification, e.g. 5.2.0

	Service code
	SOAP Body
	ServiceCode
	

	Request status
	SOAP Body
	StatusCode
	See section 8.7.8.4

	Request status text
	SOAP Body
	StatusText & Details
	See section 8.7.8.4


Sample Deliver request and response

POST /mms/weather.xml HTTP/1.1

Host: www.yahoo.com

Content-Type: multipart/related; boundary=”NextPart_000_0125_01C19839.7237929064"; type=text/xml;


start=”</cmvt256/mm7-deliver>”
Content-Length: nnnn

SOAPAction: “”

--NextPart_000_0125_01C19839.7237929064 

Content-Type:text/xml; charset=”utf:8”

Content-ID: </cmvt256/mm7-submit>
<?xml version=’1.0’ ?>

<env:Envelope xmlns:env="http:// schemas.xmlsoap.org/soap/envelope/"> 

      <env:Header>



<mm7:TransactionID xmlns:mm7=”http://www.3gpp.org/ftp/Specs/archive/23_series/23.140/schema/REL-5-MM7-1-0” env:mustUnderstand=”1”/>
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</mm7:TransactionID>


</env:Header>


<env:Body>



<!-- Example of MM7_deliverReq -->



<mm7:DeliverReq xmlns:mm7=”http://www.3gpp.org/ftp/Specs/archive/23_series/23.140/schema/REL-5-MM7-1-0”>




<MM7Version>5.3.0</MM7Version>




<MMSRelayServerID>240.110.75.34</MMSRelayServerID>




<Sender>97254265781@OMMS.com</Sender>




<LinkedID>wthr8391</LinkedID>




<TimeStamp>2002-04-15T14:35:21-05:00</TimeStamp>




<Priority>Normal</Priority>




<Subject>Weather Forecast</Subject>




<Content href=cid:forecast-location200102-86453/>



</mm7:DeliverReq>

</env:Body>

</env:Envelope>

--NextPart_000_0125_01C19839.7237929064 

Content-Type:text/plain;charset=”utf-8”

Content-ID:<forecast-location2000102-86453>

Los Angeles, Calif, USA 
--NextPart_000_0125_01C19839.7237929064--

The deliver response message might look like this (with an application error code):

HTTP/1.1  200 OK

Content-Type: text/xml; charset=”utf-8”

Content-Length: nnnn

<?xml version=’1.0’ ?>

<env:Envelope xmlns:env="http://schemas.xmlsoap.org/soap/envelope/"> 

      <env:Header>



<mm7:TransactionID xmlns:mm7=”http://www.3gpp.org/ftp/Specs/archive/23_series/23.140/schema/REL-5-MM7-1-0” env:mustUnderstand=”1”>
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</mm7:TransactionID>


</env:Header>


<env:Body>



<mm7:DeliverRsp xmlns:mm7=”http://www.3gpp.org/ftp/Specs/archive/23_series/23.140/schema/REL-5-MM7-1-0”>




<MM7Version>5.3.0</MM7Version>




<ServiceCode>wthr-badl-6521</ServiceCode>




<Status>





<StatusCode>4006</StatusCode>





<StatusText>Service Unavailable</ServiceText>





<Detail>Location not covered in service </Detail>




</Status>



</mm7:DeliverRsp>


</env:Body>

</env:Envelope>

…

8.7.9.6
MM7_cancel.RES mapping

	Information Element
	Location
	ElementName
	Comments

	Transaction ID
	SOAP Header
	TransactionID
	

	Message-Type
	SOAP Body 
	MessageType
	Defined as Root element of SOAP Body

	MM7 Version
	SOAP Body
	MM7Version
	Value is number of this specification, e.g. 5.2.0

	Request status
	SOAP Body
	StatusCode
	See section 8.7.8.4

	Request status text
	SOAP Body
	StatusText & Details
	See section 8.7.8.4


The following shows an interchange of a MM7_cancel.REQ and MM7_cancel.RES to illustrate a SOAP message that does not include a multimedia content part.

POST /mms-rs/mm7 HTTP/1.1

Host: mms.omms.com

Content-Type: text/xml; charset=”utf-8”

Content-Length: nnnn

SOAPAction: “”

<?xml version=’1.0’ ?>
<env:Envelope xmlns:env="http:// schemas.xmlsoap.org/soap/envelope/"> 

      <env:Header>



<mm7:TransactionID xmlns:mm7=”http://www.3gpp.org/ftp/Specs/archive/23_series/23.140/schema/REL-5-MM7-1-0” env:mustUnderstand=”1”>

      


vas0000—can



</mm7:TransactionID>


</env:Header>


<env:Body>



<mm7:CancelReq xmlns:mm7=" http://www.3gpp.org/ftp/Specs/archive/23_series/23.140/schema/REL-5-MM7-1-0”>




<MM7Version>5.3.0</MM7Version>




<SenderIdentification>





<VASPID>TNN</VASPID>





<VASID>Reminder</VASID>




</SenderIdentification>




<MessageID>mms000222222</MessageID>



</mm7:CancelReq>


</env:Body>

</env:Envelope>
HTTP/1.1  200 OK

Content-Type: text/xml; charset=”utf-8”

Content-Length: nnnn

<?xml version=’1.0’ ?>
<env:Envelope xmlns:env="http:// schemas.xmlsoap.org/soap/envelope/"> 

      <env:Header>



<mm7:TransactionID xmlns:mm7=” http://www.3gpp.org/ftp/Specs/archive/23_series/23.140/schema/REL-5-MM7-1-0” env:mustUnderstand=”1”>

      


vas0000—can



</TransactionID>


</env:Header>


<env:Body>



<mm7:CancelRsp xmlns:mm7=" http://www.3gpp.org/ftp/Specs/archive/23_series/23.140/schema/REL-5-MM7-1-0”>




<MM7Version>5.3.0</MM7Version>




<Status>





<StatusCode>1000</StatusCode>





<StatusText>Success</StatusText>




</Status>



</mm7:CancelRsp>


</env:Body>

</env:Envelope>
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