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MMS Application Protocol Framework and Technical Realisation of MMS Service Features

…

8.1.7
Delivery Report

This part of MMS service covers the sending of delivery report from originator MMS Relay/Server to the originator MMS User Agent. The involved abstract message is outlined in Table 14 from type and direction points of view.

Table : abstract message for sending delivery reports in MMS

	Abstract Message
	Type
	Direction

	MM1_delivery_report.REQ
	Request
	MMS Relay/Server -> MMS UA


8.1.7.1
Normal Operation

The originator MMS Relay/Server shall (subject to user, MMS service provider and/or operator preferences) create the MM1_delivery_report.REQ and send it to the originator MMS User Agent when the appropriate information for the creation of a delivery report is available.
Support for MM1_delivery_report.REQ is optional for the MMS User Agent but mandatory for the MMS Relay/Server.
8.1.7.2
Abnormal Operation

The MMS protocol framework does not provide mechanisms to cover and handle the unsuccessful delivery of MM1_delivery_report.REQ.
The underlying protocols shall provide reliable transport of MM1_delivery_report.REQ. Moreover, underlying protocol layers may provide a mechanism for the MMS User Agent to acknowledge successful reception of a MM1_delivery_report.REQ to the MMS Relay/Server.
8.1.7.3
Features

Identification: In the MM1_delivery_report.REQ the MMS Relay/Server shall always provide the original message identification of the MM that the delivery report corresponds to. 
Addressing: The MM recipient address shall be provided to the originator MMS User Agent in the addressing-relevant information field of MM1_delivery_report.REQ. 

Time stamping: The MM1_delivery_report.REQ shall carry the time and date of handling of the MM (e.g. retrieval, expiry, rejection).

MM Status: The MM1_delivery_report.REQ shall carry the status of the MM delivery, e.g. retrieved, forwarded, rejected, expired or indeterminate. 

Version: The MMS protocol shall provide unique means to identify the current version of the particular protocol environment.

Message Type: The type of the message used on the reference point MM1 indicating MM1_delivery_report.REQ as such.

8.1.7.4
Information Elements

Table xx: Information elements in the MM1_delivery_report.REQ.

	Information element
	Presence
	Description

	Message Type
	Mandatory
	Identifies this message as MM1_delivery_report.REQ.

	MMS Version
	Mandatory
	Identifies the version of the interface supported by the MMS Relay/Server.

	Message ID
	Mandatory
	The identification of the original MM.

	Recipient address
	Mandatory
	The address of the MM recipient of the original MM.

	Date and Time
	Mandatory
	Date and time the MM was handled (retrieved, expired, rejected, etc.) (time stamp)

	MM Status
	Mandatory
	Status of the MM, e.g. retrieved, forwarded, expired, rejected


8.1.8
Read-Reply Report

This part of MMS service covers the sending of read-reply report from the recipient MMS User Agent to the recipient MMS Relay/Server and the sending of read-reply report from the originator MMS Relay/Server to the originator MMS User Agent. The involved abstract messages are outlined in Table 16 from type and direction points of view.

Table xx: Abstract messages for sending and receiving read-reply report in MMS

	Abstract messages
	Type
	Direction

	MM1_read_reply_recipient.REQ
	Request
	MMS UA -> MMS Relay/Server

	MM1_read_reply_originator.REQ
	Request
	MMS Relay/Server -> MMS UA


8.1.8.1
Normal Operation

If a read-reply report is requested for an MM, the recipient MMS User Agent may create the MM1_read_reply_recipient.REQ and send it to the recipient MMS Relay/Server.

The originator MMS Relay/Server shall (subject to user, MMS service provider and/or operator preferences) create the MM1_read_reply_originator.REQ and send it to the originator MMS User Agent when the appropriate information for the creation of a read-reply report is available. 

Support for MM1_read_reply_recipient.REQ and MM1_read_reply_originator.REQ is optional for the MMS User Agent but mandatory for the MMS Relay/Server. 

8.1.8.2
Abnormal Operation

The MMS protocol framework does not provide mechanisms to cover and handle the unsuccessful delivery of MM1_read_reply_recipient.REQ and MM1_read_reply_originator.REQ.
The underlying protocols shall provide reliable transport of MM1_read_reply_recipient.REQ and MM1_read_reply_originator.REQ. Moreover, underlying protocol layers may provide a mechanism for the MMS Relay/Server to acknowledge successful reception of a MM1_read_reply_recipient.REQ to the MMS User Agent. Underlying protocol layers may also provide a mechanism for the MMS User Agent to acknowledge successful reception of a MM1_read_reply_originator.REQ to the MMS Relay/Server. 
8.1.8.3
Features

Identification: In the MM1_read_reply_recipient.REQ the recipient MMS User Agent shall provide the original message identification of the MM that the read-reply report corresponds to. In the MM1_read_reply_originator.REQ the originator MMS Relay/Server shall provide the original message identification of the MM that the read-reply report corresponds to. 

Addressing: The MM originator address shall be provided in the addressing-relevant information field(s) of MM1_read_reply_recipient.REQ. The MM recipient address shall be provided in the addressing-relevant information field(s) of MM1_read_reply_recipient.REQ. Both, the MM recipient and MM originator addresses shall be provided in the addressing-relevant information field(s) of the MM1_read_reply_originator.REQ. If the MM recipient address is not yet provided in the MM1_read_reply_recipient.REQ the MM1_read_reply_originator.REQ shall carry the MM recipient address set by the recipient MMS Relay/Server. 

Time stamping: The MM1_read_reply_recipient.REQ may carry the time and date of user handling the MM depending on the status of the MM. The MM1_read_reply_originator.REQ shall carry the time-stamp from the corresponding MM1_read_reply_recipient.REQ if provided. If this time-stamp is not yet provided the MM1_read_reply_originator.REQ shall carry the time-stamp set by the recipient MMS Relay/Server. 
Read Status: Both the MM1_read_reply_recipient.REQ and MM1_read_reply_originator.REQ shall carry the status of the MM handling, e.g. read or without being read.

Version: The MMS protocol shall provide unique means to identify the current version of the particular protocol environment.

Message Type: The type of the message used on the reference point MM1 indicating MM1_read_reply_recipient.REQ  and MM1_read_reply_originator.REQ as such.

8.1.8.4
Information Elements

Table xx: Information elements in the MM1_read_reply_recipient.REQ.

	Information element
	Presence
	Description

	Message Type
	Mandatory
	Identifies this message as MM1_read_reply_recipient.REQ.

	MMS Version
	Mandatory
	Identifies the version of the interface supported by the MMS User Agent.

	Recipient address
	Mandatory
	The address of the MM recipient of the original MM, i,e, the originator of the read-reply report.

	Originator address
	Mandatory
	The address of the MM originator of the original MM, i,e, the recipient of the read-reply report.

	Message ID
	Mandatory
	The message ID of the original MM. 

	Date and Time
	Optional
	Date and time the MM was handled (read, deleted without being read, etc.) (time stamp)

	Read Status
	Mandatory
	Status of the MM, e.g. Read, Deleted without being read


Table xx: Information elements in the MM1_read_reply_originator.REQ.

	Information element
	Presence
	Description

	Message Type
	Mandatory
	Identifies this message as MM1_read_reply_originator.REQ.

	MMS Version
	Mandatory
	Identifies the version of the interface supported by the MMS Relay/Server.

	Recipient address
	Mandatory
	The address of the MM recipient of the original MM, i,e, the originator of the read-reply report.

	Originator address
	Mandatory
	The address of the MM originator of the original MM, i,e, the recipient of the read-reply report.

	Message ID
	Mandatory
	The message ID of the original MM.

	Date and Time
	Mandatory
	Date and time the MM was handled (read, deleted without being read, etc.) (time stamp)

	Read Status
	Mandatory
	Status of the MM, e.g. Read, Deleted without being read
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