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1. Overall Description:

3GPP TS 23.060 (R99) specifies the interworking between CAMEL and packet switched SMS in the SGSN.

· Section 16.1.1 (Point-to-point Short Message Service (GSM only)) specifies the SMS handling for an SGSN in a GSM network. This section specifies, amongst others, the points at which the SGSN shall interact with the smsSSF for the CAMEL control of MO-SMS (R99 and onwards) and for the CAMEL control of MT-SMS (Rel-5 and onwards).

· Section 16.1.2 (Point-to-point Short Message Service (UMTS only)) specifies the SMS handling for an SGSN in a UMTS network. That section does not specify the handling of the SMS; instead, it refers to TS 23.040.

However, TS 23.040 does not contain any reference to the interworking between CAMEL and SMS.

This leaves SGSN designers in doubt as to how to implement CAMEL control of SMS in a UMTS network.

2. Actions:

To SA2 and T2 group.

ACTION: 
CN2 would like to ask SA2 and T2 to provide guidance on the implementation of CAMEL control of SMS in a UMTS network. The current versions of the specifications, TS 23.060 and TS 23.040, are ambiguous in this regard and may need to be corrected.

As a proposal, CN2 suggests that section 16.1.2 in TS 23.060 is enhanced to reflect the handling of Point-to-Point SMS in a UMTS network. That description should include the CAMEL interworking.

If section 16.1.2 in TS 23.060 is enhanced, then the R99 version (and later) shall include CAMEL interworking for MO-SMS and the Rel-5 version (and later) shall include CAMEL interworking for MT-SMS.


CN2 assumes that the CAMEL handling of Point-to-Point SMS in a UMTS network is identical to the CAMEL handling of Point-to-Point SMS in a GSM network, as specified in section 16.1.1 of TS 23.060.

CN2 would like to leave it over to SA2 and T2 to decide whether the correction shall be done for R99 (and later) or for Rel-5 (and later).

3. Date of Next CN2 Meetings:
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