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1. Overall Description:

This is a discussion document on the GUP Information Model. The text at the end of this LS is an extract from a work in progress document used in the T2 to define the GUP Information Model and to establish a set of terms to be used in the specifications. The information model has been reviewed and updated during a number of T2 meetings. 

While this is work in progress, T2 would like to share it with SA2 because it would be helpful to the SA2 work.
2. Actions:

To S2 group.

ACTION: 
T2 asks the S2 group to kindly

· Discuss the current T2 view of the GUP Information model described in this discussion paper.

· Discuss how the Information Model to be included in the clause 5 of the GUP Architecture document TS 23.240 and, in parallel, in the GUP DDF document TS 23.241, can be kept harmonised. More generally discuss how the SA2’s view on the GUP Information Model and the T2 view on the GUP Information can be kept harmonised.

· Give feedback to T2.

· Consider how the work on the GUP Information Model and the alignment of terminology can be progressed.
3. Date of next T2 Meetings:

	T2#20
	20-24 Jan 2003
	San Francisco, US

	T2#21
	12-16 May 2003
	US


1 Introduction

This is a work in progress document on the GUP information model, which has been reviewed and updated during several T2 meetings with the goal to define the GUP information model and to establish a set of terms to be used in the specifications. To find good terms and definitions takes time and is an iterative process. Note that during this process there may be differences between this document and the related GUP TSs. Regard this document as a tool to find a good set of terms, which later are incorporated in the specifications. 

The text is based on:

· A work in progress document used in the T2 to define the GUP Information Model.

· The LS S2-022434 from T2 to SA2 on “GUP Information Model, Discussion paper”.

· The discussion of S2-022434 in SA2#26.
· The discussion of T2C-020058 in T2-SWG2#2.
· The discussions of T2-020910 in T2#19.
Note: To make a model is to make an abstraction. To abstract means to describe only those issues that are important for a purpose or situation and leave out details that are not relevant. By using many data models each can be small and simple.

This document proposes a consistent set of related data models describing GUP data from some views or aspects. 

Examples of aspects, which eventually have to be covered, are:

· Standardisation of reusable profile description parts (Common Objects)

· Description of profiles using the standardised and other reusable description parts.

· Different types of profile usage.

· Simple usage just accessing existing profile component.

· Create and delete profile components.

· Define and change access control rules.

· Access of the profile descriptions, describing thing as abstract syntax, semantics and handling rules.

· Storage distribution of profile components in loosely coupled systems.

· Storage distribution principles.

· Object identities used between systems.

· Synchronisation of physical copies of a logical profile component.

The document contains the following parts:

· Introduction (this section)

· Definitions

· Overview of the Main Concepts

· Profile

· Generic User Profile

· Description of Profiles

· Distributed Storage of Profiles

· Examples of Profiles

2 Definitions

This is a list of concepts and how they are used along this document:

Profile Instance: A Profile instance consists of one or more Profile Component instances. A Profile instance associates the data defined by a Profile Type to a Primary Profile Id.

Profile Type: Are the common properties of a number of Profile instances. It is described in a Profile Description.
Primary Profile Id: A permanent identifier used in identification of Profile instances.
Profile Component: A Profile consists of a number of Profile Components each containing a Data Payload. A Profile Component instance is loosely coupled to the Profile instance and independent in the sense that it is the unit of creation, deletion, storage and access control.
Data Payload: is the useful data in a Profile Component. It consists of a number of Attributes carrying the Data Values.

Generic User Profile (data model definition): A set of Profiles related to a User implementing the functional definition of Generic User Profile according to Stage TS 22.240.

3 Overview of the Main Concepts

This chapter is an informal introduction to the main concepts.

Figure 1 shows the structural relations between the main concepts. There are many Profile instances each containing a number of Profile Component instances. A Profile Components instance contains a Data Payload containing a number of Attributes carrying the Data values.

If there is a need for logical grouping of profile instances naming conventions can be used. The name of profile instance belonging to a group can have the same beginning of the name.
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Figure 1: Structural Relations

Figure 2 shows an example with a number of instances. In the figure there are four profile instances called P1, P2, P3, and P4. Profile P1 contains three Profile Component instances called P1.1, P1.2 and P1.3.

Two users and the related GUPs designated U1 and U2 are also shown. The profile P1 and P2 is part of U1 and P2 and P3 is part of U2. The profile instance P2 is shared between the users. Profile P4 is not part of any user’s GUP.


[image: image2.wmf]P1 :

profile

P2 :

profile

P3 :

profile

P4 :

profile

P1.1 :

pc

P1.2 :

pc

P1.3 :

pc

U1 :GUP

P2.1 :

pc

P2.2 :

pc

P3.1 :

pc

P3.2 :

pc

P3.3 :

pc

P4.1 :

pc

U2 :GUP


Figure 2: An example of Instances

A Profile Component instance is loosely coupled to the Profile Instance and independent in the sense that it is the unit of creation, deletion, storage and access control. The intension is that the Profile Instances should not need to be explicitly represented. Figure 3 shows a possible storage distribution of the Profile Component from figure 2. A part of the Profile Component instance name is the Profile instance name. By using the name of the Profile Component instances all profile component instances belonging to a profile can be found.
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Figure 3: An example of storage distribution

4 Profile

4.1 Description

The purpose of a Profile instance is to associate some data with a Primary Profile Id. The type of a profile, Profile Type, is defined by one Profile Description.

A Profile instance is always associated with one Primary Profile Id. The Primary Profile Id is associated with one Profile instance.

A Profile instance contains one or more Profile Component instances each containing the Data Payload. The data in the Data Payload is the data that the Profile instance associates with the Profile Primary Id. A Profile Component is a part of one Profile.

A Profile Component instance is loosely coupled to the Profile instance and independent in the sense that it is the unit of creation, deletion, storage and access control. If possible a Profile instance is just the set of Profile Component instances, which constitute the Profile instance. There is no data solely for the Profile instance. 
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Figure 5: UML-diagram, Profile

4.2 Comments

The purpose of a profile is to keep together logically related data, which are potential distribute in several storage nodes.

The definition of a Profile type is kept together in a Profile Description.

A Primary Profile Id is a permanent identifier used to identify one Profile instance. Permanent means here it may not be changed. The name of all the Profile Component instances belonging to a Profile instance contains the Primary Profile Id. 

There can be many ways besides the Primary Profile Id to navigate to a Profile instance.

5 Generic User Profile

5.1 Introduction

This section defines Generic User Profile using the Profile concept.

The Generic User Profile can from a functional point of view be defined as:

“The collection of data which is stored and managed by different entities such as the UE, the Home Environment, the Serving Network and Value Added Service Provider, which affects the way in which an individual user experiences services”.

This implies that the GUP data is user related in the sense that it allows personalization, handles variations and controls the behaviour of services or applications. A definition from data modelling point of view is: 

A User's Generic User Profile is the Profiles that are related to the user at a certain point of time. It is a collection of Profiles.

Note that there are Profile instances that are not part of any User’s Generic User Profile.

5.2 Relations between a User and a Profile

This section describes a number of possible implementations of the functional relation between the User and a Profile instance. These relations are used to find the Profile Component instances included in the User’s Generic User Profile.

The following sections treat a number of possible ways to connect a User Id and a Profile Component instance. Three different kinds of relations are described:

1. User identity is a part of the Primary Profile identity: when a profile instance is created it is associated to a user and the user’s identity is included in the profile instance name.

2. Referenced profile: a profile is referred from another profile related to the User.

3. Run-time binding: an already existing profile components is associated to a user in run-time.

5.2.1 User Id part of the Primary Profile Id

The name of a profile instance is easily related to a user. The User Id can be a part of the profile instance name. (The User Id must be known when the Profile is created, because the Primary Profile Id must be permanent.)

Examples of such profiles are:

· The Profile instance(s) created when a new user is registered in the access network

· The Profile instance(s) created by a service provider when a new user is created for a specific service.

5.2.2 Referenced Profile

The Data Payload in a Profile may contain a reference to a Profile using a Primary Profile Id. A Profile instance, which is part of a User’s Generic User Profile can, references another Profile instance and by that the referenced Profile instance is included in the User’s Generic User Profile.

If a Profile instance needs to be shared by more Users, references can be used. A referenced Profile can be shared by many Users and can be a part of many Generic User Profiles. The referenced Profile instance must be created independently of the referencing Profiles. 

Examples of such profiles are:

· The Profile describing a set of services, which can be subscribed by many users.

· Profiles describing the subscription rules used by many Users.

5.2.3 Run-time binding

Normally a lot of Profile Component instances are built into a phone by manufacturing. The Profile Component instances must be given a Primary Profile Id that can be used locally in the phone. The User Id is first known when the USIM is inserted and cannot be used in the naming of Profile Components. The binding between a User and the Profile Component instances can first be done in run-time.

To be able to navigate from the User to the Profile Components in the phone there need to be some run-time support. A dynamic binding which is a reference which value is defined first at run-time can be used.

Examples of such profiles are:

· The Profiles in a mobile phone that is connected to a user by a removable SIM.

· The Profiles in an accessory when the accessory is connected to a mobile phone (with SIM-card).

· The Profiles in a computer connected to the mobile phone.

· The Profiles stored on a User’s SIM.
(The SIM is normally manufactured before the SIM is connect to a specific User)

6 Description of Profiles

6.1 Introduction

Figure 6 shows the main relation between the instances and the related descriptions. The purpose of a Profile description is to describe the specifics for each type of Profile. The GUP information model is describing the common thing applying to all Profile instances.   
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Figure 6: Symmetric between Instance and Description 

6.2 Basic Principles

A Profile Description is the definition of a Profile Type, which is class or type of Profile instances. The common properties of a number of Profile instances are described.

A Profile is described in one Profile Description. A Profile Description describes zero or more Profiles 
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Figure 7: UML-diagram, Basic Principles Profile Description

A Profile Description is in run-time (in principle) static or constant. Parts that are used to describe existing Profiles may not be changed or deleted. A description can be extended.

6.3 Profile Description

A Profile Description is keeping together the description of a Profile Type and it contains a number of Component Descriptions, Component Properties and Composite Datatypes.

A Component Description describes a Component type and defines the common properties of all the components of this type and it contains:

· Semantics
defines the meaning of the component.

· Payload Datatype
is a reference a Composite Datatype that describes the content of the components data Payload.

· Component Property reference
is referencing a Common Properties containing data controlling the usage and handling of the component.

A Component Property defines the rules, which control the usage and handling of Profile Components.

Examples of property information are:

· Dynamics, change rate of

· Component creation/deletion

· Data value

· Ownership

· Access rights for different users

· No access, read, write access

· Right to create, delete

A Composite Datatype defines the abstract syntax of a composite datatype and the semantics of the components in the composite datatype.

Figure 8 shows the Profile Description and the related Concepts. The part in the figure with vertical yellow lines as background is the Profile Description and the part with horizontal green is the Profile.
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Figure 8: UML-diagram, Profile Description

The Component Description and the related Component Property is the basis for the creation of Profile Components and Component Run-Time Properties.

A Component Run-Time Property contains additional and in run-time changeable information, controlling the handling and access of the related Profile Components.

7 Distributed Storage of Profiles

7.1 Introduction

Distribute storage of Profile Components belonging to a Profile is required. The Profile Components belonging to one Profile can be stored in different locations. There is a need for loosely coupled Profile Components.

7.2 Storage Principles

Figure 9 shows a data model without an explicitly stored Profile. (The Profile is implicitly defined.)

There is a need to distinguish between two types of storage (in a run-time system): Data Store and Description Store. A system contains normally many Data Stores and Description Stores.

Profile Components and Run-Time Component Properties are stored in Data Stores. The Profile Components belonging to a Profile can be stored in different Data Stores and different locations. A Profile Component and the referenced Run-Time Component Property is stored in the same Data Store.

Profile Descriptions are stored in Description Stores. Profiles and the corresponding Profile Description can be stored in different locations.

A Profile Component is associated with one Primary Profile Id and one Component Description and it must know its:

· Profile instance identity

· Profile Component identity

· Profile Description identity.
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Figure 9: UML-diagram, Implicit Profile

(Note: Some of the associations in figure 9 can be association between objects handled by loosely coupled systems. Internal object identities cannot be used to implement the associations. Some types of more global identities have to be defined.)

8 Examples of Profiles and Profile components

This section contains examples showing different profiles and profile components. It is important to remember that these are just examples. The GUP information model must support this examples and (m)any other way of structuring the data. The GUP information model must be rather flexible and allow for nearly any usage and structuring of data.

8.1 General User Information profile

This profile contains data about the user, which may be useful for many services. Examples of such data are: Name, phone number, e-mail address, and postal address.

8.2 General User Preferences profile

This profile contains the user’s preferences, which may be used by many services. Example of such data is preferred language. 

8.3 Service configuration profile

A service configuration profile contains the data needed to configure a service for a certain user.

Possible profile components:

· Configuration of server function
Service provider specific way of configuring the service.

· Configuration of client access to server
Standardised component describing the connectivity to the server. It may contain authentication and authorisation data for the service access.

· Personalisation of user interface
Device specific way of configuring the user interface.
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Figure 4: Example, Service configuration profile

8.4 Service offering profile

This is the data supporting the selection of service from a palette of services. A part of the service offering defines the needed capability of the used device to be able to use the service. A service offering profile contains also the information needed to configure the service for a certain user.

Possible profile components:

· Capability requirements
Specifies the needed requirements to be able to access the service.

· Default setting for the service
Used as the initial configuration of the service.

8.5 Terminal capability profile

Profile describing the capabilities of a terminal used for example by content negotiation. The values are constant.

Possible profile components:

· User interface capabilities

· User agent capabilities

· GPRS capabilities

· A component for each available runtime environments

8.6 Privacy Control Setting profile

The privacy control profile contains the settings by which the user can control the external access  to private data.

8.7 Terminal Personalisation profile

Possible profile components:

· Ring signal

· User interface personalisation

8.8 Terminal Application Configuration profiles

This type of profile contains the setting for in the terminal local and stand-alone application. There is one profile instance for each application or group of application. 

8.9 Subscription profile

This is a Profile describing the agreed possibilities and limitations in a subscription.
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