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5.1
Multimedia message management
[…]

-
Storage of Multi-Media Messages


The MMS shall be able to support a request for multimedia messages or message elements to be stored until delivered to the recipient’s terminal, until they expire, or until they are deleted by the user (unless configured differently). The MMS shall be able to support a request to store and manage all MMs in a network based repository rather than on the mobile terminal.

NOTE:
There is no requirement for the MMS  to be responsible for the processing/presentation of the MM message, after it has been delivered to the terminal.
The USIM [7] shall be able to store multimedia messages or elements of multimedia messages.
NOTE: 
Messages or elements of messages stored in USIM by the user should not be read or modified by the operator, as specified in clause 7.
A terminal using a USIM [7] shall be able to provide means to access the multimedia messages or multimedia message elements on the USIM.

5.2
Multimedia message delivery and submission

-
Submission mechanism

The MMS shall support multimedia messages or messages elements to be submitted from the sender’s UE.

-
Push Mechanism


The MMS shall be able to support a request for multimedia messages or messages elements to be automatically delivered to the recipient's UE.

-
Pull Mechanism


The MMS shall be able to support a request for multimedia messages or messages elements to be delivered to the recipient’s UE on request by the recipient.

Note:
Push and pull delivery mechanisms could be identical; the criteria which decide on the type of mechanism (push / pull) are either described in the User Services Profile or out of the scope of this specification.
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