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Annex F:
Status of all 3GPP CRs after TSG SA #21 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	Specification Title
	WI
	WG
Resp

	SP-030498
	01.01
	018
	-
	3.0.0
	Ph1
	Correction to list of specifications and removal of redundant information
	approved
	F
	3.1.0
	Technical Specifications and Technical Reports for a GERAN-based 3GPP system
	TEI
	SP

	SP-030498
	01.01
	019
	-
	8.10.0
	R99
	Correction to list of specifications and removal of redundant information
	approved
	F
	8.11.0
	Technical Specifications and Technical Reports for a GERAN-based 3GPP system
	TEI
	SP

	NP-030379
	03.03
	A059
	1
	5.4.1
	R96
	Correction to definition of Group ID, Group call area ID and Group Call Reference
	approved
	F
	5.5.0
	Numbering, Addressing and Identification
	ACSI
	N4

	NP-030379
	03.03
	A060
	1
	6.7.0
	R97
	Correction to definition of Group ID, Group call area ID and Group Call Reference
	approved
	A
	6.8.0
	Numbering, Addressing and Identification
	ACSI
	N4

	NP-030379
	03.03
	A061
	1
	7.7.0
	R98
	Correction to definition of Group ID, Group call area ID and Group Call Reference
	approved
	A
	7.8.0
	Numbering, Addressing and Identification
	ACSI
	N4

	NP-030408
	03.68
	A034
	1
	8.2.0
	R99
	Correction of uplink release management
	approved
	F
	8.3.0
	Voice Group Call Service (VGCS); Stage 2
	ASCI
	N1

	NP-030407
	03.68
	A035
	1
	5.5.1
	R96
	Correction to definition of Group-ID, Group call area ID and Group Call Reference
	approved
	F
	5.6.0
	Voice Group Call Service (VGCS); Stage 2
	ASCI
	N1

	NP-030407
	03.68
	A036
	1
	6.3.0
	R97
	Correction to definition of Group-ID, Group call area ID and Group Call Reference
	approved
	A
	6.4.0
	Voice Group Call Service (VGCS); Stage 2
	ASCI
	N1

	NP-030407
	03.68
	A037
	1
	7.2.0
	R98
	Correction to definition of Group-ID, Group call area ID and Group Call Reference
	approved
	A
	7.3.0
	Voice Group Call Service (VGCS); Stage 2
	ASCI
	N1

	NP-030407
	03.68
	A038
	1
	8.2.0
	R99
	Correction to definition of Group-ID, Group call area ID and Group Call Reference
	approved
	A
	8.3.0
	Voice Group Call Service (VGCS); Stage 2
	ASCI
	N1

	NP-030407
	03.69
	A024
	1
	5.5.1
	R96
	Correction to definition of Group-ID, Group call area ID and Group Call Reference
	approved
	F
	5.6.0
	Voice Broadcast service (VBS); Stage 2
	ASCI
	N1

	NP-030407
	03.69
	A025
	1
	6.3.0
	R97
	Correction to definition of Group-ID, Group call area ID and Group Call Reference
	approved
	A
	6.4.0
	Voice Broadcast service (VBS); Stage 2
	ASCI
	N1

	NP-030407
	03.69
	A026
	1
	7.2.0
	R98
	Correction to definition of Group-ID, Group call area ID and Group Call Reference
	approved
	A
	7.3.0
	Voice Broadcast service (VBS); Stage 2
	ASCI
	N1

	NP-030407
	03.69
	A027
	1
	8.2.0
	R99
	Correction to definition of Group-ID, Group call area ID and Group Call Reference
	approved
	A
	8.3.0
	Voice Broadcast service (VBS); Stage 2
	ASCI
	N1

	NP-030379
	09.02
	A337
	1
	5.18.0
	R96
	Correction of encoding description of Group-Id
	approved
	F
	5.19.0
	Mobile Application Part (MAP) Specification
	ASCI
	N4

	NP-030379
	09.02
	A338
	1
	6.13.0
	R97
	Correction of encoding description of Group-Id
	approved
	A
	6.14.0
	Mobile Application Part (MAP) Specification
	ASCI
	N4

	NP-030379
	09.02
	A339
	1
	7.13.0
	R98
	Correction of encoding description of Group-Id
	approved
	A
	7.14.0
	Mobile Application Part (MAP) Specification
	ASCI
	N4

	TP-030183
	11.10-4
	A017
	-
	8.4.0
	R99
	Essential corrections to default values for SIM Application Toolkit testing
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A018
	-
	8.4.0
	R99
	CR 11.10-4 R99: Clarification on comprehension required flag usage
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A019
	-
	8.4.0
	R99
	Essential corrections to Display text test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A020
	-
	8.4.0
	R99
	Essential corrections to Get Inkey test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A021
	-
	8.4.0
	R99
	CR 11.10-4 R99: Essential corrections to Get Input test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A022
	-
	8.4.0
	R99
	Essential corrections to Set Up Menu test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A023
	-
	8.4.0
	R99
	Essential corrections to Play Tone test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A024
	-
	8.4.0
	R99
	Essential corrections to Poll Intervall test case
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A025
	-
	8.4.0
	R99
	CR 11.10-4 R99: Essential corrections to Polling off test case
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A026
	-
	8.4.0
	R99
	CR 11.10-4 R99: Essential corrections to Provide Local Information test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A027
	-
	8.4.0
	R99
	CR 11.10-4 R99: Essential corrections to Send Short message test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A028
	-
	8.4.0
	R99
	CR 11.10-4 R99: Essential corrections to Language Notification test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A029
	-
	8.4.0
	R99
	Essential corrections to Send SS test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A030
	-
	8.4.0
	R99
	Essential corrections to Set Up Call test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A031
	-
	8.4.0
	R99
	Essential corrections to Send USSD test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A032
	-
	8.4.0
	R99
	Essential correction to Set Up Idle Mode Text test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A033
	-
	8.4.0
	R99
	Essential corrections to Power Off Card test case
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A034
	-
	8.4.0
	R99
	Essential corrections to Perform Card APDU test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A035
	-
	8.4.0
	R99
	Essential correction to Get Reader Status test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A036
	-
	8.4.0
	R99
	Essential corrections to Send DTMF test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A037
	-
	8.4.0
	R99
	Essential corrections to CALL CONTROL BY SIM test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A038
	-
	8.4.0
	R99
	Essential corrections to CALL CONTROL BY SIM (Interaction with FDN/ BDN) test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A039
	-
	8.4.0
	R99
	Essential corrections to Select Item test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A040
	-
	8.4.0
	R99
	Essential corrections to card reader status event download test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A041
	-
	8.4.0
	R99
	Essential corrections to language selection and browser termination event download test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A042
	-
	8.4.0
	R99
	Essential corrections to Close Channel test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A043
	-
	8.4.0
	R99
	Essential corrections to Launch Browser test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A044
	-
	8.4.0
	R99
	Essential corrections to Open Channel test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A045
	-
	8.4.0
	R99
	Essential corrections to Receive Data test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A046
	-
	8.4.0
	R99
	Essential corrections to Send Data test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A047
	-
	8.4.0
	R99
	Essential corrections to channel status event download test case
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A048
	-
	8.4.0
	R99
	Essential corrections to Get Channel Status test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A049
	-
	8.4.0
	R99
	Essential corrections to CB data download test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A050
	-
	8.4.0
	R99
	Essential corrections to location status, user activity and idle screen available event download test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A051
	-
	8.4.0
	R99
	Corrections in the REFRESH test sequences (with inclusion of T3-030535’s contents)
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A052
	-
	8.4.0
	R99
	Essential corrections to test requirement references
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A053
	-
	8.4.0
	R99
	Essential corrections to CALL CONTROL BY SIM (supplementary services) test case
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030183
	11.10-4
	A054
	-
	8.4.0
	R99
	Essential corrections to MT Call, Call connected and Call disconnected event download test cases
	approved
	F
	8.5.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030177
	11.11
	A135
	-
	8.9.1
	R99
	Correction to SMS
	approved
	F
	8.10.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) Interface
	TEI
	T3

	TP-030177
	11.11
	A136
	-
	8.9.1
	R99
	CR to delete Elementary File EFRPLMNAcT, in accordance with TP-020168 from TP#16 in Marco Island.
	approved
	F
	8.10.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) Interface
	TEI
	T3

	SP-030499
	21.900
	015
	-
	5.0.1
	Rel-6
	Addition of stage 1-2-3 specification structure description
	approved
	F
	6.0.0
	Technical Specification Group working methods
	TEI
	SP

	SP-030456
	21.905
	051
	-
	5.7.0
	Rel-5
	Correction of the Defintion of CDR
	approved
	F
	5.8.0
	Vocabulary for 3GPP Specifications
	OAM-CH
	S1

	SP-030456
	21.905
	052
	-
	6.3.0
	Rel-6
	Correction of the Defintion of CDR
	approved
	A
	6.4.0
	Vocabulary for 3GPP Specifications
	OAM-CH
	S1

	SP-030461
	22.038
	014
	-
	6.0.0
	Rel-6
	MMS support by the USIM Application Toolkit
	approved
	B
	6.1.0
	USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1
	MMS-R6
	S1

	SP-030464
	22.041
	010
	-
	6.0.0
	Rel-6
	WLAN access point terminology clarified
	approved
	C
	6.1.0
	Operator Determined Call Barring
	ODB
	S1

	SP-030464
	22.041
	011
	-
	6.0.0
	Rel-6
	ODB in VPLMN for WLAN user
	approved
	B
	6.1.0
	Operator Determined Call Barring
	ODB
	S1

	SP-030455
	22.071
	054
	-
	4.4.1
	Rel-4
	Correction of requirements on the identity format of LCS clients
	approved
	F
	4.5.0
	Location Services (LCS); Stage 1
	TEI
	S1

	SP-030455
	22.071
	055
	-
	5.1.1
	Rel-5
	Correction of requirements on the identity format of LCS clients
	approved
	A
	5.2.0
	Location Services (LCS); Stage 1
	TEI
	S1

	SP-030455
	22.071
	056
	-
	6.4.0
	Rel-6
	Correction of requirements on the identity format of LCS clients
	approved
	A
	6.5.0
	Location Services (LCS); Stage 1
	TEI
	S1

	SP-030459
	22.071
	057
	-
	6.4.0
	Rel-6
	Clarification of Mobile Originating Location
	approved
	C
	6.5.0
	Location Services (LCS); Stage 1
	TEI6
	S1

	SP-030459
	22.071
	058
	-
	6.4.0
	Rel-6
	A requirement of authentication to the Target UE user
	approved
	B
	6.5.0
	Location Services (LCS); Stage 1
	LCS
	S1

	SP-030459
	22.071
	059
	-
	6.4.0
	Rel-6
	Introduction of LCS QoS Classes
	approved
	B
	6.5.0
	Location Services (LCS); Stage 1
	LCS2
	S1

	SP-030462
	22.078
	160
	-
	6.1.0
	Rel-6
	Criteria for "change of position" procedures
	approved
	F
	6.2.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	TEI_6
	S1

	SP-030458
	22.078
	161
	-
	5.10.0
	Rel-5
	Alignment of stage 1 with stage 2 & stage 3
	approved
	F
	5.11.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	CAMEL4
	S1

	SP-030457
	22.101
	127
	-
	5.10.0
	Rel-5
	Clarification on USIM-based access to IMS
	approved
	F
	5.11.0
	Service aspects; Service principles
	IMS
	S1

	SP-030457
	22.101
	128
	-
	6.4.0
	Rel-6
	Clarification on USIM-based access to IMS
	approved
	A
	6.5.0
	Service aspects; Service principles
	IMS
	S1

	SP-030492
	22.101
	129
	-
	3.14.0
	R99
	Modification of emergency number identification rules in 22.101 R99
	approved
	F
	3.15.0
	Service aspects; Service principles
	EMC1
	S1

	SP-030492
	22.101
	130
	-
	4.7.0
	Rel-4
	Modification of emergency number identification rules in 22.101 Rel-4
	approved
	A
	4.8.0
	Service aspects; Service principles
	EMC1
	S1

	SP-030492
	22.101
	131
	-
	5.10.0
	Rel-5
	Modification of emergency number identification rules in 22.101 Rel-5
	approved
	A
	5.11.0
	Service aspects; Service principles
	EMC1
	S1

	SP-030492
	22.101
	132
	-
	6.4.0
	Rel-6
	Cleanup and modifications on identification of emergency numbers in 22.101 Rel-6
	approved
	C
	6.5.0
	Service aspects; Service principles
	EMC1
	S1

	SP-030514
	22.101
	133
	-
	5.10.0
	Rel-5
	Support of Release 4 SIM in Release 5
	revised
	F
	
	Service aspects; Service principles
	TEI5
	S1

	SP-030533
	22.101
	133
	-
	5.10.0
	Rel-5
	Support of Release 4 SIM in Release 5
	approved
	F
	5.11.0
	Service aspects; Service principles
	TEI5
	S1

	SP-030543
	22.101
	133
	2
	5.10.0
	Rel-5
	Support of Release 4 SIM in Release 5
	rejected
	F
	
	Service aspects; Service principles
	TEI5
	S1

	SP-030515
	22.101
	134
	-
	6.4.0
	Rel-6
	Support of Release 4 SIM in Release 5
	revised
	A
	
	Service aspects; Service principles
	TEI5
	S1

	SP-030534
	22.101
	134
	-
	6.4.0
	Rel-6
	Support of Release 4 SIM in Release 5
	approved
	A
	6.5.0
	Service aspects; Service principles
	TEI5
	S1

	SP-030544
	22.101
	134
	2
	6.4.0
	Rel-6
	Support of Release 4 SIM in Release 6
	rejected
	A
	
	Service aspects; Service principles
	TEI5
	S1

	SP-030399
	22.101
	135
	-
	6.4.0
	Rel-6
	Clarification of emergency call requirements
	revised
	C
	
	Service aspects; Service principles
	EMC1
	S1

	SP-030517
	22.101
	135
	1
	6.4.0
	Rel-6
	Clarification of emergency call requirements
	rejected
	C
	
	Service aspects; Service principles
	EMC1
	S1

	SP-030467
	22.115
	014
	-
	6.1.0
	Rel-6
	Alignment of 22.115 with 21.801
	approved
	D
	6.2.0
	Service Aspects Charging and billing
	TEI 6
	S1

	SP-030467
	22.115
	015
	-
	6.1.0
	Rel-6
	CS interconnection requirement for the identification of user data rate and user protocol at the interconnection point for charging purposes
	approved
	B
	6.2.0
	Service Aspects Charging and billing
	TEI-6
	S1

	SP-030460
	22.140
	035
	-
	6.2.0
	Rel-6
	Management of Hyperlinks with MMS
	approved
	B
	6.3.0
	Multimedia Messaging Service (MMS);  Stage 1
	MMS
	S1

	SP-030461
	22.140
	036
	-
	6.2.0
	Rel-6
	MM storage in the USIM
	revised
	B
	
	Multimedia Messaging Service (MMS);  Stage 1
	MMS-R6
	S1

	SP-030550
	22.140
	036
	1
	6.2.0
	Rel-6
	MM storage in the USIM
	revised
	B
	
	Multimedia Messaging Service (MMS);  Stage 1
	MMS-R6
	S1

	SP-030552
	22.140
	036
	2
	6.2.0
	Rel-6
	MM storage in the USIM
	approved
	B
	6.3.0
	Multimedia Messaging Service (MMS);  Stage 1
	MMS-R6
	S1

	SP-030460
	22.140
	037
	-
	6.2.0
	Rel-6
	Conditional delivery behaviour
	revised
	B
	
	Multimedia Messaging Service (MMS);  Stage 1
	MMS6
	S1

	SP-030542
	22.140
	037
	1
	6.2.0
	Rel-6
	Conditional delivery behaviour
	approved
	B
	6.3.0
	Multimedia Messaging Service (MMS);  Stage 1
	MMS
	S1

	SP-030551
	22.140
	038
	-
	6.2.0
	Rel-6
	UICC interaction with MMS clients
	postponed
	B
	
	Multimedia Messaging Service (MMS);  Stage 1
	MMS-R6
	S1

	SP-030465
	22.228
	021
	-
	6.3.0
	Rel-6
	Clarification on the meaning of Access Independence
	approved
	F
	6.4.0
	Service requirements for the Internet Protocol (IP) multimedia core network subsystem; Stage 1
	IMS
	S1

	SP-030466
	22.233
	011
	-
	6.2.0
	Rel-6
	Removal of content cache information in PSS architecture
	approved
	C
	6.3.0
	Transparent end-to-end packet-switched streamng service; Stage 1
	PSS
	S1

	SP-030466
	22.233
	012
	-
	6.2.0
	Rel-6
	Reliable delivery mechanism
	approved
	C
	6.3.0
	Transparent end-to-end packet-switched streamng service; Stage 1
	PSS
	S1

	SP-030469
	22.240
	001
	-
	6.0.0
	Rel-6
	Clarifications for section 7 of 22.240
	approved
	F
	6.1.0
	Service requirements for 3GPP Generic User Profile (GUP); Stage 1
	GUP
	S1

	SP-030468
	22.243
	007
	-
	6.3.0
	Rel-6
	Reconstructed speech as an output mechanism
	approved
	B
	6.4.0
	Speech recognition framework for automated voice services; Stage 1
	SRSES
	S1

	SP-030463
	22.934
	003
	-
	6.1.0
	Rel-6
	Deletion of Software SIM concept
	approved
	C
	6.2.0
	Feasibility study on 3GPP system to Wireles Local Area Network (WLAN) interworking
	WLAN
	S1

	SP-030463
	22.934
	004
	-
	6.1.0
	Rel-6
	Service Capability Interworking
	approved
	C
	6.2.0
	Feasibility study on 3GPP system to Wireles Local Area Network (WLAN) interworking
	WLAN
	S1

	SP-030374
	23.002
	133
	1
	5.11.0
	Rel-5
	Use of Security Gateways
	revised
	F
	
	Network architecture
	SEC-NDS-IP
	S2

	SP-030521
	23.002
	133
	1
	5.11.0
	Rel-5
	Use of Security Gateways
	approved
	F
	5.12.0
	Network architecture
	SEC-NDS-IP
	S2

	SP-030374
	23.002
	134
	2
	6.1.0
	Rel-6
	Use of Security Gateways
	revised
	A
	
	Network architecture
	SEC-NDS-IP
	S2

	SP-030521
	23.002
	134
	2
	6.1.0
	Rel-6
	Use of Security Gateways
	approved
	A
	6.2.0
	Network architecture
	SEC-NDS-IP
	S2

	NP-030379
	23.003
	070
	-
	3.12.0
	R99
	Correction to definition of Group ID, Group call area ID and Group Call Reference
	approved
	A
	3.13.0
	Numbering, Addressing and Identification
	ASCI
	N4

	NP-030379
	23.003
	071
	-
	4.6.0
	Rel-4
	Correction to definition of Group ID, Group call area ID and Group Call Reference
	approved
	A
	4.7.0
	Numbering, Addressing and Identification
	ASCI
	N4

	NP-030379
	23.003
	072
	-
	5.6.0
	Rel-5
	Correction to definition of Group ID, Group call area ID and Group Call Reference
	approved
	A
	5.7.0
	Numbering, Addressing and Identification
	ASCI
	N4

	NP-030394
	23.003
	073
	2
	5.6.0
	Rel-6
	PSI definition
	approved
	B
	6.0.0
	Numbering, Addressing and Identification
	IMS2-CCR
	N4

	NP-030389
	23.003
	074
	1
	5.6.0
	Rel-5
	Changes to enable the GSMA root DNS architecture
	rejected
	F
	
	Numbering, Addressing and Identification
	TEI5
	N4

	NP-030370
	23.003
	074
	2
	5.6.0
	Rel-5
	Changes to enable the GSMA root DNS architecture
	rejected
	F
	
	Numbering, Addressing and Identification
	TEI_5
	N4

	NP-030388
	23.008
	122
	2
	5.5.0
	Rel-5
	Addition of a list of authorized visited network identifiers
	approved
	F
	5.6.0
	Organisation of subscriber data
	TEI5
	N4

	NP-030417
	23.009
	099
	-
	5.5.0
	Rel-5
	Correction to UESBI-Iu definition
	approved
	F
	5.6.0
	Handover procedures
	LATE_UE
	N1

	NP-030391
	23.012
	012
	-
	5.1.0
	Rel-5
	Correction of misaligned signal names between VLR and PVLR
	approved
	F
	5.2.0
	Location management procedures
	TEI5
	N4

	NP-030390
	23.012
	013
	1
	5.1.0
	Rel-5
	Corrections to "Early UE" handling
	approved
	F
	5.2.0
	Location management procedures
	LATE_UE
	N4

	NP-030390
	23.018
	128
	-
	5.7.0
	Rel-5
	Corrections to "Early UE" handling
	approved
	F
	5.8.0
	Basic Call Handling; Technical realization
	LATE_UE
	N4

	NP-030397
	23.018
	132
	-
	5.7.0
	Rel-6
	Removal of SIWF material
	withdrawn
	F
	
	Basic Call Handling; Technical realization
	TEI6
	N4

	NP-030426
	23.018
	132
	-
	5.7.0
	Rel-6
	Removal of SIWF material
	approved
	F
	6.0.0
	Basic Call Handling; Technical realization
	TEI6
	N4

	NP-030387
	23.018
	133
	-
	5.7.0
	Rel-5
	SCUDIF HLR Interrogation
	approved
	F
	5.8.0
	Basic Call Handling; Technical realization
	SCUDIF
	N4

	TP-030173
	23.038
	010
	-
	5.0.0
	Rel-6
	Additional Indications in SMS DCS
	approved
	C
	6.0.0
	Alphabets and language-specific information
	TEI6
	T2

	TP-030169
	23.057
	122
	-
	6.1.0
	Rel-6
	Correcting figure and table numbering
	approved
	D
	6.2.0
	Mobile Execution Environment (MExE); Functional description; Stage 2
	TEI6
	T2

	SP-030375
	23.060
	442
	5
	6.1.0
	Rel-6
	Controlling compression performed at the SGSN.
	approved
	B
	6.2.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI6
	S2

	SP-030375
	23.060
	444
	3
	3.15.0
	R99
	CR on "paging/out of  service" issue
	rejected
	F
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	SP-030375
	23.060
	450
	3
	6.1.0
	Rel-6
	Usage of Allocation/Retention Priority in the BSS
	approved
	B
	6.2.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI6
	S2

	SP-030375
	23.060
	455
	1
	6.1.0
	Rel-6
	BSS initiated BSS packet flow context deletion
	approved
	C
	6.2.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI6
	S2

	SP-030375
	23.060
	456
	-
	6.1.0
	Rel-6
	Preservation procedure for realtime bearers in A/Gb mode
	approved
	A
	6.2.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI6
	S2

	SP-030375
	23.060
	459
	-
	4.8.0
	Rel-4
	CR on "paging/out of  service" issue
	rejected
	A
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	SP-030375
	23.060
	460
	-
	5.6.0
	Rel-5
	CR on "paging/out of  service" issue
	rejected
	A
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	SP-030375
	23.060
	461
	-
	6.1.0
	Rel-6
	CR on "paging/out of  service" issue
	rejected
	A
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	NP-030393
	23.066
	024
	2
	5.1.0
	Rel-5
	SRF-based solution for correct charging of calls to ported or non-ported subscribers originated by pre-payed subscribers
	rejected
	B
	
	Support of GSM Mobile Number Portability (MNP) stage 2
	MNP
	N4

	NP-030392
	23.066
	026
	1
	5.1.0
	Rel-5
	Incorrect CAMEL pre-paid charging in MNP networks
	approved
	F
	5.2.0
	Support of GSM Mobile Number Portability (MNP) stage 2
	MNP
	N4

	NP-030365
	23.078
	523
	5
	5.4.0
	Rel-5
	Handling of Connect operation with and without LegID
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030365
	23.078
	524
	4
	5.4.0
	Rel-5
	Handling of Information Flows with absent LegID and CS ID
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030364
	23.078
	530
	2
	5.4.0
	Rel-5
	Using ATI for Mobile Number Portability
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030368
	23.078
	558
	-
	5.4.0
	Rel-5
	Correction to partial implementation of CAMEL4
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030365
	23.078
	570
	2
	5.4.0
	Rel-5
	Update of charging spec. references
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030365
	23.078
	573
	2
	5.4.0
	Rel-5
	Reporting Disconnect (leg n)
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030365
	23.078
	575
	-
	5.4.0
	Rel-5
	Correction to procedure CAMEL_ICA_MSC
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030363
	23.078
	584
	-
	5.4.0
	Rel-5
	Direction change of incomming message Answer
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030362
	23.078
	600
	2
	4.9.0
	Rel-4
	Correction in handling of Start-Delta and Stop-Delta operations.
	approved
	A
	4.10.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL3
	N2

	NP-030365
	23.078
	601
	-
	5.4.0
	Rel-5
	Corection of "Int_leg_Status_Report" to avoid double state changes in the CSA
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030368
	23.078
	602
	1
	5.4.0
	Rel-5
	Alignment of Offered CAMEL4 functionalities
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030366
	23.078
	603
	-
	5.4.0
	Rel-5
	Correction to SMS Event Disarming
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030366
	23.078
	604
	1
	5.4.0
	Rel-5
	Correction to SMS Error handling
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030367
	23.078
	605
	-
	5.4.0
	Rel-5
	Correction to PlayTone pre-conditions
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030363
	23.078
	608
	-
	5.4.0
	Rel-5
	Correction to procedure Handle_O_Answer
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030365
	23.078
	609
	-
	5.4.0
	Rel-5
	Correction to usage of LegId in ICA Operation
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030363
	23.078
	610
	1
	5.4.0
	Rel-5
	Correction of “pty continues” and “LegActive” check boxes in SDL’s
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030365
	23.078
	611
	1
	5.4.0
	Rel-5
	Correction to Apply Charging and Apply Charging Report due to introduction of CPH
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030363
	23.078
	612
	1
	5.4.0
	Rel-5
	Receiving Int_CWA after reporting Abandon
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030368
	23.078
	614
	-
	5.4.0
	Rel-5
	Correction to Change of position processes
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030368
	23.078
	615
	-
	5.4.0
	Rel-5
	Correction on MG-CSI sending to the SGSN
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030365
	23.078
	616
	-
	5.4.0
	Rel-5
	Allow user interaction at answer DP
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030367
	23.078
	617
	3
	5.4.0
	Rel-5
	Handling of concurrent tones
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030369
	23.078
	620
	1
	5.4.0
	Rel-5
	Correction to InitialDP for SCUDIF
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030362
	23.078
	621
	-
	3.17.0
	R99
	Correction in handling of Start-Delta and Stop-Delta operations.
	approved
	F
	3.18.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL3
	N2

	NP-030362
	23.078
	622
	-
	5.4.0
	Rel-5
	Correction in handling of Start-Delta and Stop-Delta operations
	approved
	A
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL3
	N2

	NP-030385
	23.079
	025
	4
	5.2.0
	Rel-5
	Correction to interaction between ORLCF and forwarding
	approved
	F
	5.3.0
	Support of Optimal Routeing (SOR); Technical realization; Stage 2
	CAMEL4
	N4

	NP-030387
	23.079
	026
	1
	5.2.0
	Rel-5
	Notification of the 2nd BSG in case of Late CF with OR
	approved
	F
	5.3.0
	Support of Optimal Routeing (SOR); Technical realization; Stage 2
	SCUDIF
	N4

	SP-030376
	23.107
	139
	1
	5.9.0
	Rel-5
	Support the maximum bit rate for HSDPA
	approved
	F
	5.10.0
	Quality of Service (QoS) concept and architecture
	HSDPA
	S2

	SP-030376
	23.107
	141
	1
	5.9.0
	Rel-5
	Correction to RAB service attributes table
	approved
	F
	5.10.0
	Quality of Service (QoS) concept and architecture
	E2EQoS
	S2

	SP-030376
	23.107
	142
	2
	5.9.0
	Rel-5
	Priority of signaling PDP
	approved
	F
	5.10.0
	Quality of Service (QoS) concept and architecture
	TEI5
	S2

	NP-030405
	23.122
	059
	-
	3.9.0
	R99
	Removal of RPLMNAcT field
	approved
	F
	3.10.0
	Non-Access-Stratum functions related to Mobile Station (MS) in idle mode
	TEI
	N1

	NP-030405
	23.122
	060
	-
	4.3.0
	Rel-4
	Removal of RPLMNAcT field
	approved
	A
	4.4.0
	Non-Access-Stratum functions related to Mobile Station (MS) in idle mode
	TEI
	N1

	NP-030405
	23.122
	061
	-
	5.2.0
	Rel-5
	Removal of RPLMNAcT field
	approved
	A
	5.3.0
	Non-Access-Stratum functions related to Mobile Station (MS) in idle mode
	TEI
	N1

	TP-030174
	23.140
	130
	-
	6.2.0
	Rel-6
	Invalid MM7 references
	approved
	F
	6.3.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-030174
	23.140
	131
	-
	6.2.0
	Rel-6
	Enhancements to DRM support in MMS
	approved
	B
	6.3.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-030174
	23.140
	132
	-
	6.2.0
	Rel-6
	Clarity on USIM versus Over the air provisioning in MMS
	approved
	C
	6.3.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-030174
	23.140
	133
	-
	6.2.0
	Rel-6
	Inaccuracies in Annexes I & K
	approved
	F
	6.3.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-030174
	23.140
	134
	-
	6.2.0
	Rel-6
	Size in Retrieval request
	approved
	C
	6.3.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-030174
	23.140
	135
	-
	6.2.0
	Rel-6
	Transfer over MM3
	approved
	C
	6.3.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-030174
	23.140
	136
	-
	6.2.0
	Rel-6
	Extension of MM4 interface for delivery report
	approved
	B
	6.3.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-030174
	23.140
	137
	-
	6.2.0
	Rel-6
	Reply charging in case of forwarding
	approved
	B
	6.3.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-030174
	23.140
	138
	-
	6.2.0
	Rel-6
	Addition of Information elements to MM7
	approved
	B
	6.3.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-030174
	23.140
	139
	-
	5.7.0
	Rel-5
	Correction of “Date” to “TimeStamp” in MM7 Schema
	approved
	F
	5.8.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MESS5-MMS
	T2

	SP-030398
	23.141
	057
	-
	6.3.0
	Rel-6
	Pc and Pg Interfaces, Presence information
	revised
	F
	
	Presence service; Architecture and functional description; Stage 2
	PRESNC
	S2

	SP-030541
	23.141
	057
	1
	6.3.0
	Rel-6
	Pc and Pg Interfaces, Presence information
	approved
	F
	6.4.0
	Presence service; Architecture and functional description; Stage 2
	PRESNC
	S2

	NP-030380
	23.153
	062
	1
	4.8.0
	Rel-4
	Clarification on codec modification
	approved
	F
	4.9.0
	Out of Band Transcoder Control; Stage 2
	OoBTC
	N4

	NP-030380
	23.153
	063
	1
	5.5.0
	Rel-5
	Clarification on codec modification
	approved
	A
	5.6.0
	Out of Band Transcoder Control; Stage 2
	OoBTC
	N4

	NP-030380
	23.153
	066
	1
	4.8.0
	Rel-4
	Clarification of IuUP Initialisation during codec modification
	approved
	F
	4.9.0
	Out of Band Transcoder Control; Stage 2
	OoBTC
	N4

	NP-030380
	23.153
	067
	1
	5.5.0
	Rel-5
	Clarification of IuUP Initialisation during codec modification
	approved
	A
	5.6.0
	Out of Band Transcoder Control; Stage 2
	OoBTC
	N4

	NP-030330
	23.172
	014
	3
	5.1.0
	Rel-5
	Supplementary service interaction with SCUDIF calls
	approved
	F
	5.2.0
	Technical realization of Circuit Switched (CS) multimedia service; UDI/RDI fallback and service modification; Stage 2
	SCUDIF
	N3

	NP-030330
	23.172
	015
	4
	5.1.0
	Rel-5
	Repeat subscription checking in MO SCUDIF call
	approved
	F
	5.2.0
	Technical realization of Circuit Switched (CS) multimedia service; UDI/RDI fallback and service modification; Stage 2
	SCUDIF
	N3

	NP-030330
	23.172
	016
	2
	5.1.0
	Rel-5
	SCUDIF HLR Interrogation 
	approved
	F
	5.2.0
	Technical realization of Circuit Switched (CS) multimedia service; UDI/RDI fallback and service modification; Stage 2
	SCUDIF
	N3

	NP-030331
	23.172
	017
	1
	5.1.0
	Rel-5
	Callflows for Service change during the active state
	approved
	F
	5.2.0
	Technical realization of Circuit Switched (CS) multimedia service; UDI/RDI fallback and service modification; Stage 2
	SCUDIF
	N3

	NP-030431
	23.172
	017
	1
	5.1.0
	Rel-5
	Callflows for Service change during the active state
	withdrawn
	F
	
	Technical realization of Circuit Switched (CS) multimedia service; UDI/RDI fallback and service modification; Stage 2
	SCUDIF
	N3

	NP-030328
	23.172
	018
	1
	5.1.0
	Rel-5
	Interpretation of "no BC-IE in CALL PROC/CONF messages"
	approved
	F
	5.2.0
	Technical realization of Circuit Switched (CS) multimedia service; UDI/RDI fallback and service modification; Stage 2
	TEI
	N3

	SP-030377
	23.195
	001
	3
	5.0.0
	Rel-5
	Iu mode correction
	approved
	F
	5.1.0
	Provision of User Equipment Specific Behaviour Information (UESBI) to network entities
	LATE_UE
	S2

	SP-030377
	23.195
	002
	2
	5.0.0
	Rel-5
	Clean up of diagrams
	approved
	F
	5.1.0
	Provision of User Equipment Specific Behaviour Information (UESBI) to network entities
	LATE_UE
	S2

	SP-030377
	23.195
	003
	2
	5.0.0
	Rel-5
	Additional text for section 6 on (physical) location of FIB function
	approved
	C
	5.1.0
	Provision of User Equipment Specific Behaviour Information (UESBI) to network entities
	LATE_UE
	S2

	SP-030377
	23.195
	004
	1
	5.0.0
	Rel-5
	Roll out issue for RANAP-BSSMAP interworking
	approved
	F
	5.1.0
	Provision of User Equipment Specific Behaviour Information (UESBI) to network entities
	LATE_UE
	S2

	SP-030378
	23.207
	060
	1
	5.8.0
	Rel-6
	Functional additions for the Gq interface
	approved
	B
	6.0.0
	End-to-end Quality of Service (QoS) concept and architecture
	QoS1
	S2

	NP-030411
	23.218
	057
	-
	5.5.0
	Rel-5
	Removal of Incorrect Information
	approved
	F
	5.6.0
	IP Multimedia (IM) session handling; IM call model; Stage 2
	IMS-CCR
	N1

	SP-030379
	23.221
	040
	1
	5.7.0
	Rel-5
	Combination of service domains
	approved
	F
	5.8.0
	Architectural requirements
	IMS
	S2

	SP-030379
	23.221
	041
	-
	6.0.0
	Rel-6
	Combination of service domains
	approved
	A
	6.1.0
	Architectural requirements
	IMS
	S2

	SP-030380
	23.228
	320
	1
	6.2.0
	Rel-6
	Immediate IMS Messaging to multiple recipients
	approved
	C
	6.3.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030380
	23.228
	321
	1
	6.2.0
	Rel-6
	Some service aspects of IMS messaging
	approved
	C
	6.3.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030380
	23.228
	322
	1
	6.2.0
	Rel-6
	Session-based IMS messaging
	approved
	C
	6.3.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030380
	23.228
	324
	1
	6.2.0
	Rel-6
	Mobile-initiated Hold and Resume of a Mobile-PSTN Session
	approved
	F
	6.3.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030380
	23.228
	325
	1
	6.2.0
	Rel-6
	Subscription to information changes in e.g. AS or S-CSCF
	approved
	B
	6.3.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030380
	23.228
	326
	1
	6.2.0
	Rel-6
	Refreshing sessions
	approved
	F
	6.3.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030380
	23.228
	329
	1
	6.2.0
	Rel-6
	IMS corrections
	approved
	A
	6.3.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS-CCR
	S2

	SP-030380
	23.228
	330
	-
	5.9.0
	Rel-5
	IMS corrections
	approved
	F
	5.10.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS-CCR
	S2

	SP-030380
	23.228
	331
	2
	6.2.0
	Rel-6
	IP version interworking
	approved
	B
	6.3.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030380
	23.228
	336
	1
	6.2.0
	Rel-6
	SIP-IMS IWF
	revised
	B
	
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030358
	23.228
	336
	2
	6.2.0
	Rel-6
	SIP-IMS IWF
	approved
	B
	6.3.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030380
	23.228
	337
	2
	5.9.0
	Rel-5
	SIP-IMS IWF
	revised
	F
	
	IP Multimedia Subsystem (IMS); Stage 2
	IMS-CCR
	S2

	SP-030358
	23.228
	337
	3
	5.9.0
	Rel-5
	SIP-IMS IWF
	approved
	F
	5.10.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS-CCR
	S2

	SP-030380
	23.228
	340
	2
	6.2.0
	Rel-6
	Originating routing from ASs on behalf of PSIs
	approved
	C
	6.3.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030380
	23.228
	342
	-
	6.2.0
	Rel-6
	Signalling Path for Session Termination Procedures
	approved
	F
	6.3.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030380
	23.228
	343
	-
	6.2.0
	Rel-6
	Correction of cross references in Annex E
	approved
	D
	6.3.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS-COOP
	S2

	SP-030380
	23.228
	346
	2
	5.9.0
	Rel-5
	UE in a visited Network with a P-CSCF located in the Home network
	approved
	F
	5.10.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS
	S2

	SP-030380
	23.228
	348
	-
	5.9.0
	Rel-5
	Correction to Network initiated session release
	approved
	F
	5.10.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS-CCR
	S2

	SP-030380
	23.228
	349
	-
	6.2.0
	Rel-6
	Correction to Network initiated session release
	approved
	A
	6.3.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS-CCR
	S2

	SP-030380
	23.228
	350
	2
	6.2.0
	Rel-6
	PSI configuration in the HSS
	approved
	C
	6.3.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030380
	23.228
	351
	2
	6.2.0
	Rel-6
	PSI configuration and routing
	approved
	C
	6.3.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030381
	23.240
	001
	1
	6.0.0
	Rel-6
	Rg reference point compliance with Liberty Alliance Project ID-WSF
	approved
	B
	6.1.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	SP-030381
	23.240
	002
	1
	6.0.0
	Rel-6
	Introduction of discovery service
	approved
	B
	6.1.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	SP-030381
	23.240
	003
	1
	6.0.0
	Rel-6
	Corrections to Rg reference point descriptions
	approved
	F
	6.1.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	SP-030381
	23.240
	004
	1
	6.0.0
	Rel-6
	Removal of GMLC as example
	approved
	F
	6.1.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	SP-030382
	23.271
	187
	3
	6.4.0
	Rel-6
	Positioning of CS emergency service calls
	approved
	B
	6.5.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030382
	23.271
	190
	2
	6.4.0
	Rel-6
	Clearing editorial and other notes
	approved
	F
	6.5.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030382
	23.271
	193
	1
	6.4.0
	Rel-6
	The additional parameter validity time of the location request sent to the UE
	approved
	B
	6.5.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030382
	23.271
	194
	1
	6.4.0
	Rel-6
	Additional response message from LCS Client to GMLC in MO-LR procedure
	approved
	B
	6.5.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030382
	23.271
	196
	1
	6.4.0
	Rel-6
	Update of reference to OMA MLP specification
	approved
	D
	6.5.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030382
	23.271
	197
	1
	6.4.0
	Rel-6
	Pseudonym address and emergency identification
	approved
	D
	6.5.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030382
	23.271
	198
	3
	6.4.0
	Rel-6
	Routing of Emergency Calls based on Geographical Coordinates
	approved
	B
	6.5.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030382
	23.271
	200
	1
	6.4.0
	Rel-6
	Addition of Missing Indicator of Privacy Action as a Result of a Privacy Check
	approved
	F
	6.5.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030382
	23.271
	201
	3
	6.4.0
	Rel-6
	An additional parameter to limit the LCS Client
	approved
	B
	6.5.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030382
	23.271
	203
	3
	6.4.0
	Rel-6
	Introduction of location estimate in the change of area event LDR procedure
	approved
	B
	6.5.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030382
	23.271
	205
	2
	6.4.0
	Rel-6
	CR of synchronous & asynchronous procedures in GMLC
	approved
	B
	6.5.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030382
	23.271
	206
	1
	4.9.0
	Rel-4
	Removing PDP addressing of the target UE
	approved
	F
	4.10.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030382
	23.271
	207
	-
	5.7.0
	Rel-5
	Removing PDP addressing of the target UE
	approved
	A
	5.8.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030382
	23.271
	208
	-
	6.4.0
	Rel-6
	Removing PDP addressing of the target UE
	approved
	A
	6.5.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030382
	23.271
	209
	-
	6.4.0
	Rel-6
	LCS Capabilities and LCS Client Type
	approved
	D
	6.5.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030382
	23.271
	210
	5
	6.4.0
	Rel-6
	Clarification on the privacy check procedure in Rel-6. 
	approved
	F
	6.5.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030382
	23.271
	211
	-
	5.7.0
	Rel-5
	Correcting reference to LIF-MLP specification
	approved
	F
	5.8.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030382
	23.271
	212
	-
	6.4.0
	Rel-6
	Correcting reference to LIF-MLP specification
	approved
	A
	6.5.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	NP-030374
	23.278
	043
	2
	5.3.0
	Rel-5
	Incorrect handling of failure SIP response for MT 
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) - IP Multimedia System (IMS) interworking; Stage 2
	IMS-CAMEL
	N2

	NP-030374
	23.278
	044
	2
	5.3.0
	Rel-5
	Setting of Timers not specified for IMSSF process
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) - IP Multimedia System (IMS) interworking; Stage 2
	IMS-CAMEL
	N2

	NP-030374
	23.278
	045
	1
	5.3.0
	Rel-5
	Incorrect handling of failure SIP response for MO
	approved
	F
	5.4.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL) - IP Multimedia System (IMS) interworking; Stage 2
	IMS-CAMEL
	N2

	NP-030327
	23.910
	046
	1
	4.7.0
	Rel-4
	Clarification of Handover description
	approved
	F
	4.8.0
	Circuit switched data bearer services
	CSSPLIT
	N3

	NP-030327
	23.910
	047
	1
	5.3.0
	Rel-5
	Clarification of Handover description
	approved
	A
	5.4.0
	Circuit switched data bearer services
	CSSPLIT
	N3

	NP-030416
	24.008
	747
	-
	5.8.0
	Rel-5
	Correction of the static conditions for the backup bearer capability IE contents
	approved
	F
	5.9.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI5
	N1

	NP-030416
	24.008
	787
	-
	6.1.0
	Rel-6
	Correction of the static conditions for the backup bearer capability IE contents
	approved
	A
	6.2.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI5
	N1

	NP-030416
	24.008
	792
	-
	5.8.0
	Rel-5
	Deletion of EFRPLMNAcT
	approved
	F
	5.9.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI5
	N1

	NP-030416
	24.008
	793
	-
	6.1.0
	Rel-6
	Deletion of EFRPLMNAcT
	approved
	A
	6.2.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI5
	N1

	NP-030416
	24.008
	794
	1
	5.8.0
	Rel-5
	Clarification of handover - BC-IE
	approved
	F
	5.9.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI5
	N1

	NP-030416
	24.008
	795
	1
	6.1.0
	Rel-6
	Clarification of handover - BC-IE
	approved
	A
	6.2.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI5
	N1

	NP-030346
	24.008
	796
	2
	5.8.0
	Rel-5
	Support of the maximum bit rate for HSDPA
	approved
	F
	5.9.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	HSDPA
	N1

	NP-030347
	24.008
	797
	2
	6.1.0
	Rel-6
	Support of the maximum bit rate for HSDPA
	approved
	A
	6.2.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	HSDPA
	N1

	NP-030420
	24.008
	798
	-
	6.1.0
	Rel-6
	Source of the CS domain specific system information
	approved
	F
	6.2.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI6
	N1

	NP-030420
	24.008
	799
	1
	6.1.0
	Rel-6
	Signaling connection release after GMM procedure
	approved
	F
	6.2.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI6
	N1

	NP-030406
	24.008
	804
	2
	3.16.0
	R99
	Clarification of BC negotiation for multimedia calls
	approved
	F
	3.17.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	Multimedia
	N1

	NP-030406
	24.008
	805
	2
	4.11.0
	Rel-4
	Clarification of BC negotiation for multimedia calls
	approved
	A
	4.12.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	Multimedia
	N1

	NP-030406
	24.008
	806
	2
	5.8.0
	Rel-5
	Clarification of BC negotiation for multimedia calls
	approved
	A
	5.9.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	Multimedia
	N1

	NP-030406
	24.008
	807
	2
	6.1.0
	Rel-6
	Clarification of BC negotiation for multimedia calls
	approved
	A
	6.2.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	Multimedia
	N1

	NP-030405
	24.008
	810
	1
	3.16.0
	R99
	Change of DTM core capability
	approved
	F
	3.17.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI
	N1

	NP-030405
	24.008
	811
	1
	4.11.0
	Rel-4
	Change of DTM core capability
	approved
	A
	4.12.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI
	N1

	NP-030405
	24.008
	812
	1
	5.8.0
	Rel-5
	Change of DTM core capability
	approved
	A
	5.9.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI
	N1

	NP-030405
	24.008
	813
	1
	6.1.0
	Rel-6
	Change of DTM core capability
	approved
	A
	6.2.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI
	N1

	NP-030416
	24.008
	814
	1
	5.8.0
	Rel-5
	Introduction of mobile station multislot power classes
	approved
	F
	5.9.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI5
	N1

	NP-030416
	24.008
	815
	1
	6.1.0
	Rel-6
	Introduction of mobile station multislot power classes
	approved
	A
	6.2.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI5
	N1

	NP-030420
	24.011
	031
	-
	5.2.0
	Rel-6
	Unspecified SAPI value in RANAP message for MT SMS (Iu interface only)
	approved
	F
	6.0.0
	Point-to-Point  (PP) Short Message Service (SMS) support on Mobile Radio Interface
	TEI6
	N1

	NP-030342
	24.022
	012
	2
	5.3.0
	Rel-5
	Usage of RLP versions
	approved
	F
	5.4.0
	Radio Link Protocol (RLP) for circuit switched bearer and teleservices
	TEI
	N3

	NP-030386
	24.080
	029
	-
	5.3.0
	Rel-5
	Reduce maximum length of  “LCS Requestor ID” and “LCS
	approved
	F
	5.4.0
	Mobile radio Layer 3 supplementary service specification; Formats and coding
	LCS1
	N4

	NP-030411
	24.228
	113
	-
	5.5.0
	Rel-5
	Removal of address binding by P-CSCF in registration flows
	approved
	F
	5.6.0
	Signalling flows for the IP multimedia call control based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030411
	24.228
	114
	1
	5.5.0
	Rel-5
	Corrections on MGCF handling CS originating or terminating sessions
	approved
	F
	5.6.0
	Signalling flows for the IP multimedia call control based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030411
	24.228
	115
	1
	5.5.0
	Rel-5
	Update Handling of SA chap_6_7_8
	approved
	F
	5.6.0
	Signalling flows for the IP multimedia call control based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030411
	24.228
	116
	1
	5.5.0
	Rel-5
	Update Handling of SA chap_ 10
	approved
	F
	5.6.0
	Signalling flows for the IP multimedia call control based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030411
	24.228
	117
	1
	5.5.0
	Rel-5
	Update Handling of SA chap_16_17_18
	approved
	F
	5.6.0
	Signalling flows for the IP multimedia call control based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030412
	24.229
	444
	2
	5.5.0
	Rel-5
	All non-REGISTER requests must be integrity protected
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030412
	24.229
	445
	-
	5.5.0
	Rel-5
	Download of all service profiles linked to PUID being registered and implicitly registered
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030412
	24.229
	448
	3
	5.5.0
	Rel-5
	Authentication at UE
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030412
	24.229
	449
	1
	5.5.0
	Rel-5
	Nework authentication failure at the UE
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030412
	24.229
	451
	3
	5.5.0
	Rel-5
	Handling of security association
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030412
	24.229
	452
	1
	5.5.0
	Rel-5
	Re-authentication timer at S-CSCF
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030412
	24.229
	455
	2
	5.5.0
	Rel-5
	Authentication failure at S-CSCF
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030413
	24.229
	456
	2
	5.5.0
	Rel-5
	Subscription termination sent by the S-CSCF
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030413
	24.229
	457
	-
	5.5.0
	Rel-5
	Subscription termination at the P-CSCF
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030413
	24.229
	458
	-
	5.5.0
	Rel-5
	Network -initiated deregistration at P-CSCF
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030349
	24.229
	459
	1
	5.5.0
	Rel-5
	Notification about registration status at AS
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030415
	24.229
	459
	1
	5.5.0
	Rel-5
	Notification about registration status at AS
	revised
	F
	
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030413
	24.229
	461
	1
	5.5.0
	Rel-5
	Service profile
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030418
	24.229
	465
	1
	5.5.0
	Rel-6
	Alignment with TS for policy control over Gq interface
	approved
	F
	6.0.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-030413
	24.229
	466
	1
	5.5.0
	Rel-5
	Requirements on Preconditions
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030413
	24.229
	467
	1
	5.5.0
	Rel-5
	Call forwarding cleanup
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030413
	24.229
	468
	-
	5.5.0
	Rel-5
	Update of references
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030414
	24.229
	470
	1
	5.5.0
	Rel-5
	Adding P-Asserted-Identity headers to NE initiated subscriptions
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030418
	24.229
	472
	1
	5.5.0
	Rel-6
	I-CSCF procedures for openness
	approved
	B
	6.0.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-030418
	24.229
	473
	1
	5.5.0
	Rel-6
	Registration from multiple terminals and forking
	revised
	B
	
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-030428
	24.229
	473
	2
	5.5.0
	Rel-6
	Registration from multiple terminals and forking
	withdrawn
	B
	
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-030433
	24.229
	473
	3
	5.5.0
	Rel-6
	Registration from multiple terminals and forking
	approved
	B
	6.0.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-030414
	24.229
	479
	1
	5.5.0
	Rel-5
	Replace USIM by ISIM for user identity storage
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030419
	24.229
	480
	3
	5.5.0
	Rel-6
	Access Independent IMS
	approved
	B
	6.0.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMSCOOP
	N1

	NP-030414
	24.229
	481
	1
	5.5.0
	Rel-5
	24.229 R5 CR: Corrections to Profile Tables
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030414
	24.229
	482
	-
	5.5.0
	Rel-5
	24.229 R5 CR: Setting of SUBSCRIBE exipiration time
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030414
	24.229
	483
	3
	5.5.0
	Rel-5
	24.229 R5 CR: Alignment of IMS Compression with RFC 3486
	approved
	F
	5.6.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	RP-030417
	25.101
	250
	3
	5.7.0
	Rel-5
	Addition of transmitter characteristics for HS-DPCCH
	approved
	F
	5.8.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-030417
	25.101
	251
	3
	6.1.0
	Rel-6
	Addition of transmitter characteristics for HS-DPCCH
	approved
	A
	6.2.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-030415
	25.101
	261
	1
	3.14.0
	R99
	Problems with "Out of sync" in Initial Convergence test
	approved
	F
	3.15.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI
	R4

	RP-030415
	25.101
	262
	1
	4.8.0
	Rel-4
	Problems with "Out of sync" in Initial Convergence test
	approved
	A
	4.9.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI
	R4

	RP-030415
	25.101
	263
	1
	5.7.0
	Rel-5
	Problems with "Out of sync" in Initial Convergence test
	approved
	A
	5.8.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI
	R4

	RP-030415
	25.101
	264
	1
	6.1.0
	Rel-6
	Problems with "Out of sync" in Initial Convergence test
	approved
	A
	6.2.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI
	R4

	RP-030423
	25.101
	265
	1
	6.1.0
	Rel-6
	UE blocking requirements
	approved
	F
	6.2.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI6
	R4

	RP-030423
	25.101
	267
	1
	6.1.0
	Rel-6
	Spurious Emission in GSM bands
	approved
	F
	6.2.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI6
	R4

	RP-030418
	25.101
	269
	-
	5.7.0
	Rel-5
	Correction of CR 160 implementation for Correction of power terms and definitions
	approved
	F
	5.8.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI5
	R4

	RP-030418
	25.101
	270
	-
	6.1.0
	Rel-6
	Correction of CR 160 implementation for Correction of power terms and definitions
	approved
	A
	6.2.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI5
	R4

	RP-030421
	25.101
	271
	-
	6.1.0
	Rel-6
	Frequency bands for UMTS1.7/2.1, UMTS800 and UMTS850
	revised
	B
	
	User Equipment (UE) radio transmission and reception (FDD)
	RInImp-UMTS850, RInImp-UMTS800, RInImp-UMTS1721
	R4

	RP-030515
	25.101
	271
	1
	6.1.0
	Rel-6
	Frequency bands for UMTS1.7/2.1, UMTS850 and DS-CDMA 800
	approved
	B
	6.2.0
	User Equipment (UE) radio transmission and reception (FDD)
	Rlnlmp-UMTS1721, Rlnlmp-UMTS850, Rlnlmp-
	R4

	RP-030423
	25.104
	199
	1
	6.2.0
	Rel-6
	Spurious emission levels for the protection of UTRA-FDD BS receiver
	approved
	F
	6.3.0
	Base Station (BS) radio transmission and reception (FDD)
	TEI6
	R4

	RP-030421
	25.104
	200
	-
	6.2.0
	Rel-6
	Frequency bands for UMTS1.7/2.1, UMTS800 and UMTS850
	revised
	B
	
	Base Station (BS) radio transmission and reception (FDD)
	RInImp-UMTS850, RInImp-UMTS800, RInImp-UMTS1721
	R4

	RP-030515
	25.104
	200
	1
	6.2.0
	Rel-6
	Frequency bands for UMTS1.7/2.1, UMTS850 and DS-CDMA 800
	approved
	B
	6.3.0
	Base Station (BS) radio transmission and reception (FDD)
	Rlnlmp-UMTS1721, Rlnlmp-UMTS850, Rlnlmp-
	R4

	RP-030419
	25.106
	024
	-
	5.5.0
	Rel-5
	Correction of naming of frequency bands and operating band. Introduction of pass band
	approved
	F
	5.6.0
	UTRA repeater radio transmission and reception
	RInImp-REP
	R4

	RP-030416
	25.123
	308
	-
	4.9.0
	Rel-4
	Correction to test parameter for 3.84Mcps TDD cell re-selection for 1.28Mcps TDD in idle mode
	approved
	F
	4.10.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030416
	25.123
	309
	-
	5.5.0
	Rel-5
	Correction to test parameter for 3.84Mcps TDD cell re-selection for 1.28Mcps TDD in idle mode
	approved
	A
	5.6.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030416
	25.123
	310
	-
	4.9.0
	Rel-4
	Correction to Timing Advance of 1.28Mcps TDD option
	approved
	F
	4.10.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030416
	25.123
	311
	-
	5.5.0
	Rel-5
	Correction to Timing Advance of 1.28Mcps TDD option
	approved
	A
	5.6.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030416
	25.123
	312
	-
	4.9.0
	Rel-4
	Corrections to some measurement mappings in Section 9
	approved
	F
	4.10.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030416
	25.123
	313
	-
	5.5.0
	Rel-5
	Corrections to some measurement mappings in Section 9
	approved
	A
	5.6.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030416
	25.123
	314
	-
	4.9.0
	Rel-4
	Correction to 1.28Mcps TDD measurement and test case for GSM
	approved
	F
	4.10.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030416
	25.123
	315
	-
	5.5.0
	Rel-5
	Correction to 1.28Mcps TDD measurement and test case for GSM
	approved
	A
	5.6.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030416
	25.123
	316
	-
	4.9.0
	Rel-4
	Correction to inter frequency measurement requirements and test cases for 1.28Mcps TDD option
	approved
	F
	4.10.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030416
	25.123
	317
	-
	5.5.0
	Rel-5
	Correction to inter frequency measurement requirements and test cases for 1.28Mcps TDD option
	approved
	A
	5.6.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030416
	25.123
	318
	-
	4.9.0
	Rel-4
	TDD/GSM Handover Test Case for 1.28Mcps TDD 
	approved
	F
	4.10.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030416
	25.123
	319
	-
	5.5.0
	Rel-5
	TDD/GSM Handover Test Case for 1.28Mcps TDD 
	approved
	A
	5.6.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030416
	25.123
	320
	-
	4.9.0
	Rel-4
	GSM carrier RSSI Measurement Test Case for 1.28Mcps TDD 
	approved
	F
	4.10.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030416
	25.123
	321
	-
	5.5.0
	Rel-5
	GSM carrier RSSI Measurement Test Case for 1.28Mcps TDD 
	approved
	A
	5.6.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030423
	25.133
	604
	-
	6.2.0
	Rel-6
	Correction of the RACH reporting delay
	approved
	F
	6.3.0
	Requirements for support of radio resource management  (FDD)
	TEI6
	R4

	RP-030420
	25.133
	605
	-
	5.7.0
	Rel-5
	Accuracy requirement of non-HSDPA transmit carrier power measurement
	approved
	F
	5.8.0
	Requirements for support of radio resource management  (FDD)
	TEI5
	R4

	RP-030420
	25.133
	606
	-
	6.2.0
	Rel-6
	Accuracy requirement of non-HSDPA transmit carrier power measurement
	approved
	A
	6.3.0
	Requirements for support of radio resource management  (FDD)
	TEI5
	R4

	RP-030423
	25.133
	608
	-
	6.2.0
	Rel-6
	Test time reduction for Cell Re-selection in CELL_FACH
	approved
	F
	6.3.0
	Requirements for support of radio resource management  (FDD)
	TEI6
	R4

	RP-030420
	25.133
	611
	1
	5.7.0
	Rel-5
	FDD inter-frequency cell identification
	approved
	F
	5.8.0
	Requirements for support of radio resource management  (FDD)
	TEI5
	R4

	RP-030420
	25.133
	612
	1
	6.2.0
	Rel-6
	FDD inter-frequency cell identification
	approved
	A
	6.3.0
	Requirements for support of radio resource management  (FDD)
	TEI5
	R4

	RP-030540
	25.133
	613
	-
	3.14.0
	R99
	CELL_DCH to CELL_FACH/CELL_PCH/URA_PCH transition when suitable UTRA cell is not found
	Approved
	F
	3.15.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-030540
	25.133
	614
	-
	4.9.0
	Rel-4
	CELL_DCH to CELL_FACH/CELL_PCH/URA_PCH transition when suitable UTRA cell is not found
	Approved
	A
	4.10.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-030540
	25.133
	615
	-
	5.7.0
	Rel-5
	CELL_DCH to CELL_FACH/CELL_PCH/URA_PCH transition when suitable UTRA cell is not found
	Approved
	A
	5.8.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-030540
	25.133
	616
	-
	6.2.0
	Rel-6
	CELL_DCH to CELL_FACH/CELL_PCH/URA_PCH transition when suitable UTRA cell is not found
	Approved
	A
	6.3.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-030423
	25.141
	315
	1
	6.2.0
	Rel-6
	Measurement interval in Frequency error, PCDE and EVM testing
	approved
	F
	6.3.0
	Base Station (BS) conformance testing (FDD)
	TEI6
	R4

	RP-030423
	25.141
	318
	1
	6.2.0
	Rel-6
	Spurious emission levels for the protection of UTRA-FDD BS receiver
	approved
	F
	6.3.0
	Base Station (BS) conformance testing (FDD)
	TEI6
	R4

	RP-030421
	25.141
	319
	-
	6.2.0
	Rel-6
	Frequency bands for UMTS1.7/2.1, UMTS800 and UMTS850
	revised
	B
	
	Base Station (BS) conformance testing (FDD)
	RInImp-UMTS850, RInImp-UMTS800, RInImp-UMTS1721
	R4

	RP-030515
	25.141
	319
	1
	6.2.0
	Rel-6
	Frequency bands for UMTS1.7/2.1, UMTS850 and DS-CDMA 800
	approved
	B
	6.3.0
	Base Station (BS) conformance testing (FDD)
	Rlnlmp-UMTS1721, Rlnlmp-UMTS850, Rlnlmp-
	R4

	RP-030419
	25.143
	035
	-
	5.5.0
	Rel-5
	Correction of naming of frequency bands and operating band. Introduction of pass band
	approved
	F
	5.6.0
	UTRA repeater conformance testing
	RInImp-REP
	R4

	RP-030462
	25.211
	186
	1
	5.4.0
	Rel-5
	Removal of the combination of TxAA Mode 1 with HS-SCCH
	approved
	F
	5.5.0
	Physical channels and mapping of transport channels onto physical channels (FDD)
	HSDPA-Phys
	R1

	RP-030456
	25.212
	178
	4
	5.5.0
	Rel-5
	Clarification on Single Transport Format Detection
	approved
	F
	5.6.0
	Multiplexing and channel coding (FDD)
	TEI-5
	R1

	RP-030456
	25.212
	179
	-
	5.5.0
	Rel-5
	Correction on table number in first interleave description
	approved
	D
	5.6.0
	Multiplexing and channel coding (FDD)
	TEI-5
	R1

	RP-030456
	25.212
	180
	3
	5.5.0
	Rel-5
	Broadening the conditions that require Ues to perform BTFD for the case of HS-DSCH reception
	approved
	C
	5.6.0
	Multiplexing and channel coding (FDD)
	HSDPA-Phys
	R1

	RP-030457
	25.213
	062
	-
	5.3.0
	Rel-5
	Clarification of 16QAM modulation description
	approved
	F
	5.4.0
	Spreading and modulation (FDD)
	HSDPA-Phys
	R1

	RP-030502
	25.213
	063
	1
	5.3.0
	Rel-5
	Scrambling code & phase reference combinations for DL HS channels
	rejected
	F
	
	Spreading and modulation (FDD)
	HSDPA-Phys
	R1

	RP-030458
	25.214
	325
	-
	5.5.0
	Rel-5
	Correction of CQI definition table
	approved
	F
	5.6.0
	Physical layer procedures (FDD)
	HSDPA-Phys
	R1

	RP-030462
	25.214
	326
	-
	5.5.0
	Rel-5
	Removal of the combination of TxAA Mode 1 with HS-SCCH
	approved
	F
	5.6.0
	Physical layer procedures (FDD)
	HSDPA-Phys
	R1

	RP-030458
	25.214
	328
	2
	5.5.0
	Rel-5
	Clarification of power scaling with HS-DPCCH
	approved
	F
	5.6.0
	Physical layer procedures (FDD)
	HSDPA-Phys
	R1

	RP-030458
	25.214
	329
	3
	5.5.0
	Rel-5
	Correction of CQI reporting in DL compressed mode
	approved
	F
	5.6.0
	Physical layer procedures (FDD)
	HSDPA-Phys
	R1

	RP-030458
	25.214
	330
	1
	5.5.0
	Rel-5
	Clarification of HS-SCCH reception
	approved
	F
	5.6.0
	Physical layer procedures (FDD)
	HSDPA-Phys
	R1

	RP-030513
	25.214
	332
	2
	3.12.0
	R99
	TPC pattern during loss of RL synchronisation
	revised
	F
	
	Physical layer procedures (FDD)
	TEI
	R1

	RP-030522
	25.214
	332
	3
	3.12.0
	R99
	TPC pattern during loss of RL synchronisation
	rejected
	F
	
	Physical layer procedures (FDD)
	TEI
	R1

	RP-030458
	25.214
	333
	1
	5.5.0
	Rel-5
	Clarification on CQI repetition behaviour
	approved
	F
	5.6.0
	Physical layer procedures (FDD)
	HSDPA-Phys
	R1

	RP-030513
	25.214
	334
	-
	4.6.0
	Rel-4
	TPC pattern during loss of RL synchronisation
	revised
	A
	
	Physical layer procedures (FDD)
	TEI
	R1

	RP-030522
	25.214
	334
	1
	4.6.0
	Rel-4
	TPC pattern during loss of RL synchronisation
	rejected
	A
	
	Physical layer procedures (FDD)
	TEI
	R1

	RP-030513
	25.214
	335
	-
	5.5.0
	Rel-5
	TPC pattern during loss of RL synchronisation
	revised
	A
	
	Physical layer procedures (FDD)
	TEI
	R1

	RP-030522
	25.214
	335
	1
	5.5.0
	Rel-5
	TPC pattern during loss of RL synchronisation
	revised
	A
	
	Physical layer procedures (FDD)
	TEI
	R1

	RP-030544
	25.214
	335
	2
	5.5.0
	Rel-5
	TPC pattern during loss of RL synchronisation
	rejected
	A
	
	Physical layer procedures (FDD)
	TEI
	R1

	RP-030547
	25.214
	335
	3
	5.5.0
	Rel-5
	TPC pattern during loss of RL synchronisation
	approved
	F
	5.6.0
	Physical layer procedures (FDD)
	TEI
	R1

	RP-030452
	25.215
	144
	1
	5.4.0
	Rel-5
	Beamforming Enhancement related measurements
	approved
	F
	5.5.0
	Physical layer; Measurements (FDD)
	RANimp-BFE
	R1

	RP-030460
	25.224
	121
	3
	5.5.0
	Rel-5
	Clarification on PDSCH Downlink Power Control Procedures
	approved
	F
	5.6.0
	Physical layer procedures (TDD)
	TEI-5
	R1

	RP-030476
	25.224
	123
	1
	3.12.0
	R99
	DTX and Special Bursts in case of no data on S-CCPCH and Beacon Channels
	revised
	F
	
	Physical layer procedures (TDD)
	
	R1

	RP-030533
	25.224
	123
	2
	3.12.0
	R99
	DTX and Special Bursts in case of no data on S-CCPCH and Beacon Channels
	approved
	F
	3.13.0
	Physical layer procedures (TDD)
	
	R1

	RP-030476
	25.224
	124
	1
	4.8.0
	Rel-4
	DTX and Special Bursts in case of no data on S-CCPCH and Beacon Channels
	approved
	A
	4.9.0
	Physical layer procedures (TDD)
	
	R1

	RP-030476
	25.224
	125
	1
	5.5.0
	Rel-5
	DTX and Special Bursts in case of no data on S-CCPCH and Beacon Channels
	approved
	A
	5.6.0
	Physical layer procedures (TDD)
	
	R1

	RP-030480
	25.302
	140
	-
	3.15.0
	R99
	Correction to FDD downlink transport channel combinations for SCCPCH
	approved
	F
	3.16.0
	Services provided by the physical layer
	TEI
	R2

	RP-030480
	25.302
	141
	-
	4.7.0
	Rel-4
	Correction to FDD downlink transport channel combinations for SCCPCH
	approved
	A
	4.8.0
	Services provided by the physical layer
	TEI
	R2

	RP-030480
	25.302
	142
	-
	5.5.0
	Rel-5
	Correction to FDD downlink transport channel combinations for SCCPCH
	approved
	A
	5.6.0
	Services provided by the physical layer
	TEI
	R2

	RP-030492
	25.302
	143
	-
	5.5.0
	Rel-5
	Correcting model of the UE’s physical layer regarding DCH with HS-DSCH
	approved
	F
	5.6.0
	Services provided by the physical layer
	TEI5
	R2

	RP-030481
	25.305
	090
	-
	3.9.0
	R99
	Correction to UE Positioning privacy procedures
	approved
	F
	3.10.0
	User Equipment (UE) positioning in Universal Terrestrial Radio Access Network (UTRAN); Stage 2
	TEI
	R2

	RP-030481
	25.305
	091
	-
	4.5.0
	Rel-4
	Correction to UE Positioning privacy procedures
	approved
	A
	4.6.0
	User Equipment (UE) positioning in Universal Terrestrial Radio Access Network (UTRAN); Stage 2
	TEI
	R2

	RP-030481
	25.305
	092
	-
	5.6.0
	Rel-5
	Correction to UE Positioning privacy procedures
	approved
	A
	5.7.0
	User Equipment (UE) positioning in Universal Terrestrial Radio Access Network (UTRAN); Stage 2
	TEI
	R2

	RP-030481
	25.305
	093
	-
	3.9.0
	R99
	Alignment with 25.331 regarding A-GPS assistance data
	approved
	F
	3.10.0
	User Equipment (UE) positioning in Universal Terrestrial Radio Access Network (UTRAN); Stage 2
	TEI
	R2

	RP-030481
	25.305
	094
	-
	4.5.0
	Rel-4
	Alignment with 25.331 regarding A-GPS assistance data
	approved
	A
	4.6.0
	User Equipment (UE) positioning in Universal Terrestrial Radio Access Network (UTRAN); Stage 2
	TEI
	R2

	RP-030481
	25.305
	095
	-
	5.6.0
	Rel-5
	Alignment with 25.331 regarding A-GPS assistance data
	approved
	A
	5.7.0
	User Equipment (UE) positioning in Universal Terrestrial Radio Access Network (UTRAN); Stage 2
	TEI
	R2

	RP-030481
	25.305
	096
	-
	3.9.0
	R99
	UE positioning support in the UE
	approved
	F
	3.10.0
	User Equipment (UE) positioning in Universal Terrestrial Radio Access Network (UTRAN); Stage 2
	TEI
	R2

	RP-030481
	25.305
	097
	-
	4.5.0
	Rel-4
	UE positioning support in the UE
	approved
	A
	4.6.0
	User Equipment (UE) positioning in Universal Terrestrial Radio Access Network (UTRAN); Stage 2
	TEI
	R2

	RP-030481
	25.305
	098
	-
	5.6.0
	Rel-5
	UE positioning support in the UE
	approved
	A
	5.7.0
	User Equipment (UE) positioning in Universal Terrestrial Radio Access Network (UTRAN); Stage 2
	TEI
	R2

	RP-030493
	25.306
	072
	-
	5.5.0
	Rel-5
	Addition of memory unit in UE Radio Access Capabilities tables
	approved
	F
	5.6.0
	UE Radio Access capabilities definition
	HSDPA-L23
	R2

	RP-030482
	25.306
	073
	-
	3.8.0
	R99
	Correction of Maximum hc context space capability
	approved
	F
	3.9.0
	UE Radio Access capabilities definition
	TEI
	R2

	RP-030482
	25.306
	074
	-
	4.7.0
	Rel-4
	Correction of Maximum hc context space capability
	approved
	A
	4.8.0
	UE Radio Access capabilities definition
	TEI
	R2

	RP-030482
	25.306
	075
	-
	5.5.0
	Rel-5
	Correction of Maximum hc context space capability
	approved
	A
	5.6.0
	UE Radio Access capabilities definition
	TEI
	R2

	RP-030482
	25.306
	076
	-
	3.8.0
	R99
	UE positioning support in the UE
	approved
	F
	3.9.0
	UE Radio Access capabilities definition
	TEI
	R2

	RP-030482
	25.306
	077
	-
	4.7.0
	Rel-4
	UE positioning support in the UE
	approved
	A
	4.8.0
	UE Radio Access capabilities definition
	TEI
	R2

	RP-030482
	25.306
	078
	-
	5.5.0
	Rel-5
	UE positioning support in the UE
	approved
	F
	5.6.0
	UE Radio Access capabilities definition
	TEI
	R2

	RP-030482
	25.306
	079
	-
	3.8.0
	R99
	Definition of minimum UE capability class
	rejected
	F
	
	UE Radio Access capabilities definition
	TEI
	R2

	RP-030482
	25.306
	080
	-
	4.7.0
	Rel-4
	Definition of minimum UE capability class
	rejected
	A
	
	UE Radio Access capabilities definition
	TEI
	R2

	RP-030482
	25.306
	081
	-
	5.5.0
	Rel-5
	Definition of minimum UE capability class
	rejected
	A
	
	UE Radio Access capabilities definition
	TEI
	R2

	RP-030494
	25.321
	174
	1
	5.5.0
	Rel-5
	MAC-hs Re-ordering Protocol Correction & MAC-hs window re-ordering
	revised
	F
	
	Medium Access Control (MAC) protocol specification
	HDPA-L23
	R2

	RP-030536
	25.321
	174
	2
	5.5.0
	Rel-5
	MAC-hs Re-ordering Protocol Correction & MAC-hs window re-ordering
	approved
	F
	5.6.0
	Medium Access Control (MAC) protocol specification
	HSDPA-L23
	R2

	RP-030494
	25.321
	175
	-
	5.5.0
	Rel-5
	Addition of HS-DSCH Provided Bit Rate measurement
	approved
	C
	5.6.0
	Medium Access Control (MAC) protocol specification
	HDPA-L23
	R2

	RP-030501
	25.321
	176
	-
	3.15.0
	R99
	TFCS selection guidelines for TFC Subset
	approved
	F
	3.16.0
	Medium Access Control (MAC) protocol specification
	TEI
	R2

	RP-030501
	25.321
	177
	-
	4.8.0
	Rel-4
	TFCS selection guidelines for TFC Subset
	approved
	A
	4.9.0
	Medium Access Control (MAC) protocol specification
	TEI
	R2

	RP-030501
	25.321
	178
	-
	5.5.0
	Rel-5
	TFCS selection guidelines for TFC Subset
	approved
	A
	5.6.0
	Medium Access Control (MAC) protocol specification
	TEI
	R2

	RP-030483
	25.322
	228
	-
	3.15.0
	R99
	SDU Concatenation Exceptions and SDU Concatenation in AM Mode
	approved
	F
	3.16.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030483
	25.322
	229
	-
	4.9.0
	Rel-4
	SDU Concatenation Exceptions and SDU Concatenation in AM Mode
	approved
	A
	4.10.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030483
	25.322
	230
	-
	5.5.0
	Rel-5
	SDU Concatenation Exceptions and SDU Concatenation in AM Mode
	approved
	A
	5.6.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030483
	25.322
	231
	1
	3.15.0
	R99
	Decision of Discarded SDUs from Discarded PDUs
	approved
	F
	3.16.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030483
	25.322
	232
	1
	4.9.0
	Rel-4
	Decision of Discarded SDUs from Discarded PDUs
	approved
	A
	4.10.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030483
	25.322
	233
	1
	5.5.0
	Rel-5
	Decision of Discarded SDUs from Discarded PDUs
	approved
	F
	5.6.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030483
	25.322
	234
	1
	3.15.0
	R99
	RLC Reset Triggering and Update of VT(RST)
	approved
	F
	3.16.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030483
	25.322
	235
	1
	4.9.0
	Rel-4
	RLC Reset Triggering and Update of VT(RST)
	approved
	A
	4.10.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030483
	25.322
	236
	1
	5.5.0
	Rel-5
	RLC Reset Triggering and Update of VT(RST)
	approved
	A
	5.6.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030483
	25.322
	237
	-
	3.15.0
	R99
	Correction to the ‘SDU discard with explicit signalling’ procedure
	approved
	F
	3.16.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030483
	25.322
	238
	-
	4.9.0
	Rel-4
	Correction to the ‘SDU discard with explicit signalling’ procedure
	approved
	A
	4.10.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030483
	25.322
	239
	-
	5.5.0
	Rel-5
	Correction to the ‘SDU discard with explicit signalling’ procedure
	approved
	A
	5.6.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030478
	25.322
	240
	-
	3.15.0
	R99
	Elimination of EPC mechanism
	approved
	F
	3.16.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030478
	25.322
	241
	-
	4.9.0
	Rel-4
	Elimination of EPC mechanism
	approved
	A
	4.10.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030478
	25.322
	242
	-
	5.5.0
	Rel-5
	Elimination of EPC mechanism
	approved
	A
	5.6.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030483
	25.322
	243
	-
	3.15.0
	R99
	Correction of MRW and RESET timers in RLC
	approved
	F
	3.16.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030483
	25.322
	244
	-
	4.9.0
	Rel-4
	Correction of MRW and RESET timers in RLC
	approved
	A
	4.10.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030483
	25.322
	245
	-
	5.5.0
	Rel-5
	Correction of MRW and RESET timers in RLC
	approved
	A
	5.6.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030490
	25.322
	246
	-
	4.9.0
	Rel-4
	Reconfiguration of RLC window size
	approved
	F
	4.10.0
	Radio Link Control (RLC)  protocol specification
	TEI4
	R2

	RP-030490
	25.322
	247
	-
	5.5.0
	Rel-5
	Reconfiguration of RLC window size
	approved
	A
	5.6.0
	Radio Link Control (RLC)  protocol specification
	TEI4
	R2

	RP-030484
	25.331
	1991
	-
	3.15.0
	R99
	Handling of key sets at Inter-RAT Handover to UTRAN
	approved
	F
	3.16.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030484
	25.331
	1992
	-
	4.10.0
	Rel-4
	Handling of key sets at Inter-RAT Handover to UTRAN
	approved
	A
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030484
	25.331
	1993
	-
	5.5.0
	Rel-5
	Handling of key sets at Inter-RAT Handover to UTRAN
	approved
	A
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030484
	25.331
	1994
	-
	3.15.0
	R99
	Correction to UE Positioning privacy procedures
	approved
	F
	3.16.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030484
	25.331
	1995
	-
	4.10.0
	Rel-4
	Correction to UE Positioning privacy procedures
	approved
	A
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030484
	25.331
	1996
	-
	5.5.0
	Rel-5
	Correction to UE Positioning privacy procedures
	approved
	A
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030495
	25.331
	1997
	-
	5.5.0
	Rel-5
	Correction to UE behaviour on T317 expiry
	approved
	F
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-030504
	25.331
	1998
	-
	3.15.0
	R99
	Reconfiguration with state transition to an indicated cell on a different frequency
	revised
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030506
	25.331
	1998
	1
	3.15.0
	R99
	Reconfiguration with state transition to an indicated cell on a different frequency
	approved
	F
	3.16.0
	Radio Resource Control (RRC) protocol specification
	-
	R2

	RP-030504
	25.331
	1999
	-
	4.10.0
	Rel-4
	Reconfiguration with state transition to an indicated cell on a different frequency
	revised
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030506
	25.331
	1999
	1
	4.10.0
	Rel-4
	Reconfiguration with state transition to an indicated cell on a different frequency
	approved
	A
	4.11.0
	Radio Resource Control (RRC) protocol specification
	-
	R2

	RP-030504
	25.331
	2000
	-
	5.5.0
	Rel-5
	Reconfiguration with state transition to an indicated cell on a different frequency
	revised
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030484
	25.331
	2001
	1
	3.15.0
	R99
	START calculation
	revised
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030520
	25.331
	2001
	2
	3.15.0
	R99
	START calculation in connected mode
	approved
	F
	3.16.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030484
	25.331
	2002
	1
	4.10.0
	Rel-4
	START calculation
	revised
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030520
	25.331
	2002
	2
	4.10.0
	Rel-4
	START calculation in connected mode
	approved
	A
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030484
	25.331
	2003
	1
	5.5.0
	Rel-5
	START calculation
	revised
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030520
	25.331
	2003
	2
	5.5.0
	Rel-5
	START calculation in connected mode
	approved
	F
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030484
	25.331
	2004
	-
	3.15.0
	R99
	PRACH channelisation code list limitation to align with TS 25.221
	approved
	F
	3.16.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030484
	25.331
	2005
	-
	4.10.0
	Rel-4
	PRACH channelisation code list limitation to align with TS 25.221
	approved
	A
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030484
	25.331
	2006
	-
	5.5.0
	Rel-5
	PRACH channelisation code list limitation to align with TS 25.221
	approved
	A
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030484
	25.331
	2007
	-
	3.15.0
	R99
	Handling of transport channel information at radio bearer release
	approved
	F
	3.16.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030484
	25.331
	2008
	-
	4.10.0
	Rel-4
	Handling of transport channel information at radio bearer release
	approved
	A
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030484
	25.331
	2009
	-
	5.5.0
	Rel-5
	Handling of transport channel information at radio bearer release
	approved
	A
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030484
	25.331
	2010
	-
	3.15.0
	R99
	Reconfiguration with transition to CELL_PCH or URA_PCH
	rejected
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030484
	25.331
	2011
	-
	4.10.0
	Rel-4
	Reconfiguration with transition to CELL_PCH or URA_PCH
	rejected
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030484
	25.331
	2012
	-
	5.5.0
	Rel-5
	Reconfiguration with transition to CELL_PCH or URA_PCH
	rejected
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030485
	25.331
	2013
	-
	3.15.0
	R99
	Corrections for TDD for the IEs “Downlink DPCH info common for all radio links”
	approved
	F
	3.16.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030485
	25.331
	2014
	-
	4.10.0
	Rel-4
	Corrections for TDD for the IEs “Downlink DPCH info common for all radio links”
	approved
	A
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030485
	25.331
	2015
	-
	5.5.0
	Rel-5
	Corrections for TDD for the IEs “Downlink DPCH info common for all radio links”
	approved
	A
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030485
	25.331
	2016
	-
	3.15.0
	R99
	TFCS selection guidelines for TFC Subset
	approved
	F
	3.16.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030485
	25.331
	2017
	-
	4.10.0
	Rel-4
	TFCS selection guidelines for TFC Subset
	approved
	A
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030485
	25.331
	2018
	-
	5.5.0
	Rel-5
	TFCS selection guidelines for TFC Subset
	approved
	A
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030491
	25.331
	2019
	-
	4.10.0
	Rel-4
	Ciphering of TM SRBs
	approved
	F
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-030491
	25.331
	2020
	-
	5.5.0
	Rel-5
	Ciphering of TM SRBs
	approved
	A
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-030491
	25.331
	2021
	1
	4.10.0
	Rel-4
	Correction on PDCP Header Compression Configuration
	approved
	F
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-030491
	25.331
	2022
	1
	5.5.0
	Rel-5
	Correction on PDCP Header Compression Configuration
	approved
	A
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-030485
	25.331
	2023
	-
	3.15.0
	R99
	Value range of UE Rx-Tx time difference type 2 measurement
	approved
	F
	3.16.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030485
	25.331
	2024
	-
	4.10.0
	Rel-4
	Value range of UE Rx-Tx time difference type 2 measurement
	approved
	A
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030485
	25.331
	2025
	-
	5.5.0
	Rel-5
	Value range of UE Rx-Tx time difference type 2 measurement
	approved
	A
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030491
	25.331
	2026
	-
	4.10.0
	Rel-4
	Corrections for TDD PUSCH
	approved
	F
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-030491
	25.331
	2027
	-
	5.5.0
	Rel-5
	Corrections for TDD PUSCH
	approved
	A
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-030449
	25.331
	2028
	-
	5.5.0
	Rel-5
	Reconfiguration of MAC-d flow
	approved
	F
	5.6.0
	Radio Resource Control (RRC) protocol specification
	HSDPA-L23
	R2

	RP-030495
	25.331
	2029
	-
	5.5.0
	Rel-5
	Correcting value range of MAC-hs buffer ID
	approved
	F
	5.6.0
	Radio Resource Control (RRC) protocol specification
	HSDPA-L23
	R2

	RP-030495
	25.331
	2030
	-
	5.5.0
	Rel-5
	Correction of handling of IE "MAC-hs reset indicator" in Added or Reconfigured DL TrCH information
	approved
	F
	5.6.0
	Radio Resource Control (RRC) protocol specification
	HSDPA-L23
	R2

	RP-030485
	25.331
	2031
	1
	3.15.0
	R99
	Activation Time for DSCH
	approved
	F
	3.16.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030485
	25.331
	2032
	1
	4.10.0
	Rel-4
	Activation Time for DSCH
	approved
	A
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030485
	25.331
	2033
	-
	5.5.0
	Rel-5
	Activation Time for HS-DSCH
	approved
	F
	5.6.0
	Radio Resource Control (RRC) protocol specification
	HSDPA-L23
	R2

	RP-030479
	25.331
	2034
	-
	5.5.0
	Rel-5
	Maintaining the RRC Connection while Emergency camped on a F-PLMN during OOS
	rejected
	C
	
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-030548
	25.331
	2034
	1
	5.5.0
	Rel-6
	Maintaining the RRC Connection while Emergency camped on a F-PLMN during OOS
	approved
	C
	6.0.0
	Radio Resource Control (RRC) protocol specification
	TEI6
	R2

	RP-030495
	25.331
	2035
	1
	5.5.0
	Rel-5
	UE capability signalling for UMTS1800
	approved
	F
	5.6.0
	Radio Resource Control (RRC) protocol specification
	RlnImp-UMTS18
	R2

	RP-030485
	25.331
	2036
	1
	3.15.0
	R99
	START value calculation for RLC size change
	approved
	F
	3.16.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030485
	25.331
	2037
	1
	4.10.0
	Rel-4
	START value calculation for RLC size change
	approved
	A
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030495
	25.331
	2039
	-
	5.5.0
	Rel-5
	Handover between UTRAN and GERAN Iu mode
	approved
	F
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-030495
	25.331
	2040
	-
	5.5.0
	Rel-5
	Updated references to the RRC State Indicator IE
	approved
	F
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-030495
	25.331
	2041
	-
	5.5.0
	Rel-5
	Corrections to Event 1D
	approved
	C
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-030485
	25.331
	2042
	-
	3.15.0
	R99
	Correction of PDCP Configuration for RFC 2507
	approved
	F
	3.16.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030485
	25.331
	2043
	-
	4.10.0
	Rel-4
	Correction of PDCP Configuration for RFC 2507
	approved
	A
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030485
	25.331
	2044
	-
	5.5.0
	Rel-5
	Correction of PDCP Configuration for RFC 2507
	approved
	F
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030486
	25.331
	2046
	-
	3.15.0
	R99
	Corrections to event list handling
	approved
	F
	3.16.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030486
	25.331
	2047
	-
	4.10.0
	Rel-4
	Corrections to event list handling
	approved
	A
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030486
	25.331
	2048
	-
	5.5.0
	Rel-5
	Corrections to event list handling
	approved
	A
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030486
	25.331
	2049
	-
	3.15.0
	R99
	Corrections to RACH reporting
	approved
	F
	3.16.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030486
	25.331
	2050
	-
	4.10.0
	Rel-4
	Corrections to RACH reporting
	approved
	A
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030486
	25.331
	2051
	-
	5.5.0
	Rel-5
	Corrections to RACH reporting
	approved
	A
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030486
	25.331
	2052
	-
	3.15.0
	R99
	Corrections to modification of Additional Measurement lists
	approved
	F
	3.16.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030486
	25.331
	2053
	-
	4.10.0
	Rel-4
	Corrections to modification of Additional Measurement lists
	approved
	F
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030486
	25.331
	2054
	-
	5.5.0
	Rel-5
	Corrections to modification of Additional Measurement lists
	approved
	A
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030486
	25.331
	2055
	1
	3.15.0
	R99
	UE positioning support in the UE
	approved
	F
	3.16.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030486
	25.331
	2056
	-
	4.10.0
	Rel-4
	UE positioning support in the UE
	approved
	A
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030486
	25.331
	2057
	-
	5.5.0
	Rel-5
	UE positioning support in the UE
	approved
	F
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030486
	25.331
	2058
	1
	3.15.0
	R99
	Corrections for minimum UE capability class
	revised
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030552
	25.331
	2058
	2
	3.15.0
	R99
	Corrections for minimum UE capability class
	rejected
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030486
	25.331
	2059
	1
	4.10.0
	Rel-4
	Corrections for minimum UE capability class
	revised
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030552
	25.331
	2059
	2
	4.10.0
	Rel-4
	Corrections for minimum UE capability class
	rejected
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030486
	25.331
	2060
	1
	5.5.0
	Rel-5
	Corrections for minimum UE capability class
	revised
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030552
	25.331
	2060
	2
	5.5.0
	Rel-5
	Corrections for minimum UE capability class
	rejected
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030462
	25.331
	2061
	-
	5.5.0
	Rel-5
	HS-SCCH transmit diversity mode
	approved
	F
	5.6.0
	Radio Resource Control (RRC) protocol specification
	HSDPA-L23
	R2

	RP-030478
	25.331
	2062
	-
	3.15.0
	R99
	Elimination of EPC mechanism
	approved
	F
	3.16.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030478
	25.331
	2063
	-
	4.10.0
	Rel-4
	Elimination of EPC mechanism
	approved
	A
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030478
	25.331
	2064
	-
	5.5.0
	Rel-5
	Elimination of EPC mechanism
	approved
	A
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030502
	25.331
	2065
	-
	5.5.0
	Rel-5
	Scrambling code & phase reference combinations for HS-DSCH (solution 1)
	rejected
	C
	
	Radio Resource Control (RRC) protocol specification
	HSDPA-L23
	R2

	RP-030503
	25.331
	2066
	-
	5.5.0
	Rel-5
	Scrambling code & phase reference combinations for HS-DSCH (solution 2)
	approved
	F
	5.6.0
	Radio Resource Control (RRC) protocol specification
	HSDPA-L23
	R2

	RP-030486
	25.331
	2067
	-
	3.15.0
	R99
	UE behaviour in transition from CELL_DCH to CELL_FACH/ CELL_PCH/URA_PCH and Out of Service is detected
	approved
	F
	3.16.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030486
	25.331
	2068
	-
	4.10.0
	Rel-4
	UE behaviour in transition from CELL_DCH to CELL_FACH/ CELL_PCH/URA_PCH and Out of Service is detected
	approved
	A
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030486
	25.331
	2069
	-
	5.5.0
	Rel-5
	UE behaviour in transition from CELL_DCH to CELL_FACH/ CELL_PCH/URA_PCH and Out of Service is detected
	approved
	F
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030505
	25.331
	2070
	2
	3.15.0
	R99
	Radio link failure during reconfiguration procedure
	approved
	F
	3.16.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030505
	25.331
	2071
	2
	4.10.0
	Rel-4
	Radio link failure during reconfiguration procedure
	approved
	A
	4.11.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030505
	25.331
	2072
	1
	5.5.0
	Rel-5
	Radio link failure during reconfiguration procedure
	approved
	F
	5.6.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030445
	25.413
	578
	-
	5.5.0
	Rel-5
	Alignment of title and sub-clause text of chapter 10.3.4.2
	approved
	F
	5.6.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI5
	R3

	RP-030437
	25.413
	582
	1
	3.13.0
	R99
	Essential Correction of Iu Release Request issue
	approved
	F
	3.14.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI
	R3

	RP-030437
	25.413
	583
	1
	4.9.0
	Rel-4
	Essential Correction of Iu Release Request issue
	approved
	A
	4.10.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI
	R3

	RP-030437
	25.413
	584
	1
	5.5.0
	Rel-5
	Essential Correction of Iu Release Request issue
	approved
	A
	5.6.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI
	R3

	RP-030439
	25.413
	586
	2
	5.5.0
	Rel-5
	Introduction of positioning methods
	approved
	B
	5.6.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI5
	R3

	RP-030439
	25.413
	590
	1
	5.5.0
	Rel-5
	Alignment of RANAP and RNSAP CRRM solutions
	approved
	F
	5.6.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	RANimp-RRM1
	R3

	RP-030439
	25.413
	594
	-
	5.5.0
	Rel-5
	RNC use of IMSI within Relocation Resource Allocation
	approved
	F
	5.6.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI5
	R3

	RP-030446
	25.413
	595
	-
	5.5.0
	Rel-5
	Removal of the “Note” in chapter 10
	approved
	F
	5.6.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI5
	R3

	RP-030445
	25.419
	118
	-
	5.4.0
	Rel-5
	Alignment of title and sub-clause text of chapter 10.3.4.2
	approved
	F
	5.5.0
	UTRAN Iu-BC interface: Service Area Broadcast Protocol (SABP)
	TEI5
	R3

	RP-030446
	25.419
	119
	1
	5.4.0
	Rel-5
	Removal of the “Note” in chapter 10
	approved
	F
	5.5.0
	UTRAN Iu-BC interface: Service Area Broadcast Protocol (SABP)
	TEI5
	R3

	RP-030438
	25.419
	123
	2
	4.8.0
	Rel-4
	Correction of Number of Broadcast to be Reported
	approved
	F
	4.9.0
	UTRAN Iu-BC interface: Service Area Broadcast Protocol (SABP)
	TEI4
	R3

	RP-030438
	25.419
	124
	2
	5.4.0
	Rel-5
	Correction of Number of Broadcast Reported
	approved
	A
	5.5.0
	UTRAN Iu-BC interface: Service Area Broadcast Protocol (SABP)
	TEI4
	R3

	RP-030451
	25.423
	843
	2
	5.6.0
	Rel-5
	Discard timer signalling for HSDPA
	approved
	F
	5.7.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-030452
	25.423
	844
	1
	5.6.0
	Rel-5
	Phase Reference Signalling Support
	approved
	F
	5.7.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI5
	R3

	RP-030449
	25.423
	847
	2
	5.6.0
	Rel-5
	HS-DSCH Priority Queue to Modify
	approved
	F
	5.7.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-030450
	25.423
	848
	1
	5.6.0
	Rel-5
	MAC-hs Reordering Buffer Size
	revised
	F
	
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-030536
	25.423
	848
	2
	5.6.0
	Rel-5
	MAC-hs Reordering Buffer Size
	approved
	F
	5.7.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-030443
	25.423
	850
	-
	3.13.0
	R99
	Corrections to Tx Diversity
	approved
	F
	3.14.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI
	R3

	RP-030443
	25.423
	851
	-
	4.9.0
	Rel-4
	Corrections to Tx Diversity
	approved
	A
	4.10.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI
	R3

	RP-030443
	25.423
	852
	-
	5.6.0
	Rel-5
	Corrections to Tx Diversity
	approved
	A
	5.7.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI
	R3

	RP-030440
	25.423
	853
	1
	5.6.0
	Rel-5
	Correction of the Measurement Increase/Decrease Threshold IE
	approved
	F
	5.7.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI5
	R3

	RP-030444
	25.423
	855
	-
	4.9.0
	Rel-4
	“On Modification” and “Periodic” reporting alignment for Information Exchange procedures
	approved
	F
	4.10.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI4
	R3

	RP-030444
	25.423
	856
	-
	5.6.0
	Rel-5
	“On Modification” and “Periodic” reporting alignment for Information Exchange procedures
	approved
	A
	5.7.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI4
	R3

	RP-030445
	25.423
	857
	-
	5.6.0
	Rel-5
	Alignment of title and sub-clause text of chapter 10.3.4.2
	approved
	F
	5.7.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI5
	R3

	RP-030440
	25.423
	858
	-
	5.6.0
	Rel-5
	Corrections on Uplink Signalling Tranfer
	approved
	F
	5.7.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI5
	R3

	RP-030447
	25.423
	860
	2
	5.6.0
	Rel-5
	Coordination with RRC about the TFS of DL DCH for HS-DSCH
	approved
	F
	5.7.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-030453
	25.423
	862
	1
	5.6.0
	Rel-5
	HS-DSCH information usage description clarification
	approved
	F
	5.7.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-030440
	25.423
	865
	1
	5.6.0
	Rel-5
	RNSAP correction for CRRM alignment
	approved
	F
	5.7.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI5, RANimp-ImpRRM
	R3

	RP-030446
	25.423
	866
	-
	5.6.0
	Rel-5
	Removal of the “Note” in chapter 10
	approved
	F
	5.7.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI5
	R3

	RP-030448
	25.424
	025
	1
	5.1.0
	Rel-5
	Handling of maximum bit rate exceeding 2048Kbit/s
	revised
	F
	
	UTRAN Iur interface data transport & transport signalling for CCH data streams
	HSDPA-IubIur
	R3

	RP-030507
	25.424
	025
	2
	5.1.0
	Rel-5
	Handling of maximum bit rate exceeding 2048Kbit/s
	revised
	F
	
	UTRAN Iur interface data transport & transport signalling for CCH data streams
	HSDPA-IubIur
	R3

	RP-030538
	25.424
	025
	3
	5.1.0
	Rel-5
	Handling of maximum bit rate exceeding 2048Kbit/s
	approved
	F
	5.2.0
	UTRAN Iur interface data transport & transport signalling for CCH data streams
	HSDPA-IubIur
	R3

	RP-030448
	25.426
	031
	1
	5.2.0
	Rel-5
	Handling of maximum bit rate exceeding 2048Kbit/s
	revised
	F
	
	UTRAN Iur and Iub interface data transport & transport signalling for DCH data streams
	HSDPA-IubIur
	R3

	RP-030507
	25.426
	031
	2
	5.2.0
	Rel-5
	Handling of maximum bit rate exceeding 2048Kbit/s
	revised
	F
	
	UTRAN Iur and Iub interface data transport & transport signalling for DCH data streams
	HSDPA-IubIur
	R3

	RP-030538
	25.426
	031
	3
	5.2.0
	Rel-5
	Handling of maximum bit rate exceeding 2048Kbit/s
	approved
	F
	5.3.0
	UTRAN Iur and Iub interface data transport & transport signalling for DCH data streams
	HSDPA-IubIur
	R3

	RP-030447
	25.427
	089
	1
	5.1.0
	Rel-5
	Coordination with RRC about the TFS of DL DCH for HS-DSCH
	approved
	F
	5.2.0
	UTRAN Iur and Iub interface user plane protocols for DCH data streams
	HSDPA-IubIur
	R3

	RP-030451
	25.433
	868
	2
	5.5.0
	Rel-5
	Discard timer signalling for HSDPA
	approved
	F
	5.6.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-030452
	25.433
	869
	1
	5.5.0
	Rel-5
	Phase Reference Signalling Support
	approved
	F
	5.6.0
	UTRAN Iub interface NBAP signalling
	TEI5
	R3

	RP-030449
	25.433
	874
	2
	5.5.0
	Rel-5
	HS-DSCH Priority Queue to Modify
	approved
	F
	5.6.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-030450
	25.433
	875
	1
	5.5.0
	Rel-5
	MAC-hs Reordering Buffer Size
	revised
	F
	
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-030536
	25.433
	875
	2
	5.5.0
	Rel-5
	MAC-hs Reordering Buffer Size
	approved
	F
	5.6.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-030441
	25.433
	876
	1
	5.5.0
	Rel-5
	Correction of HS-SCCH Code IE
	approved
	F
	5.6.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-030441
	25.433
	877
	1
	5.5.0
	Rel-5
	Power configuration of PDSCH for TDD
	approved
	F
	5.6.0
	UTRAN Iub interface NBAP signalling
	TEI5
	R3

	RP-030443
	25.433
	879
	-
	3.13.0
	R99
	Corrections to Tx Diversity
	approved
	F
	3.14.0
	UTRAN Iub interface NBAP signalling
	TEI
	R3

	RP-030443
	25.433
	880
	-
	4.9.0
	Rel-4
	Corrections to Tx Diversity
	approved
	A
	4.10.0
	UTRAN Iub interface NBAP signalling
	TEI
	R3

	RP-030443
	25.433
	881
	-
	5.5.0
	Rel-5
	Corrections to Tx Diversity
	approved
	A
	5.6.0
	UTRAN Iub interface NBAP signalling
	TEI
	R3

	RP-030444
	25.433
	883
	-
	4.9.0
	Rel-4
	“On Modification” and “Periodic” reporting alignment for Information Exchange procedures
	approved
	F
	4.10.0
	UTRAN Iub interface NBAP signalling
	TEI4
	R3

	RP-030444
	25.433
	884
	-
	5.5.0
	Rel-5
	“On Modification” and “Periodic” reporting alignment for Information Exchange procedures
	approved
	A
	5.6.0
	UTRAN Iub interface NBAP signalling
	TEI4
	R3

	RP-030445
	25.433
	886
	-
	5.5.0
	Rel-5
	Alignment of title and sub-clause text of chapter 10.3.4.2
	approved
	F
	5.6.0
	UTRAN Iub interface NBAP signalling
	TEI5
	R3

	RP-030446
	25.433
	887
	1
	5.5.0
	Rel-5
	Removal of the “Note” in chapter 10
	approved
	F
	5.6.0
	UTRAN Iub interface NBAP signalling
	TEI5
	R3

	RP-030441
	25.433
	888
	1
	5.5.0
	Rel-5
	Correction for the start code number of HS-PDSCH
	approved
	F
	5.6.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-030447
	25.433
	890
	2
	5.5.0
	Rel-5
	Coordination with RRC about the TFS of DL DCH for HS-DSCH
	approved
	F
	5.6.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-030453
	25.433
	893
	2
	5.5.0
	Rel-5
	HS-DSCH information usage description correction
	approved
	F
	5.6.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-030441
	25.433
	894
	-
	5.5.0
	Rel-5
	Correction of CR 609 implementation error on definition of end of audit sequence indicator and dwPCH power
	approved
	F
	5.6.0
	UTRAN Iub interface NBAP signalling
	TEI5
	R3

	RP-030441
	25.433
	898
	2
	5.5.0
	Rel-5
	Clarification to the Constant Value for TDD
	approved
	F
	5.6.0
	UTRAN Iub interface NBAP signalling
	TEI5
	R3

	RP-030448
	25.434
	027
	1
	5.1.0
	Rel-5
	Handling of maximum bit rate exceeding 2048Kbit/s
	revised
	F
	
	UTRAN Iub interface data transport & transport signalling for CCH data streams
	HSDPA-IubIur
	R3

	RP-030507
	25.434
	027
	2
	5.1.0
	Rel-5
	Handling of maximum bit rate exceeding 2048Kbit/s
	revised
	F
	
	UTRAN Iub interface data transport & transport signalling for CCH data streams
	HSDPA-IubIur
	R3

	RP-030538
	25.434
	027
	3
	5.1.0
	Rel-5
	Handling of maximum bit rate exceeding 2048Kbit/s
	approved
	F
	5.2.0
	UTRAN Iub interface data transport & transport signalling for CCH data streams
	HSDPA-IubIur
	R3

	RP-030442
	25.453
	051
	-
	5.6.0
	Rel-5
	Correction to an incorrect implementation in the Requested Data Value Information IE
	approved
	F
	5.7.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	TEI5
	R3

	RP-030442
	25.453
	052
	-
	6.1.0
	Rel-6
	Correction to an incorrect implementation in the Requested Data Value Information IE
	approved
	A
	6.2.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	TEI5
	R3

	RP-030445
	25.453
	053
	-
	5.6.0
	Rel-5
	Alignment of title and sub-clause text of chapter 10.3.4.2
	approved
	F
	5.7.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	TEI5
	R3

	RP-030445
	25.453
	054
	-
	6.1.0
	Rel-6
	Alignment of title and sub-clause text of chapter 10.3.4.2
	approved
	A
	6.2.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	TEI5
	R3

	RP-030446
	25.453
	058
	-
	5.6.0
	Rel-5
	Removal of the “Note” in chapter 10
	approved
	F
	5.7.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	TEI5
	R3

	RP-030446
	25.453
	059
	-
	6.1.0
	Rel-6
	Removal of the “Note” in chapter 10
	approved
	A
	6.2.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	TEI5
	R3

	RP-030454
	25.453
	060
	-
	6.1.0
	Rel-6
	Improvement of position calculation with pathloss
	approved
	C
	6.2.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	LCS-Rel4Pos
	R3

	RP-030488
	25.921
	045
	-
	3.8.0
	R99
	Guideline on introducing additional SIB types
	approved
	F
	3.9.0
	Guidelines and principles for protocol description and error handling
	TEI
	R2

	RP-030488
	25.921
	046
	-
	4.5.0
	Rel-4
	Guideline on introducing additional SIB types
	approved
	A
	4.6.0
	Guidelines and principles for protocol description and error handling
	TEI
	R2

	RP-030488
	25.921
	047
	-
	5.1.0
	Rel-5
	Guideline on introducing additional SIB types
	approved
	A
	5.2.0
	Guidelines and principles for protocol description and error handling
	TEI
	R2

	RP-030496
	25.922
	023
	1
	5.0.0
	Rel-5
	UTRAN-GERAN handovers
	approved
	F
	5.1.0
	Radio Resource Management Strategies
	TEI5
	R2

	RP-030496
	25.922
	024
	-
	5.0.0
	Rel-5
	Admission Control strategies in case of Handover
	approved
	C
	5.1.0
	Radio Resource Management Strategies
	TEI5
	R2

	RP-030496
	25.922
	025
	-
	5.0.0
	Rel-5
	Example of congestion control strategies
	approved
	C
	5.1.0
	Radio Resource Management Strategies
	TEI5
	R2

	RP-030422
	25.942
	011
	1
	6.0.0
	Rel-6
	Methodology for coexistence studies of UTRA FDD with other radio technologies
	approved
	F
	6.1.0
	RF system scenarios
	RInImp-UMTS850
	R4

	RP-030424
	25.951
	002
	1
	6.1.0
	Rel-6
	Localised interference in an operator's own network
	approved
	B
	6.2.0
	Base Station (BS) classification (FDD)
	RInImp-BSClass-FDD
	R4

	RP-030489
	25.993
	011
	-
	6.2.0
	Rel-6
	Corrections on required capabilities for  32kbps UE class
	rejected
	F
	
	Typical examples of Radio Access Bearers (RABs) and Radio Bearers (RBs) supported by Universal Terrestrial Radio Access (UTRA)
	TEI
	R2

	RP-030497
	25.993
	012
	-
	6.2.0
	Rel-6
	IMS RAB scenarios
	approved
	F
	6.3.0
	Typical examples of Radio Access Bearers (RABs) and Radio Bearers (RBs) supported by Universal Terrestrial Radio Access (UTRA)
	TEI5
	R2

	RP-030489
	25.993
	013
	-
	6.2.0
	Rel-6
	Addition of Streaming RABs
	approved
	F
	6.3.0
	Typical examples of Radio Access Bearers (RABs) and Radio Bearers (RBs) supported by Universal Terrestrial Radio Access (UTRA)
	TEI
	R2

	RP-030461
	25.996
	001
	2
	6.0.0
	Rel-6
	Corrections and clarifications to Spatial Channel Model Technical Report
	approved
	F
	6.1.0
	Spacial channel model for Multiple Input Multiple Output (MIMO) simulations
	RinImp-MIMO
	R1

	SP-030444
	26.073
	018
	-
	5.1.0
	Rel-5
	Correction of the MMS_IO flag
	approved
	F
	5.2.0
	AMR speech Codec; C-source code
	AMR
	S4

	SP-030445
	26.132
	026
	-
	5.3.0
	Rel-5
	Loudness rating measurements at lower bit rates
	approved
	F
	5.4.0
	Narrow band (3,1 kHz) speech and video telephony terminal acoustic test specification
	TEI5
	S4

	SP-030446
	26.173
	019
	-
	5.7.1
	Rel-5
	Possible decoder LPC coefficients overflow
	approved
	F
	5.8.0
	ANSI-C code for the Adaptive Multi-Rate - Wideband (AMR-W) speech codec
	AMRWB
	S4

	SP-030447
	26.204
	008
	-
	5.1.0
	Rel-5
	Possible decoder LPC coefficients overflow
	approved
	F
	5.2.0
	ANSI-C code for the floating-point Adaptive Multi-Rate - Wideband (AMR-W) speech codec
	AMRWB-FP
	S4

	SP-030448
	26.234
	061
	1
	5.5.0
	Rel-5
	Clarification on session bandwidth for RS and RR RTCP modifiers
	approved
	F
	5.6.0
	Transparent end-to-end streaming service; Protocols and codecs
	PSS-E
	S4

	SP-030448
	26.234
	062
	1
	5.5.0
	Rel-5
	Correction of ambiguous range headers in SDP
	approved
	F
	5.6.0
	Transparent end-to-end streaming service; Protocols and codecs
	PSS-E
	S4

	SP-030448
	26.234
	063
	1
	5.5.0
	Rel-5
	Timed-Text layout example
	approved
	F
	5.6.0
	Transparent end-to-end streaming service; Protocols and codecs
	PSS-E
	S4

	SP-030448
	26.234
	064
	-
	5.5.0
	Rel-5
	Correction of ambiguity in RTP timestamps handling after PAUSE/PLAY RTSP requests
	approved
	F
	5.6.0
	Transparent end-to-end streaming service; Protocols and codecs
	PSS-E
	S4

	SP-030448
	26.234
	065
	-
	5.5.0
	Rel-5
	Correction of obsolete RTP references
	approved
	F
	5.6.0
	Transparent end-to-end streaming service; Protocols and codecs
	PSS-E
	S4

	SP-030448
	26.234
	066
	1
	5.5.0
	Rel-5
	Correction of wrong reference
	approved
	F
	5.6.0
	Transparent end-to-end streaming service; Protocols and codecs
	PSS-E
	S4

	SP-030448
	26.234
	067
	-
	5.5.0
	Rel-5
	Missing signaling of live content
	approved
	F
	5.6.0
	Transparent end-to-end streaming service; Protocols and codecs
	PSS-E
	S4

	SP-030449
	26.236
	006
	-
	5.3.0
	Rel-5
	Correction of obsolete RTP references
	approved
	F
	5.4.0
	Packet switched conversational multimedia applications; Transport protocols
	IMS-CODEC
	S4

	SP-030449
	26.236
	007
	1
	5.3.0
	Rel-5
	Correction of wrong reference
	approved
	F
	5.4.0
	Packet switched conversational multimedia applications; Transport protocols
	IMS-CODEC
	S4

	SP-030450
	26.976
	001
	-
	5.0.0
	Rel-5
	Reference to incorrect test results
	approved
	F
	5.1.0
	Performance characterization of the Adaptive Multi-Rate Wideband (AMR-WB) speech codec
	AMRWB
	S4

	NP-030328
	27.001
	100
	3
	5.6.0
	Rel-5
	Interpretation of "no BC-IE in CALL PROC/CONF messages"
	approved
	A
	5.7.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	TEI
	N3

	NP-030328
	27.001
	102
	1
	3.12.0
	R99
	Interpretation of "no BC-IE in CALL PROC/CONF messages"
	approved
	F
	3.13.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	TEI
	N3

	NP-030328
	27.001
	103
	1
	4.10.0
	Rel-4
	Interpretation of "no BC-IE in CALL PROC/CONF messages"
	approved
	A
	4.11.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	TEI
	N3

	TP-030172
	27.007
	111
	-
	6.2.0
	Rel-6
	Adding reference to 24.008 for the 3G QoS AT-commands.
	revised
	A
	
	AT command set for 3G User Equipment (UE)
	TEI5
	T2

	TP-030212
	27.007
	111
	1
	6.3.0
	Rel-6
	Adding reference to 24.008 for the 3G QoS AT-commands.
	approved
	A
	6.4.0
	AT command set for 3G User Equipment (UE)
	TEI5
	T2

	TP-030172
	27.007
	112
	-
	5.3.0
	Rel-5
	Adding reference to 24.008 for the 3G QoS AT-commands.
	withdrawn
	F
	
	AT command set for 3G User Equipment (UE)
	TEI5
	T2

	TP-030212
	27.007
	112
	-
	5.3.0
	Rel-5
	Adding reference to 24.008 for the 3G QoS AT-commands.
	approved
	F
	5.4.0
	AT command set for 3G User Equipment (UE)
	TEI5
	T2

	TP-030172
	27.007
	113
	-
	4.6.0
	Rel-4
	Corrections to AcTs of PLMN Selection
	withdrawn
	F
	
	AT command set for 3G User Equipment (UE)
	TI-ATC
	T2

	TP-030212
	27.007
	113
	-
	4.6.0
	Rel-4
	Corrections to AcTs of PLMN Selection
	withdrawn
	F
	
	AT command set for 3G User Equipment (UE)
	TI-ATC
	T2

	TP-030172
	27.007
	114
	-
	5.3.0
	Rel-5
	Corrections to AcTs of PLMN Selection
	withdrawn
	A
	
	AT command set for 3G User Equipment (UE)
	TI-ATC
	T2

	TP-030212
	27.007
	114
	-
	5.3.0
	Rel-5
	Corrections to AcTs of PLMN Selection
	withdrawn
	A
	
	AT command set for 3G User Equipment (UE)
	TI-ATC
	T2

	TP-030172
	27.007
	115
	-
	6.2.0
	Rel-6
	Corrections to AcTs of PLMN Selection
	revised
	A
	
	AT command set for 3G User Equipment (UE)
	TI-ATC
	T2

	TP-030212
	27.007
	115
	1
	6.3.0
	Rel-6
	Corrections to AcTs of PLMN Selection
	withdrawn
	A
	
	AT command set for 3G User Equipment (UE)
	TI-ATC
	T2

	NP-030332
	27.060
	086
	2
	5.4.0
	Rel-5
	Correcting concept description from media level to IP level
	approved
	F
	5.5.0
	Packet domain;  Mobile Station (MS) supporting Packet Switched services
	E2EQoS
	N3

	NP-030340
	27.060
	087
	1
	5.4.0
	Rel-5
	Correcting that SBLP is needed for applying functions
	approved
	F
	5.5.0
	Packet domain;  Mobile Station (MS) supporting Packet Switched services
	E2EQoS
	N3

	SP-030451
	28.062
	040
	-
	5.3.0
	Rel-5
	Removal of Pre-Handover Notification for UMTS
	approved
	F
	5.4.0
	Inband Tandem Free Operation (TFO) of speech codecs; Service description; Stage 3
	TEI5
	S4

	NP-030378
	29.002
	582
	2
	4.12.0
	Rel-4
	Correction to MAP Process Secure_MAP_DSM SDLs
	approved
	F
	4.13.0
	Mobile Application Part (MAP) specification
	Security
	N4

	NP-030378
	29.002
	583
	2
	5.6.2
	Rel-5
	Correction to MAP Process Secure_MAP_DSM SDLs
	approved
	A
	5.7.0
	Mobile Application Part (MAP) specification
	Security
	N4

	NP-030378
	29.002
	584
	2
	6.2.0
	Rel-6
	Correction to MAP Process Secure_MAP_DSM SDLs
	approved
	A
	6.3.0
	Mobile Application Part (MAP) specification
	Security
	N4

	NP-030393
	29.002
	596
	1
	5.6.2
	Rel-5
	SRF-based solution for correct charging of calls to ported or non-ported subscribers originated by pre-payed subscribers
	rejected
	B
	
	Mobile Application Part (MAP) specification
	MNP
	N4

	NP-030393
	29.002
	597
	1
	6.2.0
	Rel-6
	SRF-based solution for correct charging of calls to ported or non-ported subscribers originated by pre-payed subscribers
	rejected
	B
	
	Mobile Application Part (MAP) specification
	MNP
	N4

	NP-030387
	29.002
	613
	3
	5.6.2
	Rel-5
	HLR Interrogation for SCUDIF calls
	approved
	F
	5.7.0
	Mobile Application Part (MAP) specification
	SCUDIF
	N4

	NP-030387
	29.002
	614
	3
	6.2.0
	Rel-6
	HLR Interrogation for SCUDIF calls
	approved
	A
	6.3.0
	Mobile Application Part (MAP) specification
	SCUDIF
	N4

	NP-030392
	29.002
	615
	2
	5.6.2
	Rel-5
	Incorrect Charging with MNP
	approved
	F
	5.7.0
	Mobile Application Part (MAP) specification
	MNP
	N4

	NP-030392
	29.002
	616
	2
	6.2.0
	Rel-6
	Incorrect Charging with MNP
	approved
	A
	6.3.0
	Mobile Application Part (MAP) specification
	MNP
	N4

	NP-030391
	29.002
	636
	2
	5.6.2
	Rel-5
	Provision of SDL diagrams and removal of redundant text in chapter 19
	approved
	F
	5.7.0
	Mobile Application Part (MAP) specification
	TEI5
	N4

	NP-030391
	29.002
	637
	1
	6.2.0
	Rel-6
	Provision of SDL diagrams and removal of redundant text in chapter 19
	approved
	A
	6.3.0
	Mobile Application Part (MAP) specification
	TEI5
	N4

	NP-030391
	29.002
	638
	-
	5.6.2
	Rel-5
	Provision of SDL diagrams and removal of redundant text in chapter 20
	approved
	F
	5.7.0
	Mobile Application Part (MAP) specification
	TEI5
	N4

	NP-030391
	29.002
	639
	-
	6.2.0
	Rel-6
	Provision of SDL diagrams and removal of redundant text in chapter 20
	approved
	A
	6.3.0
	Mobile Application Part (MAP) specification
	TEI5
	N4

	NP-030391
	29.002
	640
	-
	5.6.2
	Rel-5
	Provision of SDL diagrams and removal of redundant text in chapter 21
	approved
	F
	5.7.0
	Mobile Application Part (MAP) specification
	TEI5
	N4

	NP-030391
	29.002
	641
	-
	6.2.0
	Rel-6
	Provision of SDL diagrams and removal of redundant text in chapter 21
	approved
	A
	6.3.0
	Mobile Application Part (MAP) specification
	TEI5
	N4

	NP-030397
	29.002
	642
	-
	6.2.0
	Rel-6
	Removal of SIWF description
	withdrawn
	F
	
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-030426
	29.002
	642
	-
	6.2.0
	Rel-6
	Removal of SIWF description
	approved
	F
	6.3.0
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-030397
	29.002
	643
	-
	6.2.0
	Rel-6
	Deletion of redundant Annex D
	withdrawn
	D
	
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-030426
	29.002
	643
	-
	6.2.0
	Rel-6
	Deletion of redundant Annex D
	approved
	D
	6.3.0
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-030397
	29.002
	644
	-
	6.2.0
	Rel-6
	Incorrect CAMEL pre-paid charging in MNP networks
	withdrawn
	D
	
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-030426
	29.002
	644
	-
	6.2.0
	Rel-6
	Incorrect CAMEL pre-paid charging in MNP networks
	approved
	D
	6.3.0
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-030398
	29.002
	645
	1
	6.2.0
	Rel-6
	Introduction of North American Interim Location Based Routing
	withdrawn
	B
	
	Mobile Application Part (MAP) specification
	LCS2
	N4

	NP-030427
	29.002
	645
	1
	6.2.0
	Rel-6
	Introduction of North American Interim Location Based Routing
	approved
	B
	6.3.0
	Mobile Application Part (MAP) specification
	LCS2
	N4

	NP-030390
	29.002
	646
	1
	5.6.2
	Rel-5
	UESBI format
	approved
	F
	5.7.0
	Mobile Application Part (MAP) specification
	LATE_UE
	N4

	NP-030390
	29.002
	647
	1
	6.2.0
	Rel-6
	UESBI format
	approved
	A
	6.3.0
	Mobile Application Part (MAP) specification
	LATE_UE
	N4

	NP-030397
	29.002
	648
	-
	6.2.0
	Rel-6
	Correction of wrong AC name in the table in 17.1.6
	withdrawn
	D
	
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-030426
	29.002
	648
	-
	6.2.0
	Rel-6
	Correction of wrong AC name in the table in 17.1.6
	approved
	D
	6.3.0
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-030397
	29.002
	649
	-
	6.2.0
	Rel-6
	Correction of References
	withdrawn
	F
	
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-030426
	29.002
	649
	-
	6.2.0
	Rel-6
	Correction of References
	approved
	F
	6.3.0
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-030397
	29.002
	650
	1
	6.2.0
	Rel-6
	Add SGSN, GGSN, GMLC, gsmSCF, NPLR and AuC to network resource parameter
	withdrawn
	F
	
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-030426
	29.002
	650
	1
	6.2.0
	Rel-6
	Add SGSN, GGSN, GMLC, gsmSCF, NPLR and AuC to network resource parameter
	approved
	F
	6.3.0
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-030398
	29.002
	654
	-
	6.2.0
	Rel-6
	New LCS Service Types
	withdrawn
	B
	
	Mobile Application Part (MAP) specification
	LCS2
	N4

	NP-030427
	29.002
	654
	-
	6.2.0
	Rel-6
	New LCS Service Types
	approved
	B
	6.3.0
	Mobile Application Part (MAP) specification
	LCS2
	N4

	NP-030386
	29.002
	656
	-
	5.6.2
	Rel-5
	Reduce maximum length of  “LCS Requestor ID” and “LCS
	approved
	F
	5.7.0
	Mobile Application Part (MAP) specification
	LCS1
	N4

	NP-030386
	29.002
	657
	-
	6.2.0
	Rel-6
	Reduce maximum length of  “LCS Requestor ID” and “LCS
	approved
	A
	6.3.0
	Mobile Application Part (MAP) specification
	LCS1
	N4

	NP-030387
	29.002
	659
	2
	5.6.2
	Rel-5
	Notification of the 2nd BSG in case of Late CF with OR
	approved
	F
	5.7.0
	Mobile Application Part (MAP) specification
	SCUDIF
	N4

	NP-030387
	29.002
	660
	2
	6.2.0
	Rel-6
	Notification of the 2nd BSG in case of Late CF with OR
	approved
	A
	6.3.0
	Mobile Application Part (MAP) specification
	SCUDIF
	N4

	NP-030379
	29.002
	661
	1
	3.17.0
	R99
	Correction of encoding description of Group-Id
	approved
	A
	3.18.0
	Mobile Application Part (MAP) specification
	ASCI
	N4

	NP-030379
	29.002
	662
	1
	4.12.0
	Rel-4
	Correction of encoding description of Group-Id
	approved
	A
	4.13.0
	Mobile Application Part (MAP) specification
	ASCI
	N4

	NP-030379
	29.002
	663
	1
	5.6.2
	Rel-5
	Correction of encoding description of Group-Id
	approved
	A
	5.7.0
	Mobile Application Part (MAP) specification
	ASCI
	N4

	NP-030379
	29.002
	664
	1
	6.2.0
	Rel-6
	Correction of encoding description of Group-Id
	approved
	A
	6.3.0
	Mobile Application Part (MAP) specification
	ASCI
	N4

	NP-030397
	29.002
	671
	-
	6.2.0
	Rel-6
	SS-Barring Category
	withdrawn
	D
	
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-030426
	29.002
	671
	-
	6.2.0
	Rel-6
	SS-Barring Category
	approved
	D
	6.3.0
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-030397
	29.002
	674
	-
	6.2.0
	Rel-6
	Positioning Data for UTRAN LCS
	withdrawn
	F
	
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-030427
	29.002
	674
	-
	6.2.0
	Rel-6
	Positioning Data for UTRAN LCS
	approved
	F
	6.3.0
	Mobile Application Part (MAP) specification
	LCS2
	N4

	NP-030328
	29.007
	080
	2
	5.6.0
	Rel-5
	Interpretation of "no BC-IE in CALL PROC/CONF messages"
	approved
	A
	5.7.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	TEI
	N3

	NP-030329
	29.007
	081
	1
	5.6.0
	Rel-5
	Alignment of negotiation rules with 27.001
	approved
	A
	5.7.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	TEI
	N3

	NP-030327
	29.007
	083
	2
	4.8.0
	Rel-4
	Clarification of Handover description
	approved
	F
	4.9.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	CSSPLIT
	N3

	NP-030327
	29.007
	084
	2
	5.6.0
	Rel-5
	Clarification of Handover description
	approved
	A
	5.7.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	CSSPLIT
	N3

	NP-030329
	29.007
	085
	-
	3.12.0
	R99
	Alignment of negotiation rules with 27.001
	approved
	F
	3.13.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	TEI
	N3

	NP-030329
	29.007
	086
	-
	4.8.0
	Rel-4
	Alignment of negotiation rules with 27.001
	approved
	A
	4.9.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	TEI
	N3

	NP-030328
	29.007
	087
	-
	3.12.0
	R99
	Interpretation of "no BC-IE in CALL PROC/CONF messages"
	approved
	F
	3.13.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	TEI
	N3

	NP-030328
	29.007
	088
	-
	4.8.0
	Rel-4
	Interpretation of "no BC-IE in CALL PROC/CONF messages"
	approved
	A
	4.9.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	TEI
	N3

	NP-030390
	29.010
	091
	-
	5.3.1
	Rel-5
	Addition of Early UE specific cause code mapping
	approved
	F
	5.4.0
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	LATE_UE
	N4

	NP-030397
	29.010
	092
	2
	5.3.1
	Rel-6
	Information transfer at MAP-E interface during inter MSC handover/relocation
	revised
	F
	
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	TEI6
	N4

	NP-030426
	29.010
	092
	2
	5.3.1
	Rel-6
	Information transfer at MAP-E interface during inter MSC handover/relocation
	approved
	F
	6.0.0
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	TEI6
	N4

	NP-030405
	29.018
	036
	-
	3.10.0
	R99
	Aligning IMEI in 29.018 with 23.003
	approved
	F
	3.11.0
	General Packet Radio Service (GPRS); Serving GPRS Support Node (SGSN) - Visitors Location Register (VLR); Gs interface layer 3 specification
	TEI
	N1

	NP-030405
	29.018
	037
	-
	4.4.0
	Rel-4
	Aligning IMEI in 29.018 with 23.003
	approved
	A
	4.5.0
	General Packet Radio Service (GPRS); Serving GPRS Support Node (SGSN) - Visitors Location Register (VLR); Gs interface layer 3 specification
	TEI
	N1

	NP-030405
	29.018
	038
	-
	5.4.0
	Rel-5
	Aligning IMEI in 29.018 with 23.003
	approved
	A
	5.5.0
	General Packet Radio Service (GPRS); Serving GPRS Support Node (SGSN) - Visitors Location Register (VLR); Gs interface layer 3 specification
	TEI
	N1

	NP-030417
	29.018
	039
	-
	5.4.0
	Rel-5
	Correction to location update procedures in VLR
	approved
	F
	5.5.0
	General Packet Radio Service (GPRS); Serving GPRS Support Node (SGSN) - Visitors Location Register (VLR); Gs interface layer 3 specification
	LATE_UE
	N1

	NP-030381
	29.060
	432
	-
	4.8.0
	Rel-4
	Correction of incorrect reference to a withdrawn specification
	approved
	F
	4.9.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI4
	N4

	NP-030381
	29.060
	433
	-
	5.6.0
	Rel-5
	Correction of incorrect reference to a withdrawn specification
	approved
	A
	5.7.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI4
	N4

	NP-030381
	29.060
	434
	-
	6.1.0
	Rel-6
	Correction of incorrect reference to a withdrawn specification
	approved
	A
	6.2.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI4
	N4

	NP-030382
	29.060
	435
	-
	3.17.0
	R99
	Correction of incorrect reference
	rejected
	F
	
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI
	N4

	NP-030396
	29.060
	436
	1
	6.1.0
	Rel-6
	Removal of End User Address from Create Subsequent PDP Context Response
	approved
	F
	6.2.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI6
	N4

	NP-030396
	29.060
	448
	2
	6.1.0
	Rel-6
	GTP Cause Modification
	approved
	F
	6.2.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI6
	N4

	NP-030396
	29.060
	453
	2
	6.1.0
	Rel-6
	GGSN Handling of Update PDP Context Response
	approved
	F
	6.2.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI6
	N4

	NP-030390
	29.060
	454
	-
	5.6.0
	Rel-5
	Change of Early UE feature to PUESBINE
	approved
	F
	5.7.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	LATE_UE
	N4

	NP-030390
	29.060
	455
	-
	6.1.0
	Rel-6
	Change of Early UE feature to PUESBINE
	approved
	A
	6.2.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	LATE_UE
	N4

	NP-030339
	29.061
	093
	1
	5.6.0
	Rel-5
	Alignment of 29.061 with 29.207
	revised
	F
	
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	E2EQoS
	N3

	NP-030432
	29.061
	093
	1
	5.6.0
	Rel-5
	Alignment of 29.061 with 29.207
	approved
	F
	5.7.0
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	E2EQoS-IW
	N3

	NP-030365
	29.078
	313
	1
	5.4.0
	Rel-5
	Correction to parameter name in Connect Operation
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-030365
	29.078
	322
	1
	5.4.0
	Rel-5
	Correction to usage of LegId in ICA Operation
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-030365
	29.078
	325
	1
	5.4.0
	Rel-5
	Correction to CAP Operation Error values
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-030367
	29.078
	326
	-
	5.4.0
	Rel-5
	Correction to PlayTone pre-conditions
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-030365
	29.078
	327
	1
	5.4.0
	Rel-5
	Correction to Apply Charging and Apply Charging Report due to introduction of CPH
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-030366
	29.078
	328
	1
	5.4.0
	Rel-5
	Usage of Alphanumeric Characters in SMS Address Fields
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-030365
	29.078
	329
	2
	5.4.0
	Rel-5
	MoveLeg precondition for source and target CS
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-030369
	29.078
	330
	2
	5.4.0
	Rel-5
	Correction to InitialDP for SCUDIF
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-030369
	29.078
	331
	1
	5.4.0
	Rel-5
	Introduction of extensibility mechanism in Release 5
	approved
	F
	5.5.0
	Customised Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-030352
	29.198-01
	024
	-
	5.2.0
	Rel-5
	Correction to Java Realisation Annex
	approved
	F
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 1: Overview
	OSA2
	N5

	NP-030352
	29.198-02
	036
	-
	5.3.0
	Rel-5
	Correction to Java Realisation Annex
	approved
	F
	5.4.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	OSA2
	N5

	NP-030352
	29.198-03
	085
	-
	5.3.0
	Rel-5
	Correction to Java Realisation Annex
	approved
	F
	5.4.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA2
	N5

	NP-030352
	29.198-04-1
	007
	-
	5.3.0
	Rel-5
	Correction to Java Realisation Annex
	approved
	F
	5.4.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 1: Common call control data definitions
	OSA2
	N5

	NP-030352
	29.198-04-2
	008
	-
	5.3.0
	Rel-5
	Correction to Java Realisation Annex
	approved
	F
	5.4.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 2: Generic call control data Service Capability Feature (SCF)
	OSA2
	N5

	NP-030352
	29.198-04-3
	014
	-
	5.3.0
	Rel-5
	Correction to Java Realisation Annex
	approved
	F
	5.4.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 3: Multi-party call control data Service Capability Feature (SCF)
	OSA2
	N5

	NP-030352
	29.198-04-4
	009
	-
	5.3.0
	Rel-5
	Correction to Java Realisation Annex
	approved
	F
	5.4.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 4: Multimedia call control Service Capability Feature (SCF)
	OSA2
	N5

	NP-030352
	29.198-05
	039
	-
	5.3.0
	Rel-5
	Correction to Java Realisation Annex
	approved
	F
	5.4.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	OSA2
	N5

	NP-030352
	29.198-06
	023
	-
	5.2.0
	Rel-5
	Correction to Java Realisation Annex
	approved
	F
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 6: Mobility
	OSA2
	N5

	NP-030352
	29.198-07
	014
	-
	5.3.0
	Rel-5
	Correction to Java Realisation Annex
	approved
	F
	5.4.0
	Open Service Access (OSA) Application Programming Interface (API); Part 7: Terminal capabilities
	OSA2
	N5

	NP-030352
	29.198-08
	026
	-
	5.3.0
	Rel-5
	Correction to Java Realisation Annex
	approved
	F
	5.4.0
	Open Service Access (OSA) Application Programming Interface (API); Part 8: Data session control
	OSA2
	N5

	NP-030352
	29.198-11
	020
	-
	5.2.0
	Rel-5
	Correction to Java Realisation Annex
	approved
	F
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 11: Account management
	OSA2
	N5

	NP-030352
	29.198-12
	022
	-
	5.2.0
	Rel-5
	Correction to Java Realisation Annex
	approved
	F
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 12: Charging
	OSA2
	N5

	NP-030352
	29.198-13
	004
	-
	5.1.0
	Rel-5
	Correction to Java Realisation Annex
	approved
	F
	5.2.0
	Open Service Access (OSA) Application Programming Interface (API); Part 13: Policy management SCF
	OSA2
	N5

	NP-030352
	29.198-14
	013
	-
	5.2.0
	Rel-5
	Correction to Java Realisation Annex
	approved
	F
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 14: Presence and Availability Management (PAM)
	OSA2
	N5

	NP-030332
	29.207
	101
	2
	5.4.0
	Rel-5
	Correcting concept description from media level to IP level 
	approved
	F
	5.5.0
	Policy control over Go interface
	E2EQoS
	N3

	NP-030337
	29.207
	102
	1
	5.4.0
	Rel-5
	Correcting definition of flow id 
	approved
	F
	5.5.0
	Policy control over Go interface
	E2EQoS
	N3

	NP-030337
	29.207
	103
	1
	5.4.0
	Rel-5
	Correcting the definition of authorization token and adding the definition of binding information
	approved
	F
	5.5.0
	Policy control over Go interface
	E2EQoS
	N3

	NP-030334
	29.207
	104
	1
	5.4.0
	Rel-5
	Corrections regarding RTP/RTCP bandwidth
	approved
	F
	5.5.0
	Policy control over Go interface
	E2EQoS
	N3

	NP-030335
	29.207
	105
	1
	5.4.0
	Rel-5
	Closing the gate at HOLD
	approved
	F
	5.5.0
	Policy control over Go interface
	E2EQoS
	N3

	NP-030336
	29.207
	106
	2
	5.4.0
	Rel-5
	Response to remove decision
	approved
	F
	5.5.0
	Policy control over Go interface
	E2EQoS
	N3

	NP-030338
	29.208
	036
	2
	5.4.0
	Rel-5
	Clarification on the use of the inactive attribute at the beginning of the call
	approved
	F
	5.5.0
	End to end Quality of Service (QoS) signalling flows
	E2EQoS
	N3

	NP-030332
	29.208
	039
	2
	5.4.0
	Rel-5
	Correcting concept description from media level to IP level
	approved
	F
	5.5.0
	End to end Quality of Service (QoS) signalling flows
	E2EQoS
	N3

	NP-030334
	29.208
	040
	3
	5.4.0
	Rel-5
	Correcting the calculation of  RTCP bandwidth
	approved
	F
	5.5.0
	End to end Quality of Service (QoS) signalling flows
	E2EQoS
	N3

	NP-030338
	29.208
	041
	2
	5.4.0
	Rel-5
	Examples of deriving the Maximum Authorized parameters from the SDP parameters
	approved
	F
	5.5.0
	End to end Quality of Service (QoS) signalling flows
	E2EQoS
	N3

	NP-030335
	29.208
	043
	1
	5.4.0
	Rel-5
	Closing the gate at HOLD
	approved
	F
	5.5.0
	End to end Quality of Service (QoS) signalling flows
	E2EQoS
	N3

	NP-030336
	29.208
	044
	-
	5.4.0
	Rel-5
	Response to remove decision
	approved
	F
	5.5.0
	End to end Quality of Service (QoS) signalling flows
	E2EQoS
	N3

	NP-030338
	29.208
	045
	1
	5.4.0
	Rel-5
	Handling of SIP CANCEL Request
	approved
	F
	5.5.0
	End to end Quality of Service (QoS) signalling flows
	E2EQoS
	N3

	NP-030338
	29.208
	047
	4
	5.4.0
	Rel-5
	Handling of SIP 200 OK with inactive media 
	approved
	F
	5.5.0
	End to end Quality of Service (QoS) signalling flows
	E2EQoS
	N3

	NP-030395
	29.228
	041
	2
	5.4.0
	Rel-6
	Introduction of Presence Stage 3 (Px) to the Cx interface
	approved
	B
	6.0.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	PRESNC
	N4

	NP-030383
	29.228
	042
	2
	5.4.0
	Rel-5
	Error in S-CSCF Assignment Type
	approved
	F
	5.5.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030383
	29.228
	051
	2
	5.4.0
	Rel-5
	Mistakes in the XML schema
	approved
	F
	5.5.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030394
	29.228
	052
	-
	5.4.0
	Rel-6
	Sharing public identities across multiple Ues
	approved
	B
	6.0.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS2-CCR
	N4

	NP-030383
	29.228
	055
	1
	5.4.0
	Rel-5
	Extensibility of the public identity structure in the XML schema
	approved
	F
	5.5.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030383
	29.229
	022
	1
	5.4.0
	Rel-5
	Correction on the PPR command code
	approved
	F
	5.5.0
	Cx and Dx interfaces based on the Diameter protocol; Protocol details
	IMS-CCR
	N4

	NP-030384
	29.328
	032
	2
	5.4.0
	Rel-5
	Incorrect message flow in 29.328
	approved
	F
	5.5.0
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	IMS-CCR
	N4

	NP-030384
	29.328
	033
	2
	5.4.0
	Rel-5
	Correction of Sh data definition in Annex C and D
	approved
	F
	5.5.0
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	IMS-CCR
	N4

	NP-030384
	29.328
	035
	2
	5.4.0
	Rel-5
	Mistakes in the XML schema
	approved
	F
	5.5.0
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	IMS-CCR
	N4

	NP-030343
	29.962
	001
	1
	6.0.0
	Rel-6
	Editorial Corrections
	approved
	D
	6.1.0
	Signalling interworking between the 3GPP profile of the Session Initiation Protocol (SIP) and non-3GPP SIP usage
	E2EQoS
	N3

	TP-030179
	31.102
	154
	-
	4.9.0
	Rel-4
	Reservation of service n°54
	approved
	F
	4.10.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030179
	31.102
	155
	-
	3.13.0
	R99
	Correction to SMS
	approved
	F
	3.14.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030179
	31.102
	156
	-
	4.9.0
	Rel-4
	Correction to SMS
	approved
	F
	4.10.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030179
	31.102
	156
	-
	3.13.0
	R99
	CR to delete Elementary File EFRPLMNAcT, in accordance with TP-020168 from TP#16 in Marco Island.
	approved
	F
	3.14.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030179
	31.102
	157
	-
	5.5.0
	Rel-5
	Correction to SMS
	approved
	F
	5.6.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030179
	31.102
	157
	-
	4.9.0
	Rel-4
	CR to delete Elementary File EFRPLMNAcT, in accordance with TP-020168 from TP#16 in Marco Island.
	approved
	A
	4.10.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030179
	31.102
	158
	-
	5.5.0
	Rel-5
	CR to delete Elementary File EFRPLMNAcT, in accordance with TP-020168 from TP#16 in Marco Island.
	approved
	A
	5.6.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030179
	31.102
	158
	-
	6.2.0
	Rel-6
	Correction to SMS
	approved
	F
	6.3.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030179
	31.102
	159
	-
	6.2.0
	Rel-6
	CR to delete Elementary File EFRPLMNAcT, in accordance with TP-020168 from TP#16 in Marco Island.
	approved
	A
	6.3.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030179
	31.102
	160
	-
	6.2.0
	Rel-6
	Clarification of EF PBR description
	approved
	F
	6.3.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030179
	31.102
	161
	-
	3.13.0
	R99
	Clarification of EF PBR description
	approved
	F
	3.14.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030179
	31.102
	162
	-
	4.9.0
	Rel-4
	Clarification of EF PBR description
	approved
	F
	4.10.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030180
	31.111
	096
	-
	4.10.0
	Rel-4
	Update of the PROVIDE LOCAL INFORMATION functionnality.
	approved
	F
	4.11.0
	Universal Subscriber Identity Module Application Toolkit (USAT)
	TEI
	T3

	TP-030180
	31.111
	097
	-
	5.4.0
	Rel-5
	Missing description of TERMINAL PROFILE values for PROVIDE LOCAL INFORMATION functionnality.
	approved
	F
	5.5.0
	Universal Subscriber Identity Module Application Toolkit (USAT)
	TEI
	T3

	TP-030180
	31.111
	098
	-
	4.10.0
	Rel-4
	Correction of Provide Local Information in case of roaming onto a GSM access network
	approved
	F
	4.11.0
	Universal Subscriber Identity Module Application Toolkit (USAT)
	TEI
	T3

	TP-030180
	31.111
	099
	-
	5.4.0
	Rel-5
	Correction of Provide Local Information in case of roaming onto a GSM access network
	approved
	F
	5.5.0
	Universal Subscriber Identity Module Application Toolkit (USAT)
	TEI
	T3

	TP-030184
	31.121
	026
	-
	3.6.0
	R99
	Usage of 3G PDU definition for UEs accessing UTRAN
	approved
	F
	3.7.0
	UICC-terminal interface; Universal Subscriber Identity Module (USIM) application test specification
	TEI
	T3

	TP-030184
	31.121
	027
	-
	4.5.0
	Rel-4
	Usage of 3G PDU definition for UEs accessing UTRAN
	approved
	F
	4.6.0
	UICC-terminal interface; Universal Subscriber Identity Module (USIM) application test specification
	TEI
	T3

	TP-030182
	31.900
	010
	-
	5.2.0
	Rel-5
	Clarification of SIM/USIM file mapping table
	approved
	F
	5.3.0
	SIM/USIM internal and external interworking aspects
	TEI
	T3

	TP-030182
	31.900
	011
	-
	5.2.0
	Rel-5
	Consequences if USIM services n° 27 and n° 38 are not available.
	approved
	F
	5.3.0
	SIM/USIM internal and external interworking aspects
	TEI
	T3

	TP-030182
	31.900
	012
	-
	5.2.0
	Rel-5
	Clarification on the interface protocol when SIM and USIM cohabit on a UICC
	approved
	B
	5.3.0
	SIM/USIM internal and external interworking aspects
	TEI
	T3

	SP-030401
	32.101
	023
	-
	5.4.0
	Rel-5
	Removal/Replacement of the term UMTS - Alignment with SA1/2 specifications
	approved
	F
	5.5.0
	Telecommunication management; Principles and high level requirements
	OAM-AR
	S5

	SP-030402
	32.102
	028
	-
	4.3.0
	Rel-4
	Correction of subclause X.2.1 in Annex C
	approved
	F
	4.4.0
	Telecommunication management; Architecture
	OAM-AR
	S5

	SP-030402
	32.102
	029
	-
	5.3.0
	Rel-5
	Correction of subclause X.2.1 in Annex C
	approved
	A
	5.4.0
	Telecommunication management; Architecture
	OAM-AR
	S5

	SP-030403
	32.102
	030
	-
	5.3.0
	Rel-6
	Expansion to UML repertoire to support more concise modelling of stage 2 specifications
	approved
	C
	6.0.0
	Telecommunication management; Architecture
	OAM-AR
	S5

	SP-030416
	32.111-4
	021
	-
	4.5.0
	Rel-4
	Correction of syntax error in type SetComment
	approved
	F
	4.6.0
	Telecommunication management; Fault Management; Part 4: Alarm Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	OAM-CM
	S5

	SP-030416
	32.111-4
	022
	-
	5.5.0
	Rel-5
	Correction of syntax error in type SetCommentInfo
	approved
	A
	5.6.0
	Telecommunication management; Fault Management; Part 4: Alarm Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	OAM-CM
	S5

	SP-030404
	32.140
	001
	-
	6.0.0
	Rel-6
	Correction to figure 3 (Architecture for management of Subscription Profile components)
	approved
	F
	6.1.0
	Telecommunication management; Services operations management; Subscription management requirements
	SM
	S5

	SP-030406
	32.200
	024
	-
	4.4.0
	Rel-4
	Stage 2/3 alignment of Location charging principles
	approved
	F
	4.5.0
	Telecommunication management; Charging management; Charging principles
	OAM-CH
	S5

	SP-030406
	32.200
	025
	-
	5.4.0
	Rel-5
	Stage 2/3 alignment of Location charging principles
	approved
	A
	5.5.0
	Telecommunication management; Charging management; Charging principles
	OAM-CH
	S5

	SP-030406
	32.200
	026
	-
	5.4.0
	Rel-5
	Corrections on service key related procedures - Alignment with CAMEL
	approved
	F
	5.5.0
	Telecommunication management; Charging management; Charging principles
	OAM-CH
	S5

	SP-030407
	32.205
	019
	-
	4.4.0
	Rel-4
	Correction to positioning data in ASN.1.
	approved
	F
	4.5.0
	Telecommunication management; Charging management; Charging data description for the Circuit Switched (CS) domain
	OAM-CH
	S5

	SP-030407
	32.205
	020
	-
	4.4.0
	Rel-4
	Correction of ASN.1 code errors in LCS definitions
	approved
	F
	4.5.0
	Telecommunication management; Charging management; Charging data description for the Circuit Switched (CS) domain
	OAM-CH
	S5

	SP-030407
	32.215
	027
	-
	4.4.0
	Rel-4
	Corrections of ASN.1 syntax
	approved
	F
	4.5.0
	Telecommunication management; Charging management; Charging data description for the Packet Switched (PS) domain
	OAM-CH
	S5

	SP-030408
	32.235
	017
	-
	5.3.0
	Rel-5
	Correction of content adaptation indication in the MMS Retrieval CDR - Alignement with T2's 23.140
	approved
	F
	5.4.0
	Telecommunication management; Charging management; Charging data description for application services
	OAM-CH
	S5

	SP-030415
	32.303
	011
	-
	4.4.0
	Rel-4
	Incorporation of version handling, adopting release 5 agreements
	approved
	F
	4.5.0
	Telecommunication management; Configuration Management (CM); Notification Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) solution set
	OAM-CM
	S5

	SP-030430
	32.401
	009
	-
	5.2.0
	Rel-6
	Addition of “jobId” and “reportingPeriod” parameters in the file format definition
	approved
	C
	6.0.0
	Telecommunication management; Performance Management (PM); Concept and requirements
	OAM-PM
	S5

	SP-030430
	32.401
	010
	-
	5.2.0
	Rel-6
	Removal of measurement job state and status attributes
	approved
	C
	6.0.0
	Telecommunication management; Performance Management (PM); Concept and requirements
	OAM-PM
	S5

	SP-030430
	32.401
	011
	-
	5.2.0
	Rel-6
	Refinement of the conditions for setting “suspect flag”
	approved
	C
	6.0.0
	Telecommunication management; Performance Management (PM); Concept and requirements
	OAM-PM
	S5

	SP-030431
	32.403
	018
	-
	4.4.0
	Rel-4
	Correction of collection method for SGSN measurements
	approved
	F
	4.5.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-030431
	32.403
	019
	-
	5.3.0
	Rel-5
	Correction of collection method for SGSN measurements
	approved
	A
	5.4.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-030431
	32.403
	020
	-
	6.0.0
	Rel-6
	Correction of collection method for SGSN measurements
	approved
	A
	6.1.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-030431
	32.403
	021
	-
	4.4.0
	Rel-4
	Correction of “outgoing intra-cell hard handovers measurements”
	approved
	F
	4.5.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-030431
	32.403
	022
	-
	5.3.0
	Rel-5
	Correction of “outgoing intra-cell hard handovers measurements”
	approved
	A
	5.4.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-030431
	32.403
	023
	-
	6.0.0
	Rel-6
	Correction of “outgoing intra-cell hard handovers measurements”
	approved
	A
	6.1.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-030432
	32.411
	001
	-
	6.0.0
	Rel-6
	Expansion of the requirements for threshold alarms on bounded variables
	approved
	C
	6.1.0
	Telecommunication management; Performance Management (PM) Integration Reference Point (IRP): Requirements
	OAM-PM
	S5

	SP-030414
	32.615
	009
	-
	5.1.0
	Rel-5
	Add missing Activities to Session Log XML
	approved
	F
	5.2.0
	Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-030418
	32.615
	010
	-
	5.1.0
	Rel-5
	Inclusion of External BSS Function in GERAN XML Schema - Alignment with 32.652/655
	approved
	F
	5.2.0
	Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-030417
	32.624
	010
	-
	4.4.0
	Rel-4
	Rel-4/5 alignement of OIDs of some attributes and name bindings
	approved
	F
	4.5.0
	Telecommunication management; Configuration Management (CM); Generic network resources: Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	OAM-CM
	S5

	SP-030417
	32.624
	011
	-
	5.0.0
	Rel-5
	Rel-4/5 alignement of OIDs of some attributes and name bindings
	approved
	F
	5.1.0
	Telecommunication management; Configuration Management (CM); Generic network resources: Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	OAM-CM
	S5

	SP-030419
	32.632
	008
	-
	4.3.0
	Rel-4
	Correction of Information Object Classes (IOCs) Notifications - Alignment with 32.102
	approved
	F
	4.4.0
	Telecommunication management; Configuration Management (CM); Core Network Resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-CM
	S5

	SP-030419
	32.632
	009
	-
	5.3.0
	Rel-5
	Correction of Information Object Classes (IOCs) Notifications - Alignment with 32.102
	approved
	A
	5.4.0
	Telecommunication management; Configuration Management (CM); Core Network Resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-CM
	S5

	SP-030420
	32.644
	004
	-
	5.1.0
	Rel-5
	Correction of wrong attribute name
	approved
	F
	5.2.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	OAM-NIM
	S5

	SP-030418
	32.645
	005
	-
	5.1.0
	Rel-5
	Inclusion of External BSS Function in GERAN XML Schema – impacts on 32.645 (UTRAN XML Schema) - Alignment with 32.652/655
	approved
	F
	5.2.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-030418
	32.652
	015
	-
	5.1.0
	Rel-5
	Inclusion of External BSS Function in GERAN NRM - Alignment with 32.632
	approved
	F
	5.2.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-NIM
	S5

	SP-030418
	32.653
	006
	-
	5.1.0
	Rel-5
	Inclusion of External BSS Function in GERAN CORBA solution set - Alignment with 32.652
	approved
	F
	5.2.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) solution set
	OAM-NIM
	S5

	SP-030418
	32.654
	007
	-
	5.1.0
	Rel-5
	Inclusion of ExternalBssFunction - Alignment with 32.652
	approved
	F
	5.2.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	OAM-NIM
	S5

	SP-030418
	32.655
	004
	-
	5.1.0
	Rel-5
	Inclusion of External BSS Function in GERAN XML Schema - Alignment with 32.652
	approved
	F
	5.2.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-030421
	32.674
	001
	-
	5.0.0
	Rel-5
	Addition of the missing OID for ts32-674Package
	approved
	F
	5.1.0
	Telecommunication management; Configuration Management (CM); State Management Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	OAM-NIM
	S5

	SP-030475
	33.102
	180
	-
	5.2.0
	Rel-6
	Clarification on the usage of the c3 conversion function
	approved
	F
	6.0.0
	3G security; Security architecture
	SEC1
	S3

	SP-030476
	33.102
	181
	-
	5.2.0
	Rel-5
	IMEISV retrieval before completion of security mode setup procedure
	approved
	F
	5.3.0
	3G security; Security architecture
	LATE_UE
	S3

	SP-030476
	33.102
	182
	-
	5.2.0
	Rel-5
	Mitigation against a man-in-the-middle attack associated with early UE handling
	approved
	C
	5.3.0
	3G security; Security architecture
	LATE_UE
	S3

	SP-030477
	33.106
	005
	-
	5.1.0
	Rel-6
	References
	rejected
	D
	
	Lawful interception requirements
	SEC1-LI
	S3

	SP-030478
	33.107
	031
	-
	5.5.0
	Rel-5
	Missing QoS Parameter in IRI
	approved
	F
	5.6.0
	3G security; Lawful interception architecture and functions
	SEC1-LI
	S3

	SP-030479
	33.107
	032
	-
	5.5.0
	Rel-6
	TEL URL for IMS interception identity
	approved
	B
	6.0.0
	3G security; Lawful interception architecture and functions
	SEC1-LI
	S3

	SP-030479
	33.107
	033
	-
	5.5.0
	Rel-6
	Stereo delivery to LEMF
	approved
	F
	6.0.0
	3G security; Lawful interception architecture and functions
	SEC1-LI
	S3

	SP-030480
	33.108
	017
	-
	6.2.0
	Rel-6
	Correct Abbreviations in TS 33.108
	revised
	D
	
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030508
	33.108
	017
	1
	6.2.0
	Rel-6
	Correct Abbreviations in TS 33.108
	approved
	D
	6.3.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030481
	33.108
	018
	-
	5.4.0
	Rel-5
	Syntax error in Annex B.3
	revised
	F
	
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030509
	33.108
	018
	1
	5.4.0
	Rel-5
	Syntax error in Annex B.3
	approved
	F
	5.5.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030481
	33.108
	019
	-
	6.2.0
	Rel-6
	Syntax error in Annex B.3
	revised
	A
	
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030509
	33.108
	019
	1
	6.2.0
	Rel-6
	Syntax error in Annex B.3
	approved
	A
	6.3.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030480
	33.108
	020
	-
	6.2.0
	Rel-6
	Inconsistency in Annex B.3
	revised
	D
	
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030508
	33.108
	020
	1
	6.2.0
	Rel-6
	Inconsistency in Annex B.3
	approved
	F
	6.3.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030480
	33.108
	021
	-
	6.2.0
	Rel-6
	Data Link Establishment and Sending part for ROSE operation
	revised
	F
	
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030508
	33.108
	021
	1
	6.2.0
	Rel-6
	Data Link Establishment and Sending part for ROSE operation
	approved
	F
	6.3.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030480
	33.108
	022
	-
	6.2.0
	Rel-6
	Correction on the usage of Lawful Interception identifiers
	revised
	F
	
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030508
	33.108
	022
	1
	6.2.0
	Rel-6
	Correction on the usage of Lawful Interception identifiers
	approved
	F
	6.3.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030480
	33.108
	023
	-
	6.2.0
	Rel-6
	Subscriber controlled input clarification
	revised
	F
	
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030508
	33.108
	023
	1
	6.2.0
	Rel-6
	Subscriber controlled input clarification
	approved
	F
	6.3.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030480
	33.108
	024
	-
	6.2.0
	Rel-6
	Field separator in subaddress
	revised
	D
	
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030508
	33.108
	024
	1
	6.2.0
	Rel-6
	Field separator in subaddress
	approved
	D
	6.3.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030482
	33.108
	025
	-
	5.4.0
	Rel-5
	Reference errors in Annex G
	approved
	F
	5.5.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030482
	33.108
	026
	-
	6.2.0
	Rel-6
	Reference errors in Annex G
	approved
	A
	6.3.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030483
	33.203
	042
	-
	5.6.0
	Rel-6
	Introducing Cipher key Expansion for IMS
	approved
	B
	6.0.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030484
	33.203
	043
	-
	5.6.0
	Rel-5
	Modification of the security association lifetime management
	approved
	F
	5.7.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030485
	33.203
	044
	-
	5.6.0
	Rel-5
	Annex H in 33.203
	approved
	F
	5.7.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030486
	33.203
	045
	-
	5.6.0
	Rel-5
	Security association handling, behaviour of SIP over TCP and re-authentication
	approved
	F
	5.7.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030487
	33.203
	046
	-
	5.6.0
	Rel-6
	Introducing Confidentiality Protection for IMS
	approved
	B
	6.0.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030488
	33.210
	011
	-
	5.4.0
	Rel-5
	Change of IKE profiling
	approved
	F
	5.5.0
	3G security; Network Domain Security (NDS); IP network layer security
	SEC-NDS-IP
	S3

	SP-030488
	33.210
	012
	-
	6.2.0
	Rel-6
	Change of IKE profiling
	approved
	A
	6.3.0
	3G security; Network Domain Security (NDS); IP network layer security
	SEC-NDS-IP
	S3

	SP-030489
	33.210
	013
	-
	5.4.0
	Rel-5
	Update draft-ietf-ipsec-sctp-03.txt reference to new standard RFC: RFC3554
	approved
	F
	5.5.0
	3G security; Network Domain Security (NDS); IP network layer security
	SEC-NDS-IP
	S3

	SP-030489
	33.210
	014
	-
	6.2.0
	Rel-6
	Update draft-ietf-ipsec-sctp-03.txt reference to new standard RFC: RFC3554
	approved
	A
	6.3.0
	3G security; Network Domain Security (NDS); IP network layer security
	SEC-NDS-IP
	S3

	TP-030191
	34.108
	227
	-
	3.12.0
	Rel-99
	CR to 34.108, R99, Clarification of seg_count in 6.1.0a.3
	approved
	F
	3.13.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030191
	34.108
	228
	-
	4.7.0
	Rel-4
	CR to 34.108, Rel-4, Clarification of seg_count in 6.1.0a.3
	approved
	A
	4.8.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030191
	34.108
	229
	-
	3.12.0
	Rel-99
	General correction in clause 7.4 for Common generic procedures for AS testing
	approved
	F
	3.13.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030191
	34.108
	230
	-
	4.7.0
	Rel-4
	General correction in clause 7.4 for Common generic procedures for AS testing
	approved
	A
	4.8.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030191
	34.108
	232
	-
	3.12.0
	Rel-99
	Incorrect activation time in  CELL_FACH state
	approved
	F
	3.13.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030191
	34.108
	233
	-
	4.7.0
	Rel-4
	Incorrect activation time in  CELL_FACH state .
	approved
	A
	4.8.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030191
	34.108
	234
	-
	3.12.0
	Rel-99
	Incorrect Transport Channel Parameters
	approved
	F
	3.13.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030191
	34.108
	235
	-
	4.7.0
	Rel-4
	Incorrect Transport Channel Parameters
	approved
	A
	4.8.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030191
	34.108
	236
	-
	3.12.0
	Rel-99
	Corrections to TS 34.108 common procedures in clause 7.4 of R'99 of TS 34.108
	approved
	F
	3.13.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030191
	34.108
	237
	-
	4.7.0
	Rel-4
	Corrections to TS 34.108 common procedures in clause 7.4 of Rel-4 of TS 34.108
	approved
	A
	4.8.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030191
	34.108
	238
	-
	3.12.0
	Rel-99
	Removal of RLC AM in the Default Message Content
	approved
	F
	3.13.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030191
	34.108
	239
	-
	4.7.0
	Rel-4
	Removal of RLC AM in the Default Message Content
	approved
	A
	4.8.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030191
	34.108
	240
	-
	4.7.0
	Rel-4
	RB configuration for the support of wideband AMR speech telephony services
	approved
	F
	4.8.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030191
	34.108
	241
	-
	3.12.0
	Rel-99
	CR 34.108 R99: Manual attach in State 7 Registrated Idle Mode on CS/PS
	approved
	F
	3.13.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030191
	34.108
	242
	-
	4.7.0
	Rel-4
	CR 34.108 Rel-4: Manual attach in State 7 Registrated Idle Mode on CS/PS
	approved
	A
	4.8.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030191
	34.108
	243
	-
	3.12.0
	Rel-99
	URA Identity in Cell Update Confirm and URA Update Confirm
	approved
	F
	3.13.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030191
	34.108
	244
	-
	4.7.0
	Rel-4
	URA Identity in Cell Update Confirm and URA Update Confirm
	approved
	A
	4.8.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030191
	34.108
	245
	-
	3.12.0
	Rel-99
	CR to 34.108 R99; Correction to specification to reflect a change already approved in TTCN CR T1-030396
	approved
	F
	3.13.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030191
	34.108
	246
	-
	4.7.0
	Rel-4
	CR to 34.108 R4; Correction to specification to reflect a change already approved in TTCN CR T1-030396
	approved
	A
	4.8.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030191
	34.108
	247
	-
	3.12.0
	Rel-99
	CR to 34.108 REL-99; Correction to section 7.3 Test procedures for RF test
	approved
	F
	3.13.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030191
	34.108
	248
	-
	4.7.0
	Rel-4
	CR to 34.108 REL-4; Correction to section 7.3 Test procedures for RF test
	approved
	A
	4.8.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030191
	34.108
	249
	-
	3.12.0
	Rel-99
	CR 34.108 R99: Bearer combination for Interactive/background UL 64 kbps DL 768 kbps
	approved
	B
	3.13.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030191
	34.108
	250
	-
	4.7.0
	Rel-4
	CR 34.108 Rel-4: Bearer combination for Interactive/background UL 64 kbps DL 768 kbps
	approved
	A
	4.8.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030189
	34.121
	251
	-
	5.0.0
	Rel-5
	Creation of a merged release for 34.121 which incorporates R99 and Rel-4
	approved
	F
	5.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030189
	34.121
	252
	-
	3.13.0
	Rel-99
	CR to 34.121 R99; Corretion to Inter-system Handover from UTRAN FDD to GSM
	approved
	F
	3.14.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-030189
	34.121
	253
	-
	3.13.0
	Rel-99
	CR to 34.121 R99; Addition of test case details for RRM test case 8.3.5.3 (Cell Reselection to GSM in Cell_FACH)
	approved
	F
	3.14.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-030189
	34.121
	254
	-
	4.0.0
	Rel-4
	CR to 34.121 REL-4; Addition of test case details for RRM test case 8.3.5.3 (Cell Reselection to GSM in Cell_FACH)
	approved
	A
	4.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI4
	T1

	TP-030189
	34.121
	255
	-
	5.0.0
	Rel-5
	CR to 34.121 REL-5; Addition of test case details for RRM test case 8.3.5.3 (Cell Reselection to GSM in Cell_FACH)
	approved
	A
	5.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030189
	34.121
	256
	-
	3.13.0
	Rel-99
	Correction of SSDT performance test case (R99)
	approved
	F
	3.14.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-030189
	34.121
	257
	-
	4.0.0
	Rel-4
	Correction of SSDT performance test case (Rel-4)
	approved
	A
	4.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI4
	T1

	TP-030189
	34.121
	258
	-
	5.0.0
	Rel-5
	Correction of SSDT performance test case (Rel-5)
	approved
	A
	5.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030189
	34.121
	259
	-
	4.0.0
	Rel-4
	Introduction of Test Tolerances to Cell Reselection in CELL_FACH tests 8.3.5.1 & 8.3.5.2
	approved
	A
	4.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI4
	T1

	TP-030189
	34.121
	260
	-
	5.0.0
	Rel-5
	Introduction of Test Tolerances to Cell Reselection in CELL_FACH tests 8.3.5.1 & 8.3.5.2
	approved
	A
	5.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030189
	34.121
	261
	-
	3.13.0
	Rel-99
	Test Requirements for RRM CPICH RSCP Inter Frequency Measurement
	approved
	F
	3.14.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-030189
	34.121
	262
	-
	4.0.0
	Rel-4
	Test Requirements for RRM CPICH RSCP Inter Frequency Measurement
	approved
	A
	4.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI4
	T1

	TP-030189
	34.121
	263
	-
	5.0.0
	Rel-5
	Test Requirements for RRM CPICH RSCP Inter Frequency Measurement
	approved
	A
	5.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030189
	34.121
	264
	-
	3.13.0
	Rel-99
	Test Requirements for RRM CPICH RSCP Intra Frequency Measurement
	approved
	F
	3.14.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-030189
	34.121
	265
	-
	4.0.0
	Rel-4
	Test Requirements for RRM CPICH RSCP Intra Frequency Measurement
	approved
	A
	4.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI4
	T1

	TP-030189
	34.121
	266
	-
	5.0.0
	Rel-5
	Test Requirements for RRM CPICH RSCP Intra Frequency Measurement
	approved
	A
	5.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030189
	34.121
	267
	-
	3.13.0
	Rel-99
	Correction to RRC Re-establishment delay test case (R99)
	approved
	F
	3.14.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-030189
	34.121
	268
	-
	4.0.0
	Rel-4
	Correction to RRC Re-establishment delay test case (Rel-4)
	approved
	A
	4.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI4
	T1

	TP-030189
	34.121
	269
	-
	5.0.0
	Rel-5
	Correction to RRC Re-establishment delay test case (Rel-5)
	approved
	A
	5.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030189
	34.121
	270
	-
	3.13.0
	Rel-99
	CR to 34.121 R99; Correction to SFN-SFN observed time difference type 1
	approved
	F
	3.14.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-030189
	34.121
	271
	-
	4.0.0
	Rel-4
	CR to 34.121 Rel-4; Correction to SFN-SFN observed time difference type 1
	approved
	A
	4.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI4
	T1

	TP-030189
	34.121
	272
	-
	5.0.0
	Rel-5
	CR to 34.121 Rel-5; Correction to SFN-SFN observed time difference type 1
	approved
	A
	5.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030189
	34.121
	273
	-
	3.13.0
	Rel-99
	CR to 34.121 Rel-99; Correction to CRC bit for reference measurement channel using RLc-TM for DTCH, transport channel parameters
	approved
	F
	3.14.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-030189
	34.121
	274
	-
	3.13.0
	Rel-99
	Introduction of Test Tolerances to Cell Reselection in CELL_FACH tests 8.3.5.1 & 8.3.5.2
	approved
	F
	3.14.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-030189
	34.121
	275
	-
	4.0.0
	Rel-4
	CR to 34.121 Rel-4; Corretion to Inter-system Handover from UTRAN FDD to GSM
	approved
	A
	4.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI4
	T1

	TP-030189
	34.121
	276
	-
	5.0.0
	Rel-5
	CR to 34.121 Rel-5; Corretion to Inter-system Handover from UTRAN FDD to GSM
	approved
	A
	5.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030189
	34.121
	277
	-
	3.13.0
	Rel-99
	CR to 34.121 R99; Correction to CPICH Ec/Io in correct reporting of neighbours in AWGN propagation condition test case
	approved
	F
	3.14.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-030189
	34.121
	278
	-
	4.0.0
	Rel-4
	CR to 34.121 Rel-4; Correction to CPICH Ec/Io in correct reporting of neighbours in AWGN propagation condition test case
	approved
	4
	4.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI4
	T1

	TP-030189
	34.121
	279
	-
	5.0.0
	Rel-5
	CR to 34.121 Rel-5; Correction to CPICH Ec/Io in correct reporting of neighbours in AWGN propagation condition test case
	approved
	A
	5.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030189
	34.121
	280
	-
	3.13.0
	Rel-99
	Test Requirements for RRM CPICH Ec/Io Intra Frequency Measurement
	approved
	F
	3.14.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-030189
	34.121
	281
	-
	4.0.0
	Rel-4
	Test Requirements for RRM CPICH Ec/Io Intra Frequency Measurement
	approved
	A
	4.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI4
	T1

	TP-030189
	34.121
	282
	-
	5.0.0
	Rel-5
	CR Rel 5 Test requirements for RRM CPICH_Ec/Io Intra Frequency Measurement
	approved
	A
	5.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030189
	34.121
	283
	-
	3.13.0
	Rel-99
	Test Requirements for RRM CPICH Ec/Io Inter Frequency Measurement
	approved
	F
	3.14.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-030189
	34.121
	284
	-
	4.0.0
	Rel-4
	Test Requirements for RRM CPICH Ec/Io Inter Frequency Measurement
	approved
	A
	4.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI4
	T1

	TP-030189
	34.121
	285
	-
	5.0.0
	Rel-5
	Test Requirements for RRM CPICH Ec/Io Inter Frequency Measurement
	approved
	A
	5.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030189
	34.121
	286
	-
	3.13.0
	Rel-99
	Test requirements for RRM Random Access tests
	approved
	F
	3.14.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-030189
	34.121
	287
	-
	4.0.0
	Rel-4
	Test requirements for RRM Random Access Test
	approved
	A
	4.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI4
	T1

	TP-030189
	34.121
	288
	-
	5.0.0
	Rel-5
	Test requirements for RRM Random Access Test
	approved
	A
	5.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030189
	34.121
	289
	-
	3.13.0
	Rel-99
	Completion of Annex F
	approved
	F
	3.14.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-030189
	34.121
	290
	-
	4.0.0
	Rel-4
	Completion of Annex F
	approved
	A
	4.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI4
	T1

	TP-030189
	34.121
	291
	-
	5.0.0
	Rel-5
	Completion of Annex F
	approved
	A
	5.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030189
	34.121
	292
	-
	4.0.0
	Rel-4
	CR to 34.121 Rel-4; Correction to CRC bit for reference measurement channel using RLc-TM for DTCH, transport channel parameters
	approved
	A
	4.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI4
	T1

	TP-030189
	34.121
	293
	-
	5.0.0
	Rel-5
	CR to 34.121 Rel-5; Correction to CRC bit for reference measurement channel using RLc-TM for DTCH, transport channel parameters
	approved
	A
	5.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030189
	34.121
	294
	-
	3.13.0
	Rel-99
	CR to delete the technical content of 34.121 Rel 99 and replace it by a pointer to the gathered releases document
	approved
	F
	3.14.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-030218
	34.121
	294
	-
	3.13.0
	R99
	CR to delete the technical content of 34.121 Rel 99 and replace it by a pointer to the gathered releases document
	approved
	F
	3.14.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI
	T1

	TP-030189
	34.121
	295
	-
	4.0.0
	Rel-4
	CR to delete the technical content of 34.121 Rel 4 and replace it by a pointer to the gathered releases document
	approved
	A
	4.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI4
	T1

	TP-030218
	34.121
	295
	-
	4.0.0
	Rel-4
	CR to delete the technical content of 34.121 Rel 4 and replace it by a pointer to the gathered releases document
	approved
	A
	4.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI4
	T1

	TP-030189
	34.121
	296
	-
	5.0.0
	Rel-5
	Introduction of the phase discontinuity test
	approved
	F
	5.1.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030190
	34.122
	173
	-
	4.8.0
	Rel-4
	Addition of Test Scenario 4A
	approved
	F
	4.9.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	TEI4
	T1

	TP-030190
	34.122
	174
	-
	4.8.0
	Rel-4
	Addition of LCR TDD/FDD Hand-Over Test
	approved
	F
	4.9.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	TEI4
	T1

	TP-030190
	34.122
	175
	-
	4.8.0
	Rel-4
	Addition of Txformat selection test
	approved
	F
	4.9.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	TEI4
	T1

	TP-030190
	34.122
	176
	-
	4.8.0
	Rel-4
	Measurement CPICH of FDD neighbour
	approved
	F
	4.9.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	TEI4
	T1

	TP-030190
	34.122
	177
	-
	4.8.0
	Rel-4
	Measurement of ISCP intra frequency
	approved
	F
	4.9.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	TEI4
	T1

	TP-030190
	34.122
	178
	-
	4.8.0
	Rel-4
	Measurement test UTRA RSSI absolute
	approved
	F
	4.9.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	TEI4
	T1

	TP-030190
	34.122
	179
	-
	4.8.0
	Rel-4
	Measurement test UTRA RSSI relative
	approved
	F
	4.9.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	TEI4
	T1

	TP-030190
	34.122
	180
	-
	4.8.0
	Rel-4
	Measurement test GSM RSSI
	approved
	F
	4.9.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	TEI4
	T1

	TP-030192
	34.123-1
	531
	-
	5.4.0
	Rel-5
	Corrections and updates on 8.2.1 Radio Bearer Establishment for TDD mode
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	532
	-
	5.4.0
	Rel-5
	Radio Bearer Reconfiguration from CELL_DCH to CELL_FACH test updated for TDD mode (clause 8.2.2.35), TS 34.123-1
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	534
	-
	5.4.0
	Rel-5
	Correction to RLC testcases 7.2.3.21 and 7.2.3.22
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	535
	-
	5.4.0
	Rel-5
	Inclusion of tests for combinations on SCCPCH for TDD 1.28 Mcps option
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI4
	T1

	TP-030192
	34.123-1
	536
	-
	5.4.0
	Rel-5
	Inclusion of test for 34.123-1 for combination on PRACH for TDD 1.28 Mcps option, Rel-4 
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI4
	T1

	TP-030192
	34.123-1
	537
	-
	5.4.0
	Rel-5
	CR to TS 34.123-1 [REL-5] Package 4 GMM test cases 12.4.1.2 and  12.4.1.4d
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	538
	-
	5.4.0
	Rel-5
	CR to TS 34.123-1 [REL-5] Package 1 RRC test cases in clause 8.1
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	539
	-
	5.4.0
	Rel-5
	CR to TS 34.123-1 [REL-5] Low priority PDCP test case 7.3.3.1
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	540
	-
	5.4.0
	Rel-5
	CR 34.123-1 Rel-5: Mobile identity field removed in TC 12.4.2.2
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	541
	-
	5.4.0
	Rel-5
	CR to 34.123-1 REL-5; Removal of package 2 MAC test case 7.1.2.2.1
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	542
	-
	5.4.0
	Rel-5
	Corrections to Package 1 RRC test case 8.1.2.2
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	543
	-
	5.4.0
	Rel-5
	Corrections to P2 MM test case 9.4.2.2/test 2
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	544
	-
	5.4.0
	Rel-5
	CR to 34.123-1 REL-5; Corrections to package 4 and low priority RRC test cases on Unsupported configuration
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	545
	-
	5.4.0
	Rel-5
	CR to TS 34.123-1 [REL-5] Package 2 MM test case 9.4.5.3 Location updating/ periodic normal/ test 2
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	546
	-
	5.4.0
	Rel-5
	Corrections to 34.123-1 v5.4.0 Package 4 test case (8.2.3.11)
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	547
	-
	5.4.0
	Rel-5
	Corrections to 34.123-1 v5.4.0 Package 4 test case (8.2.6.11)
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	548
	-
	5.4.0
	Rel-5
	Corrections to 34.123-1 v5.4.0 Package 4 test case (8.2.6.12)
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	549
	-
	5.4.0
	Rel-5
	Corrections to 34.123-1 v5.4.0 low priority test case (8.2.6.14) 
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	550
	-
	5.4.0
	Rel-5
	Corrections to 34.123-1 v5.4.0 low priority test case (8.3.1.23)
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	551
	-
	5.4.0
	Rel-5
	Corrections to 34.123-1 v5.4.0 low priority test case (8.3.4.5)
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	552
	-
	5.4.0
	Rel-5
	Correction to 34.123-1 v5.4.0 Low priority test case  (8.4.1.22)
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	553
	-
	5.4.0
	Rel-5
	Corrections to 34.123-1 v5.4.0 low priority test case (8.4.1.39)
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	554
	-
	5.4.0
	Rel-5
	CR to 34.123-1 REL-5; Correction of Package 4 RRC test case 8.2.6.37
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	555
	-
	5.4.0
	Rel-5
	Removal of test case 8.2.2.20
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	556
	-
	5.4.0
	Rel-5
	CR to 34.123-1, Rel-5; correction to idle mode section according to RP-030289
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	557
	-
	5.4.0
	Rel-5
	CR to 34.123-1, Rel-5; correction to package 1 RLC test case 7.2.3.18 according to RP-030292
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	558
	-
	5.4.0
	Rel-5
	Correction to 34.123-1 v5.4.0 Package 1 test case (8.4.1.5) - Revision of T1-031080
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	559
	-
	5.4.0
	Rel-5
	Corrections to 34.123-1 v5.4.0 Package 3 test case (8.4.1.24) - Revision of T1-031082
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	560
	-
	5.4.0
	Rel-5
	Corrections to 34.123-1 v5.4.0 Package 4 test case (8.4.1.12) - Revision of T1-031088
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	561
	-
	5.4.0
	Rel-5
	CR to TS 34.123-1 [REL-5] Package 4 RRC test cases: 8.1.3.5 and 8.3.1.15
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	562
	-
	5.4.0
	Rel-5
	Corrections to 34.123-1 v5.4.0 Package 2 test cases (8.3.1.21 and 8.3.1.22) - Revision of T1-031081
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	563
	-
	5.4.0
	Rel-5
	CR to TS 34.123-1 [REL-5] Low priority GMM test cases 12.2.2.8, 12.3.2.4 and 12.9.9
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	564
	-
	5.4.0
	Rel-5
	Correction to 34.123-1, section 7.2.3.19 and 7.2.3.24
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	565
	-
	5.4.0
	Rel-5
	Correction to GCF package 1 RLC testcases 7.2.3.26 and 7.2.3.27
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	566
	-
	5.4.0
	Rel-5
	CR to TS 34.123-1 [REL-5] Package 1 RRC test cases 8.3.4.3 and 8.4.1.1
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	567
	-
	5.4.0
	Rel-5
	CR to 34.123-1 REL-5; Periodical RLC STATUS PDU detection in RRC Radio Bearer Reconfiguration Package 2 and 3 test cases
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	568
	-
	5.4.0
	Rel-5
	CR to TS 34.123-1 [REL-5] Package 2 RRC test case 8.2.2.19
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	569
	-
	5.4.0
	Rel-5
	CR to 34-123-1, Rel-5; URA Identity in Cell Update Confirm and URA Update Confirm
	approved
	f
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	570
	-
	5.4.0
	Rel-5
	CR to 34.123-1 on Correction to C/T field value for test case 7.1.1.8
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	571
	-
	5.4.0
	Rel-5
	CR to TS 34.123-1 [REL-5] Package 2 RRC test case 8.3.1.10 Cell Update: expiry of T307 timer after T305 expiry and being out of service area.
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	572
	-
	5.4.0
	Rel-5
	CR to 34.123-1 REL-5; Correction to CC test cases 10.1.2.2.1 (package 4), 10.1.2.2.2 (package 3) and 10.1.2.9.2 (low prio)
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	573
	-
	5.4.0
	Rel-5
	CR to TS 34.123-1 [REL-5] Package 2 GMM test case 12.4.2.2
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	574
	-
	5.4.0
	Rel-5
	CR 34.123-1 Rel-5: TC 12.8 Ready Timer in use
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	575
	-
	5.4.0
	Rel-5
	CR to 34.123-1 REL-5; Correction to package 1 GMM test case 12.3.1.2
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	576
	-
	5.4.0
	Rel-5
	Corrections to low priority Multi RAB  test cases
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	577
	-
	5.4.0
	Rel-5
	Corrections to P3 Inter RAT measurement test case 8.4.1.31
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	578
	-
	5.4.0
	Rel-5
	CR to 34.123-1 R5; Correction to Package 1 RRC test case 8.2.5.1
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	579
	-
	5.4.0
	Rel-5
	CR to 34.123-1 REL-5; Correction to package 2 MAC test case 7.1.3.1
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	580
	-
	5.4.0
	Rel-5
	Introduction of new test cases for a routing area updating procedure due to a change of DRX parameter IE
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	581
	-
	5.4.0
	Rel-5
	CR 34.123-1 Rel-5: TC 9.4.2.3 doesn't correspond to conformance claim
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	582
	-
	5.4.0
	Rel-5
	Corrections to 34.123-1 v5.4.0 low priority test case (8.2.3.26)
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030192
	34.123-1
	583
	-
	5.4.0
	Rel-5
	CR 34.123-1 Rel-5: Automatic MO SMS repeat at TP layer
	approved
	
	5.5.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030193
	34.123-2
	113
	-
	5.4.0
	Rel-5
	Inclusion of test Radio Bearer Reconfiguration fromCELL_DCH to CELL_FACH for TDD 1.28 Mcps option in ICS part.
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI5
	T1

	TP-030193
	34.123-2
	114
	-
	5.4.0
	Rel-5
	Inclusion of tests for 34.123-2 for combinations on SCCPCH for TDD 1.28 Mcps option in ICS part 
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI5
	T1

	TP-030193
	34.123-2
	115
	-
	5.4.0
	Rel-5
	Inclusion of test for combination on PRACH for TDD 1.28 Mcps option in ICS part.
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI5
	T1

	TP-030193
	34.123-2
	116
	-
	5.4.0
	Rel-5
	Corrections to applicability for RRC testcases
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI5
	T1

	TP-030193
	34.123-2
	117
	-
	5.4.0
	Rel-5
	CR 34.123-2 Rel-5: Applicability statement for TC 12.8 
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI5
	T1

	TP-030193
	34.123-2
	118
	-
	5.4.0
	Rel-5
	CR to 34.123-2 REL-5; Update of applicability table (revision of T1-031051)
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI5
	T1

	TP-030193
	34.123-2
	119
	-
	5.4.0
	Rel-5
	Update of Applicability statement for GMM
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI5
	T1

	TP-030193
	34.123-2
	120
	-
	5.4.0
	Rel-5
	CR to 34.123-2 REL-5; Update of applicability table for TC 8.2.5.1
	approved
	F
	5.5.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI5
	T1

	TP-030208
	34.123-3
	---
	-
	3.2.1
	R99
	Addition of RRC test case 8.2.2.11 to RRC ATS V3.2.1
	approved
	F
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-030208
	34.123-3
	---
	-
	3.2.1
	R99
	Test Case 12.5
	approved
	F
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	-
	T1

	TP-030208
	34.123-3
	---
	-
	3.2.1
	R99
	Addition of RRC test case 8.2.6.7 to RRC ATS V3.2.1
	approved
	F
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-030208
	34.123-3
	---
	-
	3.2.1
	R99
	Addition of RRC test case 8.2.2.17 to RRC ATS V3.2.1
	approved
	F
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-030208
	34.123-3
	---
	-
	3.2.1
	R99
	Addition of RRC test case 8.2.2.10 to RRC ATS V3.2.1
	approved
	F
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-030208
	34.123-3
	---
	-
	3.2.1
	R99
	Addition of RRC test case 8.2.2.1 to RRC ATS V3.2.1
	approved
	F
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-030208
	34.123-3
	---
	-
	3.2.1
	R99
	Addition of RRC test case 8.2.4.10 to RRC ATS V3.2.1
	approved
	F
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-030208
	34.123-3
	---
	-
	3.2.1
	R99
	Addition of RRC test case 8.2.2.8 to RRC ATS V3.2.1
	approved
	F
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-030208
	34.123-3
	---
	-
	3.2.1
	R99
	Addition of RRC test case 8.2.6.1 to RRC ATS V3.2.1
	approved
	F
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	N/A
	T1

	TP-030194
	34.123-3
	070
	-
	3.2.1
	Rel-99
	Corrections to Package 1 test cases in RRC ATS v3.2.1 for PS mode
	approved
	F
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	071
	-
	3.2.1
	Rel-99
	Corrections to Package 1 test cases in RRC ATS v3.2.1 for Integrity
	approved
	F
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	072
	-
	3.2.1
	Rel-99
	Corrections to Package 1 test cases in RRC ATS v3.2.1 for configuration of Radio Bearer -3
	approved
	F
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	073
	-
	3.2.1
	Rel-99
	CR to 34.123-3 R99, Moving baseline from March 02 to March 03 and error corrections
	approved
	F
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	074
	-
	3.2.1
	Rel-99
	CR to 34.123-3, R99, Update and remove unnecessary PIXIT parameters, so they are aligned with the 3GPP conformance TTCN
	approved
	F
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	075
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_7_1_1_2
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	076
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_7_1_1_8
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	077
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_8_1_1_2
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	078
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_8_1_1_3
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	079
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_8_1_1_5
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	080
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_8_1_1_6
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	081
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_8_1_1_8
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	082
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_8_2_1_8
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	083
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_8_2_1_10
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	084
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_12_2_1_1
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	085
	-
	3.1.0
	Rel-99
	Test Case 8.1.5.1
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	086
	-
	3.1.0
	Rel-99
	Test Case 8.1.5.4
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	087
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_8_2_3_7
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	088
	-
	3.1.0
	Rel-99
	Addition of RLC test case 7.2.3.6 to RLC ATS V3.0.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	089
	-
	3.1.0
	Rel-99
	Addition of RLC test case 7.2.3.25 to RLC ATS V3.0.0
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	090
	-
	3.1.0
	Rel-99
	CR to 34.123-3 V310 to introduce test case 7.2.3.14
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	091
	-
	3.1.0
	Rel-99
	CR to 34.123-3 V310 to introduce test case 7.2.3.15
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	092
	-
	3.1.0
	Rel-99
	CR to 34.123-3 V310 to introduce test case 7.2.3.16
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	093
	-
	3.1.0
	Rel-99
	CR to 34.123-3 V310 to introduce test case 7.2.3.33
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	094
	-
	3.1.0
	Rel-99
	CR to 34.123-3 V310 to introduce test case 10.1.2.5.1
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	095
	-
	3.1.0
	Rel-99
	7.1.1.1
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	096
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_7_1_1_3
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	097
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_7_1_1_4
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	098
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_7_1_1_5
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	099
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_8_1_3_3
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	101
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_8_2_3_15
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	102
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_8_2_3_18
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	103
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_8_2_3_19
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	104
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_12_3_1_2
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	105
	-
	3.1.0
	Rel-99
	Title not provided
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	106
	-
	3.1.0
	Rel-99
	CR to 34.123-3 V 3.1.0 for addition of RLC test case 7.2.3.13
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	107
	-
	3.1.0
	Rel-99
	CR to 34.123-3 V 3.1.0 for addition of RLC test case 7.2.3.18
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	108
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_11_1_1_1
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	109
	-
	3.1.0
	Rel-99
	CR to 34.123-3 V310 to introduce test case 7.2.3.23
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	110
	-
	3.1.0
	Rel-99
	CR to 34.123-3 V310 to introduce test case 7.2.3.24
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	111
	-
	3.1.0
	Rel-99
	CR to 34.123-3 V310 to introduce test case 7.2.3.26
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	112
	-
	3.1.0
	Rel-99
	CR to 34.123-3 V310 to introduce test case 7.2.3.27
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	113
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_11_3_1
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	114
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_11_3_2
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	115
	-
	3.1.0
	Rel-99
	CR to 34.123-3 V310 to introduce test case 12.3.1.5
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	116
	-
	3.1.0
	Rel-99
	CR to 34.123-3 V310 to introduce test case 12.7.1
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	117
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_8_2_1_9
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	118
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_8_2_3_8
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	119
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_8_3_4_1
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	120
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_8_3_4_2
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	121
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_8_3_4_3
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	122
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_8_4_1_1
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	123
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_12_3_1_1
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	124
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_12_9_1
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	125
	-
	3.1.0
	Rel-99
	Changes to TS34.123-3 V310 to introduce TC_12_9_2
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	126
	-
	3.1.0
	Rel-99
	CR to 34.123-3 V310 to introduce test case 12.3.2.1
	approved
	F
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	127
	-
	3.1.0
	Rel-99
	CR to 34.123-3 V310 to introduce test case 7.2.3.19
	approved
	B
	3.2.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	128
	-
	3.2.0
	Rel-99
	CR to 34.123-3 V320 to introduce test case 14.2.13.1
	approved
	B
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	129
	-
	3.2.0
	Rel-99
	CR to 34.123-3 V320 to introduce test case 7.2.2.2
	approved
	B
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	130
	-
	3.2.0
	Rel-99
	CR to 34.123-3 V320 to introduce test case 7.2.3.2
	approved
	B
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	131
	-
	3.2.0
	Rel-99
	Changes to TS34.123-3 V320 to introduce TC_8_2_3_9
	approved
	B
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	132
	-
	3.2.0
	Rel-99
	Changes to TS34.123-3 V320 to introduce TC_7_2_3_21
	approved
	F
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	133
	-
	3.2.0
	Rel-99
	Changes to TS34.123-3 V320 to introduce TC_7_2_3_22
	approved
	F
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	134
	-
	3.2.1
	Rel-99
	CR to 34.123-3 V320 to introduce test case TC_8_2_6_20
	approved
	F
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	135
	-
	3.2.1
	Rel-99
	CR to 34.123-3 V320 to introduce test case TC_9.2.1
	approved
	B
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	136
	-
	3.2.1
	Rel-99
	CR to 34.123-3 V320 to introduce test case TC_9.3.1
	approved
	B
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	137
	-
	3.2.1
	Rel-99
	CR to 34.123-3 V320 to introduce test case TC_9_4_5_2
	approved
	B
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030194
	34.123-3
	138
	-
	3.2.1
	Rel-99
	CR to 34.123-3 V320 to introduce test case TC_9.5.2
	approved
	B
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	
	T1

	TP-030194
	34.123-3
	139
	-
	3.2.1
	Rel-99
	Changes to TS34.123-3 V321 to introduce TC_8_1_1_7
	approved
	F
	3.3.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	NP-030408
	43.068
	009
	1
	4.2.2
	Rel-4
	Correction of uplink release management
	approved
	A
	4.3.0
	Voice Group Call Service (VGCS); Stage 2
	ASCI
	N1

	NP-030408
	43.068
	010
	1
	5.2.0
	Rel-5
	Correction of uplink release management
	approved
	A
	5.3.0
	Voice Group Call Service (VGCS); Stage 2
	ASCI
	N1

	NP-030407
	43.068
	011
	1
	4.2.2
	Rel-4
	Correction to definition of Group-ID, Group call area ID and Group Call Reference
	approved
	A
	4.3.0
	Voice Group Call Service (VGCS); Stage 2
	ASCI
	N1

	NP-030407
	43.068
	012
	1
	5.2.0
	Rel-5
	Correction to definition of Group-ID, Group call area ID and Group Call Reference
	approved
	A
	5.3.0
	Voice Group Call Service (VGCS); Stage 2
	ASCI
	N1

	NP-030409
	43.068
	013
	1
	5.2.0
	Rel-5
	Correction to MS Late Entry description
	approved
	F
	5.3.0
	Voice Group Call Service (VGCS); Stage 2
	TEI5
	N1

	NP-030410
	43.068
	014
	2
	5.2.0
	Rel-6
	Dispatcher signalled mute/unmute of talkers downlink and correction and update of incorrect implementation of CR 03.68 A022
	approved
	F
	6.0.0
	Voice Group Call Service (VGCS); Stage 2
	TEI6
	N1

	NP-030407
	43.069
	008
	1
	4.2.2
	Rel-4
	Correction to definition of Group-ID, Group call area ID and Group Call Reference
	approved
	A
	4.3.0
	Voice Broadcast service (VBS); Stage 2
	ASCI
	N1

	NP-030407
	43.069
	009
	1
	5.2.0
	Rel-5
	Correction to definition of Group-ID, Group call area ID and Group Call Reference
	approved
	A
	5.3.0
	Voice Broadcast service (VBS); Stage 2
	ASCI
	N1

	NP-030409
	43.069
	010
	1
	5.2.0
	Rel-5
	Correction to MS Late Entry description
	approved
	F
	5.3.0
	Voice Broadcast service (VBS); Stage 2
	TEI5
	N1

	NP-030416
	44.065
	006
	2
	5.0.0
	Rel-5
	Correction to References
	approved
	F
	5.1.0
	Mobile Station (MS) - Serving GPRS Support Node (SGSN);  Subnetwork Dependent Convergence Protocol (SNDCP)
	TEI5
	N1

	NP-030416
	44.065
	007
	-
	6.0.0
	Rel-6
	Correction to References
	approved
	A
	6.1.0
	Mobile Station (MS) - Serving GPRS Support Node (SGSN);  Subnetwork Dependent Convergence Protocol (SNDCP)
	TEI5
	N1

	NP-030420
	44.065
	008
	1
	6.0.0
	Rel-6
	Corrections on Compression details
	approved
	F
	6.1.0
	Mobile Station (MS) - Serving GPRS Support Node (SGSN);  Subnetwork Dependent Convergence Protocol (SNDCP)
	TEI6
	N1

	TP-030178
	51.011
	024
	-
	4.8.0
	Rel-4
	Correction on EF_VBSS Coding
	approved
	F
	4.9.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	TEI
	T3

	TP-030178
	51.011
	025
	-
	4.8.0
	Rel-4
	Correction to SMS
	approved
	F
	4.9.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	TEI
	T3

	TP-030178
	51.011
	026
	-
	4.8.0
	Rel-4
	CR to delete Elementary File EFRPLMNAcT, in accordance with TP-020168 from T Plenary in Marco Island.
	approved
	F
	4.9.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	TEI
	T3

	TP-030181
	51.014
	003
	-
	4.1.0
	Rel-4
	Correction of the Bearer Description for the Open Channel command
	approved
	F
	4.2.0
	Specification of Subscriber Identity Module - Mobile Equipment (SIM - ME) Interface for SIM Application Toolkit
	TEI
	T3

	SP-030490
	55.216
	002
	-
	6.1.0
	Rel-6
	Clarification on the usage of the Key length
	approved
	F
	6.2.0
	Specification of the A5/3 encryption algorithms for GSM and EDGE, and the GEA3 encryption algorithm for GPRS; Document 1: A5/3 and GEA3 specification
	SEC1-CSALGO1
	S3
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