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11.3
Mobile Originated short message transfer

If errors are indicated by the VLR after invocation of the "sendInfoForMO‑SMS" operation.(see clause 10), the MSC shall return the appropriate error information to the MS in a failure report (i.e. a RP‑ERROR message) containing the following error cause:

	Return error from SendInfoForMO‑SMS
	Cause value in the RP‑ERROR message

	DataMissing
	38 Network out of order

	UnexpectedDataValue
	38 Network out of order

	TeleserviceNotProvisioned
	50 Requested facility not subscribed

	
	

	CallBarred
	

	‑ barringServiceActive
	10 Call barred

	‑ operatorBarring
	8 Operator determined barring


NOTE:
The coding and the use of the RP‑ERROR message is specified in 3GPP TS 24.011 [13]. The operation SendInfoForMO-SMS is not used by the SGSN.

If errors are indicated by the SMS‑IWMSC (negative outcome of the "forwardShortMessage),) the MSC or the SGSN shall send a failure report (i.e. a RP‑ERROR message) to the MS, with the error cause coded as follows:

	Return error from ForwardShortMessage
	Cause value in the RP‑ERROR message

	System Failure
	38 Network out of order

	FacilityNotSupported
	69 Requested facility not implemented

	
	

	UnexpectedDataValue
	38 Network out of order

	
	

	SM‑DeliveryFailure

cause: unknownSC
	1 Unassigned number

	
	

	SM‑DeliveryFailure

cause: SC‑Congestion
	42 Congestion

	
	

	SM‑DeliveryFailure

cause: invalidSME‑Addr
	21 Short message transfer rejected

	
	

	SM‑DeliveryFailure

cause: subscriberNotSC‑Subscriber
	28 Unidentified subscriber

	Local or lower layer failure

(e.g. reject condition,

timer expired or transaction abort)
	38 Network out of order


NOTE:
The coding and the use of the RP‑ERROR message is specified in 3GPP TS 24.011 [13].
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