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Annex F:
Status of all 3GPP CRs after TSG SA #22 Meeting

	TSG Doc
	SPEC
	CR
	rev
	Current
version
	Phase
	SUBJECT
	TSG status
	Cat
	New
version
	Specification Title
	WI
	WG
Resp

	NP-030496
	03.18
	A070
	1
	6.7.0
	R97
	MAP and CAP 3G SAI mapping to 2G CellIDorLAI Location Information parameter
	revised
	F
	
	Basic Call Handling
	Camel2
	N4

	NP-030579
	03.18
	A070
	2
	6.7.0
	R97
	MAP and CAP 3G SAI mapping to 2G CellIDorLAI Location Information parameter
	approved
	F
	6.8.0
	Basic Call Handling
	Camel2
	N4

	NP-030496
	03.18
	A071
	-
	7.4.0
	R98
	MAP and CAP 3G SAI mapping to 2G CellIDorLAI Location Information parameter
	revised
	A
	
	Basic Call Handling
	Camel2
	N4

	NP-030579
	03.18
	A071
	1
	7.4.0
	R98
	MAP and CAP 3G SAI mapping to 2G CellIDorLAI Location Information parameter
	approved
	A
	7.5.0
	Basic Call Handling
	Camel2
	N4

	SP-030669
	03.60
	217
	3
	6.11.0
	R97
	Serving network identity from SGSN to GGSN
	rejected
	F
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	SP-030669
	03.60
	218
	3
	7.9.0
	R98
	Serving network identity from SGSN to GGSN
	rejected
	A
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	NP-030474
	04.08
	A1143
	-
	7.20.1
	R98
	Correction of MS network capability IE
	approved
	F
	7.21.0
	Mobile radio interface layer 3 specification
	TEI
	N1

	TP-030246
	11.10-4
	A055
	-
	8.5.0
	R99
	Introduction of "MO Short Message Control by SIM" envelope testing
	approved
	B
	8.6.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030246
	11.10-4
	A056
	-
	8.5.0
	R99
	Re-Introduction of changes already approved at the last T3.
	approved
	F
	8.6.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030246
	11.10-4
	A057
	-
	8.5.0
	R99
	CR 11.10-4 R99: Essential corrections
	approved
	F
	8.6.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030246
	11.10-4
	A058
	-
	8.5.0
	R99
	CR 11-10.4 R99: Essential corrections to 27.22.4.14 "POLLING OFF"
	approved
	F
	8.6.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030246
	11.10-4
	A059
	-
	8.5.0
	R99
	CR 11.10-4 R99: Essential corrections to Send DTMF test cases
	approved
	F
	8.6.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030246
	11.10-4
	A060
	-
	8.5.0
	R99
	Introduction of BIP testing in GPRS
	approved
	F
	8.6.0
	Mobile Station (MS) conformance specification; Part 4: Subscriber Interface Module (SIM) application toolkit conformance specification
	TEI
	T3

	TP-030247
	11.11
	A137
	-
	8.10.0
	R99
	Correction to procedures for service no 21, 22 and 23
	approved
	F
	8.11.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) Interface
	TEI
	T3

	TP-030247
	11.11
	A138
	-
	8.10.0
	R99
	Alignment of EF-HPLMN Search Period with 22.011 and 23.122
	revised
	F
	
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) Interface
	TEI
	T3

	TP-030304
	11.11
	A138
	1
	8.10.0
	R99
	Alignment of EF-HPLMN Search Period with 22.011 and 23.122
	approved
	F
	8.11.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) Interface
	TEI
	T3

	TP-030249
	11.14
	A218
	-
	8.14.0
	R99
	Clarification on user confirmation for OPEN CHANNEL
	approved
	F
	8.15.0
	Specification of the SIM Application Toolkit (SAT) for the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	TEI
	T3

	SP-030574
	21.101
	016
	-
	4.9.0
	Rel-4
	Correction to list of specifications
	approved
	F
	4.10.0
	Technical Specifications and Technical Reports for a UTRAN-based 3GPP system
	TEI
	SP

	SP-030574
	21.101
	017
	-
	5.4.0
	Rel-5
	Correction to list of specifications
	approved
	F
	5.5.0
	Technical Specifications and Technical Reports for a UTRAN-based 3GPP system
	TEI
	SP

	SP-030575
	21.900
	016
	-
	3.6.0
	R99
	Make working procedures release-independent
	approved
	D
	3.7.0
	Technical Specification Group working methods
	TEI
	SP

	SP-030575
	21.900
	017
	-
	4.0.0
	Rel-4
	Make working procedures release-independent
	approved
	D
	4.1.0
	Technical Specification Group working methods
	TEI
	SP

	SP-030575
	21.900
	018
	-
	5.0.1
	Rel-5
	Make working procedures release-independent
	approved
	D
	5.1.0
	Technical Specification Group working methods
	TEI
	SP

	SP-030575
	21.900
	019
	-
	6.0.0
	Rel-6
	Corrects references
	approved
	D
	6.1.0
	Technical Specification Group working methods
	TEI
	SP

	SP-030694
	21.905
	053
	-
	6.4.0
	Rel-6
	Terminology addtions for IP-CAN and IP-CAN bearer
	approved
	F
	6.5.0
	Vocabulary for 3GPP Specifications
	TEI6
	S1

	SP-030694
	21.905
	054
	-
	6.4.0
	Rel-6
	Modified base station definition
	approved
	F
	6.5.0
	Vocabulary for 3GPP Specifications
	Vocabulary
	S1

	SP-030695
	22.011
	053
	-
	6.1.0
	Rel-6
	Administrative restriction of subscribers’ access
	revised
	B
	
	Service accessibility
	TEI
	S1

	SP-030774
	22.011
	053
	1
	6.1.0
	Rel-6
	Administrative restriction of subscribers’ access
	approved
	B
	6.2.0
	Service accessibility
	TEI
	S1

	SP-030696
	22.038
	015
	-
	6.1.0
	Rel-7
	Interaction between ME and USAT applications
	approved
	B
	7.0.0
	USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1
	USAT1
	S1

	SP-030689
	22.038
	016
	-
	6.1.0
	Rel-6
	MMS as an additional data exchange capability for USAT
	revised
	B
	
	USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1
	MMS-R6
	S1

	SP-030772
	22.038
	016
	1
	6.1.0
	Rel-6
	Change of the term "bearer" to "data exchange capability" and removal of implementation dependent statements in TS 22.038
	approved
	F
	6.2.0
	USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1
	TEI
	S1

	SP-030688
	22.038
	017
	-
	5.3.0
	Rel-5
	Enable Cell Broadcast Bearer for USAT application while connected to UTRAN networks
	approved
	F
	5.4.0
	USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1
	TEI5
	S1

	SP-030688
	22.038
	018
	-
	6.1.0
	Rel-6
	Enable Cell Broadcast Bearer for USAT application while connected to UTRAN networks
	approved
	A
	6.2.0
	USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1
	TEI5
	S1

	SP-030685
	22.038
	019
	-
	3.3.0
	R99
	Align TS 22.038 with the T3 specifications TS 11.14 and TS 31.111
	approved
	F
	3.4.0
	USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1
	EMC1-CS
	S1

	SP-030685
	22.038
	020
	-
	4.2.0
	Rel-4
	Align TS 22.038 with the T3 specifications TS 11.14 and TS 31.111
	approved
	A
	4.3.0
	USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1
	EMC1-CS
	S1

	SP-030685
	22.038
	021
	-
	5.3.0
	Rel-5
	Align TS 22.038 with the T3 specifications TS 11.14 and TS 31.111
	approved
	A
	5.4.0
	USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1
	EMC1-CS
	S1

	SP-030685
	22.038
	022
	-
	6.1.0
	Rel-6
	Align TS 22.038 with the T3 specifications TS 11.14 and TS 31.111
	approved
	A
	6.2.0
	USIM/SIM Application Toolkit (USAT/SAT); Service description; Stage 1
	EMC1-CS
	S1

	SP-030697
	22.071
	060
	-
	6.5.0
	Rel-6
	Support of "Advanced Geographic Description" (AGD) information
	rejected
	B
	
	Location Services (LCS); Stage 1
	LCS1
	S1

	SP-030690
	22.071
	061
	-
	5.2.0
	Rel-5
	Removal of misleading and obsolete text
	approved
	F
	5.3.0
	Location Services (LCS); Stage 1
	TEI5
	S1

	SP-030690
	22.071
	062
	-
	6.5.0
	Rel-6
	Removal of misleading and obsolete text
	approved
	A
	6.6.0
	Location Services (LCS); Stage 1
	LCS1
	S1

	SP-030697
	22.071
	063
	-
	6.5.0
	Rel-6
	Correction of "velocity" requirements
	approved
	F
	6.6.0
	Location Services (LCS); Stage 1
	LCS1
	S1

	SP-030697
	22.071
	064
	-
	6.5.0
	Rel-6
	Cell ID
	approved
	B
	6.6.0
	Location Services (LCS); Stage 1
	LCS
	S1

	SP-030691
	22.071
	065
	-
	5.2.0
	Rel-5
	Removal of change of area event
	approved
	F
	5.3.0
	Location Services (LCS); Stage 1
	LCS1
	S1

	SP-030698
	22.078
	162
	-
	6.2.0
	Rel-6
	Add criteria "inter-MSC handover" for change of position procedures
	approved
	F
	6.3.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	TEI_6
	S1

	SP-030692
	22.078
	163
	-
	5.11.0
	Rel-5
	CLIR/CLIP interaction with CSE initiated calls
	approved
	F
	5.12.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	CAMEL4
	S1

	SP-030692
	22.078
	164
	-
	6.2.0
	Rel-6
	CLIR/CLIP interaction with CSE initiated calls
	approved
	A
	6.3.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	CAMEL4
	S1

	SP-030693
	22.078
	165
	-
	5.11.0
	Rel-5
	Allowing CSE to suppress terminating CAMEL handling on new leg in existing call
	approved
	F
	5.12.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	CAMEL4
	S1

	SP-030693
	22.078
	166
	-
	6.2.0
	Rel-6
	Allowing CSE to suppress terminating CAMEL handling on new leg in existing call
	approved
	A
	6.3.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	CAMEL4
	S1

	SP-030698
	22.078
	167
	-
	6.2.0
	Rel-6
	CAMEL4 prepay interworking with SCUDIF
	approved
	B
	6.3.0
	Customized Applications for Mobile network Enhanced Logic (CAMEL); Service description; Stage 1
	CAMEL4
	S1

	SP-030699
	22.094
	003
	-
	5.0.0
	Rel-6
	Notify of forced erasure to initiating subscriber A
	approved
	B
	6.0.0
	Follow Me service description - Stage 1
	TEI6
	S1

	SP-030700
	22.101
	135
	-
	6.5.0
	Rel-6
	Automatic Device Detection
	approved
	B
	6.6.0
	Service aspects; Service principles
	TEI
	S1

	SP-030700
	22.101
	136
	-
	6.5.0
	Rel-6
	Correction of Core Network emergency call requirements
	approved
	C
	6.6.0
	Service aspects; Service principles
	EMC1
	S1

	SP-030687
	22.101
	137
	-
	6.5.0
	Rel-6
	Clarification of emergency call requirements
	approved
	C
	6.6.0
	Service aspects; Service principles
	EMC1
	S1

	SP-030790
	22.101
	138
	-
	3.15.0
	R99
	Removal of unnecessary numbers from the ME default emergency number list
	approved
	F
	3.16.0
	Service aspects; Service principles
	EMC1
	S1

	SP-030790
	22.101
	139
	-
	4.8.0
	Rel-4
	Removal of unnecessary numbers from the ME default emergency number list
	approved
	A
	4.9.0
	Service aspects; Service principles
	EMC1
	S1

	SP-030790
	22.101
	140
	-
	5.11.0
	Rel-5
	Removal of unnecessary numbers from the ME default emergency number list
	approved
	A
	5.12.0
	Service aspects; Service principles
	EMC1
	S1

	SP-030790
	22.101
	141
	-
	6.5.0
	Rel-6
	Removal of unnecessary numbers from the ME default emergency number list
	approved
	A
	6.6.0
	Service aspects; Service principles
	EMC1
	S1

	SP-030701
	22.115
	016
	-
	6.2.0
	Rel-6
	CS interconnection – correction of an improper statement on the requirement for the identification of user data rate and user protocol at the interconnection point e.g. for inter-network
	approved
	F
	6.3.0
	Service Aspects Charging and billing
	TEI-6
	S1

	SP-030686
	22.115
	017
	-
	3.3.0
	R99
	CS interconnection - requirements for the identification of user data rate and user protocol at the interconnection point e.g. for inter-network accounting purposes
	approved
	F
	3.4.0
	Service Aspects Charging and billing
	TEI
	S1

	SP-030686
	22.115
	018
	-
	4.0.0
	Rel-4
	CS interconnection - requirements for the identification of user data rate and user protocol at the interconnection point for inter-network accounting purposes
	approved
	A
	4.1.0
	Service Aspects Charging and billing
	TEI
	S1

	SP-030686
	22.115
	019
	-
	5.3.0
	Rel-5
	CS interconnection - requirements for the identification of user data rate and user protocol at the interconnection point for e.g. inter-network accounting purposes
	approved
	A
	5.4.0
	Service Aspects Charging and billing
	TEI
	S1

	SP-030702
	22.127
	068
	-
	6.3.0
	Rel-6
	Removal of  Visited Network capabilities
	approved
	C
	6.4.0
	Service Requirement for the Open Services Access (OSA); Stage 1
	OSA3
	S1

	SP-030703
	22.127
	069
	-
	6.3.0
	Rel-6
	Introduce High Availability requirement for OSA
	rejected
	F
	
	Service Requirement for the Open Services Access (OSA); Stage 1
	OSA3
	S1

	SP-030704
	22.129
	028
	4
	6.0.0
	Rel-6
	Service based handover/assignment
	approved
	B
	6.1.0
	Handover requirements between UTRAN and GERAN or other radio systems
	TEI
	S1

	SP-030689
	22.140
	039
	-
	6.3.0
	Rel-6
	MMS targetting UE elements
	approved
	B
	6.4.0
	Multimedia Messaging Service (MMS);  Stage 1
	MMS
	S1

	SP-030689
	22.140
	040
	-
	6.3.0
	Rel-6
	UICC interaction with MMS clients
	revised
	B
	
	Multimedia Messaging Service (MMS);  Stage 1
	MMS-R6
	S1

	SP-030773
	22.140
	040
	1
	6.3.0
	Rel-6
	UICC interaction with MMS clients
	revised
	B
	
	Multimedia Messaging Service (MMS);  Stage 1
	MMS-R6
	S1

	SP-030783
	22.140
	040
	2
	6.3.0
	Rel-6
	UICC interaction with MMS clients
	approved
	B
	6.4.0
	Multimedia Messaging Service (MMS);  Stage 1
	MMS-R6
	S1

	SP-030705
	22.146
	041
	-
	6.2.0
	Rel-6
	Alignment of MBMS use cases and bit rates
	approved
	F
	6.3.0
	Multimedia Broadcast/Multicast Service (MBMS); Stage 1
	MBMS
	S1

	SP-030706
	22.228
	022
	-
	6.4.0
	Rel-6
	Multi terminal requirement in 22.228
	approved
	C
	6.5.0
	Service requirements for the Internet Protocol (IP) multimedia core network subsystem; Stage 1
	IMS2
	S1

	SP-030707
	22.240
	02
	-
	6.1.0
	Rel-6
	Clarifications on general service requirements and data description requirements
	approved
	F
	6.2.0
	Service requirements for 3GPP Generic User Profile (GUP); Stage 1
	GUP
	S1

	SP-030707
	22.240
	03
	-
	6.1.0
	Rel-6
	Clarifications GUP data access and administration
	approved
	F
	6.2.0
	Service requirements for 3GPP Generic User Profile (GUP); Stage 1
	GUP
	S1

	SP-030707
	22.240
	04
	-
	6.1.0
	Rel-6
	Clarifications  on GUP synchronisation
	approved
	F
	6.2.0
	Service requirements for 3GPP Generic User Profile (GUP); Stage 1
	GUP
	S1

	SP-030652
	23.002
	135
	4
	6.2.0
	Rel-6
	Gq reference point
	approved
	B
	6.3.0
	Network architecture
	QoS1
	S2

	NP-030505
	23.003
	074
	4
	5.7.0
	Rel-5
	Changes to enable the GSMA root DNS architecture
	rejected
	F
	
	Numbering, addressing and identification
	TEI5
	N4

	NP-030499
	23.003
	075
	-
	3.13.0
	R99
	On the length of the APN NI
	approved
	F
	3.14.0
	Numbering, addressing and identification
	TEI
	N4

	NP-030499
	23.003
	076
	-
	4.7.0
	Rel-4
	On the length of the APN NI
	approved
	A
	4.8.0
	Numbering, addressing and identification
	TEI
	N4

	NP-030499
	23.003
	077
	-
	5.7.0
	Rel-5
	On the length of the APN NI
	approved
	A
	5.8.0
	Numbering, addressing and identification
	TEI
	N4

	NP-030499
	23.003
	078
	-
	6.0.0
	Rel-6
	On the length of the APN NI
	approved
	A
	6.1.0
	Numbering, addressing and identification
	TEI
	N4

	NP-030505
	23.003
	079
	1
	6.0.0
	Rel-6
	Changes to enable the GSMA root DNS architecture
	rejected
	A
	
	Numbering, addressing and identification
	TEI5
	N4

	NP-030504
	23.003
	080
	-
	5.7.0
	Rel-5
	Changes and corrections to DNS names
	approved
	F
	5.8.0
	Numbering, addressing and identification
	TEI5
	N4

	NP-030504
	23.003
	081
	-
	6.0.0
	Rel-6
	Changes and corrections to DNS names
	approved
	A
	6.1.0
	Numbering, addressing and identification
	TEI5
	N4

	NP-030506
	23.003
	082
	-
	5.7.0
	Rel-5
	Changes to enable the GSMA root DNS architecture using ".3gppnetwork.org" TLD
	revised
	F
	
	Numbering, addressing and identification
	TEI5
	N4

	NP-030574
	23.003
	082
	1
	5.7.0
	Rel-5
	Changes to enable the GSMA root DNS architecture using ".3gppnetwork.org" TLD
	revised
	F
	
	Numbering, addressing and identification
	TEI_5
	N4

	NP-030577
	23.003
	082
	2
	5.7.0
	Rel-5
	Changes to enable the GSMA root DNS architecture using ".3gppnetwork.org" TLD
	approved
	F
	5.8.0
	Numbering, addressing and identification
	TEI_5
	N4

	NP-030506
	23.003
	083
	-
	6.0.0
	Rel-6
	Changes to enable the GSMA root DNS architecture using ".3gppnetwork.org" TLD
	revised
	A
	
	Numbering, addressing and identification
	TEI5
	N4

	NP-030575
	23.003
	083
	1
	6.0.0
	Rel-6
	Changes to enable the GSMA root DNS architecture using ".3gppnetwork.org" TLD
	revised
	A
	
	Numbering, addressing and identification
	TEI_5
	N4

	NP-030578
	23.003
	083
	2
	6.0.0
	Rel-6
	Changes to enable the GSMA root DNS architecture using ".3gppnetwork.org" TLD
	approved
	A
	6.1.0
	Numbering, addressing and identification
	TEI_5
	N4

	NP-030497
	23.007
	009
	-
	3.5.0
	R99
	Restoration of data in RA update
	approved
	F
	3.6.0
	Restoration procedures
	GPRS
	N4

	NP-030497
	23.007
	010
	-
	4.1.1
	Rel-4
	Restoration of data in RA update
	approved
	A
	4.2.0
	Restoration procedures
	GPRS
	N4

	NP-030497
	23.007
	011
	-
	5.0.0
	Rel-5
	Restoration of data in RA update
	approved
	A
	5.1.0
	Restoration procedures
	GPRS
	N4

	NP-030502
	23.008
	126
	-
	5.6.0
	Rel-5
	Registration status
	approved
	F
	5.7.0
	Organisation of subscriber data
	IMS
	N4

	NP-030517
	23.008
	127
	4
	5.6.0
	Rel-6
	Services related to unregistered state
	approved
	F
	6.0.0
	Organisation of subscriber data
	TEI6
	N4

	NP-030502
	23.008
	128
	1
	5.6.0
	Rel-5
	Correct table of IMS elements
	approved
	F
	5.7.0
	Organisation of subscriber data
	TEI5
	N4

	NP-030473
	23.009
	100
	-
	4.8.0
	Rel-4
	Correcting a mistake in previously approved category A of its Rel99 category F CR 091 Rev 1 in NP-030041
	approved
	F
	4.9.0
	Handover procedures
	GSM/UMTS interworking
	N1

	NP-030473
	23.009
	101
	-
	5.6.0
	Rel-5
	Correcting a mistake in previously approved category A of its Rel99 category F CR 091 Rev 1 in NP-030041
	approved
	A
	5.7.0
	Handover procedures
	GSM/UMTS interworking
	N1

	NP-030515
	23.018
	126
	1
	6.0.0
	Rel-6
	Collective CR for Rel-6 Enhanced Dialled Services
	approved
	B
	6.1.0
	Basic Call Handling; Technical realization
	EDCamel
	N4

	TP-030267
	23.041
	015
	-
	5.1.0
	Rel-5
	CB Data structure
	approved
	F
	5.2.0
	Technical realization of Cell Broadcast Service (CBS)
	TEI5
	T2

	TP-030267
	23.041
	016
	-
	6.1.0
	Rel-6
	CB Data structure
	approved
	A
	6.2.0
	Technical realization of Cell Broadcast Service (CBS)
	TEI5
	T2

	TP-030257
	23.048
	036
	-
	5.7.0
	Rel-5
	Cell Broadcast Data Download secure messages in UMTS
	approved
	F
	5.8.0
	Security mechanisms for the (U)SIM application toolkit; Stage 2
	TEI
	T3

	SP-030653
	23.060
	434
	8
	6.2.0
	Rel-6
	Security Issue with Multiple PDP Contexts
	approved
	B
	6.3.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI6
	S2

	SP-030653
	23.060
	444
	4
	3.15.0
	R99
	Paging with RNTI followed by CN identity to solve issues of UTRAN-UE RRC mis-synchronisation causing lost CS domain calls
	approved
	F
	3.16.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	SP-030653
	23.060
	459
	1
	4.8.0
	Rel-4
	Paging with RNTI followed by CN identity to solve issues of UTRAN-UE RRC mis-synchronisation causing lost CS domain calls
	approved
	A
	4.9.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	SP-030653
	23.060
	460
	1
	5.6.0
	Rel-5
	Paging with RNTI followed by CN identity to solve issues of UTRAN-UE RRC mis-synchronisation causing lost CS domain calls
	approved
	A
	5.7.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	SP-030653
	23.060
	461
	2
	6.2.0
	Rel-6
	Paging with RNTI followed by CN identity to solve issues of UTRAN-UE RRC mis-synchronisation causing lost CS domain calls
	approved
	A
	6.3.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	SP-030653
	23.060
	465
	4
	3.15.0
	R99
	PFI correction
	approved
	F
	3.16.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	SP-030653
	23.060
	466
	2
	4.8.0
	Rel-4
	PFI correction
	approved
	A
	4.9.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	SP-030653
	23.060
	467
	2
	5.6.0
	Rel-5
	PFI correction
	approved
	A
	5.7.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	SP-030653
	23.060
	468
	-
	6.2.0
	Rel-6
	PFI correction
	approved
	F
	6.3.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	SP-030653
	23.060
	469
	-
	6.2.0
	Rel-6
	Teardown indicator in DEACTIVATE PDP CONTEXT ACCEPT message
	approved
	F
	6.3.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI6
	S2

	SP-030669
	23.060
	471
	3
	3.15.0
	R99
	Serving network identity from SGSN to GGSN
	rejected
	F
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	SP-030669
	23.060
	472
	3
	4.8.0
	Rel-4
	Serving network identity from SGSN to GGSN
	rejected
	A
	
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	SP-030653
	23.060
	473
	3
	5.6.0
	Rel-5
	Serving network identity from SGSN to GGSN
	approved
	F
	5.7.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	SP-030653
	23.060
	474
	3
	6.2.0
	Rel-6
	Serving network identity from SGSN to GGSN
	approved
	F
	6.3.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	SP-030653
	23.060
	475
	1
	6.2.0
	Rel-6
	SGSN behaviour on BSS downgraded ABQP
	approved
	F
	6.3.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	SP-030653
	23.060
	478
	3
	6.2.0
	Rel-6
	BSS PFC procedures at PDP context modification
	approved
	F
	6.3.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI
	S2

	SP-030653
	23.060
	480
	-
	6.2.0
	Rel-6
	BSS paging co-ordination for A/Gb mode
	approved
	F
	6.3.0
	General Packet Radio Service (GPRS) Service description; Stage 2
	TEI6
	S2

	NP-030509
	23.066
	027
	-
	5.2.0
	Rel-5
	Incorrect implementation of  CR 023r1
	approved
	F
	5.3.0
	Support of GSM Mobile Number Portability (MNP) stage 2
	MNP
	N4

	NP-030509
	23.066
	028
	1
	5.2.0
	Rel-5
	MNP correction for prepaid charging
	approved
	F
	5.3.0
	Support of GSM Mobile Number Portability (MNP) stage 2
	MNP
	N4

	NP-030526
	23.078
	553
	3
	5.5.1
	Rel-6
	Collective CR for Release 6 Enhanced Dialled Services
	approved
	B
	6.0.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	EDCAMEL
	N2

	NP-030523
	23.078
	568
	2
	5.5.1
	Rel-5
	CLIR/CLIP interaction with CSE initiated calls
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030523
	23.078
	613
	1
	5.5.1
	Rel-5
	Handling AC Pending if ETC/ CTR fails
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030522
	23.078
	619
	3
	5.5.1
	Rel-5
	CAMEL Leg Handling
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030522
	23.078
	624
	1
	5.5.1
	Rel-5
	CAMEL DP Leg Handling
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030522
	23.078
	627
	-
	5.5.1
	Rel-5
	Correction to MAP SRI between gsmSCF and HLR - Supported CAMEL Phases shall be Mandatory
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030522
	23.078
	628
	1
	5.5.1
	Rel-5
	Removal of Int_Continue from process ICA_MSC
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030523
	23.078
	629
	-
	5.5.1
	Rel-5
	Remove contents table for MNP Requested Info parameter
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030522
	23.078
	631
	2
	5.5.1
	Rel-5
	Correction to MAP SRI between gsmSCF and HLR - HLR shall use TS11
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030523
	23.078
	633
	1
	5.5.1
	Rel-5
	Reporting Basic Service at DP Answer for SCUDIF calls
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030523
	23.078
	634
	1
	5.5.1
	Rel-5
	SDL handling of DisconnectFromIPForbidden handling in Assisting SSF case
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030522
	23.078
	636
	1
	5.5.1
	Rel-5
	CAMEL User interaction at alerting and MidCall
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030530
	23.078
	637
	3
	5.5.1
	Rel-5
	Extension of QoS for HSDPA in GPRS CAMEL
	rejected
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030524
	23.078
	641
	-
	5.5.1
	Rel-5
	Using Suppress T-CSI in ICA for NP call legs
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030522
	23.078
	642
	1
	5.5.1
	Rel-5
	Use of Continue With Argument for gsmSCF initiated calls
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030523
	23.078
	643
	-
	5.5.1
	Rel-5
	Inclusion of DP O_Term_Seized in CAMEL Phase 4 Partial Implementation
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030522
	23.078
	644
	-
	5.5.1
	Rel-5
	Correction to Disconnect Leg handling – gsmSSF shall send charging reports
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030528
	23.078
	645
	1
	5.5.1
	Rel-6
	Change of position armed with criteria (check criteria in MSC)
	approved
	B
	6.0.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	TEI_6
	N2

	NP-030531
	23.078
	646
	-
	5.5.1
	Rel-5
	Extension of QoS for HSDPA in GPRS CAMEL
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	CAMEL4
	N2

	NP-030528
	23.078
	647
	1
	5.5.1
	Rel-6
	Enhancements for the Partial Implementation for "Change of position procedure armed with criteria"
	approved
	B
	6.0.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); Stage 2
	TEI_6
	N2

	NP-030503
	23.079
	027
	-
	5.3.0
	Rel-5
	Correction to MAP RCH – GMSC shall check Offered CAMEL4 CSIs
	approved
	F
	5.4.0
	Support of Optimal Routeing (SOR); Technical realization; Stage 2
	CAMEL4
	N4

	NP-030517
	23.094
	003
	1
	5.0.1
	Rel-6
	Notify of forced erasure to previously regisstered subscriber of his deregistration
	approved
	B
	6.0.0
	Follow Me Stage 2
	TEI6
	N4

	SP-030654
	23.107
	144
	-
	5.10.0
	Rel-5
	Radio Access Bearer Service Attributes for GERAN
	approved
	F
	5.11.0
	Quality of Service (QoS) concept and architecture
	E2EQoS
	S2

	SP-030654
	23.107
	145
	-
	5.10.0
	Rel-6
	Radio Access Bearer Service Attributes for GERAN
	approved
	F
	6.0.0
	Quality of Service (QoS) concept and architecture
	E2EQoS
	S2

	TP-030268
	23.140
	140
	-
	6.3.0
	Rel-6
	Correction in MM1-MM4/MM7 header mapping
	approved
	F
	6.4.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-030268
	23.140
	141
	-
	6.3.0
	Rel-6
	Clarifying the Element of Information “Linked ID”
	approved
	F
	6.4.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-030268
	23.140
	142
	-
	6.3.0
	Rel-6
	Cleaning up last references to RFC822, and deletion of non existing /TYPE=rfc822
	approved
	F
	6.4.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-030268
	23.140
	143
	-
	6.3.0
	Rel-6
	Conditional delivery mechanism for MMS
	approved
	B
	6.4.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-030268
	23.140
	144
	-
	6.3.0
	Rel-6
	Automatic and Manual Retrieval Modes
	approved
	F
	6.4.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-030268
	23.140
	145
	-
	6.3.0
	Rel-6
	MM4 addressing
	approved
	F
	6.4.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-030268
	23.140
	146
	-
	6.3.0
	Rel-6
	Addition of missing MM7 Delivery report status codes
	approved
	F
	6.4.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-030268
	23.140
	147
	-
	6.3.0
	Rel-6
	MM7, Allow Adaptations default value
	approved
	F
	6.4.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MMS6
	T2

	TP-030268
	23.140
	148
	-
	5.8.0
	Rel-5
	Correcting references to ENUM & HLR
	approved
	F
	5.9.0
	Multimedia Messaging Service (MMS); Functional description; Stage 2
	MESS5-MMS
	T2

	NP-030564
	23.172
	019
	1
	5.2.0
	Rel-5
	Corrections on HLR interrogation
	approved
	F
	5.3.0
	Technical realization of Circuit Switched (CS) multimedia service; UDI/RDI fallback and service modification; Stage 2
	SCUDIF
	N3

	NP-030564
	23.172
	021
	1
	5.2.0
	Rel-5
	CAMEL interactions with SCUDIF calls
	approved
	F
	5.3.0
	Technical realization of Circuit Switched (CS) multimedia service; UDI/RDI fallback and service modification; Stage 2
	SCUDIF
	N3

	SP-030655
	23.195
	009
	-
	5.1.0
	Rel-5
	Change to editor's note
	approved
	F
	5.2.0
	Provision of User Equipment Specific Behaviour Information (UESBI) to network entities
	LATE_UE
	S2

	SP-030656
	23.207
	061
	3
	6.0.0
	Rel-6
	Procedures in the AF
	approved
	B
	6.1.0
	End-to-end Quality of Service (QoS) concept and architecture
	QoS1
	S2

	SP-030656
	23.207
	062
	1
	6.0.0
	Rel-6
	Information exchanged via Gq interface
	approved
	B
	6.1.0
	End-to-end Quality of Service (QoS) concept and architecture
	QoS1
	S2

	SP-030656
	23.207
	063
	1
	6.0.0
	Rel-6
	Procedures in the PDF
	approved
	B
	6.1.0
	End-to-end Quality of Service (QoS) concept and architecture
	QoS1
	S2

	SP-030656
	23.207
	064
	-
	6.0.0
	Rel-6
	Editorial corrections to 23.207
	approved
	D
	6.1.0
	End-to-end Quality of Service (QoS) concept and architecture
	QoS1
	S2

	SP-030656
	23.207
	065
	2
	6.0.0
	Rel-6
	Gq-related updates to the signaling flows
	approved
	B
	6.1.0
	End-to-end Quality of Service (QoS) concept and architecture
	QoS1
	S2

	SP-030656
	23.207
	066
	3
	6.0.0
	Rel-6
	Requirements for IM CN Subsystem signalling flag
	approved
	B
	6.1.0
	End-to-end Quality of Service (QoS) concept and architecture
	IMS2
	S2

	SP-030656
	23.207
	067
	-
	6.0.0
	Rel-6
	Defintion of the Application Function
	approved
	F
	6.1.0
	End-to-end Quality of Service (QoS) concept and architecture
	QoS1
	S2

	NP-030475
	23.218
	053
	3
	5.6.0
	Rel-5
	Flow number corrections in Annex B
	approved
	F
	5.7.0
	IP Multimedia (IM) session handling; IM call model; Stage 2
	IMS-CCR
	N1

	NP-030482
	23.218
	059
	-
	5.6.0
	Rel-6
	Corrections on charging specification number
	approved
	F
	6.0.0
	IP Multimedia (IM) session handling; IM call model; Stage 2
	IMS2
	N1

	SP-030658
	23.228
	352
	-
	6.3.0
	Rel-6
	Terminology correction on "IMS User"
	approved
	F
	6.4.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030658
	23.228
	353
	2
	6.3.0
	Rel-6
	Forking preferences
	approved
	C
	6.4.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030658
	23.228
	358
	-
	6.3.0
	Rel-6
	Clarification of user data storage
	approved
	C
	6.4.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030658
	23.228
	359
	2
	6.3.0
	Rel-6
	Introduction of Session based messaging architecture
	approved
	B
	6.4.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030658
	23.228
	361
	-
	6.3.0
	Rel-6
	PSTN-initiated Hold and Resume of a Mobile-PSTN Session
	approved
	F
	6.4.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030658
	23.228
	362
	1
	6.3.0
	Rel-6
	PSI User
	revised
	C
	
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030778
	23.228
	362
	2
	6.3.0
	Rel-6
	PSI User
	approved
	C
	6.4.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030658
	23.228
	365
	1
	6.3.0
	Rel-6
	Transfer of CSCF capability on Cx
	approved
	F
	6.4.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030658
	23.228
	366
	1
	6.3.0
	Rel-6
	Support of Multi-terminals
	approved
	F
	6.4.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030658
	23.228
	367
	1
	5.10.0
	Rel-5
	Restrictions on Sessions without IMS required capabilities
	revised
	F
	
	IP Multimedia Subsystem (IMS); Stage 2
	IMS-CCR
	S2

	SP-030778
	23.228
	367
	2
	5.10.0
	Rel-5
	Restrictions on Sessions without IMS required capabilities
	approved
	F
	5.11.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS-CCR
	S2

	SP-030658
	23.228
	368
	2
	6.3.0
	Rel-6
	Forking support in MGCF and AS
	approved
	C
	6.4.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030658
	23.228
	369
	3
	6.3.0
	Rel-6
	AS originated sessions
	approved
	B
	6.4.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030658
	23.228
	371
	2
	6.3.0
	Rel-6
	Requirements for IM CN Subsystem signalling flag
	approved
	B
	6.4.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030658
	23.228
	375
	2
	6.3.0
	Rel-6
	Terminal Capability with SIP Registration
	approved
	C
	6.4.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030658
	23.228
	377
	1
	5.10.0
	Rel-5
	Clarification of Trust Domain restriction for IMS
	approved
	F
	5.11.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS-CCR
	S2

	SP-030658
	23.228
	378
	1
	6.3.0
	Rel-6
	Clarification of Trust Domain for IMS
	approved
	B
	6.4.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030658
	23.228
	379
	1
	6.3.0
	Rel-6
	HSS as database for the PSI handling
	approved
	C
	6.4.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030658
	23.228
	380
	1
	6.3.0
	Rel-6
	PSI corrections
	approved
	C
	6.4.0
	IP Multimedia Subsystem (IMS); Stage 2
	IMS2
	S2

	SP-030659
	23.240
	007
	1
	6.1.0
	Rel-6
	Selection of the GUP Server mode of operation
	approved
	F
	6.2.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	SP-030659
	23.240
	009
	1
	6.1.0
	Rel-6
	Notification Reference
	approved
	F
	6.2.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	SP-030659
	23.240
	010
	2
	6.1.0
	Rel-6
	Subscribe Operation, Subscription Status
	approved
	B
	6.2.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	SP-030659
	23.240
	011
	1
	6.1.0
	Rel-6
	GUP information model improvement
	approved
	C
	6.2.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	SP-030659
	23.240
	012
	1
	6.1.0
	Rel-6
	GUP Annex B terminal Capability negotiation for IMS
	approved
	F
	6.2.0
	3GPP Generic User Profile (GUP) requirements; Architecture (Stage 2)
	GUP
	S2

	SP-030660
	23.246
	001
	5
	6.0.0
	Rel-6
	Inclusion of GERAN attributes and parameters in MBMS
	approved
	C
	6.1.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-030660
	23.246
	002
	4
	6.0.0
	Rel-6
	Inclusion of GERAN functionality in MBMS Notification procedure and session ID
	approved
	C
	6.1.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-030660
	23.246
	003
	4
	6.0.0
	Rel-6
	Inclusion of GERAN functionality in MBMS procedures
	approved
	C
	6.1.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-030660
	23.246
	007
	4
	6.0.0
	Rel-6
	Clarification of MBMS UE Context plus GERAN functionality
	approved
	C
	6.1.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-030660
	23.246
	008
	1
	6.0.0
	Rel-6
	Apply TMGI for Broadcast Service
	approved
	C
	6.1.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-030660
	23.246
	015
	3
	6.0.0
	Rel-6
	MBMS point to point repair/charging/decrypt service
	approved
	B
	6.1.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-030660
	23.246
	016
	2
	6.0.0
	Rel-6
	Optional provision of duration of the session
	approved
	B
	6.1.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-030660
	23.246
	020
	2
	6.0.0
	Rel-6
	Corrections for TMGI, linked NSAPI and service ID
	approved
	F
	6.1.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-030660
	23.246
	021
	1
	6.0.0
	Rel-6
	Removal of superfluous procedures
	approved
	F
	6.1.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-030660
	23.246
	022
	2
	6.0.0
	Rel-6
	Verification of UE bearer capabilities
	approved
	B
	6.1.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-030660
	23.246
	023
	1
	6.0.0
	Rel-6
	Various corrections and clarifications
	approved
	F
	6.1.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-030660
	23.246
	026
	2
	6.0.0
	Rel-6
	Clarification on MBMS deactivation figure
	approved
	F
	6.1.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-030660
	23.246
	027
	2
	6.0.0
	Rel-6
	MBMS Service Request Procedure
	approved
	B
	6.1.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-030660
	23.246
	028
	-
	6.0.0
	Rel-6
	Removal of BG from MBMS Architecture Figure
	approved
	F
	6.1.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-030660
	23.246
	030
	-
	6.0.0
	Rel-6
	Removal of security information in TS 23.246
	approved
	F
	6.1.0
	Multimedia Broadcast/Multicast Service (MBMS); Architecture and functional description
	MBMS
	S2

	SP-030757
	23.271
	186
	3
	6.5.0
	Rel-6
	Introduction of LCS QoS Class
	rejected
	B
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030661
	23.271
	186
	3
	6.5.0
	Rel-6
	Introduction of LCS QoS Class
	withdrawn
	B
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030661
	23.271
	213
	4
	6.5.0
	Rel-6
	Additional privacy check in defered location request cancellation procedure
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030757
	23.271
	213
	4
	6.5.0
	Rel-6
	Additional privacy check in defered location request cancellation procedure
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030661
	23.271
	214
	1
	6.5.0
	Rel-6
	Clarifications on start time and stop time
	withdrawn
	C
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030757
	23.271
	214
	1
	6.5.0
	Rel-6
	Clarifications on start time and stop time
	withdrawn
	C
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030661
	23.271
	220
	1
	6.5.0
	Rel-6
	Correction of the UE available event
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030757
	23.271
	220
	1
	6.5.0
	Rel-6
	Correction of the UE available event
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030779
	23.271
	223
	2
	6.5.0
	Rel-6
	H-GMLC for last known location
	approved
	F
	6.6.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030661
	23.271
	223
	2
	6.5.0
	Rel-6
	H-GMLC for last known location
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030757
	23.271
	223
	2
	6.5.0
	Rel-6
	H-GMLC for last known location
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030779
	23.271
	224
	-
	6.5.0
	Rel-6
	Update of reference to SIP RFC
	approved
	F
	6.6.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030661
	23.271
	224
	-
	6.5.0
	Rel-6
	Update of reference to SIP RFC
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030757
	23.271
	224
	-
	6.5.0
	Rel-6
	Update of reference to SIP RFC
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030779
	23.271
	225
	-
	5.8.0
	Rel-5
	Addition of Position Method Used, to attributes returned with location estimate.
	approved
	F
	5.9.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030661
	23.271
	225
	-
	5.8.0
	Rel-5
	Addition of Position Method Used, to attributes returned with location estimate
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030757
	23.271
	225
	-
	5.8.0
	Rel-5
	Addition of Position Method Used, to attributes returned with location estimate
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030779
	23.271
	226
	3
	6.5.0
	Rel-6
	Cell ID and SAI
	approved
	B
	6.6.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030661
	23.271
	226
	3
	6.5.0
	Rel-6
	Cell ID and SAI
	withdrawn
	B
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030757
	23.271
	226
	3
	6.5.0
	Rel-6
	Cell ID and SAI
	withdrawn
	B
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030779
	23.271
	228
	2
	5.8.0
	Rel-5
	Enhanced LDR reference number in Rel 5
	approved
	F
	5.9.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030661
	23.271
	228
	2
	5.8.0
	Rel-5
	Enhanced LDR reference number in R5
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030757
	23.271
	228
	2
	5.8.0
	Rel-5
	Enhanced LDR reference number in R5
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030757
	23.271
	229
	2
	6.5.0
	Rel-6
	Enhanced LDR reference number in Rel 6
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS
	S2

	SP-030661
	23.271
	229
	2
	6.5.0
	Rel-6
	Enhanced LDR reference number in Rel 6
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS
	S2

	SP-030757
	23.271
	230
	3
	6.5.0
	Rel-6
	Correction of UE available event cancellation procedure
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030661
	23.271
	230
	3
	6.5.0
	Rel-6
	Correction of UE available event cancellation procedure
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030779
	23.271
	232
	-
	6.5.0
	Rel-6
	Clarification of the format of V-GMLC address.
	approved
	F
	6.6.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030661
	23.271
	232
	-
	6.5.0
	Rel-6
	Clarification of the format of V-GMLC address
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030757
	23.271
	232
	-
	6.5.0
	Rel-6
	Clarification of the format of V-GMLC address
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030779
	23.271
	233
	-
	6.5.0
	Rel-6
	Correction to the way that PPR handles the pseudo external IDs, during the LCS authorization process, when the visited MSC/SGSN is pre Rel-6.
	approved
	F
	6.6.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030757
	23.271
	233
	-
	6.5.0
	Rel-6
	Correction to the way that PPR handles the pseudo external Ids, during the LCS authorization process, when the visited MSC/SGSN is pre Rel-6
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030661
	23.271
	233
	-
	6.5.0
	Rel-6
	Correction to the way that PPR handles the pseudo external Ids, during the LCS authorization process, when the visited MSC/SGSN is pre Rel-6
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030757
	23.271
	234
	1
	6.5.0
	Rel-6
	Charging alignment for LCS
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030661
	23.271
	234
	1
	6.5.0
	Rel-6
	Charging alignment for LCS
	withdrawn
	F
	
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030779
	23.271
	236
	-
	6.5.0
	Rel-6
	Combined S2-033470(CR214r1), S2-034390(CR213r4) and S2-034388(CR230r3) on LCS2
	approved
	F
	6.6.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	SP-030779
	23.271
	237
	-
	6.5.0
	Rel-6
	Combined S2-034056(CR234r1), S2-034353(CR229r2) and S2-033469(CR220r1) on LCS2
	approved
	F
	6.6.0
	Location Services (LCS); Functional description; Stage 2
	LCS2
	S2

	NP-030525
	23.278
	046
	1
	5.4.0
	Rel-5
	Correction to the definition of interfaces for the IM-SSF
	approved
	F
	5.5.0
	customized Applications for Mobile network Enhanced Logic (CAMEL) - IP Multimedia System (IMS) interworking; Stage 2
	IMS-CAMEL
	N2

	NP-030485
	24.007
	059
	1
	5.1.0
	Rel-6
	Don't use SAPI to differentiate between messages of the same message type.
	approved
	F
	6.0.0
	Mobile radio interface signalling layer 3; General Aspects
	TEI6
	N1

	NP-030485
	24.008
	803
	2
	6.2.0
	Rel-6
	TFT error handling
	approved
	F
	6.3.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI6
	N1

	NP-030485
	24.008
	816
	-
	6.2.0
	Rel-6
	ePLMN list extension
	approved
	C
	6.3.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI6
	N1

	NP-030485
	24.008
	818
	1
	6.2.0
	Rel-6
	SM signalling in case tear down is requested
	approved
	F
	6.3.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI6
	N1

	NP-030487
	24.008
	819
	-
	6.2.0
	Rel-6
	Addition of multiple TBF capability flag to MS RAC IE
	approved
	B
	6.3.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	MULTBF-Agbmode
	N1

	NP-030485
	24.008
	820
	-
	6.2.0
	Rel-6
	Order of frequency bands in MS Radio Access Capability IE
	approved
	F
	6.3.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI6
	N1

	NP-030481
	24.008
	821
	-
	5.9.0
	Rel-5
	Correction to the Multislot Power Profile Classes
	approved
	F
	5.10.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI5
	N1

	NP-030481
	24.008
	822
	-
	6.2.0
	Rel-6
	Correction to the Multislot Power Profile Classes
	approved
	A
	6.3.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI5
	N1

	NP-030485
	24.008
	823
	-
	6.2.0
	Rel-6
	Correction of timer handling in diagram 4.7.7a
	approved
	D
	6.3.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI6
	N1

	NP-030485
	24.008
	826
	-
	6.2.0
	Rel-6
	Removal of codepoint for GTP ack mode
	approved
	F
	6.3.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI6
	N1

	NP-030485
	24.008
	827
	-
	6.2.0
	Rel-6
	SSD and Signalling indication in QoS IE 
	approved
	F
	6.3.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI6
	N1

	NP-030571
	24.008
	830
	-
	5.9.0
	Rel-5
	SSD and Signalling indication in QoS IE
	approved
	F
	5.10.0
	Mobile radio interface Layer 3 specification; Core network protocols; Stage 3
	TEI5
	N1

	NP-030566
	24.022
	013
	1
	5.4.0
	Rel-5
	Terminology clarification
	approved
	F
	5.5.0
	Radio Link Protocol (RLP) for circuit switched bearer and teleservices
	TEI
	N3

	NP-030514
	24.030
	014
	1
	5.1.0
	Rel-6
	Deferred MT-LR Area Event
	approved
	B
	6.0.0
	Location Services (LCS); Supplementary service operations; Stage 3
	LCS2
	N4

	NP-030514
	24.080
	031
	2
	5.4.0
	Rel-6
	Deferred MT-LR Area Event
	approved
	B
	6.0.0
	Mobile radio Layer 3 supplementary service specification; Formats and coding
	LCS2
	N4

	NP-030475
	24.228
	119
	-
	5.6.0
	Rel-5
	Correction to description or RES/XRES usage
	approved
	F
	5.7.0
	Signalling flows for the IP multimedia call control based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030475
	24.228
	120
	1
	5.6.0
	Rel-5
	'Roaming' word and CS-O sessions
	approved
	F
	5.7.0
	Signalling flows for the IP multimedia call control based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030475
	24.228
	121
	1
	5.6.0
	Rel-5
	Corrections regarding SDP handling
	approved
	F
	5.7.0
	Signalling flows for the IP multimedia call control based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030475
	24.228
	122
	-
	5.6.0
	Rel-5
	Correction of reregistration flow
	approved
	F
	5.7.0
	Signalling flows for the IP multimedia call control based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030475
	24.228
	123
	1
	5.6.0
	Rel-5
	Correction of flow in 6.9.3
	approved
	F
	5.7.0
	Signalling flows for the IP multimedia call control based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030475
	24.228
	124
	1
	5.6.0
	Rel-5
	Corrections to the P-Access-Network-Info header (Part 1)
	approved
	F
	5.7.0
	Signalling flows for the IP multimedia call control based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030475
	24.228
	125
	1
	5.6.0
	Rel-5
	Corrections to the P-Access-Network-Info header (Part 2)
	approved
	F
	5.7.0
	Signalling flows for the IP multimedia call control based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030476
	24.229
	485
	1
	5.6.0
	Rel-5
	INVITE dialog amendments in profile
	approved
	F
	5.7.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030482
	24.229
	487
	1
	6.0.0
	Rel-6
	Registration amendments in profile
	approved
	F
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-030482
	24.229
	489
	-
	6.0.0
	Rel-6
	Privacy considerations for the UE
	approved
	F
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-030476
	24.229
	493
	-
	6.0.0
	Rel-6
	INVITE dialog amendments in profile
	approved
	A
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030482
	24.229
	494
	-
	6.0.0
	Rel-6
	Correction of I-CSCF handling of multiple private user identities with same public user identity
	approved
	F
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-030476
	24.229
	495
	1
	5.6.0
	Rel-5
	P-Asserted-Identity in SUBSCRIBE requests
	approved
	F
	5.7.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030476
	24.229
	496
	1
	6.0.0
	Rel-6
	P-Asserted-Identity in SUBSCRIBE requests
	approved
	A
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030482
	24.229
	497
	-
	6.0.0
	Rel-6
	Addition of reference to Gq interface
	approved
	F
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-030476
	24.229
	502
	2
	5.6.0
	Rel-5
	Update of HSS information at deregistration
	approved
	F
	5.7.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030476
	24.229
	503
	2
	6.0.0
	Rel-6
	Update of HSS information at deregistration
	approved
	A
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030482
	24.229
	507
	-
	6.0.0
	Rel-6
	Unavailable definitions
	approved
	F
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-030476
	24.229
	508
	-
	5.6.0
	Rel-5
	Reference corrections
	approved
	F
	5.7.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030476
	24.229
	509
	-
	6.0.0
	Rel-6
	Reference corrections
	approved
	A
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030484
	24.229
	510
	1
	6.0.0
	Rel-6
	UICC related changes for IMS commonality and interoperability
	approved
	F
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMSCOOP
	N1

	NP-030484
	24.229
	511
	-
	6.0.0
	Rel-6
	Interoperability and commonality; definition of scope
	approved
	D
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMSCOOP
	N1

	NP-030484
	24.229
	512
	-
	6.0.0
	Rel-6
	Interoperability and commonality; addition of terminology
	approved
	D
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMSCOOP
	N1

	NP-030484
	24.229
	513
	-
	6.0.0
	Rel-6
	Interoperability and commonality; media grouping
	approved
	D
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMSCOOP
	N1

	NP-030484
	24.229
	515
	-
	6.0.0
	Rel-6
	Interoperability and commonality; charging information
	approved
	B
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMSCOOP
	N1

	NP-030482
	24.229
	518
	1
	6.0.0
	Rel-6
	Profile support of RFC 3326: The Reason Header Field for the Session Initiation Protocol
	approved
	B
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-030482
	24.229
	519
	-
	6.0.0
	Rel-6
	Profile support of RFC 3581: An Extension to the Session Initiation Protocol (SIP) for Symmetric Response Routing
	approved
	B
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-030484
	24.229
	522
	1
	6.0.0
	Rel-6
	Clause 9 restructuring
	approved
	D
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMSCOOP
	N1

	NP-030477
	24.229
	523
	2
	5.6.0
	Rel-5
	Correct use of RAND during re-synchronisation failures
	approved
	F
	5.7.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030477
	24.229
	524
	2
	6.0.0
	Rel-6
	Correct use of RAND during re-synchronisation failures
	approved
	A
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030478
	24.229
	525
	1
	5.6.0
	Rel-5
	Correction to description or RES/XRES usage
	approved
	F
	5.7.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030478
	24.229
	526
	1
	6.0.0
	Rel-6
	Correction to description or RES/XRES usage
	approved
	A
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030483
	24.229
	529 
	-
	6.0.0
	Rel-6
	Corrections on charging specification number
	approved
	F
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-030479
	24.229
	530
	2
	5.6.0
	Rel-5
	Corrections on ICID for REGISTER
	revised
	F
	
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030581
	24.229
	530
	3
	5.6.0
	Rel-5
	Corrections on ICID for REGISTER
	Approved
	F
	5.7.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030465
	24.229
	530
	3
	5.6.0
	Rel-5
	Corrections on ICID for REGISTER
	Withdrawn
	F
	
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030479
	24.229
	531
	2
	6.0.0
	Rel-6
	Corrections on ICID for REGISTER
	revised
	A
	
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030581
	24.229
	531
	3
	6.0.0
	Rel-6
	Corrections on ICID for REGISTER
	Approved
	A
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030466
	24.229
	531
	3
	6.0.0
	Rel-6
	Corrections on ICID for REGISTER
	Withdrawn
	A
	
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030478
	24.229
	542
	1
	5.6.0
	Rel-5
	Correction of user initiated re-registration
	approved
	F
	5.7.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030478
	24.229
	543
	1
	6.0.0
	Rel-6
	Correction of user initiated re-registration
	approved
	A
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030478
	24.229
	550
	1
	5.6.0
	Rel-5
	IMS trust domain in Rel 5
	approved
	F
	5.7.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030483
	24.229
	551
	1
	6.0.0
	Rel-6
	IMS trust domain in Rel 6
	approved
	C
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-030478
	24.229
	555
	1
	5.6.0
	Rel-5
	P-CSCF and UE handling of Security Associations
	approved
	F
	5.7.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030478
	24.229
	556
	1
	6.0.0
	Rel-6
	P-CSCF and UE handling of Security Associations
	approved
	A
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030483
	24.229
	560
	2
	6.0.0
	Rel-6
	SDP offer handling in SIP responses in S-CSCF and P-CSCF
	approved
	B
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-030483
	24.229
	564
	1
	6.0.0
	Rel-6
	SIP compression
	approved
	F
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-030478
	24.229
	565
	-
	5.6.0
	Rel-5
	Sending challenge
	approved
	F
	5.7.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030478
	24.229
	566
	-
	6.0.0
	Rel-6
	Sending challenge
	approved
	A
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030480
	24.229
	567
	2
	5.6.0
	Rel-5
	Reg-await-auth timer value
	approved
	F
	5.7.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030480
	24.229
	568
	2
	6.0.0
	Rel-6
	Reg-await-auth timer value
	approved
	A
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030480
	24.229
	570
	1
	5.6.0
	Rel-5
	Network initiated deregistration
	approved
	F
	5.7.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030480
	24.229
	571
	1
	6.0.0
	Rel-6
	Network initiated deregistration
	approved
	A
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS-CCR
	N1

	NP-030483
	24.229
	572
	-
	6.0.0
	Rel-6
	Text harmonisation with 3GPP2
	approved
	D
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-030483
	24.229
	573
	1
	6.0.0
	Rel-6
	Procedures in the absence of UICC
	approved
	B
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	NP-030483
	24.229
	575
	1
	6.0.0
	Rel-6
	P-Access-Network-Info changes
	approved
	D
	6.1.0
	Internet Protocol (IP) multimedia call control protocol based on Session Initiation Protocol (SIP) and Session Description Protocol (SDP); Stage 3
	IMS2
	N1

	RP-030595
	25.101
	272
	1
	5.8.0
	Rel-5
	Correction for FRC test in Closed loop mode 1
	approved
	F
	5.9.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-030595
	25.101
	273
	1
	5.8.0
	Rel-5
	DTX handling for CQI test in fading channel
	approved
	F
	5.9.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-030607
	25.101
	274
	1
	6.2.0
	Rel-6
	SML definition
	revised
	D
	
	User Equipment (UE) radio transmission and reception (FDD)
	TEI6
	R4

	RP-030720
	25.101
	274
	2
	6.2.0
	Rel-6
	SML definition
	approved
	D
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI6
	R4

	RP-030595
	25.101
	275
	-
	5.8.0
	Rel-5
	Power allocation for HS-SCCH in FRC test
	approved
	F
	5.9.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-030595
	25.101
	276
	1
	5.8.0
	Rel-5
	Corrections of CQI reporting section
	approved
	F
	5.9.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-030596
	25.101
	277
	-
	5.8.0
	Rel-5
	Correction of references to ITU recommendations
	approved
	F
	5.9.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI5
	R4

	RP-030596
	25.101
	278
	-
	6.2.0
	Rel-6
	Correction of references to ITU recommendations
	approved
	A
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI5
	R4

	RP-030605
	25.101
	280
	1
	6.2.0
	Rel-6
	DS-CDMA Introduction in the 800 MHz Band
	approved
	B
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	RInImp-UMTS800
	R4

	RP-030608
	25.101
	281
	-
	6.2.0
	Rel-6
	Specification of HSDPA FRC Performance for H-Set 6
	approved
	F
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-030608
	25.101
	282
	1
	6.2.0
	Rel-6
	Specification of HS-SCCH Performance with Open Loop Transmit Diversity
	approved
	F
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-030595
	25.101
	283
	2
	5.8.0
	Rel-5
	Additional Specification of CQI Testing for UE Capability Categories 11 and 12
	approved
	F
	5.9.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-030608
	25.101
	284
	1
	6.2.0
	Rel-6
	Specification of CQI Testing for UE Capability Categories 11, 12 and 1-6 in Open and Closed Loop Transmit Diversities
	approved
	F
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-030608
	25.101
	285
	1
	6.2.0
	Rel-6
	Specification of CQI Testing for UE Capability Categories 7 and 8
	approved
	F
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-030604
	25.101
	286
	2
	6.2.0
	Rel-6
	Introduction of UMTS 850 requirements
	approved
	B
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	RInImp-UMTS850
	R4

	RP-030607
	25.101
	294
	-
	6.2.0
	Rel-6
	New Compressed Mode Reference Pattern
	approved
	F
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI6
	R4

	RP-030595
	25.101
	296
	3
	5.8.0
	Rel-5
	Clarification to HSDPA OCNS definition
	approved
	F
	5.9.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-030595
	25.101
	297
	3
	6.2.0
	Rel-6
	Clarification to HSDPA OCNS definition
	approved
	A
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-030590
	25.101
	300
	1
	3.15.0
	R99
	Correction of W-CDMA modulated interferer definition
	approved
	F
	3.16.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI
	R4

	RP-030590
	25.101
	301
	1
	4.9.0
	Rel-4
	Correction of W-CDMA modulated interferer definition
	approved
	A
	4.10.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI
	R4

	RP-030595
	25.101
	302
	-
	6.2.0
	Rel-6
	Power allocation for HS-SCCH in FRC test
	approved
	A
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-030595
	25.101
	303
	-
	6.2.0
	Rel-6
	Corrections of CQI reporting section
	approved
	A
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-030595
	25.101
	304
	-
	6.2.0
	Rel-6
	Correction for FRC test in Closed loop mode 1
	approved
	A
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-030595
	25.101
	305
	-
	6.2.0
	Rel-6
	DTX handling for CQI test in fading channel
	approved
	A
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-030590
	25.101
	306
	-
	5.8.0
	Rel-5
	Correction of W-CDMA modulated interferer definition
	approved
	A
	5.9.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI
	R4

	RP-030590
	25.101
	307
	-
	6.2.0
	Rel-6
	Correction of W-CDMA modulated interferer definition
	approved
	A
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI
	R4

	RP-030603
	25.101
	308
	-
	6.2.0
	Rel-6
	Introduction of new channel arrangement for bands IV, V and VI
	approved
	B
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	RInImp-UMTS850, UMTS800,UMTS1721
	R4

	RP-030595
	25.101
	309
	1
	6.2.0
	Rel-6
	Additional Specification of CQI Testing for UE Capability Categories 11 and 12
	approved
	A
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	HSDPA-RF
	R4

	RP-030605
	25.101
	314
	-
	6.2.0
	Rel-6
	DS CDMA introduction in the 800 MHz band (performance requirement in Band VI)
	approved
	B
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	RInImp-UMTS800
	R4

	RP-030605
	25.101
	315
	-
	6.2.0
	Rel-6
	DS CDMA introduction in the 800 MHz band (Addition of spurious emissions requirement)
	approved
	B
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	RInImp-UMTS800
	R4

	RP-030607
	25.101
	316
	-
	6.2.0
	Rel-6
	Additional spurious emission requirements for Band II to protect UMTS850
	approved
	F
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI6
	R4

	RP-030607
	25.101
	317
	-
	6.2.0
	Rel-6
	Clarification of UE blocking definition
	approved
	F
	6.3.0
	User Equipment (UE) radio transmission and reception (FDD)
	TEI6
	R4

	RP-030596
	25.102
	141
	-
	5.5.0
	Rel-5
	Correction of references to ITU recommendations
	approved
	F
	5.6.0
	User Equipment (UE) radio transmission and reception (TDD)
	TEI5
	R4

	RP-030607
	25.102
	142
	-
	5.5.0
	Rel-6
	Transmitter and Receiver Spurious emisssions for TDD
	approved
	F
	6.0.0
	User Equipment (UE) radio transmission and reception (TDD)
	TEI6
	R4

	RP-030597
	25.104
	201
	1
	5.7.0
	Rel-5
	Correction of the P-CPICH power accuracy requirement in case of TX-diversity
	approved
	F
	5.8.0
	Base Station (BS) radio transmission and reception (FDD)
	TEI5
	R4

	RP-030597
	25.104
	202
	1
	6.3.0
	Rel-6
	Correction of the P-CPICH power accuracy requirement in case of TX-diversity
	approved
	A
	6.4.0
	Base Station (BS) radio transmission and reception (FDD)
	TEI5
	R4

	RP-030596
	25.104
	203
	-
	5.7.0
	Rel-5
	Correction of references to ITU recommendations
	approved
	F
	5.8.0
	Base Station (BS) radio transmission and reception (FDD)
	TEI5
	R4

	RP-030596
	25.104
	204
	-
	6.3.0
	Rel-6
	Correction of references to ITU recommendations
	approved
	A
	6.4.0
	Base Station (BS) radio transmission and reception (FDD)
	TEI5
	R4

	RP-030605
	25.104
	206
	1
	6.3.0
	Rel-6
	DS-CDMA Introduction in the 800 MHz Band
	approved
	B
	6.4.0
	Base Station (BS) radio transmission and reception (FDD)
	RInImp-UMTS800
	R4

	RP-030604
	25.104
	207
	1
	6.3.0
	Rel-6
	Introduction of UMTS 850 requirements
	approved
	B
	6.4.0
	Base Station (BS) radio transmission and reception (FDD)
	RInImp-UMTS850
	R4

	RP-030598
	25.104
	208
	-
	5.7.0
	Rel-5
	Correction of the applicability of requirements in case of TX diversity
	approved
	F
	5.8.0
	Base Station (BS) radio transmission and reception (FDD)
	TEI5
	R4

	RP-030598
	25.104
	209
	-
	6.3.0
	Rel-6
	Correction of the applicability of requirements in case of TX diversity
	approved
	A
	6.4.0
	Base Station (BS) radio transmission and reception (FDD)
	TEI5
	R4

	RP-030603
	25.104
	210
	-
	6.3.0
	Rel-6
	Introduction of new channel arrangement for bands IV, V and VI
	approved
	B
	6.4.0
	Base Station (BS) radio transmission and reception (FDD)
	RInImp-UMTS850, UMTS800,UMTS1721
	R4

	RP-030607
	25.104
	211
	-
	6.3.0
	Rel-6
	Introduction of DCH performances for BS without RX diversity
	approved
	B
	6.4.0
	Base Station (BS) radio transmission and reception (FDD)
	TEI6
	R4

	RP-030606
	25.104
	213
	-
	6.3.0
	Rel-6
	Co-existence with UTRA FDD in frequency band V
	approved
	F
	6.4.0
	Base Station (BS) radio transmission and reception (FDD)
	TEI6
	R4

	RP-030605
	25.104
	214
	-
	6.3.0
	Rel-6
	DS CDMA introduction in the 800 MHz band (performance requirement in Band VI)
	approved
	B
	6.4.0
	Base Station (BS) radio transmission and reception (FDD)
	RInImp-UMTS800
	R4

	RP-030596
	25.105
	151
	-
	5.4.0
	Rel-5
	Correction of references to ITU recommendations
	approved
	F
	5.5.0
	UTRA (BS) TDD: Radio transmission and reception
	TEI5
	R4

	RP-030596
	25.106
	027
	-
	5.6.0
	Rel-5
	Correction of references to ITU recommendations
	approved
	F
	5.7.0
	UTRA repeater radio transmission and reception
	TEI5
	R4

	RP-030593
	25.106
	028
	1
	4.6.0
	Rel-4
	Spurious emissions: Co-existence with UTRA-FDD BS new UL requirement
	approved
	F
	4.7.0
	UTRA repeater radio transmission and reception
	RInImp-REP
	R4

	RP-030593
	25.106
	029
	1
	5.6.0
	Rel-5
	Spurious emissions: Co-existence with UTRA-FDD BS new UL requirement
	approved
	A
	5.7.0
	UTRA repeater radio transmission and reception
	RInImp-REP
	R4

	RP-030600
	25.113
	021
	-
	5.4.0
	Rel-5
	Performance criteria for voltage dips and battery backup
	approved
	F
	5.5.0
	Base station and repeater electromagnetic compatibility (EMC)
	TEI5
	R4

	RP-030596
	25.113
	022
	-
	5.4.0
	Rel-5
	Correction of references to ITU recommendations
	approved
	F
	5.5.0
	Base station and repeater electromagnetic compatibility (EMC)
	TEI5
	R4

	RP-030591
	25.123
	322
	-
	3.13.0
	R99
	out-of-service area for 3.84Mcps TDD
	approved
	F
	3.14.0
	Requirements for support of radio resource management  (TDD)
	TEI
	R4

	RP-030591
	25.123
	323
	-
	4.10.0
	Rel-4
	out-of-service area for 3.84Mcps TDD
	approved
	A
	4.11.0
	Requirements for support of radio resource management  (TDD)
	TEI
	R4

	RP-030591
	25.123
	324
	-
	5.6.0
	Rel-5
	out-of-service area for 3.84Mcps TDD
	approved
	A
	5.7.0
	Requirements for support of radio resource management  (TDD)
	TEI
	R4

	RP-030591
	25.123
	325
	-
	4.10.0
	Rel-4
	out-of-service area for 1.28Mcps TDD
	approved
	F
	4.11.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030591
	25.123
	326
	-
	5.6.0
	Rel-5
	out-of-service area for 1.28Mcps TDD
	approved
	A
	5.7.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030601
	25.123
	327
	-
	5.6.0
	Rel-5
	Test time Reduction for 3.84Mcps TDD
	approved
	F
	5.7.0
	Requirements for support of radio resource management  (TDD)
	TEI5
	R4

	RP-030601
	25.123
	328
	-
	5.6.0
	Rel-5
	Test time Reduction for 1.28Mcps TDD
	approved
	F
	5.7.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030607
	25.123
	329
	-
	5.6.0
	Rel-6
	Interference measurement in UpPTS for 1.28Mcps TDD
	approved
	B
	6.0.0
	Requirements for support of radio resource management  (TDD)
	TEI6
	R4

	RP-030594
	25.123
	330
	-
	4.10.0
	Rel-4
	Correction to Cell re-selection test case in CELL_FACH for 1,28Mcps TDD
	approved
	F
	4.11.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030594
	25.123
	331
	-
	5.6.0
	Rel-5
	Correction to Cell re-selection test case in CELL_FACH for 1,28Mcps TDD
	approved
	A
	5.7.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030594
	25.123
	332
	-
	4.10.0
	Rel-4
	Test case for UE transmitted power for 1.28Mcps TDD
	approved
	F
	4.11.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030594
	25.123
	333
	-
	5.6.0
	Rel-5
	Test case for UE transmitted power for 1.28Mcps TDD
	approved
	A
	5.7.0
	Requirements for support of radio resource management  (TDD)
	LCRTDD-RF
	R4

	RP-030602
	25.133
	617
	-
	5.8.0
	Rel-5
	Clarification on filtering requirements
	approved
	F
	5.9.0
	Requirements for support of radio resource management  (FDD)
	TEI5
	R4

	RP-030602
	25.133
	618
	-
	6.3.0
	Rel-6
	Clarification on filtering requirements
	approved
	A
	6.4.0
	Requirements for support of radio resource management  (FDD)
	TEI5
	R4

	RP-030592
	25.133
	619
	1
	3.15.0
	R99
	GSM test case on correct reporting of GSM neighbors
	approved
	F
	3.16.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-030592
	25.133
	620
	1
	4.10.0
	Rel-4
	GSM test case on correct reporting of GSM neighbors
	approved
	A
	4.11.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-030592
	25.133
	621
	1
	5.8.0
	Rel-5
	GSM test case on correct reporting of GSM neighbors
	approved
	A
	5.9.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-030592
	25.133
	622
	1
	6.3.0
	Rel-6
	GSM test case on correct reporting of GSM neighbors
	approved
	A
	6.4.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-030607
	25.133
	626
	-
	6.3.0
	Rel-6
	FDD Inter Frequency Fading Test Case
	revised
	F
	
	Requirements for support of radio resource management  (FDD)
	TEI6
	R4

	RP-030720
	25.133
	626
	1
	6.3.0
	Rel-6
	FDD inter frequency fading test case
	approved
	F
	6.4.0
	Requirements for support of radio resource management  (FDD)
	TEI6
	R4

	RP-030607
	25.133
	627
	-
	6.3.0
	Rel-6
	Correction to CPICH RSCP measurement report mapping
	approved
	F
	6.4.0
	Requirements for support of radio resource management  (FDD)
	TEI6
	R4

	RP-030607
	25.133
	628
	-
	6.3.0
	Rel-6
	Correction to correct reporting of neighbours in AWGN propagation condition
	approved
	F
	6.4.0
	Requirements for support of radio resource management  (FDD)
	TEI6
	R4

	RP-030607
	25.133
	629
	-
	6.3.0
	Rel-6
	Correction to correct reporting of neighbours in fading propagation condition
	approved
	F
	6.4.0
	Requirements for support of radio resource management  (FDD)
	TEI6
	R4

	RP-030592
	25.133
	632
	-
	3.15.0
	R99
	Correction to Random Access test case
	approved
	F
	3.16.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-030592
	25.133
	633
	-
	4.10.0
	Rel-4
	Correction to Random Access test case
	approved
	A
	4.11.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-030592
	25.133
	634
	-
	5.8.0
	Rel-5
	Correction to Random Access test case
	approved
	A
	5.9.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-030592
	25.133
	635
	-
	6.3.0
	Rel-6
	Correction to Random Access test case
	approved
	A
	6.4.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-030607
	25.133
	636
	-
	6.3.0
	Rel-6
	Test time reduction for RRM delay tests
	approved
	F
	6.4.0
	Requirements for support of radio resource management  (FDD)
	TEI6
	R4

	RP-030592
	25.133
	637
	1
	3.15.0
	R99
	CPICH Ec/Io relative accuracy
	approved
	F
	3.16.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-030592
	25.133
	638
	1
	4.10.0
	Rel-4
	CPICH Ec/Io relative accuracy
	approved
	A
	4.11.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-030592
	25.133
	639
	1
	5.8.0
	Rel-5
	CPICH Ec/Io relative accuracy
	approved
	A
	5.9.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-030592
	25.133
	640
	1
	6.3.0
	Rel-6
	CPICH Ec/Io relative accuracy
	approved
	A
	6.4.0
	Requirements for support of radio resource management  (FDD)
	TEI
	R4

	RP-030597
	25.141
	320
	1
	5.7.0
	Rel-5
	Correction of the P-CPICH power accuracy test in case of TX-diversity
	approved
	F
	5.8.0
	Base Station (BS) conformance testing (FDD)
	TEI5
	R4

	RP-030599
	25.141
	321
	1
	5.7.0
	Rel-5
	Correction of transmitter tests in case of TX-diversity
	approved
	F
	5.8.0
	Base Station (BS) conformance testing (FDD)
	TEI5
	R4

	RP-030597
	25.141
	322
	1
	6.3.0
	Rel-6
	Correction of the P-CPICH power accuracy test in case of TX-diversity
	approved
	A
	6.4.0
	Base Station (BS) conformance testing (FDD)
	TEI5
	R4

	RP-030599
	25.141
	323
	1
	6.3.0
	Rel-6
	Correction of transmitter tests in case of TX-diversity
	approved
	A
	6.4.0
	Base Station (BS) conformance testing (FDD)
	TEI5
	R4

	RP-030596
	25.141
	324
	-
	5.7.0
	Rel-5
	Correction of references to ITU recommendations
	approved
	F
	5.8.0
	Base Station (BS) conformance testing (FDD)
	TEI5
	R4

	RP-030596
	25.141
	325
	-
	6.3.0
	Rel-6
	Correction of references to ITU recommendations
	approved
	A
	6.4.0
	Base Station (BS) conformance testing (FDD)
	TEI5
	R4

	RP-030605
	25.141
	327
	1
	6.3.0
	Rel-6
	DS-CDMA Introduction in the 800 MHz Band
	approved
	B
	6.4.0
	Base Station (BS) conformance testing (FDD)
	RInImp-UMTS800
	R4

	RP-030604
	25.141
	328
	1
	6.3.0
	Rel-6
	Introduction of UMTS 850 requirements
	approved
	B
	6.4.0
	Base Station (BS) conformance testing (FDD)
	RInImp-UMTS850
	R4

	RP-030603
	25.141
	333
	-
	6.3.0
	Rel-6
	Introduction of new channel arrangement for bands IV, V and VI
	approved
	B
	6.4.0
	Base Station (BS) conformance testing (FDD)
	RInImp-UMTS850, UMTS800,UMTS1721
	R4

	RP-030606
	25.141
	334
	-
	6.3.0
	Rel-6
	Co-existence with UTRA FDD in frequency band V
	approved
	F
	6.4.0
	Base Station (BS) conformance testing (FDD)
	TEI6
	R4

	RP-030605
	25.141
	335
	-
	6.3.0
	Rel-6
	DS CDMA introduction in the 800 MHz band (performance requirement in Band VI)
	approved
	B
	6.4.0
	Base Station (BS) conformance testing (FDD)
	RInImp-UMTS800
	R4

	RP-030596
	25.142
	168
	-
	5.5.0
	Rel-5
	Correction of references to ITU recommendations
	approved
	F
	5.6.0
	Base Station (BS) conformance testing (TDD)
	TEI5
	R4

	RP-030596
	25.143
	038
	-
	5.6.0
	Rel-5
	Correction of references to ITU recommendations
	approved
	F
	5.7.0
	UTRA repeater conformance testing
	TEI5
	R4

	RP-030593
	25.143
	039
	1
	4.8.0
	Rel-4
	Spurious emissions: Co-existence with UTRA-FDD BS new UL requirement
	approved
	F
	4.9.0
	UTRA repeater conformance testing
	RInImp-REP
	R4

	RP-030593
	25.143
	040
	1
	5.6.0
	Rel-5
	Spurious emissions: Co-existence with UTRA-FDD BS new UL requirement
	approved
	A
	5.7.0
	UTRA repeater conformance testing
	RInImp-REP
	R4

	RP-030647
	25.212
	183
	-
	5.6.0
	Rel-5
	Clarification of the CRC attachment procedure for HS-SCCH
	approved
	F
	5.7.0
	Multiplexing and channel coding (FDD)
	HSDPA-Phys
	R1

	RP-030647
	25.212
	184
	1
	5.6.0
	Rel-5
	Correction of UE identity notation
	approved
	F
	5.7.0
	Multiplexing and channel coding (FDD)
	HSDPA-Phys
	R1

	RP-030644
	25.212
	185
	-
	5.6.0
	Rel-5
	HARQ process identifier mapping
	approved
	F
	5.7.0
	Multiplexing and channel coding (FDD)
	HSDPA-Phys
	R1

	RP-030712
	25.212
	186
	-
	5.6.0
	Rel-5
	Alignment of "soft channel bits" terminology with 25.306
	Approved
	F
	5.7.0
	Multiplexing and channel coding (FDD)
	HSDPA-Phys
	R1

	RP-030648
	25.213
	064
	1
	5.4.0
	Rel-5
	Correction of figure in combining of downlink physical channels
	approved
	F
	5.5.0
	Spreading and modulation (FDD)
	TEI-5
	R1

	RP-030648
	25.213
	065
	1
	5.4.0
	Rel-5
	Correction of reference to calculation of HS-DPCCH gain factor
	approved
	F
	5.5.0
	Spreading and modulation (FDD)
	HSDPA-Phys
	R1

	RP-030711
	25.213
	066
	1
	4.3.0
	Rel-4
	Restriction of DL secondary scrambling codes per CCTrCH
	Revised
	A
	
	Spreading and modulation (FDD)
	TEI
	R1

	RP-030727
	25.213
	066
	2
	4.3.0
	Rel-4
	Restriction of DL secondary scrambling codes per CCTrCH
	Approved
	A
	4.4.0
	Spreading and modulation (FDD)
	TEI-4
	R1

	RP-030711
	25.213
	067
	1
	5.4.0
	Rel-5
	Restriction of DL secondary scrambling codes per CCTrCH
	Revised
	A
	
	Spreading and modulation (FDD)
	TEI
	R1

	RP-030727
	25.213
	067
	2
	5.4.0
	Rel-5
	Restriction of DL secondary scrambling codes per CCTrCH
	Approved
	A
	5.5.0
	Spreading and modulation (FDD)
	TEI-5
	R1

	RP-030711
	25.213
	068
	-
	3.8.0
	R99
	Restriction of DL secondary scrambling codes per CCTrCH
	Revised
	F
	
	Spreading and modulation (FDD)
	TEI
	R1

	RP-030727
	25.213
	068
	1
	3.8.0
	R99
	Restriction of DL secondary scrambling codes per CCTrCH
	Approved
	F
	3.9.0
	Spreading and modulation (FDD)
	TEI
	R1

	RP-030699
	25.214
	331
	6
	5.6.0
	Rel-5
	Clarification on reconfiguration of HSDPA
	rejected
	F
	
	Physical layer procedures (FDD)
	HSDPA-Phys
	R1

	RP-030649
	25.214
	335
	1
	5.6.0
	Rel-5
	Clarification of HS-SCCH reception
	approved
	F
	5.7.0
	Physical layer procedures (FDD)
	HSDPA-Phys
	R1

	RP-030649
	25.214
	336
	1
	5.6.0
	Rel-5
	Clarification of CQI definition
	approved
	F
	5.7.0
	Physical layer procedures (FDD)
	HSDPA-Phys
	R1

	RP-030649
	25.214
	337
	1
	5.6.0
	Rel-5
	Clarification of the HS-SCCH detection
	approved
	F
	5.7.0
	Physical layer procedures (FDD)
	HSDPA-Phys
	R1

	RP-030661
	25.214
	338
	-
	5.6.0
	Rel-5
	Remove inconsistency among specifications on  signalling support for power control during loss of RL synchronisation
	approved
	F
	5.7.0
	Physical layer procedures (FDD)
	TEI
	R1

	RP-030712
	25.214
	339
	-
	5.6.0
	Rel-5
	Alignment of "soft channel bits" terminology with 25.306
	Approved
	F
	5.7.0
	Physical layer procedures (FDD)
	HSDPA-Phys
	R1

	RP-030726
	25.215
	145
	2
	5.5.0
	Rel-6
	Beamforming Enhancement related measurements
	Approved
	B
	6.0.0
	Physical layer; Measurements (FDD)
	RANimp-BFE
	R1

	RP-030646
	25.222
	117
	1
	4.6.0
	Rel-4
	Correction of subframe segmentation, physical channel mapping & rate matching for 1.28Mcps TDD
	approved
	F
	4.7.0
	Multiplexing and channel coding  (TDD)
	LCRTDD
	R1

	RP-030646
	25.222
	118
	1
	5.5.0
	Rel-5
	Correction of subframe segmentation, physical channel mapping & rate matching for 1.28Mcps TDD
	approved
	A
	5.6.0
	Multiplexing and channel coding  (TDD)
	LCRTDD
	R1

	RP-030650
	25.222
	119
	-
	5.5.0
	Rel-5
	Clarification of the CRC attachment procedure for HS-SCCH (TDD)
	approved
	F
	5.6.0
	Multiplexing and channel coding  (TDD)
	HSDPA-Phys
	R1

	RP-030660
	25.222
	120
	-
	5.5.0
	Rel-5
	HARQ process identifier mapping
	approved
	F
	5.6.0
	Multiplexing and channel coding  (TDD)
	HSDPA-Phys
	R1

	RP-030712
	25.222
	121
	-
	5.5.0
	Rel-5
	Alignment of "soft channel bits" terminology with 25.306
	Approved
	F
	5.6.0
	Multiplexing and channel coding  (TDD)
	HSDPA-Phys
	R1

	RP-030698
	25.224
	127
	1
	4.9.0
	Rel-4
	Correction to computed gain factors with signalled reference gain factor values
	approved
	F
	4.10.0
	Physical layer procedures (TDD)
	TEI-4
	R1

	RP-030698
	25.224
	128
	1
	5.6.0
	Rel-5
	Correction to computed gain factors with signalled reference gain factor values
	approved
	A
	5.7.0
	Physical layer procedures (TDD)
	TEI-4
	R1

	RP-030651
	25.225
	071
	4
	5.5.0
	Rel-5
	Definition of Transmitted Code Power and ISCP measurements in the case of antenna diversity for TDD
	approved
	F
	5.6.0
	Physical layer; Measurements (TDD)
	TEI-5
	R1

	RP-030622
	25.302
	144
	-
	5.6.0
	Rel-5
	Correction to TDD HSDPA channel combinations
	approved
	F
	5.7.0
	Services provided by the physical layer
	HSDPA-L23
	R2

	RP-030613
	25.305
	099
	1
	3.10.0
	R99
	Correction to Location Reporting procedure
	approved
	F
	3.11.0
	User Equipment (UE) positioning in Universal Terrestrial Radio Access Network (UTRAN); Stage 2
	TEI
	R2

	RP-030613
	25.305
	100
	1
	4.6.0
	Rel-4
	Correction to Location Reporting procedure
	approved
	F
	4.7.0
	User Equipment (UE) positioning in Universal Terrestrial Radio Access Network (UTRAN); Stage 2
	TEI4
	R2

	RP-030613
	25.305
	101
	2
	5.7.0
	Rel-5
	Correction to Location Reporting procedure
	approved
	A
	5.8.0
	User Equipment (UE) positioning in Universal Terrestrial Radio Access Network (UTRAN); Stage 2
	TEI4
	R2

	RP-030623
	25.306
	082
	-
	5.6.0
	Rel-5
	Removal of reference combinations for HS-DSCH capabilities
	approved
	F
	5.7.0
	UE Radio Access capabilities definition
	HSDPA-L23
	R2

	RP-030614
	25.306
	083
	-
	3.9.0
	R99
	Definition of minimum UE capability class
	approved
	F
	3.10.0
	UE Radio Access capabilities definition
	TEI
	R2

	RP-030614
	25.306
	084
	-
	4.8.0
	Rel-4
	Definition of minimum UE capability class
	approved
	A
	4.9.0
	UE Radio Access capabilities definition
	TEI
	R2

	RP-030614
	25.306
	085
	-
	5.6.0
	Rel-5
	Definition of minimum UE capability class
	approved
	A
	5.7.0
	UE Radio Access capabilities definition
	TEI
	R2

	RP-030614
	25.306
	086
	-
	3.9.0
	R99
	TDD Radio Access Parameters for UL 32kbs class UE’s
	approved
	F
	3.10.0
	UE Radio Access capabilities definition
	TEI
	R2

	RP-030614
	25.306
	087
	-
	4.8.0
	Rel-4
	TDD Radio Access Parameters for UL 32kbs class UE’s
	approved
	A
	4.9.0
	UE Radio Access capabilities definition
	TEI
	R2

	RP-030614
	25.306
	088
	-
	5.6.0
	Rel-5
	TDD Radio Access Parameters for UL 32kbs class UE’s
	approved
	A
	5.7.0
	UE Radio Access capabilities definition
	TEI
	R2

	RP-030623
	25.306
	089
	-
	5.6.0
	Rel-5
	Correction to HSDPA capability
	approved
	F
	5.7.0
	UE Radio Access capabilities definition
	HSDPA-L23
	R2

	RP-030630
	25.307
	007
	1
	3.1.0
	R99
	Introduction of UMTS800
	approved
	B
	3.2.0
	Requirements on UEs supporting a release-independent frequency band
	RinImp-UMTS800
	R2

	RP-030630
	25.307
	008
	1
	4.1.0
	Rel-4
	Introduction of UMTS800
	approved
	B
	4.2.0
	Requirements on UEs supporting a release-independent frequency band
	RinImp-UMTS800
	R2

	RP-030630
	25.307
	009
	1
	5.0.0
	Rel-5
	Introduction of UMTS800
	approved
	B
	5.1.0
	Requirements on UEs supporting a release-independent frequency band
	RinImp-UMTS800
	R2

	RP-030630
	25.307
	010
	-
	5.0.0
	Rel-6
	Introduction of UMTS800
	approved
	B
	6.0.0
	Requirements on UEs supporting a release-independent frequency band
	RinImp-UMTS800
	R2

	RP-030624
	25.321
	179
	-
	5.6.0
	Rel-5
	Corrections Relating to HSDPA TB Sizes for 1.28Mcps TDD
	approved
	F
	5.7.0
	Medium Access Control (MAC) protocol specification
	HSDPA-L23
	R2

	RP-030624
	25.321
	180
	-
	5.6.0
	Rel-5
	HSDPA Transport block size table for 3.84Mcps TDD
	approved
	F
	5.7.0
	Medium Access Control (MAC) protocol specification
	HSDPA-L23
	R2

	RP-030624
	25.321
	181
	-
	5.6.0
	Rel-5
	HSDPA TB size table
	approved
	F
	5.7.0
	Medium Access Control (MAC) protocol specification
	HSDPA-L23
	R2

	RP-030624
	25.321
	182
	-
	5.6.0
	Rel-5
	Unwarranted HARQ re-transmissions
	approved
	F
	5.7.0
	Medium Access Control (MAC) protocol specification
	HSDPA-L23
	R2

	RP-030624
	25.321
	183
	-
	5.6.0
	Rel-5
	MAC-hs Re-ordering Protocol Flushing correction
	approved
	F
	5.7.0
	Medium Access Control (MAC) protocol specification
	HSDPA-L23
	R2

	RP-030624
	25.321
	184
	-
	5.6.0
	Rel-5
	Correction to window based stall avoidance mechanism
	approved
	F
	5.7.0
	Medium Access Control (MAC) protocol specification
	HSDPA-L23
	R2

	RP-030616
	25.322
	248
	-
	3.16.0
	R99
	BITMAP and status report content
	approved
	F
	3.17.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030616
	25.322
	249
	-
	4.10.0
	Rel-4
	BITMAP and status report content
	approved
	A
	4.11.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030616
	25.322
	250
	-
	5.6.0
	Rel-5
	BITMAP and status report content
	approved
	A
	5.7.0
	Radio Link Control (RLC)  protocol specification
	TEI
	R2

	RP-030620
	25.322
	251
	-
	4.10.0
	Rel-4
	Indication of discarded SDU in RLC Reset and Re-establishment
	approved
	F
	4.11.0
	Radio Link Control (RLC)  protocol specification
	TEI4
	R2

	RP-030620
	25.322
	252
	-
	5.6.0
	Rel-5
	Indication of discarded SDU in RLC Reset and Re-establishment
	approved
	A
	5.7.0
	Radio Link Control (RLC)  protocol specification
	TEI4
	R2

	RP-030617
	25.331
	2073
	-
	3.16.0
	R99
	Unsuccessful security mode control procedure and Integrity Protection
	approved
	F
	3.17.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030617
	25.331
	2074
	-
	4.11.0
	Rel-4
	Unsuccessful security mode control procedure and Integrity Protection
	approved
	A
	4.12.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030617
	25.331
	2075
	-
	5.6.0
	Rel-5
	Unsuccessful security mode control procedure and Integrity Protection
	approved
	A
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030625
	25.331
	2076
	-
	5.6.0
	Rel-5
	START value calculation for RLC size change
	approved
	F
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-030617
	25.331
	2077
	1
	3.16.0
	R99
	UE Positioning UE based assisted GPS
	approved
	F
	3.17.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030617
	25.331
	2078
	-
	4.11.0
	Rel-4
	UE Positioning UE based assisted GPS
	approved
	A
	4.12.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030617
	25.331
	2079
	-
	5.6.0
	Rel-5
	UE Positioning UE based assisted GPS
	approved
	A
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030617
	25.331
	2083
	-
	3.16.0
	R99
	Handling of zero-rate TrCHs in TFCS
	approved
	F
	3.17.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030617
	25.331
	2084
	-
	4.11.0
	Rel-4
	Handling of zero-rate TrCHs in TFCS
	approved
	A
	4.12.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030617
	25.331
	2085
	-
	5.6.0
	Rel-5
	Handling of zero-rate TrCHs in TFCS
	approved
	A
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030617
	25.331
	2089
	3
	3.16.0
	R99
	Measurement control for A-GPS
	approved
	F
	3.17.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030617
	25.331
	2090
	3
	4.11.0
	Rel-4
	Measurement control for A-GPS
	approved
	A
	4.12.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030617
	25.331
	2091
	3
	5.6.0
	Rel-5
	Measurement control for A-GPS
	approved
	A
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030621
	25.331
	2092
	-
	4.11.0
	Rel-4
	Corrections to 1.28 Mcps TDD power control: ASN1/Tabular consistency, correction of omissions
	approved
	F
	4.12.0
	Radio Resource Control (RRC) protocol specification
	LCRTDD-L23
	R2

	RP-030621
	25.331
	2093
	-
	5.6.0
	Rel-5
	Corrections to 1.28 Mcps TDD power control: ASN1/Tabular consistency, correction of omissions
	approved
	A
	5.7.0
	Radio Resource Control (RRC) protocol specification
	LCRTDD-L23
	R2

	RP-030621
	25.331
	2094
	-
	4.11.0
	Rel-4
	UpPCH power control for 1.28Mcps
	approved
	F
	4.12.0
	Radio Resource Control (RRC) protocol specification
	LCRTDD-L23
	R2

	RP-030621
	25.331
	2095
	-
	5.6.0
	Rel-5
	UpPCH power control for 1.28Mcps
	approved
	A
	5.7.0
	Radio Resource Control (RRC) protocol specification
	LCRTDD-L23
	R2

	RP-030617
	25.331
	2097
	-
	3.16.0
	R99
	Ensuring C-RNTI is cleared in Cell_DCH
	rejected
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030617
	25.331
	2098
	-
	4.11.0
	Rel-4
	Ensuring C-RNTI is cleared in Cell_DCH
	rejected
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030617
	25.331
	2099
	-
	5.6.0
	Rel-5
	Ensuring C-RNTI is cleared in Cell_DCH
	rejected
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030617
	25.331
	2100
	2
	3.16.0
	R99
	Interaction between compressed mode pattern activation and message activation time
	approved
	F
	3.17.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030617
	25.331
	2101
	1
	4.11.0
	Rel-4
	Interaction between compressed mode pattern activation and message activation time
	approved
	A
	4.12.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030617
	25.331
	2102
	1
	5.6.0
	Rel-5
	Interaction between compressed mode pattern activation and message activation time
	approved
	A
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030625
	25.331
	2103
	-
	5.6.0
	Rel-5
	Initialisation of virtual active set
	approved
	F
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-030611
	25.331
	2104
	1
	3.16.0
	R99
	Correction to Redirection procedure at RRC Connection Setup
	approved
	F
	3.17.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030611
	25.331
	2105
	1
	4.11.0
	Rel-4
	Correction to Redirection procedure at RRC Connection Setup
	approved
	A
	4.12.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030611
	25.331
	2106
	1
	5.6.0
	Rel-5
	Correction to Redirection procedure at RRC Connection Setup
	approved
	A
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030628
	25.331
	2107
	-
	3.16.0
	R99
	Correction of UTRAN GPS Reference Time quality
	withdrawn
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030628
	25.331
	2108
	-
	4.11.0
	Rel-4
	Correction of UTRAN GPS Reference Time quality
	withdrawn
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030628
	25.331
	2109
	-
	5.6.0
	Rel-5
	Correction of UTRAN GPS Reference Time quality
	withdrawn
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030610
	25.331
	2110
	2
	3.16.0
	R99
	SFN associated with GPS timing of cell frame
	approved
	F
	3.17.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030610
	25.331
	2111
	2
	4.11.0
	Rel-4
	SFN associated with GPS timing of cell frame
	approved
	A
	4.12.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030610
	25.331
	2112
	2
	5.6.0
	Rel-5
	SFN associated with GPS timing of cell frame
	approved
	A
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030618
	25.331
	2113
	-
	3.16.0
	R99
	Correction to Handling SIB1
	approved
	F
	3.17.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030618
	25.331
	2114
	-
	4.11.0
	Rel-4
	Correction to Handling SIB1
	approved
	A
	4.12.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030618
	25.331
	2115
	-
	5.6.0
	Rel-5
	Correction to Handling SIB1
	approved
	A
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030618
	25.331
	2116
	-
	3.16.0
	R99
	Measurement Handling In State Transition for UE Positioning
	approved
	F
	3.17.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030618
	25.331
	2117
	-
	4.11.0
	Rel-4
	Measurement Handling In State Transition for UE Positioning
	approved
	A
	4.12.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030618
	25.331
	2118
	-
	5.6.0
	Rel-5
	Measurement Handling In State Transition for UE Positioning
	approved
	A
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030618
	25.331
	2119
	2
	3.16.0
	R99
	Traffic Volume Measurement Validity
	rejected
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030618
	25.331
	2120
	2
	4.11.0
	Rel-4
	Traffic Volume Measurement Validity
	rejected
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030618
	25.331
	2121
	2
	5.6.0
	Rel-5
	Traffic Volume Measurement Validity
	rejected
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030618
	25.331
	2122
	-
	3.16.0
	R99
	Corrections to UE positioning reporting for UE assisted and UE based methods
	approved
	F
	3.17.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030618
	25.331
	2123
	-
	4.11.0
	Rel-4
	Corrections to UE positioning reporting for UE assisted and UE based methods
	approved
	A
	4.12.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030618
	25.331
	2124
	-
	5.6.0
	Rel-5
	Corrections to UE positioning reporting for UE assisted and UE based methods
	approved
	A
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030662
	25.331
	2125
	-
	3.16.0
	R99
	SIB 7 reading
	approved
	F
	3.17.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030662
	25.331
	2126
	-
	4.11.0
	Rel-4
	SIB 7 reading
	approved
	F
	4.12.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-030662
	25.331
	2127
	1
	5.6.0
	Rel-5
	SIB 7 reading
	approved
	A
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-030662
	25.331
	2128
	-
	3.16.0
	R99
	HFN initialisation in case of pending security configurations
	approved
	F
	3.17.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030662
	25.331
	2129
	-
	4.11.0
	Rel-4
	HFN initialisation in case of pending security configurations
	approved
	A
	4.12.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030662
	25.331
	2130
	-
	5.6.0
	Rel-5
	HFN initialisation in case of pending security configurations
	approved
	A
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030621
	25.331
	2131
	1
	4.11.0
	Rel-4
	General protocol error handling failure for DL CCCH messages due to ASN.1 error
	approved
	F
	4.12.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-030621
	25.331
	2132
	1
	5.6.0
	Rel-5
	General protocol error handling failure for DL CCCH messages due to ASN.1 error
	approved
	A
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-030630
	25.331
	2133
	-
	5.6.0
	Rel-6
	Introduction of UMTS800
	approved
	B
	6.0.0
	Radio Resource Control (RRC) protocol specification
	RinImp-UMTS800
	R2

	RP-030631
	25.331
	2134
	-
	5.6.0
	Rel-6
	AS capability indication
	revised
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI6
	R2

	RP-030721
	25.331
	2134
	1
	5.6.0
	Rel-6
	AS capability indication
	Approved
	F
	6.0.0
	Radio Resource Control (RRC) protocol specification
	TEI6
	R2

	RP-030621
	25.331
	2135
	-
	4.11.0
	Rel-4
	Corrections Relating to 1.28 Mcps TDD
	approved
	F
	4.12.0
	Radio Resource Control (RRC) protocol specification
	LCRTDD-L23
	R2

	RP-030621
	25.331
	2136
	-
	5.6.0
	Rel-5
	Corrections Relating to 1.28 Mcps TDD
	approved
	A
	5.7.0
	Radio Resource Control (RRC) protocol specification
	LCRTDD-L23
	R2

	RP-030621
	25.331
	2137
	-
	4.11.0
	Rel-4
	Missing CHOICE RLC Info type in the ASN.1 IE ‘RB-InformationSetup-r4’
	approved
	F
	4.12.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-030621
	25.331
	2138
	-
	5.6.0
	Rel-5
	Missing CHOICE RLC Info type in the ASN.1 IE ‘RB-InformationSetup-r4’
	approved
	A
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI4
	R2

	RP-030625
	25.331
	2139
	1
	5.6.0
	Rel-5
	RRM in PCH/FACH
	approved
	B
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-030625
	25.331
	2140
	-
	5.6.0
	Rel-5
	Correction of operating band reference
	approved
	F
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-030644
	25.331
	2141
	-
	5.6.0
	Rel-5
	Re-ordering Queue and HARQ Ids
	revised
	F
	
	Radio Resource Control (RRC) protocol specification
	HSDPA-L23
	R2

	RP-030625
	25.331
	2142
	-
	5.6.0
	Rel-5
	Correction to the procedural description: Reconfiguration of MAC-d flow
	approved
	F
	5.7.0
	Radio Resource Control (RRC) protocol specification
	HSDPA-L23
	R2

	RP-030625
	25.331
	2143
	1
	5.6.0
	Rel-5
	Enhancement of RRC transaction identifier for measurement control message
	approved
	C
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-030629
	25.331
	2144
	-
	5.6.0
	Rel-5
	Inclusion of a default configuration identity for AMR-WB
	approved
	F
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-030625
	25.331
	2145
	-
	5.6.0
	Rel-5
	TDD C-RNTI in Cell DCH
	approved
	F
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-030662
	25.331
	2146
	-
	3.16.0
	R99
	Additional Measurements List Modify
	approved
	F
	3.17.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030662
	25.331
	2147
	-
	4.11.0
	Rel-4
	Additional Measurements List Modify
	approved
	A
	4.12.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030662
	25.331
	2148
	-
	5.6.0
	Rel-5
	Additional Measurements List Modify
	approved
	A
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030625
	25.331
	2149
	-
	5.6.0
	Rel-5
	IP activation time for RB0
	approved
	F
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-030662
	25.331
	2150
	1
	3.16.0
	R99
	Minimum UE capability class
	revised
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030710
	25.331
	2150
	2
	3.16.0
	R99
	Minimum UE capability class
	Revised
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030722
	25.331
	2150
	3
	3.16.0
	R99
	Minimum UE capability class
	Approved
	F
	3.17.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030662
	25.331
	2151
	1
	4.11.0
	Rel-4
	Minimum UE capability class
	revised
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030710
	25.331
	2151
	2
	4.11.0
	Rel-4
	Minimum UE capability class
	Revised
	A
	
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030722
	25.331
	2151
	3
	4.11.0
	Rel-4
	Minimum UE capability class
	Approved
	A
	4.12.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030662
	25.331
	2152
	1
	5.6.0
	Rel-5
	Minimum UE capability class
	revised
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-030710
	25.331
	2152
	2
	5.6.0
	Rel-5
	Minimum UE capability class
	Revised
	F
	
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-030722
	25.331
	2152
	3
	5.6.0
	Rel-5
	Minimum UE capability class
	Approved
	F
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-030612
	25.331
	2156
	4
	3.16.0
	R99
	Measured results on RACH
	approved
	F
	3.17.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030612
	25.331
	2157
	4
	4.11.0
	Rel-4
	Measured results on RACH
	approved
	A
	4.12.0
	Radio Resource Control (RRC) protocol specification
	TEI
	R2

	RP-030612
	25.331
	2158
	4
	5.6.0
	Rel-5
	Measured results on RACH
	approved
	F
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-030625
	25.331
	2159
	-
	5.6.0
	Rel-5
	COUNT-I reverting in case Security Mode Control procedure failure
	approved
	F
	5.7.0
	Radio Resource Control (RRC) protocol specification
	TEI5
	R2

	RP-030630
	25.331
	2160
	-
	5.6.0
	Rel-6
	Introduction of new bands
	approved
	B
	6.0.0
	Radio Resource Control (RRC) protocol specification
	RinImp-UMTS800
	R2

	RP-030675
	25.401
	075
	2
	5.6.0
	Rel-5
	NAS/AS issue for shared networks in connected mode
	approved
	F
	5.7.0
	UTRAN overall description
	NETSHARE
	R3

	RP-030675
	25.401
	076
	1
	6.1.0
	Rel-6
	NAS/AS issue for shared networks in connected mode
	approved
	A
	6.2.0
	UTRAN overall description
	NETSHARE
	R3

	RP-030684
	25.402
	042
	1
	5.2.0
	Rel-5
	Removal of the ambiguity about the activation time
	approved
	F
	5.3.0
	Synchronisation in UTRAN Stage 2
	TEI5
	R3

	RP-030671
	25.413
	596
	-
	4.10.0
	Rel-4
	Backwards Compatibility for LCS
	approved
	F
	4.11.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI4
	R3

	RP-030671
	25.413
	597
	-
	5.6.0
	Rel-5
	Backwards Compatibility for LCS
	approved
	A
	5.7.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI4
	R3

	RP-030676
	25.413
	601
	2
	5.6.0
	Rel-5
	Serious Correction for Rescue Handovers
	approved
	F
	5.7.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI5
	R3

	RP-030676
	25.413
	604
	-
	5.6.0
	Rel-5
	Serious Correction for Security in multi-domain calls
	approved
	F
	5.7.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI5
	R3

	RP-030669
	25.413
	605
	1
	4.10.0
	Rel-4
	Correction of RAB Release Request Inter-working
	rejected
	A
	
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI
	R3

	RP-030669
	25.413
	606
	1
	5.6.0
	Rel-5
	Correction of RAB Release Request Inter-working
	revised
	A
	
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI
	R3

	RP-030715
	25.413
	606
	2
	5.6.0
	Rel-5
	Correction of RAB Release Request Inter-working
	approved
	F
	5.7.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI5
	R3

	RP-030676
	25.413
	607
	3
	5.6.0
	Rel-5
	RANAP Review Issue 2: Correction of Position Data
	approved
	F
	5.7.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI5
	R3

	RP-030676
	25.413
	608
	-
	5.6.0
	Rel-5
	RANAP Review issue 3- LCS Accuracy
	approved
	F
	5.7.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI5
	R3

	RP-030671
	25.413
	612
	1
	4.10.0
	Rel-4
	Add IE 'Criticality Diagnostics' for LOCATION RELATED DATA RESPONSE and LOCATION RELATED DATA FAILURE messages
	approved
	F
	4.11.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI4
	R3

	RP-030671
	25.413
	613
	1
	5.6.0
	Rel-5
	Add IE 'Criticality Diagnostics' for LOCATION RELATED DATA RESPONSE and LOCATION RELATED DATA FAILURE messages
	approved
	A
	5.7.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI4
	R3

	RP-030686
	25.413
	614
	1
	5.6.0
	Rel-5
	RT Load Value Clarification
	approved
	F
	5.7.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI5
	R3

	RP-030671
	25.413
	617
	1
	4.10.0
	Rel-4
	Correction of Reference section
	approved
	F
	4.11.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI4
	R3

	RP-030671
	25.413
	618
	1
	5.6.0
	Rel-5
	Correction of Reference section
	approved
	A
	5.7.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI4
	R3

	RP-030676
	25.413
	620
	1
	5.6.0
	Rel-5
	Corrections to the data volume reporting function
	approved
	F
	5.7.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI5
	R3

	RP-030676
	25.413
	622
	2
	5.6.0
	Rel-5
	Big clarification CR based on RANAP Rel-5 review
	approved
	F
	5.7.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI5
	R3

	RP-030676
	25.413
	623
	2
	5.6.0
	Rel-5
	Correction to CRRM Iu solution
	approved
	F
	5.7.0
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI5, RANimp-ImpRRM
	R3

	RP-030669
	25.413
	631
	-
	3.14.0
	R99
	Correction of RAB Release Request Inter-working
	rejected
	F
	
	UTRAN Iu interface Radio Access Network Application Part (RANAP) signalling
	TEI
	R3

	RP-030672
	25.414
	068
	-
	4.6.0
	Rel-4
	Inclusion of AAL2 Link Characteristics in ERQ
	approved
	F
	4.7.0
	UTRAN Iu interface data transport & transport signalling
	TEI4
	R3

	RP-030672
	25.414
	069
	-
	5.4.0
	Rel-5
	Inclusion of AAL2 Link Characteristics in ERQ
	approved
	A
	5.5.0
	UTRAN Iu interface data transport & transport signalling
	TEI4
	R3

	RP-030685
	25.414
	071
	1
	5.4.0
	Rel-5
	Diffserv marking is configurable
	approved
	F
	5.5.0
	UTRAN Iu interface data transport & transport signalling
	ETRAN-IPtrans
	R3

	RP-030673
	25.419
	129
	-
	4.9.0
	Rel-4
	Correction of finite number of broadcast
	approved
	F
	4.10.0
	UTRAN Iu-BC interface: Service Area Broadcast Protocol (SABP)
	TEI4
	R3

	RP-030673
	25.419
	130
	-
	5.5.0
	Rel-5
	Correction of finite number of broadcast
	approved
	A
	5.6.0
	UTRAN Iu-BC interface: Service Area Broadcast Protocol (SABP)
	TEI4
	R3

	RP-030687
	25.423
	867
	-
	5.7.0
	Rel-5
	Correction for the HS-DSCH Initial Capacity Allocation
	approved
	F
	5.8.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-030688
	25.423
	868
	-
	5.7.0
	Rel-5
	Correction of Backward Compatibility for Uni-directional DCH indicator
	approved
	F
	5.8.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-030692
	25.423
	869
	-
	5.7.0
	Rel-5
	Reconfiguration of Multiple Radio Links in TDD
	approved
	F
	5.8.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI5
	R3

	RP-030693
	25.423
	870
	-
	5.7.0
	Rel-5
	The usage of the MAC-hs Reordering Buffer Size
	approved
	F
	5.8.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-030696
	25.423
	872
	-
	5.7.0
	Rel-5
	Modification of the dynamic range of the PCCPCH Power
	rejected
	F
	
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI5
	R3

	RP-030691
	25.423
	877
	1
	5.7.0
	Rel-5
	Range Extension for GPS Almanac Reporting
	approved
	F
	5.8.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI5
	R3

	RP-030644
	25.423
	879
	1
	5.7.0
	Rel-5
	Explicit HARQ Memory Partitioning Clarification
	revised
	F
	
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-030713
	25.423
	879
	2
	5.7.0
	Rel-5
	Explicit HARQ Memory Partitioning Clarification
	approved
	F
	5.8.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-030686
	25.423
	880
	1
	5.7.0
	Rel-5
	RT Load Value Clarification
	approved
	F
	5.8.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI5
	R3

	RP-030677
	25.423
	881
	1
	5.7.0
	Rel-5
	RNSAP TDD Review
	approved
	F
	5.8.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI5
	R3

	RP-030684
	25.423
	885
	1
	5.7.0
	Rel-5
	Removal of the ambiguity about the activation time
	approved
	F
	5.8.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI5
	R3

	RP-030726
	25.423
	887
	-
	5.7.0
	Rel-6
	Signalling Support for Beamforming Enhancement
	approved
	B
	6.0.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	RANimp-BFE
	R3

	RP-030690
	25.423
	888
	2
	5.7.0
	Rel-5
	Correction to Addition of HS-DSCH MAC-d Flows
	approved
	F
	5.8.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-030695
	25.423
	889
	2
	5.7.0
	Rel-5
	Unsynchronised RL Reconfiguration for HSDPA
	approved
	F
	5.8.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-030694
	25.423
	890
	2
	5.7.0
	Rel-5
	TNL QoS for uplink IP traffic
	approved
	F
	5.8.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	ETRAN-IPtrans
	R3

	RP-030689
	25.423
	891
	-
	5.7.0
	Rel-5
	Correction of Transmission Gap Pattern Sequence Information
	approved
	F
	5.8.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI5
	R3

	RP-030683
	25.423
	892
	-
	4.10.0
	Rel-4
	Information Exchange Initiation behavior correction
	approved
	F
	4.11.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI4
	R3

	RP-030683
	25.423
	893
	-
	5.7.0
	Rel-5
	Information Exchange Initiation behavior correction
	approved
	A
	5.8.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI4
	R3

	RP-030677
	25.423
	894
	2
	5.7.0
	Rel-5
	RNSAP Review
	approved
	F
	5.8.0
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI5
	R3

	RP-030663
	25.423
	895
	1
	5.7.0
	Rel-5
	Correction of Traffic Class IE
	rejected
	F
	
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	HSDPA-IubIur
	R3

	RP-030701
	25.423
	896
	-
	3.14.0
	R99
	Specify the DCH number for a set of coordinated DCHs in some messages
	rejected
	F
	
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI
	R3

	RP-030701
	25.423
	897
	-
	4.10.0
	Rel-4
	Specify the DCH number for a set of coordinated DCHs in some messages
	rejected
	A
	
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI
	R3

	RP-030701
	25.423
	898
	-
	5.7.0
	Rel-5
	Specify the DCH number for a set of coordinated DCHs in some messages
	rejected
	A
	
	UTRAN Iur interface Radio Network Subsystem Application Part (RNSAP) signalling
	TEI
	R3

	RP-030685
	25.424
	026
	1
	5.2.0
	Rel-5
	Diffserv marking is configurable
	approved
	F
	5.3.0
	UTRAN Iur interface data transport & transport signalling for CCH data streams
	ETRAN-IPtrans
	R3

	RP-030726
	25.425
	064
	1
	5.5.0
	Rel-6
	Signalling Support for Beamforming Enhancement 
	Approved
	B
	6.0.0
	UTRAN Iur interface user plane protocols for CCH data streams
	RANimp-BFE
	R3

	RP-030682
	25.425
	065
	1
	3.7.0
	R99
	Spare Extension in Data Frame
	approved
	F
	3.8.0
	UTRAN Iur interface user plane protocols for CCH data streams
	TEI
	R3

	RP-030682
	25.425
	066
	1
	4.3.0
	Rel-4
	Spare Extension in Data Frame
	approved
	A
	4.4.0
	UTRAN Iur interface user plane protocols for CCH data streams
	TEI
	R3

	RP-030682
	25.425
	067
	1
	5.5.0
	Rel-5
	Spare Extension in Data Frame
	approved
	A
	5.6.0
	UTRAN Iur interface user plane protocols for CCH data streams
	TEI
	R3

	RP-030678
	25.427
	090
	1
	5.2.0
	Rel-5
	Signalling support for soft handover indicator
	approved
	F
	5.3.0
	UTRAN Iur and Iub interface user plane protocols for DCH data streams
	TEI5
	R3

	RP-030682
	25.427
	091
	1
	3.10.0
	R99
	Spare Extension in Data Frame
	approved
	F
	3.11.0
	UTRAN Iur and Iub interface user plane protocols for DCH data streams
	TEI
	R3

	RP-030682
	25.427
	092
	1
	4.4.0
	Rel-4
	Spare Extension in Data Frame
	approved
	A
	4.5.0
	UTRAN Iur and Iub interface user plane protocols for DCH data streams
	TEI
	R3

	RP-030682
	25.427
	093
	1
	5.2.0
	Rel-5
	Spare Extension in Data Frame
	approved
	A
	5.3.0
	UTRAN Iur and Iub interface user plane protocols for DCH data streams
	TEI
	R3

	RP-030674
	25.433
	899
	1
	4.10.0
	Rel-4
	Correction of Wrong Number in GPS Timing Calculation
	approved
	F
	4.11.0
	UTRAN Iub interface NBAP signalling
	TEI4
	R3

	RP-030674
	25.433
	900
	1
	5.6.0
	Rel-5
	Correction of Wrong Number in GPS Timing Calculation
	approved
	A
	5.7.0
	UTRAN Iub interface NBAP signalling
	TEI4
	R3

	RP-030687
	25.433
	901
	-
	5.6.0
	Rel-5
	Correction for the HS-DSCH Initial Capacity Allocation
	approved
	F
	5.7.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-030688
	25.433
	902
	-
	5.6.0
	Rel-5
	Correction of Backward Compatibility for Uni-directional DCH indicator
	approved
	F
	5.7.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-030692
	25.433
	903
	-
	5.6.0
	Rel-5
	Reconfiguration of Multiple Radio Links in TDD
	approved
	F
	5.7.0
	UTRAN Iub interface NBAP signalling
	TEI5
	R3

	RP-030693
	25.433
	904
	-
	5.6.0
	Rel-5
	The usage of the MAC-hs Reordering Buffer Size
	approved
	F
	5.7.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-030696
	25.433
	906
	-
	5.6.0
	Rel-5
	Modification of the dynamic range of the PCCPCH Power, DwPCH Power and Max FPACH Power
	rejected
	F
	
	UTRAN Iub interface NBAP signalling
	TEI5
	R3

	RP-030679
	25.433
	907
	-
	5.6.0
	Rel-5
	Correction for the Dedicated Measurement procedure with all Node B Communication Context
	approved
	F
	5.7.0
	UTRAN Iub interface NBAP signalling
	TEI5
	R3

	RP-030674
	25.433
	912
	-
	4.10.0
	Rel-4
	Correction of the repetition name for 1.28Mcps TDD in the RADIO LINK RECONFIGURATION PREPARE TDD message
	approved
	F
	4.11.0
	UTRAN Iub interface NBAP signalling
	LCRTDD-IubIur
	R3

	RP-030674
	25.433
	913
	-
	5.6.0
	Rel-5
	Correction of the repetition name for 1.28Mcps TDD in the RADIO LINK RECONFIGURATION PREPARE TDD message
	approved
	A
	5.7.0
	UTRAN Iub interface NBAP signalling
	LCRTDD-IubIur
	R3

	RP-030674
	25.433
	914
	1
	4.10.0
	Rel-4
	Correction of Node B synchronisation procedures
	approved
	F
	4.11.0
	UTRAN Iub interface NBAP signalling
	RANimp-Nbsync
	R3

	RP-030674
	25.433
	915
	1
	5.6.0
	Rel-5
	Correction of Node B synchronisation procedures
	approved
	A
	5.7.0
	UTRAN Iub interface NBAP signalling
	RANimp-Nbsync
	R3

	RP-030674
	25.433
	916
	-
	4.10.0
	Rel-4
	Correction of the ProtocolIE-Single-Containers in ASN.1 for TDD
	approved
	F
	4.11.0
	UTRAN Iub interface NBAP signalling
	TEI4
	R3

	RP-030674
	25.433
	917
	-
	5.6.0
	Rel-5
	Correction of the ProtocolIE-Single-Containers in ASN.1 for TDD
	approved
	A
	5.7.0
	UTRAN Iub interface NBAP signalling
	TEI4
	R3

	RP-030674
	25.433
	918
	-
	4.10.0
	Rel-4
	ASN.1 corrections for 1.28Mcps TDD
	approved
	F
	4.11.0
	UTRAN Iub interface NBAP signalling
	LCRTDD-IubIur
	R3

	RP-030674
	25.433
	919
	-
	5.6.0
	Rel-5
	ASN.1 corrections for 1.28Mcps TDD
	approved
	A
	5.7.0
	UTRAN Iub interface NBAP signalling
	LCRTDD-IubIur
	R3

	RP-030679
	25.433
	920
	1
	5.6.0
	Rel-5
	TDD-Review Corrections for NBAP Rel-5
	approved
	F
	5.7.0
	UTRAN Iub interface NBAP signalling
	TEI5
	R3

	RP-030691
	25.433
	921
	1
	5.6.0
	Rel-5
	Range Extension for GPS Almanac Reporting
	approved
	F
	5.7.0
	UTRAN Iub interface NBAP signalling
	TEI5
	R3

	RP-030644
	25.433
	925
	1
	5.6.0
	Rel-5
	Explicit HARQ Memory Partitioning Clarification
	revised
	F
	
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-030713
	25.433
	925
	2
	5.6.0
	Rel-5
	Explicit HARQ Memory Partitioning Clarification
	approved
	F
	5.7.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-030674
	25.433
	926
	-
	4.10.0
	Rel-4
	Clarification of Timing advance applied for 1.28Mcps TDD
	approved
	F
	4.11.0
	UTRAN Iub interface NBAP signalling
	TEI4
	R3

	RP-030674
	25.433
	927
	-
	5.6.0
	Rel-5
	Clarification of Timing advance applied for 1.28Mcps TDD
	approved
	A
	5.7.0
	UTRAN Iub interface NBAP signalling
	TEI4
	R3

	RP-030684
	25.433
	931
	1
	5.6.0
	Rel-5
	Removal of the ambiguity about the activation time
	approved
	F
	5.7.0
	UTRAN Iub interface NBAP signalling
	TEI5
	R3

	RP-030679
	25.433
	933
	-
	5.6.0
	Rel-5
	Ambiguity of the activation time of the Physical Shared CH Reconfiguration
	approved
	F
	5.7.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-030726
	25.433
	935
	2
	5.6.0
	Rel-6
	Signalling Support for Beamforming Enhancement
	approved
	B
	6.0.0
	UTRAN Iub interface NBAP signalling
	RANimp-BFE
	R3

	RP-030690
	25.433
	937
	1
	5.6.0
	Rel-5
	Correction to Addition of HS-DSCH MAC-d Flows
	approved
	F
	5.7.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-030679
	25.433
	938
	1
	5.6.0
	Rel-5
	Resource Status Indication and Audit for HSDPA
	approved
	F
	5.7.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-030695
	25.433
	939
	1
	5.6.0
	Rel-5
	Unsynchronised RL Reconfiguration for HSDPA
	approved
	F
	5.7.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-030694
	25.433
	940
	2
	5.6.0
	Rel-5
	TNL QoS for uplink IP traffic
	approved
	F
	5.7.0
	UTRAN Iub interface NBAP signalling
	ETRAN-IPtrans
	R3

	RP-030689
	25.433
	941
	-
	5.6.0
	Rel-5
	Correction of Transmission Gap Pattern Sequence Information
	approved
	F
	5.7.0
	UTRAN Iub interface NBAP signalling
	TEI5
	R3

	RP-030670
	25.433
	942
	-
	3.14.0
	R99
	DCH Information Response Issue
	rejected
	F
	
	UTRAN Iub interface NBAP signalling
	TEI
	R3

	RP-030670
	25.433
	943
	-
	4.10.0
	Rel-4
	DCH Information Response Issue
	rejected
	A
	
	UTRAN Iub interface NBAP signalling
	TEI
	R3

	RP-030670
	25.433
	944
	-
	5.6.0
	Rel-5
	DCH Information Response Issue
	rejected
	A
	
	UTRAN Iub interface NBAP signalling
	TEI
	R3

	RP-030679
	25.433
	945
	2
	5.6.0
	Rel-5
	NBAP Review
	approved
	F
	5.7.0
	UTRAN Iub interface NBAP signalling
	TEI5
	R3

	RP-030679
	25.433
	946
	1
	5.6.0
	Rel-5
	Correction to Physical Shared Channel Reconfiguration for HSDPA
	approved
	F
	5.7.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-030679
	25.433
	947
	1
	5.6.0
	Rel-5
	Correction to Common Measurements for HSDPA
	approved
	F
	5.7.0
	UTRAN Iub interface NBAP signalling
	HSDPA-IubIur
	R3

	RP-030683
	25.433
	948
	-
	4.10.0
	Rel-4
	Information Exchange Initiation behavior correction
	approved
	F
	4.11.0
	UTRAN Iub interface NBAP signalling
	TEI4
	R3

	RP-030683
	25.433
	949
	-
	5.6.0
	Rel-5
	Information Exchange Initiation behavior correction
	approved
	A
	5.7.0
	UTRAN Iub interface NBAP signalling
	TEI4
	R3

	RP-030674
	25.433
	950
	-
	4.10.0
	Rel-4
	Extension of Requested Data Value IE
	approved
	F
	4.11.0
	UTRAN Iub interface NBAP signalling
	TEI4
	R3

	RP-030674
	25.433
	951
	-
	5.6.0
	Rel-5
	Extension of Requested Data Value IE
	approved
	A
	5.7.0
	UTRAN Iub interface NBAP signalling
	TEI4
	R3

	RP-030685
	25.434
	028
	1
	5.2.0
	Rel-5
	Diffserv marking is configurable
	approved
	F
	5.3.0
	UTRAN Iub interface data transport & transport signalling for CCH data streams
	ETRAN-IPtrans
	R3

	RP-030680
	25.435
	105
	1
	5.5.0
	Rel-5
	Power control correction for DSCH for TDD
	approved
	F
	5.6.0
	UTRAN Iub interface user plane protocols for CCH data streams
	TEI5
	R3

	RP-030726
	25.435
	106
	1
	5.5.0
	Rel-6
	Signalling Support for Beamforming Enhancement
	approved
	B
	6.0.0
	UTRAN Iub interface user plane protocols for CCH data streams
	RANimp-BFE
	R3

	RP-030682
	25.435
	107
	1
	3.10.0
	R99
	Spare Extension in Data Frame
	approved
	F
	3.11.0
	UTRAN Iub interface user plane protocols for CCH data streams
	TEI
	R3

	RP-030682
	25.435
	108
	1
	4.5.0
	Rel-4
	Spare Extension in Data Frame
	approved
	A
	4.6.0
	UTRAN Iub interface user plane protocols for CCH data streams
	TEI
	R3

	RP-030682
	25.435
	109
	1
	5.5.0
	Rel-5
	Spare Extension in Data Frame
	approved
	A
	5.6.0
	UTRAN Iub interface user plane protocols for CCH data streams
	TEI
	R3

	RP-030697
	25.453
	061
	-
	6.2.0
	Rel-6
	Improvement of position calculation through set enlargement
	approved
	C
	6.3.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	LCS-Rel4Pos
	R3

	RP-030683
	25.453
	063
	-
	5.7.0
	Rel-5
	Information Exchange Initiation behavior correction
	approved
	F
	5.8.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	TEI5
	R3

	RP-030683
	25.453
	064
	-
	6.2.0
	Rel-6
	Information Exchange Initiation behavior correction
	approved
	A
	6.3.0
	UTRAN Iupc interface Positioning Calculation Application Part (PCAP) signalling
	TEI5
	R3

	RP-030626
	25.921
	048
	-
	5.2.0
	Rel-5
	Incorporation of PCAP
	approved
	F
	5.3.0
	Guidelines and principles for protocol description and error handling
	TEI5
	R2

	RP-030627
	25.922
	027
	-
	5.1.0
	Rel-5
	Radio Resource handling of streaming traffic class PDP contexts
	approved
	F
	5.2.0
	Radio Resource Management Strategies
	TEI5
	R2

	RP-030681
	25.933
	005
	-
	5.3.0
	Rel-5
	Correction of PE-node as an ATM Switch Solution
	approved
	F
	5.4.0
	IP transport in UTRAN
	ETRAN-IPtrans
	R3

	RP-030609
	25.993
	014
	-
	6.3.0
	Rel-6
	BTFD with flexible TrCH position
	approved
	F
	6.4.0
	Typical examples of Radio Access Bearers (RABs) and Radio Bearers (RBs) supported by Universal Terrestrial Radio Access (UTRA)
	TEI
	R2

	RP-030609
	25.993
	015
	-
	6.3.0
	Rel-6
	Addition of Conversational – Interactive/Background RAB combination
	approved
	F
	6.4.0
	Typical examples of Radio Access Bearers (RABs) and Radio Bearers (RBs) supported by Universal Terrestrial Radio Access (UTRA)
	TEI
	R2

	RP-030619
	25.993
	016
	-
	3.0.0
	R99
	Keeping the “Release independent” concept: references&abbreviations removal in the “pointer versions”
	approved
	F
	3.1.0
	Typical examples of Radio Access Bearers (RABs) and Radio Bearers (RBs) supported by Universal Terrestrial Radio Access (UTRA)
	TEI
	R2

	RP-030619
	25.993
	017
	-
	4.0.0
	Rel-4
	Keeping the “Release independent” concept: references&abbreviations removal in the “pointer versions”
	approved
	A
	4.1.0
	Typical examples of Radio Access Bearers (RABs) and Radio Bearers (RBs) supported by Universal Terrestrial Radio Access (UTRA)
	TEI
	R2

	RP-030619
	25.993
	018
	-
	5.0.0
	Rel-5
	Keeping the “Release independent” concept: references&abbreviations removal in the “pointer versions”
	approved
	A
	5.1.0
	Typical examples of Radio Access Bearers (RABs) and Radio Bearers (RBs) supported by Universal Terrestrial Radio Access (UTRA)
	TEI
	R2

	SP-030681
	26.104
	029
	1
	5.2.0
	Rel-5
	Correction on the implementation of the interface of decoder.c
	approved
	F
	5.3.0
	ANSI-C code for the floating-point Adaptive Multi-Rate (AMR) speech codec
	AMR
	S4

	SP-030682
	26.104
	030
	1
	5.2.0
	Rel-6
	Correction on the default behaviour of the unix makefile
	approved
	D
	6.0.0
	ANSI-C code for the floating-point Adaptive Multi-Rate (AMR) speech codec
	AMR
	S4

	NP-030562
	27.001
	104
	1
	3.13.0
	R99
	Incomplete  tree diagrams
	approved
	F
	3.14.0
	General on Terminal Adaptation Functions (TAF) for Mobile Stations (MS)
	CS Data
	N3

	NP-030563
	27.060
	088
	-
	5.5.0
	Rel-5
	Updated reference for DHCPv6
	approved
	F
	5.6.0
	Packet domain;  Mobile Station (MS) supporting Packet Switched services
	GPRS
	N3

	NP-030516
	29.002
	648
	2
	6.3.0
	Rel-6
	Message Segmentation Mechanisms
	approved
	D
	6.4.0
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-030509
	29.002
	675
	2
	5.7.0
	Rel-5
	MNP correction for prepaid charging
	approved
	F
	5.8.0
	Mobile Application Part (MAP) specification
	MNP
	N4

	NP-030509
	29.002
	676
	2
	6.3.0
	Rel-6
	MNP correction for prepaid charging
	approved
	A
	6.4.0
	Mobile Application Part (MAP) specification
	MNP
	N4

	NP-030516
	29.002
	677
	-
	6.3.0
	Rel-6
	Enhancements for the Partial Implementation for "Change of position procedure armed with criteria"
	approved
	B
	6.4.0
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-030514
	29.002
	679
	-
	6.3.0
	Rel-6
	Modification of description for conditions on inclusion of Positioning Data
	approved
	F
	6.4.0
	Mobile Application Part (MAP) specification
	LCS2
	N4

	NP-030514
	29.002
	680
	2
	6.3.0
	Rel-6
	Addition of CGI to LCS procedures
	approved
	F
	6.4.0
	Mobile Application Part (MAP) specification
	LCS2
	N4

	NP-030503
	29.002
	685
	-
	5.7.0
	Rel-5
	More spare bits for CAMEL4 enhancements
	approved
	F
	5.8.0
	Mobile Application Part (MAP) specification
	CAMEL4
	N4

	NP-030503
	29.002
	686
	-
	6.3.0
	Rel-6
	More spare bits for CAMEL4 enhancements
	approved
	A
	6.4.0
	Mobile Application Part (MAP) specification
	CAMEL4
	N4

	NP-030515
	29.002
	687
	-
	6.3.0
	Rel-6
	Collective CR for Rel-6 Enhanced Dialled Services
	approved
	B
	6.4.0
	Mobile Application Part (MAP) specification
	EDCamel
	N4

	NP-030508
	29.002
	688
	2
	5.7.0
	Rel-5
	HSDPA impacts to MAP
	approved
	F
	5.8.0
	Mobile Application Part (MAP) specification
	HSDPA
	N4

	NP-030508
	29.002
	689
	2
	6.3.0
	Rel-6
	HSDPA impacts to MAP
	approved
	A
	6.4.0
	Mobile Application Part (MAP) specification
	HSDPA
	N4

	NP-030503
	29.002
	691
	-
	5.7.0
	Rel-5
	Clarification on D-CSI segmentation
	approved
	F
	5.8.0
	Mobile Application Part (MAP) specification
	CAMEL4
	N4

	NP-030503
	29.002
	692
	-
	6.3.0
	Rel-6
	Clarification on D-CSI segmentation
	approved
	A
	6.4.0
	Mobile Application Part (MAP) specification
	CAMEL4
	N4

	NP-030507
	29.002
	694
	1
	5.7.0
	Rel-5
	Remove reduntant option for retrieval of routeing information in figure 21.2.3
	approved
	F
	5.8.0
	Mobile Application Part (MAP) specification
	TEI5
	N4

	NP-030507
	29.002
	695
	1
	6.3.0
	Rel-6
	Remove reduntant option for retrieval of routeing information in figure 21.2.3
	approved
	A
	6.4.0
	Mobile Application Part (MAP) specification
	TEI5
	N4

	NP-030514
	29.002
	696
	2
	6.3.0
	Rel-6
	Include v-gmlc parameter in RESTORE DATA MAP message
	approved
	F
	6.4.0
	Mobile Application Part (MAP) specification
	LCS2
	N4

	NP-030514
	29.002
	702
	2
	6.3.0
	Rel-6
	Deferred MT-LR Area Event
	approved
	B
	6.4.0
	Mobile Application Part (MAP) specification
	LCS2
	N4

	NP-030516
	29.002
	703
	-
	6.3.0
	Rel-6
	Addition of requestingPLMN-ID to Send Authentication Info Request
	approved
	B
	6.4.0
	Mobile Application Part (MAP) specification
	TEI6
	N4

	NP-030533
	29.002
	704
	-
	6.3.0
	Rel-6
	EXPORT data types to CAP (Change of position armed with criteria)
	approved
	B
	6.4.0
	Mobile Application Part (MAP) specification
	TEI_6
	N4

	NP-030455
	29.007
	089
	4
	5.7.0
	Rel-5
	Backward signalling of service information between VMSC and GMSC for MTC
	approved
	F
	5.8.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	Circuit switched Bearer Services
	N3

	NP-030539
	29.007
	094
	-
	4.9.0
	Rel-4
	Backward signalling of service information between VMSC and GMSC for MTC
	approved
	A
	4.10.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	Circuit switched Bearer Services
	N3

	NP-030538
	29.007
	095
	-
	3.13.0
	R99
	Backward signalling of service information between VMSC and GMSC for MTC
	approved
	A
	3.14.0
	General requirements on interworking between the Public Land Mobile Network (PLMN) and the Integrated Services Digital Network (ISDN) or Public Switched Telephone Network (PSTN)
	Circuit switched Bearer Services
	N3

	NP-030498
	29.010
	093
	-
	4.6.0
	Rel-4
	Wrong message appears in message flow
	approved
	F
	4.7.0
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	LCS1
	N4

	NP-030498
	29.010
	094
	-
	5.4.0
	Rel-5
	Wrong message appears in message flow
	approved
	A
	5.5.0
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	LCS1
	N4

	NP-030498
	29.010
	095
	-
	6.0.0
	Rel-6
	Wrong message appears in message flow
	approved
	A
	6.1.0
	Information Element Mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MCS) Signalling Procedures and the Mobile Application Part (MAP)
	LCS1
	N4

	NP-030497
	29.060
	435
	1
	3.17.0
	R99
	Correction to imprecise reference
	approved
	F
	3.18.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI
	N4

	NP-030519
	29.060
	456
	-
	5.7.0
	Rel-5
	Removal of RAB Context IE in Forward Relocation Request
	approved
	F
	5.8.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	GTP Enhancements
	N4

	NP-030519
	29.060
	457
	-
	6.2.0
	Rel-6
	Removal of RAB Context IE in Forward Relocation Request
	approved
	A
	6.3.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	GTP Enhancements
	N4

	NP-030497
	29.060
	458
	-
	3.17.0
	R99
	Correction of Sequence Number Up handling
	approved
	F
	3.18.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	GPRS
	N4

	NP-030497
	29.060
	459
	-
	4.9.0
	Rel-4
	Correction of Sequence Number Up handling
	approved
	A
	4.10.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	GPRS
	N4

	NP-030497
	29.060
	460
	-
	5.7.0
	Rel-5
	Correction of Sequence Number Up handling
	approved
	A
	5.8.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	GPRS
	N4

	NP-030497
	29.060
	461
	-
	6.2.0
	Rel-6
	Correction of Sequence Number Up handling
	approved
	A
	6.3.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	GPRS
	N4

	NP-030508
	29.060
	462
	2
	5.7.0
	Rel-5
	HSDPA impacts to GTP
	approved
	F
	5.8.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	HSDPA
	N4

	NP-030508
	29.060
	463
	2
	6.2.0
	Rel-6
	HSDPA impacts to GTP
	approved
	A
	6.3.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	HSDPA
	N4

	NP-030517
	29.060
	466
	-
	6.2.0
	Rel-6
	Correction of a mis implementation of CR 29.060 410
	approved
	F
	6.3.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI6
	N4

	NP-030512
	29.060
	469
	2
	6.2.0
	Rel-6
	Introducing MBMS
	approved
	B
	6.3.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	MBMS
	N4

	NP-030497
	29.060
	475
	-
	4.9.0
	Rel-4
	Correction of incorrect reference to a withdrawn specification
	approved
	F
	4.10.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI
	N4

	NP-030497
	29.060
	476
	-
	5.7.0
	Rel-5
	Correction of incorrect reference to a withdrawn specification
	approved
	A
	5.8.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI
	N4

	NP-030497
	29.060
	477
	-
	6.2.0
	Rel-6
	Correction of incorrect reference to a withdrawn specification
	approved
	A
	6.3.0
	General Packet Radio Service (GPRS); GPRS Tunnelling Protocol (GTP) across the Gn and Gp interface
	TEI
	N4

	NP-030567
	29.061
	094
	2
	5.7.0
	Rel-5
	Disconnect Request for Multiple PDP Sessions belonging to a single User
	approved
	F
	5.8.0
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	TEI
	N3

	NP-030567
	29.061
	095
	1
	5.7.0
	Rel-5
	Unique IPv6 address for a PDP context
	approved
	F
	5.8.0
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	TEI
	N3

	NP-030563
	29.061
	096
	1
	3.13.0
	R99
	Updated reference for DHCPv6
	approved
	F
	3.14.0
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	GPRS
	N3

	NP-030563
	29.061
	097
	1
	4.8.0
	Rel-4
	Updated reference for DHCPv6
	approved
	A
	4.9.0
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	GPRS
	N3

	NP-030563
	29.061
	098
	1
	5.7.0
	Rel-5
	Updated reference for DHCPv6
	approved
	A
	5.8.0
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	GPRS
	N3

	NP-030568
	29.061
	099
	1
	5.7.0
	Rel-5
	HSDPA impacts to Radius
	approved
	F
	5.8.0
	Interworking between the Public Land Mobile Network (PLMN) supporting packet based services and Packet Data Networks (PDN)
	HSDPA
	N3

	NP-030527
	29.078
	332
	1
	5.5.0
	Rel-6
	Collective CR for TS 29.078
	approved
	B
	6.0.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	EDCAMEL
	N2

	NP-030523
	29.078
	333
	-
	5.5.0
	Rel-5
	Correction to flexible warning tone burst interval duration
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-030522
	29.078
	335
	-
	5.5.0
	Rel-5
	Correction to TCAP rules for gsmSCF initiated calls
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-030523
	29.078
	336
	1
	5.5.0
	Rel-5
	Reporting Basic Service at DP Answer for SCUDIF calls
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-030522
	29.078
	337
	1
	5.5.0
	Rel-5
	Correction to description of "valid CSI" in SCP initiated call
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-030523
	29.078
	338
	2
	5.5.0
	Rel-5
	More call related CAPv4 extensions for future releases
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-030530
	29.078
	340
	3
	5.5.0
	Rel-5
	Extension of QoS for HSDPA in GPRS CAMEL
	rejected
	F
	
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-030523
	29.078
	342
	1
	5.5.0
	Rel-5
	Handling of DisconnectFromIPForbidden handling in Assisting SSF case
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-030528
	29.078
	343
	1
	5.5.0
	Rel-6
	Change of position armed with criteria
	approved
	B
	6.0.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	TEI_6
	N2

	NP-030532
	29.078
	344
	-
	5.5.0
	Rel-5
	Extension of QoS for HSDPA in GPRS CAMEL
	approved
	F
	5.6.0
	customized Applications for Mobile network Enhanced Logic (CAMEL); CAMEL Application Part (CAP) specification
	CAMEL4
	N2

	NP-030569
	29.163
	001
	1
	6.0.0
	Rel-6
	Use of response code 500 instead of 503
	approved
	F
	6.1.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-030569
	29.163
	002
	1
	6.0.0
	Rel-6
	Autonomous Release at I-MGCF on T7 expiry
	approved
	F
	6.1.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-030569
	29.163
	003
	1
	6.0.0
	Rel-6
	Clarification of 487 mapping to 127
	approved
	F
	6.1.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-030569
	29.163
	004
	2
	6.0.0
	Rel-6
	Table 12 modifications
	approved
	F
	6.1.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-030569
	29.163
	008
	-
	6.0.0
	Rel-6
	Correction of clause titles
	approved
	F
	6.1.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-030570
	29.163
	009
	1
	6.0.0
	Rel-6
	Failure handling in MGCF
	approved
	F
	6.1.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-Mn
	N3

	NP-030569
	29.163
	010
	1
	6.0.0
	Rel-6
	Interworking of user plane
	approved
	F
	6.1.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-030569
	29.163
	011
	2
	6.0.0
	Rel-6
	Alignment between subclause 7.2.3 and 7.3.3 in TS 29.163
	approved
	F
	6.1.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-030570
	29.163
	012
	5
	6.0.0
	Rel-6
	Corrections to clause 9 of TS 29.163
	approved
	F
	6.1.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-Mn
	N3

	NP-030569
	29.163
	013
	1
	6.0.0
	Rel-6
	Criterion to start Timer Tiw2
	approved
	F
	6.1.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-030570
	29.163
	014
	2
	6.0.0
	Rel-6
	IM-MGW initiated release
	approved
	F
	6.1.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-Mn
	N3

	NP-030569
	29.163
	015
	1
	6.0.0
	Rel-6
	Alignment of TS 29.163 with the ITU-T recommendation Q.1912.5
	approved
	F
	6.1.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-030570
	29.163
	016
	1
	6.0.0
	Rel-6
	Corrections to table 29 and 30 of TS 29.163
	approved
	F
	6.1.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-Mn
	N3

	NP-030569
	29.163
	018
	1
	6.0.0
	Rel-6
	Mapping of unknown cause code values
	approved
	F
	6.1.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-030569
	29.163
	021
	2
	6.0.0
	Rel-6
	Addition of References
	approved
	F
	6.1.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-030569
	29.163
	022
	3
	6.0.0
	Rel-6
	Handling of closed used group supplementary service
	approved
	F
	6.1.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-030570
	29.163
	023
	2
	6.0.0
	Rel-6
	Corrections on Section 9.2.8 Handling of RTP telephony events
	approved
	F
	6.1.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-Mn
	N3

	NP-030570
	29.163
	024
	-
	6.0.0
	Rel-6
	Wrong Mn Procedure in Figure 36
	approved
	D
	6.1.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-Mn
	N3

	NP-030569
	29.163
	025
	1
	6.0.0
	Rel-6
	Interworking of Hold/Resume from the CS Network
	approved
	B
	6.1.0
	Interworking between the IP Multimedia (IM) Core Network (CN) subsystem and Circuit Switched (CS) networks
	IMS-CCR-IWCS
	N3

	NP-030547
	29.198-01
	025
	-
	5.3.0
	Rel-5
	Add Java Realization rules to solve MPCC name conflicts
	approved
	F
	5.4.0
	Open Service Access (OSA) Application Programming Interface (API); Part 1: Overview
	OSA2
	N5

	NP-030547
	29.198-01
	026
	-
	5.3.0
	Rel-5
	Correction to Java Realisation Rulebook
	approved
	F
	5.4.0
	Open Service Access (OSA) Application Programming Interface (API); Part 1: Overview
	OSA2
	N5

	NP-030553
	29.198-01
	027
	-
	5.3.0
	Rel-6
	Add OSA API support for 3GPP2 networks
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 1: Overview
	OSA3
	N5

	NP-030543
	29.198-02
	037
	-
	4.6.0
	Rel-4
	Description correction of TpOctetSet
	revised
	F
	
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	OSA1
	N5

	NP-030580
	29.198-02
	037
	1
	4.6.0
	Rel-4
	Description correction of TpOctetSet
	approved
	F
	4.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	OSA1
	N5

	NP-030543
	29.198-02
	038
	-
	5.4.0
	Rel-5
	Description correction of TpOctetSet
	revised
	A
	
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	OSA1
	N5

	NP-030580
	29.198-02
	038
	1
	5.4.0
	Rel-5
	Description correction of TpOctetSet
	approved
	A
	5.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	OSA1
	N5

	NP-030543
	29.198-02
	039
	-
	4.6.0
	Rel-4
	Clarify use of base interface Reference within an inheritance relationship
	approved
	F
	4.7.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	OSA1
	N5

	NP-030543
	29.198-02
	040
	-
	5.4.0
	Rel-5
	Clarify use of base interface Reference within an inheritance relationship
	approved
	A
	5.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	OSA1
	N5

	NP-030553
	29.198-02
	041
	-
	5.4.0
	Rel-6
	Add OSA API support for 3GPP2 networks
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	OSA3
	N5

	NP-030548
	29.198-02
	042
	-
	5.4.0
	Rel-5
	Correction of datatypes supported by TpAttribute
	approved
	F
	5.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 2: Common data
	OSA2
	N5

	NP-030549
	29.198-03
	086
	-
	5.4.0
	Rel-5
	Correction of the sequence diagram for Fault Management
	approved
	F
	5.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA2
	N5

	NP-030549
	29.198-03
	087
	-
	5.4.0
	Rel-5
	Correction of State Transition Diagram for IpAccess
	approved
	F
	5.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA2
	N5

	NP-030549
	29.198-03
	088
	-
	5.4.0
	Rel-5
	Correction of Correlation Behaviour in Load Management
	approved
	F
	5.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA2
	N5

	NP-030549
	29.198-03
	089
	-
	5.4.0
	Rel-5
	Correction of Correlation Behaviour in Fault Management
	approved
	F
	5.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA2
	N5

	NP-030549
	29.198-03
	090
	-
	5.4.0
	Rel-5
	Correction and Clarification of Framework Access Session Behaviour
	approved
	F
	5.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA2
	N5

	NP-030553
	29.198-03
	091
	-
	5.4.0
	Rel-6
	Add OSA API support for 3GPP2 networks
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA3
	N5

	NP-030554
	29.198-03
	092
	-
	5.4.0
	Rel-6
	Add description for service super and sub types
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA3
	N5

	NP-030554
	29.198-03
	093
	-
	5.4.0
	Rel-6
	Add support for registration of additional service property types and modes
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA3
	N5

	NP-030554
	29.198-03
	094
	-
	5.4.0
	Rel-6
	Improve User Interaction message management functions
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA3
	N5

	NP-030554
	29.198-03
	095
	-
	5.4.0
	Rel-6
	Add new values for TpServiceTypeName for Policy Management
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA3
	N5

	NP-030554
	29.198-03
	096
	-
	5.4.0
	Rel-6
	Allow for applications to re-obtain the reference to the service manager
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA3
	N5

	NP-030554
	29.198-03
	097
	-
	5.4.0
	Rel-6
	Add support in OSA to inform applications about new SCSs and their level of Backward compatibility – Align with SA1's 22.127
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA3
	N5

	NP-030554
	29.198-03
	098
	-
	5.4.0
	Rel-6
	Add “Extended User Status” as service type name - Align with 29.198-06
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA3
	N5

	NP-030554
	29.198-03
	099
	-
	5.4.0
	Rel-6
	Add P_USER_BINDING to TpServiceTypeName
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA3
	N5

	NP-030554
	29.198-03
	100
	-
	5.4.0
	Rel-6
	Modify Framework Availability Indication in Fault Management
	approved
	C
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 3: Framework
	OSA3
	N5

	NP-030544
	29.198-04
	066
	-
	4.7.0
	Rel-4
	Correction of description in superviseRes and superviseCallRes
	approved
	F
	4.8.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control
	OSA1
	N5

	NP-030553
	29.198-04-1
	008
	-
	6.0.0
	Rel-6
	Add OSA API support for 3GPP2 networks
	approved
	B
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 1: Common call control data definitions
	OSA3
	N5

	NP-030544
	29.198-04-2
	009
	-
	5.4.0
	Rel-5
	Correction of description in superviseCallRes
	approved
	A
	5.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 2: Generic call control data Service Capability Feature (SCF)
	OSA1
	N5

	NP-030553
	29.198-04-2
	010
	-
	5.4.0
	Rel-6
	Add OSA API support for 3GPP2 networks
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 2: Generic call control data Service Capability Feature (SCF)
	OSA3
	N5

	NP-030544
	29.198-04-3
	015
	-
	5.4.0
	Rel-5
	Correction of description in superviseRes
	approved
	A
	5.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 3: Multi-party call control data Service Capability Feature (SCF)
	OSA1
	N5

	NP-030550
	29.198-04-3
	016
	-
	5.4.0
	Rel-5
	Correction of description of TpNotificationRequestedSetEntry
	approved
	F
	5.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 3: Multi-party call control data Service Capability Feature (SCF)
	OSA2
	N5

	NP-030550
	29.198-04-3
	017
	-
	6.0.0
	Rel-6
	Correction of description of TpNotificationRequestedSetEntry
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 3: Multi-party call control data Service Capability Feature (SCF)
	OSA2
	N5

	NP-030553
	29.198-04-3
	019
	-
	6.0.0
	Rel-6
	Add OSA API support for 3GPP2 networks
	approved
	B
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 3: Multi-party call control data Service Capability Feature (SCF)
	OSA3
	N5

	NP-030544
	29.198-04-4
	010
	-
	5.4.0
	Rel-5
	Correction of description in superviseVolumeRes
	approved
	A
	5.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 4: Multimedia call control Service Capability Feature (SCF)
	OSA1
	N5

	NP-030551
	29.198-04-4
	011
	-
	5.4.0
	Rel-5
	Correction of method references in MMCC
	approved
	F
	5.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 4: Multimedia call control Service Capability Feature (SCF)
	OSA2
	N5

	NP-030551
	29.198-04-4
	012
	-
	5.4.0
	Rel-5
	Include full set of 3GPP codecs in TpAudioCapabiltiesType and TpVideoCapabilitiesType
	approved
	F
	5.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 4: Multimedia call control Service Capability Feature (SCF)
	OSA2
	N5

	NP-030551
	29.198-04-4
	013
	-
	6.0.0
	Rel-6
	Include full set of 3GPP codecs in TpAudioCapabiltiesType andTpVideoCapabilitiesType
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 4: Multimedia call control Service Capability Feature (SCF)
	OSA2
	N5

	NP-030553
	29.198-04-4
	014
	-
	6.0.0
	Rel-6
	Add OSA API support for 3GPP2 networks
	approved
	B
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 4: Call control; Subpart 4: Multimedia call control Service Capability Feature (SCF)
	OSA3
	N5

	NP-030545
	29.198-05
	040
	-
	4.7.0
	Rel-4
	Correction to UI service responseRequested logic
	approved
	F
	4.8.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	OSA1
	N5

	NP-030545
	29.198-05
	041
	-
	5.4.0
	Rel-5
	Correction to UI service responseRequested logic
	approved
	A
	5.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	OSA1
	N5

	NP-030553
	29.198-05
	042
	-
	5.4.0
	Rel-6
	Add OSA API support for 3GPP2 networks
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	OSA3
	N5

	NP-030554
	29.198-05
	043
	-
	5.4.0
	Rel-6
	Improve User Interaction message management functions
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	OSA3
	N5

	NP-030555
	29.198-05
	044
	-
	5.4.0
	Rel-6
	Add speech recognition/synthesis capability to the Generic User Interaction
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 5: Generic user interaction
	OSA3
	N5

	NP-030553
	29.198-06
	024
	-
	6.0.0
	Rel-6
	Add OSA API support for 3GPP2 networks
	approved
	B
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 6: Mobility
	OSA3
	N5

	NP-030553
	29.198-07
	015
	-
	5.4.0
	Rel-6
	Add OSA API support for 3GPP2 networks
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 7: Terminal capabilities
	OSA3
	N5

	NP-030553
	29.198-08
	027
	-
	5.4.0
	Rel-6
	Add OSA API support for 3GPP2 networks
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 8: Data session control
	OSA3
	N5

	NP-030556
	29.198-11
	021
	-
	5.3.0
	Rel-6
	Add methods for balanceUpdate(), voucherUpdate() and getCreditExpiryDate() to OSA Account Management
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 11: Account management
	OSA3
	N5

	NP-030553
	29.198-11
	022
	-
	5.3.0
	Rel-6
	Add OSA API support for 3GPP2 networks
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 11: Account management
	OSA3
	N5

	NP-030546
	29.198-12
	023
	-
	4.4.0
	Rel-4
	Correcting charging State Transition when reservation closed
	approved
	F
	4.5.0
	Open Service Access (OSA) Application Programming Interface (API); Part 12: Charging
	OSA1
	N5

	NP-030546
	29.198-12
	024
	-
	5.3.0
	Rel-5
	Correcting charging State Transition when reservation closed
	approved
	A
	5.4.0
	Open Service Access (OSA) Application Programming Interface (API); Part 12: Charging
	OSA1
	N5

	NP-030553
	29.198-12
	025
	-
	5.3.0
	Rel-6
	Add OSA API support for 3GPP2 networks
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 12: Charging
	OSA3
	N5

	NP-030553
	29.198-13
	005
	-
	6.0.0
	Rel-6
	Add OSA API support for 3GPP2 networks
	approved
	B
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 13: Policy management SCF
	OSA3
	N5

	NP-030548
	29.198-13
	006
	-
	5.2.0
	Rel-5
	Correction of standard datatypes supported by TpPolicy - Align with 29.198-02
	approved
	F
	5.3.0
	Open Service Access (OSA) Application Programming Interface (API); Part 13: Policy management SCF
	OSA2
	N5

	NP-030548
	29.198-13
	007
	-
	6.0.0
	Rel-6
	Correction of standard datatypes supported by TpPolicy - Align with 29.198-02
	approved
	A
	6.1.0
	Open Service Access (OSA) Application Programming Interface (API); Part 13: Policy management SCF
	OSA2
	N5

	NP-030553
	29.198-14
	014
	-
	5.3.0
	Rel-6
	Add OSA API support for 3GPP2 networks
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 14: Presence and Availability Management (PAM)
	OSA3
	N5

	NP-030557
	29.198-14
	015
	-
	5.3.0
	Rel-6
	Include Provisioning SCF in Presence Service - Align with SA1's 22.141
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 14: Presence and Availability Management (PAM)
	OSA3
	N5

	NP-030557
	29.198-14
	016
	-
	5.3.0
	Rel-6
	Add methods to activate/deactivate PAM services for users - Align with SA1's 22.141
	approved
	B
	6.0.0
	Open Service Access (OSA) Application Programming Interface (API); Part 14: Presence and Availability Management (PAM)
	OSA3
	N5

	NP-030548
	29.198-14
	017
	-
	5.3.0
	Rel-5
	Correction of description of TpAttributeType to adequately support possible types - Align with 29.198-02
	approved
	F
	5.4.0
	Open Service Access (OSA) Application Programming Interface (API); Part 14: Presence and Availability Management (PAM)
	OSA2
	N5

	NP-030548
	29.198-14
	018
	-
	5.3.0
	Rel-5
	Correction of definitin of TpPAMAttribute and addition of Service Properties to publish supported attribute types - Align with 29.198-02
	approved
	F
	5.4.0
	Open Service Access (OSA) Application Programming Interface (API); Part 14: Presence and Availability Management (PAM)
	OSA2
	N5

	NP-030565
	29.207
	111
	1
	5.5.1
	Rel-5
	Source addresses in packet classifiers
	approved
	F
	5.6.0
	Policy control over Go interface
	E2EQoS
	N3

	NP-030568
	29.208
	048
	-
	5.5.1
	Rel-5
	HSDPA impacts to Go interface
	approved
	F
	5.6.0
	End to end Quality of Service (QoS) signalling flows
	HSDPA
	N3

	NP-030565
	29.208
	050
	2
	5.5.1
	Rel-5
	Approval of the QoS Commit as a part of the authorization decision for early media
	approved
	F
	5.6.0
	End to end Quality of Service (QoS) signalling flows
	E2EQoS
	N3

	NP-030565
	29.208
	051
	2
	5.5.1
	Rel-5
	Session modification without adding or removing media lines
	approved
	F
	5.6.0
	End to end Quality of Service (QoS) signalling flows
	E2EQoS
	N3

	NP-030500
	29.228
	054
	3
	5.5.0
	Rel-5
	The S-CSCF name needs to be checked always in MAR
	approved
	F
	5.6.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030518
	29.228
	056
	2
	5.5.0
	Rel-5
	Conditions for inclusion of Charging Information
	revised
	F
	
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030585
	29.228
	056
	3
	5.5.0
	Rel-5
	Conditions for inclusion of Charging Information
	approved
	F
	5.6.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030518
	29.228
	057
	2
	6.0.0
	Rel-6
	Conditions for inclusion of Charging Information
	revised
	A
	
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030585
	29.228
	057
	3
	6.0.0
	Rel-6
	Conditions for inclusion of Charging Information
	approved
	A
	6.1.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030500
	29.228
	059
	1
	5.5.0
	Rel-5
	MAR in synchronisation failure case
	approved
	F
	5.6.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030500
	29.228
	060
	1
	6.0.0
	Rel-6
	MAR in synchronisation failure case
	approved
	A
	6.1.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030500
	29.228
	061
	1
	6.0.0
	Rel-6
	The S-CSCF name needs to be checked always in MAR
	approved
	A
	6.1.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030500
	29.228
	062
	-
	5.5.0
	Rel-5
	Conditional AVPs in answer commands
	approved
	F
	5.6.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030500
	29.228
	063
	-
	6.0.0
	Rel-6
	Conditional AVPs in answer commands
	approved
	A
	6.1.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030500
	29.228
	064
	1
	5.5.0
	Rel-5
	Server-Assignment-Request
	approved
	F
	5.6.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030500
	29.228
	065
	1
	6.0.0
	Rel-6
	Server-Assignment-Request
	approved
	A
	6.1.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030500
	29.228
	066
	-
	5.5.0
	Rel-5
	Determination of User-Authorization-Type AVP based on registration expiration
	approved
	F
	5.6.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030500
	29.228
	067
	-
	6.0.0
	Rel-6
	Determination of User-Authorization-Type AVP based on registration expiration
	approved
	A
	6.1.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030500
	29.228
	068
	2
	5.5.0
	Rel-5
	Not registered state after deregistration with S-CSCF deleted at the HSS
	approved
	F
	5.6.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030500
	29.228
	069
	2
	6.0.0
	Rel-6
	Not registered state after deregistration with S-CSCF deleted at the HSS
	approved
	A
	6.1.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030500
	29.228
	070
	-
	5.5.0
	Rel-5
	The extensibility of the XML schema
	approved
	F
	5.6.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030500
	29.228
	071
	-
	6.0.0
	Rel-6
	The extensibility of the XML schema
	approved
	A
	6.1.0
	IP Multimedia (IM) Subsystem Cx and Dx Interfaces; Signalling flows and message contents
	IMS-CCR
	N4

	NP-030500
	29.229
	021
	1
	5.5.0
	Rel-5
	The S-CSCF name needs to be checked always in MAR and SAR
	approved
	F
	5.6.0
	Cx and Dx interfaces based on the Diameter protocol; Protocol details
	IMS-CCR
	N4

	NP-030500
	29.229
	027
	-
	5.5.0
	Rel-5
	User-Authorization-Type
	approved
	F
	5.6.0
	Cx and Dx interfaces based on the Diameter protocol; Protocol details
	IMS-CCR
	N4

	NP-030518
	29.229
	029
	-
	5.5.0
	Rel-5
	Clarification of inclusion of elements in Charging Information
	approved
	F
	5.6.0
	Cx and Dx interfaces based on the Diameter protocol; Protocol details
	IMS-CCR
	N4

	NP-030510
	29.328
	026
	3
	5.5.0
	Rel-6
	Introduction of Presence Stage 3 (Ph) to the Sh interface
	approved
	B
	6.0.0
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	PRESNC
	N4

	NP-030501
	29.328
	038
	-
	5.5.0
	Rel-5
	XML Schema Correction
	approved
	F
	5.6.0
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	IMS-CCR
	N4

	NP-030501
	29.328
	041
	-
	5.5.0
	Rel-5
	The extensibility of the XML schema
	approved
	F
	5.6.0
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	IMS-CCR
	N4

	NP-030518
	29.328
	042
	-
	5.5.0
	Rel-5
	Clarification of inclusion of elements in Charging Information
	approved
	F
	5.6.0
	IP Multimedia Subsystem (IMS) Sh interface signalling flows and message contents
	IMS-CCR
	N4

	NP-030553
	29.998-04-4
	001
	-
	5.0.0
	Rel-6
	Add OSA API support for 3GPP2 networks in ISC Mapping
	approved
	B
	6.0.0
	
Open Service Access (OSA) Application Programming Interface (API) Mapping for Open Service Access; Part 4: Call Control Service Mapping; Subpart 4: Multiparty Call Control ISC
	OSA3
	N5

	TP-030251
	31.102
	163
	-
	3.14.0
	R99
	Removal of references to TS 02.07
	approved
	F
	3.15.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	164
	-
	4.10.0
	Rel-4
	Removal of references to TS 02.07
	approved
	A
	4.11.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	165
	-
	5.6.0
	Rel-5
	Removal of references to TS 02.07
	approved
	A
	5.7.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	166
	-
	6.3.0
	Rel-6
	Removal of references to TS 02.07
	approved
	A
	6.4.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	167
	-
	3.14.0
	R99
	Correction of T=0 protocol parameters
	approved
	F
	3.15.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	168
	-
	4.10.0
	Rel-4
	Correction of T=0 protocol parameters
	approved
	A
	4.11.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	169
	-
	5.6.0
	Rel-5
	Correction of T=0 protocol parameters
	approved
	A
	5.7.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	170
	-
	3.14.0
	R99
	Corrections on files for support of GSM services using USIM / NIA
	approved
	F
	3.15.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	171
	-
	4.10.0
	Rel-4
	Corrections on files for support of GSM services using USIM / NIA
	approved
	A
	4.11.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	172
	-
	5.6.0
	Rel-5
	Corrections on files for support of GSM services using USIM / NIA
	approved
	A
	5.7.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	173
	-
	6.3.0
	Rel-6
	Corrections on files for support of GSM services using USIM / NIA
	approved
	A
	6.4.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	174
	-
	3.14.0
	R99
	Support of GSM services on USIM
	approved
	F
	3.15.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	175
	-
	4.10.0
	Rel-4
	Support of GSM services on USIM
	approved
	A
	4.11.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	176
	-
	5.6.0
	Rel-5
	Support of GSM services on USIM
	approved
	A
	5.7.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	177
	-
	6.3.0
	Rel-6
	Support of GSM services on USIM
	approved
	A
	6.4.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	178
	-
	3.14.0
	R99
	Corrections on files for support of GSM services using USIM - ASCI Files
	approved
	F
	3.15.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	179
	-
	4.10.0
	Rel-4
	Corrections on files for support of GSM services using USIM - ASCI Files
	approved
	A
	4.11.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	180
	-
	5.6.0
	Rel-5
	Corrections on files for support of GSM services using USIM - ASCI Files
	approved
	A
	5.7.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	181
	-
	6.3.0
	Rel-6
	Corrections on files for support of GSM services using USIM - ASCI Files
	approved
	A
	6.4.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	182
	-
	3.14.0
	R99
	Alignment of EF-HPLMN Search Period with 22.011 and 23.122
	revised
	F
	
	Characteristics of the USIM application
	TEI
	T3

	TP-030306
	31.102
	182
	1
	3.14.0
	R99
	Alignment of EF-HPLMN Search Period with 22.011 and 23.122
	approved
	F
	3.15.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	183
	-
	4.10.0
	Rel-4
	Alignment of EF-HPLMN Search Period with 22.011 and 23.122
	revised
	A
	
	Characteristics of the USIM application
	TEI
	T3

	TP-030307
	31.102
	183
	1
	4.10.0
	Rel-4
	Alignment of EF-HPLMN Search Period with 22.011 and 23.122
	approved
	A
	4.11.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	184
	-
	5.6.0
	Rel-5
	Alignment of EF-HPLMN Search Period with 22.011 and 23.122
	revised
	A
	
	Characteristics of the USIM application
	TEI
	T3

	TP-030308
	31.102
	184
	1
	5.6.0
	Rel-5
	Alignment of EF-HPLMN Search Period with 22.011 and 23.122
	approved
	A
	5.7.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	185
	-
	6.3.0
	Rel-6
	Alignment of EF-HPLMN Search Period with 22.011 and 23.122
	revised
	A
	
	Characteristics of the USIM application
	TEI
	T3

	TP-030309
	31.102
	185
	1
	6.3.0
	Rel-6
	Alignment of EF-HPLMN Search Period with 22.011 and 23.122
	approved
	A
	6.4.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	186
	-
	3.14.0
	R99
	Correction of SFI support
	approved
	F
	3.15.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	187
	-
	4.10.0
	Rel-4
	Correction of SFI support
	approved
	A
	4.11.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	188
	-
	5.6.0
	Rel-5
	Correction of SFI support
	approved
	A
	5.7.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	189
	-
	6.3.0
	Rel-6
	Editorial corrections for Image files
	approved
	D
	6.4.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	190
	-
	6.3.0
	Rel-6
	Expansion of Message Waiting Indication Status EFs
	approved
	C
	6.4.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	191
	-
	3.14.0
	R99
	Correction to the description of mandatory SFIs
	approved
	F
	3.15.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	192
	-
	4.10.0
	Rel-4
	Correction to the description of mandatory SFIs
	approved
	A
	4.11.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	193
	-
	5.6.0
	Rel-5
	Correction to the description of mandatory SFIs
	approved
	A
	5.7.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	194
	-
	6.3.0
	Rel-6
	Correction to the description of mandatory SFIs
	approved
	A
	6.4.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	195
	-
	3.14.0
	R99
	Clarification of "free" entry in EF_EXT1/EF_EXT4
	approved
	F
	3.15.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	196
	-
	4.10.0
	Rel-4
	Clarification of "free" entry in EF_EXT1/EF_EXT4
	approved
	F
	4.11.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	197
	-
	5.6.0
	Rel-5
	Clarification of "free" entry in EF_EXT1/4/8
	approved
	F
	5.7.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	198
	-
	6.3.0
	Rel-6
	Clarification of "free" entry in EF_EXT1/4/8
	approved
	F
	6.4.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030251
	31.102
	199
	-
	6.3.0
	Rel-6
	Correction to Annex G Phonebook Example
	approved
	F
	6.4.0
	Characteristics of the USIM application
	TEI
	T3

	TP-030252
	31.103
	010
	-
	5.4.0
	Rel-5
	Correction of T=0 protocol parameters
	approved
	A
	5.5.0
	Characteristics of the IP Multimedia Services Identity Module (ISIM) application
	TEI
	T3

	TP-030253
	31.111
	100
	-
	5.5.0
	Rel-6
	Addition of ability to set up Video calls using the SET UP CALL command
	rejected
	B
	
	Universal Subscriber Identity Module Application Toolkit (USAT)
	TEI
	T3

	TP-030253
	31.111
	101
	-
	5.5.0
	Rel-5
	Cell Broadcast Data Download
	approved
	F
	5.6.0
	Universal Subscriber Identity Module Application Toolkit (USAT)
	TEI
	T3

	TP-030253
	31.111
	102
	-
	5.5.0
	Rel-6
	Cell Broadcast Data Download
	approved
	F
	6.0.0
	Universal Subscriber Identity Module Application Toolkit (USAT)
	TEI
	T3

	TP-030253
	31.111
	103
	-
	3.10.0
	R99
	Clarification on user confirmation for OPEN CHANNEL
	approved
	F
	3.11.0
	Universal Subscriber Identity Module Application Toolkit (USAT)
	TEI
	T3

	TP-030255
	31.115
	003
	-
	6.2.0
	Rel-6
	Remove TS 23.040 duplicated information
	approved
	F
	6.3.0
	Secured packet structure for (Universal) Subscriber Identity Module (U)SIM Toolkit applications
	TEI
	T3

	TP-030255
	31.115
	004
	-
	6.2.0
	Rel-6
	Response Packet in Concatenated Short Messages Point to Point
	approved
	B
	6.3.0
	Secured packet structure for (Universal) Subscriber Identity Module (U)SIM Toolkit applications
	TEI
	T3

	TP-030256
	31.122
	016
	-
	3.6.0
	R99
	CR to 31.122 Rel 99: Editorial Corrections
	approved
	D
	3.7.0
	Universal Subscriber Identity Module (USIM) conformance test specification
	TEI
	T3

	TP-030254
	31.900
	013
	-
	5.3.0
	Rel-5
	Inclusion of Rel-5 ME requirements for SIM / USIM support
	approved
	F
	5.4.0
	SIM/USIM internal and external interworking aspects
	TEI
	T3

	SP-030726
	32.005
	011
	1
	3.6.0
	R99
	Add inter-network accounting in the GMSC (only if CN#22 approved CN3 CR 29.007)
	approved
	B
	3.7.0
	Telecommunications Management; Charging and billing; 3G call and event data for the Circuit Switched (CS) domain
	OAM-CH
	S5

	SP-030618
	32.015
	039
	-
	3.11.0
	R99
	Correction of “Data Record Format Version”
	approved
	F
	3.12.0
	Telecommunications Management; Charging and billing; 3G call and event data for the Packet Switched (PS) domain
	OAM-CH
	S5

	SP-030611
	32.102
	031
	-
	5.4.0
	Rel-5
	Replace the term UMTS in line with SA1/2 with 3G / 3GPP
	revised
	F
	
	Telecommunication management; Architecture
	OAM-AR
	S5

	SP-030756
	32.102
	031
	1
	5.4.0
	Rel-5
	Replace the term UMTS in line with SA1/2 with 3G / 3GPP
	approved
	F
	5.5.0
	Telecommunication management; Architecture
	OAM-AR
	S5

	SP-030611
	32.102
	032
	-
	6.0.0
	Rel-6
	Replace the term UMTS in line with SA1/2 with 3G / 3GPP
	revised
	F
	
	Telecommunication management; Architecture
	OAM-AR
	S5

	SP-030756
	32.102
	032
	1
	6.0.0
	Rel-6
	Replace the term UMTS in line with SA1/2 with 3G / 3GPP
	approved
	F
	6.1.0
	Telecommunication management; Architecture
	OAM-AR
	S5

	SP-030625
	32.106-6
	011
	-
	3.3.0
	R99
	Remove characters causing IDL Compilation error
	approved
	F
	3.4.0
	Telecommunication management; Configuration Management (CM); Part 6: Basic Configuration Management Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) solution set
	CM
	S5

	SP-030631
	32.111-1
	005
	-
	5.1.1
	Rel-6
	Add retrieval of alarm history information requirement
	approved
	B
	6.0.0
	Telecommunication management; Fault Management; Part 1: 3G fault management requirements
	OAM-NIM
	S5

	SP-030629
	32.111-2
	027
	-
	5.4.0
	Rel-6
	Align the operation getAlarmList with the notification notifyAlarmListRebuilt
	approved
	B
	6.0.0
	Telecommunication management; Fault Management; Part 2: Alarm Integration Reference Point (IRP): Information Service
	OAM-NIM
	S5

	SP-030628
	32.111-2
	028
	-
	5.4.0
	Rel-6
	Remove references to GSM 12.11
	approved
	F
	6.0.0
	Telecommunication management; Fault Management; Part 2: Alarm Integration Reference Point (IRP): Information Service
	OAM-NIM
	S5

	SP-030626
	32.111-3
	031
	-
	5.4.0
	Rel-5
	Add missing IDL definitions to support Security Alarms
	approved
	F
	5.5.0
	Telecommunication management; Fault Management; Part 3: Alarm Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) solution set
	OAM-NIM
	S5

	SP-030628
	32.111-3
	032
	-
	5.4.0
	Rel-6
	Remove references to GSM 12.11
	approved
	F
	6.0.0
	Telecommunication management; Fault Management; Part 3: Alarm Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) solution set
	OAM-NIM
	S5

	SP-030629
	32.111-3
	033
	-
	5.4.0
	Rel-6
	Align operation getAlarmList with the notification notifyAlarmListRebuilt
	approved
	B
	6.0.0
	Telecommunication management; Fault Management; Part 3: Alarm Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) solution set
	OAM-NIM
	S5

	SP-030627
	32.111-4
	023
	-
	5.6.0
	Rel-5
	Add missing parts for the support of security alarms
	approved
	F
	5.7.0
	Telecommunication management; Fault Management; Part 4: Alarm Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	OAM-NIM
	S5

	SP-030627
	32.111-4
	024
	-
	5.6.0
	Rel-5
	Mapping completion of getAlarmList
	approved
	F
	5.7.0
	Telecommunication management; Fault Management; Part 4: Alarm Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	OAM-NIM
	S5

	SP-030629
	32.111-4
	025
	-
	5.6.0
	Rel-6
	Align operation getAlarmList with the notification notifyAlarmListRebuilt
	approved
	B
	6.0.0
	Telecommunication management; Fault Management; Part 4: Alarm Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	OAM-NIM
	S5

	SP-030619
	32.205
	021
	-
	4.5.0
	Rel-4
	Add inter-network accounting in the GMSC (only if CN#22 approved CN3 CR 29.007)
	revised
	B
	
	Telecommunication management; Charging management; Charging data description for the Circuit Switched (CS) domain
	OAM-CH
	S5

	SP-030765
	32.205
	021
	1
	4.5.0
	Rel-4
	Add inter-network accounting in the GMSC (only if CN#22 approved CN3 CR 29.007)
	approved
	A
	4.6.0
	Telecommunication management; Charging management; Charging data description for the Circuit Switched (CS) domain
	OAM-CH
	S5

	SP-030619
	32.205
	022
	-
	5.4.0
	Rel-5
	Add inter-network accounting in the GMSC (only if CN#22 approved CN3 CR 29.007)
	revised
	A
	
	Telecommunication management; Charging management; Charging data description for the Circuit Switched (CS) domain
	OAM-CH
	S5

	SP-030765
	32.205
	022
	1
	5.4.0
	Rel-5
	Add inter-network accounting in the GMSC (only if CN#22 approved CN3 CR 29.007)
	approved
	A
	5.5.0
	Telecommunication management; Charging management; Charging data description for the Circuit Switched (CS) domain
	OAM-CH
	S5

	SP-030620
	32.205
	023
	-
	5.4.0
	Rel-5
	Correction to Level of CAMEL Service
	approved
	F
	5.5.0
	Telecommunication management; Charging management; Charging data description for the Circuit Switched (CS) domain
	OAM-CH
	S5

	SP-030618
	32.215
	028
	-
	4.5.0
	Rel-4
	Correction of “Data Record Format Version”
	approved
	A
	4.6.0
	Telecommunication management; Charging management; Charging data description for the Packet Switched (PS) domain
	OAM-CH
	S5

	SP-030618
	32.215
	029
	-
	5.4.0
	Rel-5
	Correction of “Data Record Format Version”
	approved
	A
	5.5.0
	Telecommunication management; Charging management; Charging data description for the Packet Switched (PS) domain
	OAM-CH
	S5

	SP-030620
	32.215
	030
	-
	5.4.0
	Rel-5
	Correction to Level of CAMEL Service
	approved
	F
	5.5.0
	Telecommunication management; Charging management; Charging data description for the Packet Switched (PS) domain
	OAM-CH
	S5

	SP-030621
	32.215
	031
	-
	5.4.0
	Rel-5
	Correction on QoS Information (only if CN#22 approved CN4 CR 24.060)
	approved
	F
	5.5.0
	Telecommunication management; Charging management; Charging data description for the Packet Switched (PS) domain
	OAM-CH
	S5

	SP-030622
	32.225
	020
	-
	5.3.0
	Rel-5
	Correction of MRFC-CDR content definition for multi-party-call establishment
	approved
	F
	5.4.0
	Telecommunication management; Charging management; Charging data description for the IP Multimedia Subsystem (IMS)
	OAM-CH
	S5

	SP-030622
	32.225
	021
	-
	5.3.0
	Rel-5
	Correction on ICID definition
	approved
	F
	5.4.0
	Telecommunication management; Charging management; Charging data description for the IP Multimedia Subsystem (IMS)
	OAM-CH
	S5

	SP-030622
	32.225
	022
	-
	5.3.0
	Rel-5
	Removal of ASR and ASA
	approved
	F
	5.4.0
	Telecommunication management; Charging management; Charging data description for the IP Multimedia Subsystem (IMS)
	OAM-CH
	S5

	SP-030639
	32.311
	001
	-
	4.0.2
	Rel-4
	Align with 32.102
	approved
	F
	4.1.0
	Telecommunication management; Generic Integration Reference Point (IRP) management; Requirements
	OAM-CM
	S5

	SP-030639
	32.311
	002
	-
	5.0.1
	Rel-5
	Align with 32.102
	approved
	A
	5.1.0
	Telecommunication management; Generic Integration Reference Point (IRP) management; Requirements
	OAM-CM
	S5

	SP-030640
	32.312
	001
	-
	4.0.1
	Rel-4
	Align with 32.102 and 32.311
	approved
	F
	4.1.0
	Telecommunication management; Generic Integration Reference Point (IRP) management; Information service
	OAM-CM
	S5

	SP-030640
	32.312
	002
	-
	5.0.1
	Rel-5
	Align with 32.102 and 32.311
	approved
	A
	5.1.0
	Telecommunication management; Generic Integration Reference Point (IRP) management; Information service
	OAM-CM
	S5

	SP-030647
	32.401
	012
	-
	5.2.0
	Rel-6
	Add requirements for Measurement Job overload management
	revised
	B
	
	Telecommunication management; Performance Management (PM); Concept and requirements
	OAM-PM
	S5

	SP-030755
	32.401
	012
	1
	6.0.0
	Rel-6
	Add requirements for Measurement Job overload management
	approved
	B
	6.1.0
	Telecommunication management; Performance Management (PM); Concept and requirements
	OAM-PM
	S5

	SP-030645
	32.403
	024
	-
	5.4.0
	Rel-5
	Correction of terms used for subcounter definitions
	approved
	F
	5.5.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-030645
	32.403
	025
	-
	6.1.0
	Rel-6
	Correction of terms used for subcounter definitions
	approved
	A
	6.2.0
	Telecommunication management; Performance Management (PM); Performance measurements - UMTS and combined UMTS/GSM
	OAM-PM
	S5

	SP-030649
	32.411
	002
	-
	6.1.0
	Rel-6
	Add PM IRP compliance clause
	approved
	B
	6.2.0
	Telecommunication management; Performance Management (PM) Integration Reference Point (IRP): Requirements
	OAM-PM
	S5

	SP-030612
	32.421
	002
	-
	6.1.0
	Rel-6
	Correction of IMS subscriber identification for Trace
	approved
	F
	6.2.0
	Telecommunication management; Subscriber and equipment trace: Trace concepts and requirements
	OAM-Trace
	S5

	SP-030630
	32.602
	004
	-
	4.1.0
	Rel-4
	Correction of System Context
	approved
	F
	4.2.0
	Telecommunication management; Configuration Management (CM); Basic CM Integration Reference Point (IRP): Information service
	OAM-CM
	S5

	SP-030630
	32.602
	005
	-
	5.1.0
	Rel-5
	Correction of System Context
	approved
	A
	5.2.0
	Telecommunication management; Configuration Management (CM); Basic CM Integration Reference Point (IRP): Information service
	OAM-NIM
	S5

	SP-030630
	32.612
	007
	-
	4.4.0
	Rel-4
	Correction of System Context
	approved
	F
	4.5.0
	Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): Information service
	OAM-CM
	S5

	SP-030630
	32.612
	008
	-
	5.1.1
	Rel-5
	Correction of System Context
	approved
	A
	5.2.0
	Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): Information service
	OAM-NIM
	S5

	SP-030646
	32.615
	011
	-
	4.3.1
	Rel-4
	Correction of the number of possible URAs from 1 to 8.
	approved
	F
	4.4.0
	Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): eXtensible Markup Language (XML) file format definition
	OAM-CM
	S5

	SP-030646
	32.615
	012
	-
	5.2.1
	Rel-5
	Correction of the number of possible URAs from 1 to 8
	approved
	F
	5.3.0
	Telecommunication management; Configuration Management (CM); Bulk CM Integration Reference Point (IRP): eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-030643
	32.622
	010
	-
	5.1.0
	Rel-5
	Add Missing VsDataContainer for ManagedFunction & ManagedElement and Other IOCs (Version 2)
	approved
	F
	5.2.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-NIM
	S5

	SP-030644
	32.622
	011
	-
	5.1.0
	Rel-5
	Correction of UML diagram and other corrections
	approved
	F
	5.2.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-NIM
	S5

	SP-030648
	32.622
	012
	-
	5.1.0
	Rel-6
	Add SetofMcc attribute in Generic NRM IOCs for NRM alignment
	approved
	B
	6.0.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-NIM
	S5

	SP-030648
	32.623
	007
	-
	5.1.0
	Rel-6
	Add SetofMcc attribute in Generic NRM IOCs for NRM alignment.
	approved
	B
	6.0.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) solution set
	OAM-NIM
	S5

	SP-030642
	32.624
	012
	-
	5.1.0
	Rel-5
	Remove notifications from MOC managedFunction - Align with 32.622 (IS)
	approved
	F
	5.2.0
	Telecommunication management; Configuration Management (CM); Generic network resources: Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	OAM-NIM
	S5

	SP-030648
	32.625
	003
	-
	5.1.2
	Rel-6
	Add SetofMcc attribute in Generic NRM XML definition for NRM alignment
	approved
	B
	6.0.0
	Telecommunication management; Configuration Management (CM); Generic network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-030643
	32.632
	010
	-
	5.4.0
	Rel-5
	Remove redundant VsDataContainer Containment UML - Now Covered by 32.622
	approved
	F
	5.5.0
	Telecommunication management; Configuration Management (CM); Core Network Resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-NIM
	S5

	SP-030642
	32.634
	003
	-
	5.0.0
	Rel-5
	Add notifications to functional objects - Align with 32.632 (IS)
	approved
	F
	5.1.0
	Telecommunication management; Configuration Management (CM); Core network resources Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	OAM-NIM
	S5

	SP-030715
	32.642
	013
	-
	4.3.0
	Rel-4
	Correction in attribute description for “maximumTransmissionPower” to remove dual interpretation – Align with RAN3’s TS 25.433
	approved
	F
	4.4.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-CM
	S5

	SP-030715
	32.642
	014
	-
	5.2.0
	Rel-5
	Correction in attribute description for “maximumTransmissionPower” to remove dual interpretation - Align with RAN3's 25.433
	approved
	A
	5.3.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-CM
	S5

	SP-030646
	32.642
	015
	-
	4.3.0
	Rel-4
	Correction of the number of possible URAs from 1 to 8
	approved
	F
	4.4.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-CM
	S5

	SP-030646
	32.642
	016
	-
	5.2.0
	Rel-5
	Correction of the number of possible URAs from 1 to 8
	approved
	A
	5.3.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-CM
	S5

	SP-030641
	32.642
	017
	-
	5.2.0
	Rel-5
	Add missing notification notifyPotentialFaultyAlarmlist
	approved
	F
	5.3.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-NIM
	S5

	SP-030643
	32.642
	018
	-
	5.2.0
	Rel-5
	Remove redundant VsDataContainer Containment UML - Now covered by 32.622
	approved
	F
	5.3.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-NIM
	S5

	SP-030646
	32.643
	005
	-
	4.2.0
	Rel-4
	Correction of the number of possible URAs from 1 to 8.
	approved
	F
	4.3.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) solution set
	OAM-CM
	S5

	SP-030646
	32.643
	006
	-
	5.1.0
	Rel-5
	Correction of the number of possible URAs from 1 to 8.
	approved
	A
	5.2.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Common Object Request Broker Architecture (CORBA) solution set
	OAM-CM
	S5

	SP-030646
	32.644
	008
	-
	4.2.0
	Rel-4
	Correction of the number of possible URAs from 1 to 8
	approved
	F
	4.3.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	OAM-CM
	S5

	SP-030646
	32.644
	009
	-
	5.2.0
	Rel-5
	Correction of the number of possible URAs from 1 to 8
	approved
	A
	5.3.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	OAM-CM
	S5

	SP-030642
	32.644
	010
	-
	5.2.0
	Rel-5
	Add notifications to functional objects - Align with 32.642 (IS)
	approved
	F
	5.3.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	OAM-NIM
	S5

	SP-030646
	32.645
	006
	-
	5.2.1
	Rel-5
	Correction of the number of possible URAs from 1 to 8
	approved
	F
	5.3.0
	Telecommunication management; Configuration Management (CM); UTRAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-030641
	32.652
	016
	-
	5.2.0
	Rel-5
	Add missing notification notifyPotentialFaultyAlarmlist
	approved
	F
	5.3.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-NIM
	S5

	SP-030643
	32.652
	017
	-
	5.2.0
	Rel-5
	Remove redundant VsDataContainer Containment UML - Now covered by 32.622
	approved
	F
	5.3.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Network Resource Model (NRM)
	OAM-NIM
	S5

	SP-030642
	32.654
	008
	-
	5.2.0
	Rel-5
	Add notifications to functional objects - Align with 32.652 (IS)
	approved
	F
	5.3.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Common Management Information Protocol (CMIP) solution set
	OAM-NIM
	S5

	SP-030646
	32.655
	005
	-
	5.2.1
	Rel-5
	Correction of the number of possible URAs from 1 to 8
	approved
	F
	5.3.0
	Telecommunication management; Configuration Management (CM); GERAN network resources Integration Reference Point (IRP): Bulk CM eXtensible Markup Language (XML) file format definition
	OAM-NIM
	S5

	SP-030630
	32.662
	002
	-
	5.0.0
	Rel-5
	Correction of System Context
	approved
	F
	5.1.0
	Telecommunication management; Configuration Management (CM); Kernel CM information service
	OAM-NIM
	S5

	SP-030630
	32.662
	003
	-
	6.0.0
	Rel-6
	Correction of System Context
	approved
	A
	6.1.0
	Telecommunication management; Configuration Management (CM); Kernel CM information service
	OAM-NIM
	S5

	SP-030589
	33.106
	006
	-
	5.1.0
	Rel-6
	Correction to lawful interception references
	approved
	F
	6.0.0
	Lawful interception requirements
	SEC1-LI
	S3

	SP-030590
	33.107
	034
	-
	6.0.0
	Rel-6
	MSISDN/IMEI clarification for GPRS interception
	approved
	F
	6.1.0
	3G security; Lawful interception architecture and functions
	SEC1-LI
	S3

	SP-030591
	33.107
	035
	-
	6.0.0
	Rel-6
	Reporting TEL URL
	approved
	F
	6.1.0
	3G security; Lawful interception architecture and functions
	SEC1-LI
	S3

	SP-030592
	33.108
	027
	-
	5.5.0
	Rel-5
	Correction to Annex G on TCP based transport
	approved
	F
	5.6.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030592
	33.108
	028
	-
	6.3.0
	Rel-6
	Correction to Annex G on TCP based transport
	approved
	A
	6.4.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030593
	33.108
	029
	-
	6.3.0
	Rel-6
	LI Reporting of Dialed Digits
	approved
	B
	6.4.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030594
	33.108
	030
	-
	6.3.0
	Rel-6
	CS Section for 33.108 – LI Management Operation
	approved
	F
	6.4.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030594
	33.108
	031
	-
	6.3.0
	Rel-6
	CS Section for 33.108 – User data packet transfer
	approved
	F
	6.4.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030591
	33.108
	032
	-
	6.3.0
	Rel-6
	Reporting TEL URL
	approved
	B
	6.4.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030595
	33.108
	033
	-
	6.3.0
	Rel-6
	Alignment of Lawful Interception identifiers length to ETSI TS 101 671
	approved
	F
	6.4.0
	3G security; Handover interface for Lawful Interception (LI)
	SEC1-LI
	S3

	SP-030596
	33.203
	047
	1
	5.7.0
	Rel-5
	Correcting the text on sending an authentication response
	approved
	F
	5.8.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030596
	33.203
	048
	1
	6.0.0
	Rel-6
	Correcting the text on sending an authentication response
	approved
	A
	6.1.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030597
	33.203
	049
	-
	5.7.0
	Rel-5
	SA procedures
	approved
	F
	5.8.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030597
	33.203
	050
	-
	6.0.0
	Rel-6
	SA procedures
	approved
	A
	6.1.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030598
	33.203
	051
	-
	5.7.0
	Rel-5
	SA parameters and management
	approved
	F
	5.8.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030598
	33.203
	052
	-
	6.0.0
	Rel-6
	SA parameters and management
	approved
	A
	6.1.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030599
	33.203
	053
	-
	5.7.0
	Rel-5
	Reject or discard of messages
	approved
	F
	5.8.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030599
	33.203
	054
	-
	6.0.0
	Rel-6
	Reject or discard of messages
	approved
	A
	6.1.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030600
	33.203
	055
	-
	5.7.0
	Rel-5
	Correcting the SA handling procedures
	approved
	F
	5.8.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030600
	33.203
	056
	-
	6.0.0
	Rel-6
	Correcting the SA handling procedures
	approved
	A
	6.1.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030601
	33.203
	057
	-
	6.0.0
	Rel-6
	Terminology alignment
	approved
	F
	6.1.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030602
	33.203
	058
	1
	5.7.0
	Rel-5
	Introducing the SIP Privacy mechanism in Stage 2 specifications
	revised
	F
	
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030764
	33.203
	058
	2
	5.7.0
	Rel-5
	Introducing the SIP Privacy mechanism in Stage 2 specifications
	approved
	F
	5.8.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030603
	33.203
	059
	-
	6.0.0
	Rel-6
	Removing anti-replay requirement from Confidentiality clause
	approved
	D
	6.1.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030604
	33.203
	060
	-
	5.7.0
	Rel-5
	Ensuring the correct RAND is used in synchronization failures
	approved
	F
	5.8.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030604
	33.203
	061
	-
	6.0.0
	Rel-6
	Ensuring the correct RAND is used in synchronization failures
	approved
	A
	6.1.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030605
	33.203
	062
	-
	5.7.0
	Rel-5
	Network behaviour when a new REGISTER is challenged during an on going authentication
	approved
	F
	5.8.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	SP-030605
	33.203
	063
	-
	6.0.0
	Rel-6
	Network behaviour when a new REGISTER is challenged during an on going authentication
	approved
	A
	6.1.0
	3G security; Access security for IP-based services
	IMS-ASEC
	S3

	TP-030279
	34.108
	251
	1
	4.8.0
	Rel-4
	Addition of Default message contents for TDD
	approved
	F
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030279
	34.108
	252 
	1
	4.8.0
	Rel-4
	Addition of Default message contents for TDD
	approved
	F
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030279
	34.108
	253 
	1
	4.8.0
	Rel-4
	Addition of Default message contents for TDD
	approved
	F
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030279
	34.108
	254 
	1
	4.8.0
	Rel-4
	Addition of Default message contents for TDD
	approved
	F
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030279
	34.108
	255 
	1
	4.8.0
	Rel-4
	Addition of Default message contents for TDD
	approved
	F
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030279
	34.108
	256 
	1
	4.8.0
	Rel-4
	Addition of Default message contents for TDD
	approved
	F
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030279
	34.108
	257 
	1
	4.8.0
	Rel-4
	Addition of Default message contents for TDD
	approved
	F
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030279
	34.108
	258 
	1
	4.8.0
	Rel-4
	Addition of Default message contents for TDD
	approved
	F
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030279
	34.108
	259
	2
	3.13.0
	R99
	CR on PAGING  TYPE 1, RRC CONNECTION REQUEST and RRC CONNECTION SETUP messages for MT RR Connection
	approved
	F
	3.14.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030279
	34.108
	260
	2
	4.8.0
	Rel-4
	CR on PAGING TYPE 1, RRC CONNECTION REQUEST and RRC CONNECTION SETUP messages for MT RR Connection
	approved
	A
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030279
	34.108
	261
	-
	3.13.0
	R99
	CR 34.108 R99: EFRPLMNACT (RPLMN Last used Access Technology) removed
	approved
	F
	3.14.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030279
	34.108
	262
	-
	4.8.0
	Rel-4
	CR 34.108 Rel-4: EFRPLMNACT (RPLMN Last used Access Technology) removed
	approved
	A
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030279
	34.108
	263
	1
	3.13.0
	R99
	Update of default messages for RRC CONNECTION SETUP and SECURITY MODE COMMAND
	approved
	F
	3.14.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030279
	34.108
	264
	1
	4.8.0
	Rel-4
	Update of default messages for RRC CONNECTION SETUP and SECURITY MODE COMMAND
	approved
	A
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030279
	34.108
	265
	1
	3.13.0
	R99
	Description and corrections of channels for minimum performance levels, TDD mode.
	approved
	F
	3.14.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030279
	34.108
	266
	1
	4.8.0
	Rel-4
	Description and corrections of channels for minimum performance levels, TDD mode.
	approved
	F
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030279
	34.108
	267
	1
	3.13.0
	R99
	Test frequencies of UMTS800MHz band VI
	approved
	B
	3.14.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030279
	34.108
	268
	1
	4.8.0
	Rel-4
	Test frequencies of UMTS800MHz band VI
	approved
	A
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030279
	34.108
	269
	-
	4.8.0
	Rel-4
	CR 34.108 Rel-4: Addition of Bearer combination for Interactive/background UL 64 kbps DL 768 kbps for Rel-5
	approved
	F
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030279
	34.108
	270
	1
	3.13.0
	R99
	Update of generic test procedure for TX, RX and Performance Requirement
	approved
	F
	3.14.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030279
	34.108
	271
	1
	4.8.0
	Rel-4
	Update of generic test procedure for TX, RX and Performance Requirement
	approved
	A
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030279
	34.108
	272
	1
	3.13.0
	R99
	Introduction of generic test procedure for RRM handover test cases
	approved
	F
	3.14.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030279
	34.108
	273
	1
	4.8.0
	Rel-4
	Introduction of generic test procedure for RRM handover test cases
	approved
	A
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030279
	34.108
	274
	-
	3.13.0
	R99
	Correction of CM TGD parameter
	approved
	F
	3.14.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030279
	34.108
	275
	1
	4.8.0
	Rel-4
	Correction of CM TGD parameter
	approved
	A
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030279
	34.108
	276
	-
	3.13.0
	R99
	Corrections to default message contents of Radio Bearer Release
	approved
	F
	3.14.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030279
	34.108
	277
	1
	4.8.0
	Rel-4
	Corrections to default message contents of Radio Bearer Release
	approved
	F
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030279
	34.108
	278
	1
	3.13.0
	R99
	Modification to default DPCCH_Power_offset value
	approved
	F
	3.14.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030279
	34.108
	279
	1
	4.8.0
	Rel-4
	Modification to default DPCCH_Power_offset value
	approved
	A
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030279
	34.108
	282
	-
	3.13.0
	R99
	Correction of TFCS for radio bearer combination 6.10.2.4.1.51b
	approved
	F
	3.14.0
	Common test environments for User Equipment (UE) conformance testing
	TEI
	T1

	TP-030279
	34.108
	283
	-
	4.8.0
	Rel-4
	Correction of TFCS for radio bearer combination 6.10.2.4.1.51b
	approved
	A
	4.9.0
	Common test environments for User Equipment (UE) conformance testing
	TEI4
	T1

	TP-030280
	34.121
	298
	-
	5.1.1
	Rel-5
	CR to 34.121: Correction to Inter-system Handover from UTRAN FDD to GSM
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	299
	-
	5.1.1
	Rel-5
	CR to 34.121: Correction to Power control in DL, initial convergence test case
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	300
	1
	5.1.1
	Rel-5
	Introduction of reference to RRM test tolerances TR
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	301
	1
	5.1.1
	Rel-5
	Introduction of Test Tolerances to Cell Reselection tests 8.2.2.1 & 8.2.2.2
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	302
	1
	5.1.1
	Rel-5
	Introduction of Test Tolerances to Cell Re-selection in CELL_PCH tests 8.3.6.1 & 8.3.6.2
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	303
	1
	5.1.1
	Rel-5
	Clarification of Downlink Physical Channel in table E.3.1 
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	304
	1
	5.1.1
	Rel-5
	CR to 34.121: Correction to FDD/FDD Soft Handover test case
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	306
	1
	5.1.1
	Rel-5
	Correction to F.1.5 Requirements for support of RRM
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	307
	2
	5.1.1
	Rel-5
	Addition of two new test cases; 7.11 (Demodulation of paging channel (PCH)) and 7.12 (Detection of acquisition indicator (AI)).
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	308
	1
	5.1.1
	Rel-5
	Correction to RRM test case 8.3.5.3
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	309
	1
	5.1.1
	Rel-5
	FDD inter-frequency cell identification and measurement reporting test case
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	310
	1
	5.1.1
	Rel-5
	Changes to section 8.4.3, TFC selection requirements for codec mode switch
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	311
	1
	5.1.1
	Rel-5
	Performance requirement for HSDPA skeleton section added 
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	312
	1
	5.1.1
	Rel-5
	New test requirements for Demodulation of HS-DSCH (fixed reference channel) single link performance
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	313
	1
	5.1.1
	Rel-5
	New test requirements for reporting of HS-DSCH Channel Quality Indicator (CQI) AWGN propagation conditions
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	314
	1
	5.1.1
	Rel-5
	Correction of clause 4.2 Frequency bands
	approved
	B
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	315
	1
	5.1.1
	Rel-5
	Clause 4.4 Channel arrangement  for DS-CDMA Introduction in the 800 MHz Band
	approved
	B
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030296
	34.121
	315
	2
	5.1.1
	Rel-5
	Clause 4.4 Channel arrangement  for DS-CDMA Introduction in the 800 MHz Band
	approved
	B
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	316
	1
	5.1.1
	Rel-5
	DS-CDMA Introduction in the 800 MHz Band
	approved
	B
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030296
	34.121
	316
	2
	5.1.1
	Rel-5
	DS-CDMA Introduction in the 800 MHz Band
	approved
	B
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	317
	1
	5.1.1
	Rel-5
	Correction and maintenance of Annex H and DS-CDMA Introduction in the 800 MHz Band
	approved
	B
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	318
	1
	5.1.1
	Rel-5
	Correction of  clause 8.7.3C UE transmitted power
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	319
	-
	5.1.1
	Rel-5
	Correction to RRM test case 8.3.2.1
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	320
	1
	5.1.1
	Rel-5
	Update of initial conditions for RF test cases
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	321
	1
	5.1.1
	Rel-5
	12.2 kbit/s RMC is insufficient for BLER testing
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	324
	1
	5.1.1
	Rel-5
	Test requirements for RRM CPICH_Ec/Io Intra Frequency Measurement
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	325
	1
	5.1.1
	Rel-5
	Test requirements for RRM CPICH_Ec/Io Inter Frequency Measurement
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	327
	1
	5.1.1
	Rel-5
	Test requirements for RRM CPICH RSCP Intra Frequency Measurement
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	328
	1
	5.1.1
	Rel-5
	Test requirements for RRM CPICH RSCP Inter Frequency Measurement
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	329
	-
	5.1.1
	Rel-5
	Introduction of Test Tolerances to Cell Re-selection in URA_PCH tests 8.3.7.1 & 8.3.7.2
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	330
	1
	5.1.1
	Rel-5
	Correction on Random Access test cases
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	331
	-
	5.1.1
	Rel-5
	Correction to W-CDMA modulated interferer definition
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030280
	34.121
	332
	-
	5.1.1
	Rel-5
	Addition to Scope clause to clarify applicability of tests to Releases
	approved
	F
	5.2.0
	Terminal Conformance Specification, Radio Transmission and Reception (FDD)
	TEI5
	T1

	TP-030281
	34.122
	181
	1
	4.9.0
	Rel-4
	Addition of LCR GSM neighbour reporting
	approved
	F
	4.10.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	TEI4
	T1

	TP-030281
	34.122
	182 
	1
	4.9.0
	Rel-4
	Addition of LCR GSM handover test
	approved
	F
	4.10.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	TEI4
	T1

	TP-030281
	34.122
	183 
	1
	4.9.0
	Rel-4
	Update to LCR GSM RSSI measurement
	approved
	F
	4.10.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	TEI4
	T1

	TP-030281
	34.122
	184 
	1
	4.9.0
	Rel-4
	Update to inter frequency measurements
	approved
	F
	4.10.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	TEI4
	T1

	TP-030281
	34.122
	185 
	1
	4.9.0
	Rel-4
	Correction of LCR ISCP test case
	approved
	F
	4.10.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	TEI4
	T1

	TP-030281
	34.122
	186
	1
	4.9.0
	Rel-5
	Addition of TDD HSDPA section & creation Rel 5
	approved
	B
	5.0.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	TEI5
	T1

	TP-030281
	34.122
	187
	1
	4.9.0
	Rel-5
	HSDPA HS DSCH throughput (fixed and variable)
	approved
	B
	5.0.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	TEI5
	T1

	TP-030281
	34.122
	188
	1
	4.9.0
	Rel-5
	Addition of Reporting of HS DSCH CQI
	approved
	B
	5.0.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	TEI5
	T1

	TP-030281
	34.122
	189
	1
	4.9.0
	Rel-5
	Addition of HS-SCCH Detection Performance
	approved
	B
	5.0.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	TEI5
	T1

	TP-030281
	34.122
	190
	-
	3.11.0
	R99
	Replace technical content by pointer to Rel-5 version
	approved
	D
	3.12.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	TEI
	T1

	TP-030281
	34.122
	191
	-
	4.9.0
	Rel-4
	Replace technical content by pointer to Rel-5 version
	approved
	D
	4.10.0
	Terminal Conformance Specification, Radio Transmission and Reception (TDD)
	TEI4
	T1

	TP-030282
	34.123-1
	584 
	1
	5.5.0
	Rel-5
	Section 7.1.1: correction of coding of the Target Channel Type Field on FACH for TDD
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	591
	2
	5.5.0
	Rel-5
	Clarifications in low priority test case 11.1.2 PDP context activation requested by the network, successful and unsuccessful
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	592
	1
	5.5.0
	Rel-5
	Maintenance of low priority test case 11.2.1 Network initiated PDP context modification
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	593
	1
	5.5.0
	Rel-5
	P2 Inter-system handover
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	594
	1
	5.5.0
	Rel-5
	P4 Inter-system handover
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	595
	1
	5.5.0
	Rel-5
	CR on Package 1 SM test case 11.1.1.1 Attach initiated by context activation/QoS Offered by Network is the QoS Requested 
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	596
	1
	5.5.0
	Rel-5
	CR on Package 1 SM test cases 11.3.1 PDP context deactivation initiated by the UE and 11.3.2 PDP context deactivation initiated by the UE
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	598
	1
	5.5.0
	Rel-5
	P2 Idle Mode 6.2.1.1
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	599
	1
	5.5.0
	Rel-5
	CR 34.123-1 Rel-5: 12.4.2.4 Combined routing area updating / rejected / PLMN not allowed
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	600
	3
	5.5.0
	Rel-5
	CR 34.123-1 Rel-5: 12.4.2.5a Combined routing area updating / rejected / roaming not allowed in this location area
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	601
	1
	5.5.0
	Rel-5
	New RLC test case on reconfiguration of RLC parameters by upper layers
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	602
	-
	5.5.0
	Rel-5
	New RRC test cases on Paging
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	603
	1
	5.5.0
	Rel-5
	Removal of session management test cases on QoS negotiation (Package 3+4)
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	604
	1
	5.5.0
	Rel-5
	Introduction of test cases on A-GPS positioning
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	605
	1
	5.5.0
	Rel-5
	Removal of Low priority RRC Measurement test cases
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	606
	1
	5.5.0
	Rel-5
	New RRC test case on soft handover for muliple radio links
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	607
	1
	5.5.0
	Rel-5
	Corrections to RRC test cases affected by NAS timer T3317
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	608
	1
	5.5.0
	Rel-5
	Updates to 6.2 series test cases
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	609
	1
	5.5.0
	Rel-5
	Corrections and updates on 8.1 RRC Connection Management Procedure for TDD mode
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	610
	1
	5.5.0
	Rel-5
	Corrections and updates on 8.1.6 RRC Connection Management Procedure for TDD mode, Direct Transfer
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	611
	1
	5.5.0
	Rel-5
	Corrections and updates on 8.2.1 Radio Bearer control procedure, Radio Bearer Establishment for TDD mode
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	612
	1
	5.5.0
	Rel-5
	Corrections and updates on 8.2.2 Radio Bearer control procedure, Radio Bearer Reconfiguration for TDD mode
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	613
	1
	5.5.0
	Rel-5
	Correction of references for section 18, RAB testing of TDD 1.28 Mcps option
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	614
	-
	5.5.0
	Rel-5
	CR to 34.123-1 R5; Delay between activation and deactivation of compressed mode in package 4 test case 8.4.1.43
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	616
	-
	5.5.0
	Rel-5
	Modification for GMM test cases
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	617
	-
	5.5.0
	Rel-5
	CR 34.123-1 Rel-5: P3 TC 8.4.1.28 Measurement Control and Report: UE internal measurement for events 6F and 6G
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	618
	-
	5.5.0
	Rel-5
	CR 34.123-1 Rel-5: Removal of P3 TC 10.1.3.3.3 Incoming call / U9 mobile terminating call confirmed / termination requested by the user
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	619
	-
	5.5.0
	Rel-5
	General correction of CM TGD parameter
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	621
	2
	5.5.0
	Rel-5
	Modification to RRC TC 8.3.3.1 – Assign different C-RNTI in UTRAN MOBILITY INFORMATION 
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	622
	1
	5.5.0
	Rel-5
	Correction to RRC P1 test case 8.1.1.8
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	623
	2
	5.5.0
	Rel-5
	Correction to RRC P2 test case 8.4.1.17
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	624
	-
	5.5.0
	Rel-5
	Correction to GMM P2 test case 12.4.2.2
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	625
	-
	5.5.0
	Rel-5
	Correction to GMM P4 test case 12.4.1.4c
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	626
	1
	5.5.0
	Rel-5
	CR for P1 test cases 8.3.4.1 and 8.4.1.1
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI
	T1

	TP-030282
	34.123-1
	628
	-
	5.5.0
	Rel-5
	Package 3 test case 8.3.2.11
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	629
	2
	5.5.0
	Rel-5
	Package 1 test case 8.1.2.2
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	630
	-
	5.5.0
	Rel-5
	Low priority test cases 8.2.5.4
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	631 
	1
	5.5.0
	Rel-5
	Traffic volume measurement test cases
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	632
	-
	5.5.0
	Rel-5
	Package 4 test case 8.2.1.26
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	633
	-
	5.5.0
	Rel-5
	Package 4 test case 9.5.7.1
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	634
	-
	5.5.0
	Rel-5
	Low priority test cases 8.2.3.26
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	635 
	1
	5.5.0
	Rel-5
	Package 2 test case 8.4.1.14
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	636
	-
	5.5.0
	Rel-5
	Low priority test cases 8.3.1.29 and 8.3.1.30
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	637
	-
	5.5.0
	Rel-5
	Low priority test cases 8.3.1.26 and 8.3.1.28
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	638
	1
	5.5.0
	Rel-5
	Package 2 test case 8.4.1.7
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	640
	-
	5.5.0
	Rel-5
	Editorial Correction to RRC test case 8.3.2.13
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	642
	1
	5.5.0
	Rel-5
	Correction to GMM Low Priority test case 12.4.3.3
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	643
	1
	5.5.0
	Rel-5
	Correction to Package 1 test case 7.2.3.13.
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	644
	-
	5.5.0
	Rel-5
	Correction to clause 8.1.2.1  to match TTCN
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	645
	2
	5.5.0
	Rel-5
	Correction to package 3 test case 14.2.51b
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	646
	1
	5.5.0
	Rel-5
	Removal of package 1 RRC test case 8.2.5.1
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	647
	-
	5.5.0
	Rel-5
	Correction to TC 8.4.1.5 (Package 1)
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	648
	-
	5.5.0
	Rel-5
	General Modification to clause 9 – MM test cases – to be run only in NMOII
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030282
	34.123-1
	649
	-
	5.5.0
	Rel-5
	CR to P2 GMM TC 12.2.1.3
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 1: Protocol conformance specification
	TEI5
	T1

	TP-030283
	34.123-2
	121
	-
	5.5.0
	Rel-5
	New RLC test case on reconfiguration of RLC parameters by upper layers
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI5
	T1

	TP-030283
	34.123-2
	122
	-
	5.5.0
	Rel-5
	New RRC test cases on Paging
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI5
	T1

	TP-030283
	34.123-2
	123
	1
	5.5.0
	Rel-5
	Removal of session management test cases on QoS negotiation (Package 3+4)
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI5
	T1

	TP-030283
	34.123-2
	124
	1
	5.5.0
	Rel-5
	Introduction of test cases on A-GPS positioning
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI5
	T1

	TP-030283
	34.123-2
	125
	1
	5.5.0
	Rel-5
	Correction of Applicability table for RRC Measurement test cases
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI5
	T1

	TP-030283
	34.123-2
	126
	-
	5.5.0
	Rel-5
	New RRC test case on soft handover for muliple radio links
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI5
	T1

	TP-030283
	34.123-2
	127
	-
	5.5.0
	Rel-5
	CR 34.123-2 Rel-5: Removal of P3 TC 10.1.3.3.3 Incoming call / U9 mobile terminating call confirmed / termination requested by the user
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI5
	T1

	TP-030283
	34.123-2
	133
	-
	5.5.0
	Rel-5
	Removal of package 1 RRC test case 8.2.5.1
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI5
	T1

	TP-030283
	34.123-2
	134 
	1
	5.5.0
	Rel-5
	Add new PICS parameters
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI5
	T1

	TP-030283
	34.123-2
	135
	-
	5.5.0
	Rel-5
	Change of applicability for RLC P1 TC 7.2.3.13
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI5
	T1

	TP-030283
	34.123-2
	136
	-
	5.5.0
	Rel-5
	CR on Package 1 SM test cases 11.3.1 PDP context deactivation initiated by the UE and 11.3.2 PDP context deactivation initiated by the UE
	approved
	F
	5.6.0
	User Equipment (UE) conformance specification; Part 2: Implementation conformance statement (ICS) specification
	TEI5
	T1

	TP-030284
	34.123-3
	141
	2
	3.3.0
	R99
	Correction to Package 1 test case 11.3.1.
	approved
	F
	3.4.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030284
	34.123-3
	142
	3
	3.3.0
	R99
	ASP changes and MMI string corrections
	approved
	F
	3.4.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030284
	34.123-3
	144
	-
	3.3.0
	R99
	Approval of RLC test case 7.2.3.12
	approved
	B
	3.4.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030284
	34.123-3
	250
	-
	3.3.0
	R99
	Correction of two Tabular PDU Constraint Declarations in MAC ATS V3.3.0
	approved
	F
	3.4.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030285
	34.123-3
	251
	-
	3.3.0
	R99
	Updating Annex A
	approved
	F
	3.4.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030303
	34.123-3
	252
	-
	3.3.0
	R99
	Correction of two SM TCs to be consistent with 34.123-1
	approved
	F
	3.4.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	TP-030284
	34.123-3
	252
	-
	3.3.0
	R99
	Security ASP changes
	approved
	F
	3.4.0
	User Equipment (UE) conformance specification; Part 3: Abstract test suites (ATSs)
	TEI
	T1

	SP-030574
	41.101
	001
	-
	5.4.0
	Rel-5
	Correction to list of specifications and removal of redundant information
	approved
	F
	5.5.0
	Technical Specifications and Technical Reports for a GERAN-based 3GPP system
	TEI
	SP

	NP-030486
	44.065
	012
	1
	6.1.0
	Rel-6
	Disabling of ROHC segmentation
	approved
	F
	6.2.0
	Mobile Station (MS) - Serving GPRS Support Node (SGSN);  Subnetwork Dependent Convergence Protocol (SNDCP)
	TEI6
	N1

	NP-030486
	44.065
	013
	1
	6.1.0
	Rel-6
	XID negotiation for IP compression 
	approved
	F
	6.2.0
	Mobile Station (MS) - Serving GPRS Support Node (SGSN);  Subnetwork Dependent Convergence Protocol (SNDCP)
	TEI6
	N1

	NP-030486
	44.068
	004
	-
	5.0.1
	Rel-6
	Clarification of the muting and unmuting of the downlink
	approved
	C
	6.0.0
	Group Call Control (GCC) Protocol
	TEI6
	N1

	TP-030248
	51.011
	027
	-
	4.9.0
	Rel-4
	Correction to procedures for service no 21, 22 and 23
	approved
	F
	4.10.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	TEI
	T3

	TP-030248
	51.011
	028
	-
	4.9.0
	Rel-4
	Alignment of EF-HPLMN Search Period with 22.011 and 23.122
	revised
	A
	
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	TEI
	T3

	TP-030305
	51.011
	028
	1
	4.9.0
	Rel-4
	Alignment of EF-HPLMN Search Period with 22.011 and 23.122
	approved
	F
	4.10.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	TEI
	T3

	TP-030248
	51.011
	029
	-
	4.9.0
	Rel-4
	Removal of references to TS 02.07
	approved
	F
	4.10.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	TEI
	T3

	TP-030248
	51.011
	030
	-
	4.9.0
	Rel-4
	Removal of references to TS 04.08
	approved
	F
	4.10.0
	Specification of the Subscriber Identity Module - Mobile Equipment (SIM-ME) interface
	TEI
	T3

	TP-030258
	51.013
	002
	-
	4.0.1
	Rel-4
	Essential corrections
	approved
	F
	4.1.0
	Test specification for Subscriber Identity Module (SIM) Application Programming Interface (API) for Java Card
	TEI
	T3

	TP-030258
	51.013
	003
	-
	5.0.1
	Rel-5
	Essential corrections
	approved
	F
	5.1.0
	Test specification for Subscriber Identity Module (SIM) Application Programming Interface (API) for Java Card
	TEI
	T3

	TP-030250
	51.014
	004
	-
	4.2.0
	Rel-4
	Multiple inconsistency corrections
	approved
	F
	4.3.0
	Specification of Subscriber Identity Module - Mobile Equipment (SIM - ME) Interface for SIM Application Toolkit
	TEI
	T3

	SP-030606
	55.205
	001
	-
	6.0.0
	Rel-6
	Correction of reference
	approved
	D
	6.1.0
	Specification of the GSM-MILENAGE algorithms: An example algorithm set for the GSM Authentication and Key Generation Functions A3 and A8
	SEC1-CSALGO1
	S3


TSG SA

3GPP

3GPP

TSG SA


