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Annex G (normative):
DNS-ENUM recipient MSISDN address resolution.
For those recipients MSISDN addresses that appear in an MM and belong to an external MMSE, the originator MMS Relay/Server shall translate (resolve) them to a routable RFC 2822 [5] address that shall be used in the “RCPT TO” SMTP subsequent commands.

DNS-ENUM recipient MSISDN address resolution procedure:
1. The originator MMS Relay/Server shall ensure that the recipient address (MSISDN) complies with the E.164 address format and includes the ‘+’ character. In the case of national or local addressing scheme (e.g. only operator code followed by a number), the MMS Relay/Server shall convert the national or local number to an E.164 address format.
EXAMPLE 1:
+30-697-123-4567

EXAMPLE 2:  In case of number conversion 6971234567 is converted to +306971234567

2. The originator MMS Relay/Server shall remove all non-digit characters with the exception of the leading '+'.  

EXAMPLE:
+306971234567

3. The originator MMS Relay/Server shall remove all characters with the exception of digits.

EXAMPLE:
306971234567

4. The originator MMS Relay/Server shall put dots (".") between each digit.

EXAMPLE:
3.0.6.9.7.1.2.3.4.5.6.7

5. The originator MMS Relay/Server shall reverse the order of the digits.
EXAMPLE:
7.6.5.4.3.2.1.7.9.6.0.3
6. The resulting subdomain (result of step 5) shall be converted to a FQDN by appending an appropriate string. The specific string depends on the administrative control of the ENUM implementation.
EXAMPLES:
7.6.5.4.3.2.1.7.9.6.0.3.e164.arpa (public top level domain), 7.6.5.4.3.2.1.7.9.6.0.3.e164.gsm (private top level domain), 7.6.5.4.3.2.1.7.9.6.0.3.e164.gprs (private top level domain), etc.

7. The resulting FQDN together with the string (E.164 number) in the form as specified in step 2 above, shall be used as the input to the NAPTR algorithm [60] by the originator MMS Relay/Server.

8. The output may result in one of the following cases:

a. E.164 number not in the numbering plan. The originating MMS Relay/Server shall invoke an appropriate address resolution exception handling procedure (e.g. send a message to the originating MMS User Agent reporting the error condition).

b. E.164 number in the numbering plan, but no URIs exist for that number. The originating MMS Relay/Server shall invoke an appropriate address resolution exception handling procedure (e.g. send a message to the originating MMS User Agent reporting the error condition, perform the necessary conversion and route forward the message to the recipient via MM3, etc.).

c. E.164 number in the numbering plan, but no MMS URIs (MMS URIs are of the form “mms:mailbox” and they are defined in the MMS Resource Record section) exist for that number. The originating MMS Relay/Server shall invoke an appropriate address resolution exception handling procedure (e.g. send a message to the originating MMS User Agent reporting the error condition, perform the necessary conversion and route forward the message to the recipient via MM3 using the appropriate URI based on the Service field, etc.).

d. DNS ENUM service unavailable. The originating MMS Relay/Server shall invoke an appropriate address resolution exception handling procedure (e.g. send a message to the originating MMS User Agent reporting the error condition, store the message in the queue and retry at a later time, etc.).

e. E.164 number in the numbering plan and MMS URIs exist for that number. 

EXAMPLE:

The following is an example of NAPTR Resource Records associated with the FQDN derived from the recipient MSISDN address (+306971234567)

IN NAPTR 100 10 "u" "sip+E2U" "!^.*$!sip:Mary.Smith@sip.cosmote.gr!"

.

IN NAPTR 100 11 "u" "mms+E2U" "!^.*$!mms:+306971234567/TYPE=PLMN@mms.cosmote.gr!"
. 



IN NAPTR 101 10 "u" "mailto+E2U" "!^.*$!mailto:Mary.Smith@mycosmos.gr!"

. 



IN NAPTR 102 10 "u" "mailto+E2U" "!^.*$!mailto:MaryS@otenet.gr!"

.



The +306971234567 is converted to the following URIs:



sip:Mary.Smith@sip.cosmote.gr



mms:+306971234567/TYPE=PLMN@mms.cosmote.gr



mailto:Mary.Smith@mycosmos.gr


mailto:MaryS@otenet.gr
9. In case that the ENUM-DNS returns more than one MMS URI, the originator MMS Relay/Server  shall sort  the MMS URIs according to the Order and Preference fields as it is described in [60] and [61].

10. The originator MMS Relay/Server shall resolve the domain part of the “mailbox” of the highest precedence MMS URI to an IP address using standard DNS.
EXAMPLE:
The highest precedence MMS URI is mms:+306971234567/TYPE=PLMN@mms.cosmote.gr

The domain part of the “mailbox” is mms.cosmote.gr and is resolved (e.g. DNS) to 10.10.0.1
Whenever a mailbox, as specified in [5], is to be resolved using DNS to an IP address, the procedures for doing so must be in full compliance with [22, section 5 “Address Resolution and Mail Handling”]. Specically, MX records shall be checked for and honored.
11. The resulting IP address together with the recipient RFC 2822 address (“mailbox”) shall be used by the originator MMS Relay/Server for routing forward the MM using the protocol described in clause 6.8 to the recipient MMS Relay/Server.
MMS Resource Record (RR)

The key fields in the NAPTR RR are the Domain, TTL, Class, Type, Order, Preference, Flags, Service, Regexp and Replacement and they are described in [60] and [61]. In particular, for this release the following fields are further specified as follows:

Service = "mms+E2U"

Regexp = "!^.*$!mms:mailbox!" where “mailbox” token and its associated formatting rules are specified in [5].

The MMS URI is of the form “mms:mailbox”
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