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6.2

Applet Triggering
[…]

EVENT_FORMATTED_SMS_PP_ENV, EVENT_UNFORMATTED_SMS_PP_ENV,
EVENT_FORMATTED_SMS_PP_UPD, EVENT_UNFORMATTED_SMS_PP_UPD

A toolkit applet can be activated upon the reception of a short message.

There are two ways for a card to receive an SMS : via the Envelope SMS-PP Data Download or the Update Record EFsms instruction.

The reception of the SMS by the toolkit applet cannot be guaranteed for the Update Record EFsms instruction.

The received SMS may be :
- formatted according to GSM 03.48[4] or an other protocol to identify explicitly the toolkit applet for which the message is sent ;
- unformatted or using a toolkit applet specific protocol the SIM Toolkit Framework will pass this data to all registered toolkit applets.

EVENT_FORMATTED_SMS_PP_ENV

This event is triggered by a single SMS carried by an envelope APDU containing an SMS_DATADOWNLOAD BER TLV with an SMS_TPDU simple TLV containing a Command Packet formatted according to GSM03.48[4].

The SIM Toolkit Framework shall:

· verify the GSM03.48[4] security of the SMS TPDU ;

· trigger the toolkit applet registered with the corresponding TAR defined at applet loading;

· take the optional Application Data posted by the triggered toolkit applet if present;

· secure and send the response packet.

The toolkit applet will only be triggered if the TAR is known and the security verified, application data will also be deciphered. 

EVENT_UNFORMATTED_SMS_PP_ENV

The registered toolkit applets will be triggered by this event and get the data transmitted in the APDU envelope SMS_DATADOWNLOAD.

But only the first toolkit applet triggered will be able to send back a response as defined by the rules in chapter 6.6.

EVENT_FORMATTED_SMS_PP_UPD

This event is triggered by a single SMS carried by an Update Record EFsms with an SMS TP-UD field containing a Command Packet formatted according to GSM03.48[4].

The SIM Toolkit Framework shall :

· update the  EFsms file with the data received, it is then up to the receiving toolkit applet to change the SMS stored in the file (i.e. the toolkit applet need to have access to the EFsms file)

· verify the GSM03.48[4] security of the SMS TPDU ;

· convert the Update Record EFsms in a TLV List, an EnvelopeHandler ;

· trigger the toolkit applet registered with the corresponding TAR defined at applet loading;
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