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    /**

     * Sets an event in the Toolkit Registry entry of the applet.

     * No exception shall be thrown if the applet registers more than once to the same event. 

     *

     * @param event value of the new event to register (between -128 and 127)

     *

     * @exception ToolkitException with the following reason codes: <ul>

     *      <li>EVENT_NOT_SUPPORTED if the event is not supported

     *      <li>EVENT_ALREADY_REGISTERED if the event has already been registered

     *         (for limited event like Call Control) or if event is FORMATTED_SMS_xxx and another applet 

     *          with  the same TAR is registered to the same event.
     *      <li>EVENT_NOT_ALLOWED if event is EVENT_MENU_SELECTION, 

     *      EVENT_MENU_SELECTION_HELP_REQUEST, EVENT_TIMER_EXPIRATION, EVENT_STATUS_COMMAND or if event is FORMATTED_SMS_xxx and the applet as no TAR defined</ul>

     */

    public void setEvent(byte event) throws ToolkitException {

    }

     /**

     * Sets an event list in the Toolkit Registry entry of the applet.

     * This method is atomic i.e. if there is an exception or a power loss, the ToolkitRegistry of the applet is unchanged after the method invocation. 

     *

     * <p>

     * Notes:<ul>

     * <li><em>If </em><code>offset</code><em> or </em><code>length</code><em> parameter is negative an </em><code>ArrayIndexOutOfBoundsException</code>

     * <em> exception is thrown and no event list is set.</em>

     * <li><em>If </em><code>offset+length</code><em> is greater than </em><code>eventList.length</code><em>, the length

     * of the </em><code>eventList</code><em> array an </em><code>ArrayIndexOutOfBoundsException</code><em> exception is thrown

     * and no event list is set.</em> 

     * </ul> 

     *

     * @param eventList buffer containing the list of the new events to register

     * @param offset offset in the eventlist buffer for event registration

     * @param length length in the eventlist buffer for event registration

     *

     * @exception NullPointerException if <code>eventlist</code> is <code>null</code>

     * @exception ArrayIndexOutOfBoundsException if setEventList would cause access of data outside array bounds.

     * @exception TransactionException if setting the event list would cause the commit capacity to be exceeded.

     * @exception ToolkitException with the following reason codes: <ul>

     *      <li>EVENT_NOT_SUPPORTED if one event is not supported

     *      <li>EVENT_ALREADY_REGISTERED if one event has already been registered

     *      (for limited event like Call Control) or if event is FORMATTED_SMS_xxx and another applet 

     *      with  the same TAR is registered to the same event.
     *
    <li>EVENT_NOT_ALLOWED if eventList contains EVENT_MENU_SELECTION, 

     *
    EVENT_MENU_SELECTION_HELP_REQUEST, EVENT_TIMER_EXPIRATION, EVENT_STATUS_COMMAND or if event is FORMATTED_SMS_xxx and the applet as no TAR defined </ul>

     */

    public void setEventList(byte[] eventList, 

    






short offset, 

    






short length) throws NullPointerException,

                                                     ArrayIndexOutOfBoundsException,

                                                     TransactionException,

                                                     ToolkitException {

    }

    /**

     * Changes the value of a menu entry. The default state of the changed menu

     * entry is 'enabled'. The value of the <code>helpSupported</code> boolean

     * parameter defines the registration status of the EVENT_MENU_SELECTION_HELP_REQUEST

     * event. The icon identifier provided will be added to the icon identifier list

     * of the item icon identifier list Simple TLV if all the applets registered

     * to the EVENT_MENU_SELECTION provide it.

     * The Icon list qualifier transmitted to the ME will be 'icon is not self

     * explanatory' if one of the applet registered prefers this qualifier.

     * After the invocation of this method, during the current card session, the SIM Toolkit Framework

     * shall dynamically update the menu stored in the ME.

     * All the changes in the ToolkitRegistry ( state of the item, menu entry, value, … ) shall be made atomically i.e. if there is an exception or a power loss the menu entry definition is unchanged.
     *

     * <p>

     * Notes:<ul>

     * <li><em>If </em><code>offset</code><em> or </em><code>length</code><em> parameter is negative an </em><code>ArrayIndexOutOfBoundsException</code>

     * <em> exception is thrown and no menu entry is changed.</em>

     * <li><em>If </em><code>offset+length</code><em> is greater than </em><code>menuEntry.length</code><em>, the length

     * of the </em><code>menuEntry</code><em> array an </em><code>ArrayIndexOutOfBoundsException</code><em> exception is thrown

     * and no menu entry is changed.</em> 

     * </ul> 

     *

     * @param id the menu entry identifier supplied by the <code>initMenuEntry()</code> method

     * @param menuEntry a reference on a byte array, containing the menu entry string

     * @param offset the position of the menu entry string in the buffer

     * @param length the length of the menu entry string

     * @param nextAction a byte coding the next action indicator for the menu entry (or 0)

     * @param helpSupported equals true if help is available for the menu entry

     * @param iconQualifier the preferred value for the icon list qualifier

     * @param iconIdentifier the icon identifier for the menu entry  (0 means no icon)

     *

     * @exception NullPointerException if <code>menuEntry</code> is <code>null</code>

     * @exception ArrayIndexOutOfBoundsException if changeMenuEntry would cause access of data outside array bounds.

     * @exception TransactionException if the change of the menu entry would cause the commit capacity to be exceeded.

     * @exception ToolkitException with the following reason codes: <ul>

     *      <li>MENU_ENTRY_NOT_FOUND if the menu entry does not exist for this applet

     *
    <li>ALLOWED_LENGTH_EXCEEDED if the menu entry string is bigger than the alloacted space</ul>

     */

    public void changeMenuEntry(byte id,

                                byte[] menuEntry,

                                short offset,

                                short length,

                                byte nextAction,

                                boolean helpSupported,

                                byte iconQualifier,

                                short iconIdentifier) throws NullPointerException,

                                                     

 ArrayIndexOutOfBoundsException,

                                                     

 TransactionException,

                                                     

 ToolkitException {

    }
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