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The toolkit applets are not informed that the posted application data were not sent to the Sending Entity.
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A new exception is thrown when the post method is called if the application data couldn’t be sent to the Sending Entity.
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not approved:
Lack of information for the toolkit applets. This can also imply a ‘desynchronisation’ between the sending application and the toolkit applet.
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Annex A (normative):
Java Card SIM API

The attached files "Annex_A_java.zip" and "Annex_A_HTML.zip" contains source files for the Java Card SIM API.

List of changes to the API html and java source files

Class sim.toolkit.EnvelopeResponseHandler

post

public void post(byte statusType)

          throws ToolkitException
Pepares the Envelope response. Should be used with Envelope SMS-PP Data Download. 

Parameters: 

statusType - the status to be sent to the ME (SW1_RP_ACK or SW1_RP_ERROR) 

Throws: 

ToolkitException - with the following reason codes: 

· HANDLER_NOT_AVAILABLE if the handler is busy 

· APPLICATION_DATA_NOT_SENT if after the event EVENT_FORMATTED_SMS_PP_the application data were not included in the response packet

postAsBERTLV

public void postAsBERTLV(byte statusType,

                         byte tag)

                  throws ToolkitException
Prepare the Envelope response in a BER TLV structure. Should be used with Envelope Call Control by SIM or MO Short Message Control by SIM. The tag value is to be used to set the Result for Call Control and MO Short Message Control by the SIM. 

Parameters: 

statusType - the status to be sent to the ME (SW1_RP_ACK or SW1_RP_ERROR) 

tag - the BER Tag to be used at the beginning of the SIMPLE_TLV list. 

Throws: 

ToolkitException - with the following reason codes: 

· HANDLER_NOT_AVAILABLE if the handler is busy

· APPLICATION_DATA_NOT_SENT if after the event EVENT_FORMATTED_SMS_PP the application data were not included in the response packet
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