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5
Remote File Management

5.1
SIM Remote File Management

Command and Response formats are defined in TS 102 226 [5]. Nevertheless, the list of commands defined in TS 102 226 [5] for Remote File Management does not apply for SIM application. All the SIM Remote File Management commands are defined below.

5.1.1
SIM Input Commands

The standardised commands are listed in table 2. The commands are as defined in 3GPP TS 51.011 [1], except that the SELECT command is extended from the one in 3GPP TS 51.011 [1] to include "SELECT by path" as defined in ISO/IEC 7816-4 [6].

Table 2: Input Commands

	Operational command

	SELECT

	UPDATE BINARY

	UPDATE RECORD

	SEEK

	INCREASE

	VERIFY CHV

	CHANGE CHV

	DISABLE CHV

	ENABLE CHV

	UNBLOCK CHV

	INVALIDATE

	REHABILITATE


5.1.2
SIM Output Commands

The commands listed in table 3 are defined in 3GPP TS  51.011[1]. These commands shall only occur once in a command string and, if present, shall be the last command in the string. The Response Data shall be placed in the Additional Response Data element of the Response Packet. If SMS is being used, these should result in the generation of a single SM by the UICC.

Table 3: Output commands

	Operational command

	READ BINARY

	READ RECORD

	GET RESPONSE


If P3='00' in the READ RECORD command, then the UICC shall send back the whole record data

If P3='00' in the READ BINARY command, then the UICC shall send back all data until the end of the file.
5.2
USIM Remote File Management

All USIM Remote File Management shall comply with TS 102 226 [5].
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