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4.4.2.12.1
EFUID (Unique Identifier)

The EFUID is used to uniquely identify a record and to be able to keep track of the entry in the phone book. The terminal assigns the (UID) when a new entry is created. The value of the UID does not change as long as the value of the PUID remains the same. The UID shall remain on the UICC, in EFUID, until the PUID is regenerated. This means that when a phone book entry is deleted, the content of the linked information (e.g. ADN, E-MAIL,..) shall be set to the personalization value 'FF…FF'. But the UID-value of the deleted record shall not be used when a new entry is added to the phonebook until the PUID is regenerated, but it shall be set to a new value.

If/when the PUID is regenerated, all UIDs for the entry in the phone book shall be assigned new values starting from 1. The new value of the UID for each entry shall then be kept until the PUID is regenerated again.

Structure of EFUID
	Identifier: '4F21'
	Structure: linear fixed
	Conditional
(see Note)

	SFI: 'XX'
	

	Record length: 2 bytes
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
PIN


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to 2
	Unique Identifier (UID) of Phone Book Entry
	M
	2 bytes

	NOTE:
This file is mandatory if synchronisation is supported in the phonebook.


‑
Unique Identifier of Phone Book Entry.

Content:

-
number to unambiguously identify the phone book entry for synchronisation purposes.

Coding:

-
hexadecimal value. At initialisation all UIDs are personalised to ''00 00'' (i.e. empty).




