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4.4.2
Contents of files at the DF PHONEBOOK level

The UICC may contain a global phonebook, or application specific phonebooks, or both in parallel. When both phonebook types co-exist, they are independent and no data is shared. In this case, it shall be possible for the user to select which phonebook the user would like to access.

The global phonebook is located in DFPHONEBOOK under DFTELECOM.. Each specific USIM application phonebook is located in DFPHONEBOOK of its respective Application DFUSIM. The organisation of files in DFPHONEBOOK under DFUSIM and under DF TELECOM  follows similar rules. Yet DFPHONEBOOK under DFUSIM may contain a different set of files than DFPHONEBOOK under DFTELECOM. All phonebook related EFs are located under their respective DFPHONEBOOK. USIM specific phonebooks are dedicated to application specific entries. Each application specific phonebook is protected by the application PIN. 

If a GSM application resides on the UICC, the EFs ADN and EXT1 from one DFPHONEBOOK (defined at GSM application installation) are mapped to DFTELECOM. Their file IDs are specified in GSM 11.11 [18], i.e. EFADN = '6F3A' and EFEXT1 = '6F4A', respectively.  EFADN and EFPBR shall always be present if the DFPhonebook is present. If any phonebook file other than EFADN or EFEXT1, is used, then EFPBC shall be present.

If the UICC is inserted into a GSM terminal and a record in the phonebook has been updated, a flag in the entry control information in the EFPBC is set from 0 to 1 by the card. If the UICC is later inserted into a 3G terminal again, the terminal shall check the flag in EFPBC and if this flag is set, shall update the EFCC. A set flag in EFPBC results in a full synchronisation of the phonebook between the UE and the UICC (if synchronisation is requested).

The EF structure related to the public phonebook is located under DFPHONEBOOK in DFTELECOM. A USIM specific phonebook may exist for application specific entries. The application specific phonebook is protected by the application PIN. The organisation of files in the application specific phonebook is similar to  the one specified for the public phone book under DFTELECOM. The application specific phonebook may contain a different set of files than the one in the public area under DFTELECOM.

4.4.2.1
EFPBR (Phone Book Reference file)

This file describes the structure of the phonebook. All EFs representing the phonebook are specified here, together with their file identifiers (FID) and their short file identifiers (SFI), if applicable.
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