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. 4.4.2.9
EFANR (Additional Number)

Several phone numbers can be attached to one EFADN record, using one or several EFANR. The amount of additional number entries may be less than or equal to the amount of records in EFADN. The EF structure is linear fixed. Each record contains an additional phone number. The first byte indicates whether the record is free or the type of additional number referring to the record number in EFAAS, containing the text to be displayed. The following part indicates the additional number and the reference to the associated record in the EFADN file.

Structure of EFANR
Identifier: '4FXX'
Structure: linear fixed
Optional

SFI: 'XX'


Record length: 12 or 14 bytes
Update activity: low

Access Conditions:


READ
PIN


UPDATE
PIN


DEACTIVATE
ADM


ACTIVATE
ADM



Bytes
Description
M/O
Length

1
Additional Number identifier
M
1 byte

2
TON and NPI
M
1 byte

3 to 12
Additional number
M
10 bytes

13
Capability/Configuration1 Identifier
M
1 byte

14
ADN file SFI
C
1 byte

15
ADN file Record Identifier
C
1 byte

NOTE:
The fields marked C above are mandatory if and only if the file is not type 1 (as specified in EFPBR)

‑
Additional Number Identifier

Content:

-
describes the type of the additional number defined in the file EFAAS.

Coding:

-
'00' – no additional number description;
'xx' – record number in EFAAS describing the type of number (e.g. "FAX");
'FF' – free record.
‑
TON and NPI.

Contents:

-
Type of number (TON) and numbering plan identification (NPI).

Coding:

-
according to 3G TS 24.008 [9]. If the Dialling Number/SSC String does not contain a dialling number, e.g. a control string deactivating a service, the TON/NPI byte shall be set to 'FF' by the ME (see note 2).

NOTE :
If a dialling number is absent, no TON/NPI byte is transmitted over the radio interface (see 3G TS 24.008 [9]). Accordingly, the ME should not interpret the value 'FF' and not send it over the radio interface.



B8
b7
b6
b5
b4
b3
b2
b1











NPI











TON











1

‑
Additional number

Content:

-
additional phone number linked to the phone book entry.

Coding:

-
same as the dialling number /SSC string in EFADN.
‑
Capability/Configuration1 Identifier.

Contents:

-
This byte identifies the number of a record in the EFCCP1 containing associated capability/configuration parameters required for the call. The use of this byte is optional. If it is not used it shall be set to 'FF'.

Coding:

-
binary.

‑
ADN file SFI.

Content:

-
Short File identifier of the associated EFADN file.

Coding:

-
as defined in the UICC specification.

‑
ADN file Record Identifier

Content:

-
record identifier of the associated phone book entry.

Coding:

-
'xx' – record identifier of the corresponding ADN record.
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