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Inconsistency between 4.2.23 where EF(PSLOCI) is defined and 4.7 which uses EF(LOCIPS).

Inconsistency between 4.5.3 where EF(ECCP) with FID '6F4F' is defined and 4.7 where EF(CCP) with FID '6F3D' is used instead.

Unclear statement in 4.4.2.14.

In 4.7, files from 11.11 are included under DF(TELECOM) without mentioning where they come from.
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Replace EF(LOCIPS) by EF(PSLOCI) in 4.7

Replace EF(CCP) with FID '6F3D' by EF(ECCP) with FID '6F4F' in 4.7

Rephrase 4.4.2.14
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4.4.2.14
Phonebook restrictions

This subclause lists some general restrictions that apply to the phonebook:

· if an EFPBR file contains more than one record, then they shall all be formatted identically on a type-by-type basis, e.g. if EFPBR record #1 contains one type 1 e-mail then all EFPBR records shall have one type 1 email;

· if an EFPBR record contains more than one reference to one type of file, such as two EFEMAIL files, then they shall all  be formatted identically on a type-by-type basis, e.g. if an EFPBR record has 2 email addresses, then they shall have the same record size and the same number of records in each EFPBR entry;

· an EFPBR record may contain TLV entries indicating that the file exist as a type 1 and 2 file, e.g. a phonebook entry may have two emails, one with a one-to-one mapping  (type 1) and one with a indirect mapping (type 2). Regardless of the type, files in all entries shall have the same record configuration.

Editor's note:
this list is currently not complete.

[…]
'4.7
Files of USIM
This subclause contains two figures depicting the file structure of the UICC and the ADFUSIM. ADFUSIM shall be selected using the AID and information in EFDIR.
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Figure 4.1: File identifiers and directory structures of UICC
ADFUSIM
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Figure 4.2: File identifiers and directory structures of USIM
DF 5F70 is reserved for SoLSA. EF 4F30 (EFSAL) and EF 4F31 (EFSLL) are reserved under DF 5F70 (SoLSA).

Shaded files under DFTELECOM are defined in GSM 11.11 [8].
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