Erreur! Il n'y a pas de texte répondant à ce style dans ce document.
1
Erreur! Il n'y a pas de texte répondant à ce style dans ce document.

3GPP T3 (USIM) Meeting #19

St John, US VI, 8-11 May, 2001
Tdoc T3-010296

CR-Form-v3

CHANGE REQUEST



(

31.102
CR
CR-Num
(

rev
-
(

Current version:
3.5.0
(




For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.



Proposed change affects:
(

(U)SIM
X
ME/UE
X
Radio Access Network

Core Network




Title:
(

Clarification of the procedure related to the dialling numbers




Source:
(

Gemplus




Work item code:
(

TEI

Date: (

23/04/01







Category:
(

F

Release: (

R99


Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:
(

Missing or unclear requirements regarding ADN, OCI, ICI files.

ANR file is missing. OCT and ICT files should not be present. LND does not exist.

The example regarding ADN is confusing because requirements on other files are made.

Editorial change: EFCCP1 instead of EFCCP




Summary of change:
(

Requirements for each file are set at the beginning of the section.

ANR is added. OCT, ICT and LND files are removed.




Consequences if 
(

not approved:
Inconsistencies.




Clauses affected:
(

5.3.2




Other specs
(


 Other core specifications
(



affected:

 Test specifications




 O&M Specifications





Other comments:
(



5.3.2
Dialling numbers

Requirements:

· Service n°1 "available" for ADN if ADN is located under the local phonebook
· Presence of EFADN in EFPBR if ADN is under the global phonebook
· Presence of EFANR in EFPBR for ANR.
· Service n°2 "available" for FDN.

· Service n°21 "available" for MSISDN.

· Service n°4 "available" for SDN.

· Service n°6 "available" for BDN.

· Service n°8 "available" for EFOCI
· Service n°9 "available" for EFICI
The following procedures may not only be applied to EFADN and its associated extension files EFCCP1 and EFEXT1 as described in the procedures below, but also to EFANR, EFFDN, EFMSISDN, EFBDN, EFSDN, EFOCI, EFICI, and their associated extension files. If these files are not allocated and activated, as denoted in the USIM service table, the current procedure shall be aborted and the appropriate EFs shall remain unchanged.

As an example, the following procedures are described as applied to ADN.






Update:
The ME analyses and assembles the information to be stored as follows (the byte identifiers used below 


correspond to those in the definition of the relevant EFs in the present document):

i)
The ME identifies the Alpha‑tagging, Capability/Configuration Identifier and Extension1 Record Identifier.

ii)
The dialling number/SSC string shall be analysed and allocated to the bytes of the EF as follows:

‑
if a "+" is found, the TON identifier is set to "International";

‑
if 20 or less "digits" remain, they shall form the dialling number/SSC string;

‑
if more than 20 "digits" remain, the procedure shall be as follows:






-
The ME seeks for a free record in EFEXT1. If an Extension1 record is not marked as "free", the ME runs the Purge procedure. If an Extension1 record is still unavailable, the procedure is aborted.

-
The first 20 "digits" are stored in the dialling number/SSC string. The value of the length of BCD number/SSC contents is set to the maximum value, which is 11. The Extension1 record identifier is coded with the associated record number in the EFEXT1. The remaining digits are stored in the selected Extension1 record where the type of the record is set to "additional data". The first byte of the Extension1 record is set with the number of bytes of the remaining additional data. The number of bytes containing digit information is the sum of the length of BCD number/SSC contents of EFADN and byte 2 of all associated chained Extension1 records containing additional data.

iii)
If a called party subaddress is associated to the ADN/SSC the procedure shall proceed as follows:






-
If the length of the called party subaddress is less than or equal to 11 bytes (see 3G TS 24.008 [9] for coding):

-
The ME seeks for a free record in EFEXT1. If an Extension1 record is not marked as "free", the ME runs the Purge procedure. If an Extension1 record is still unavailable, the procedure is aborted.

-
The ME stores the called party subaddress in the Extension1 record, and sets the Extension1 record type to "called party subaddress".

-
If the length of the called party subaddress is greater than 11 bytes (see 3G TS 24.008 [9] for coding):

-
The ME seeks for two free records in EFEXT1. If no such two records are found, the ME runs the Purge procedure. If two Extension1 records are still unavailable, the procedure is aborted.

-
The ME stores the called party subaddress in the two Extension1 records. The identifier field in the Extension1 record containing the first part of the subaddress data is coded with the associated EFEXT1 record number containing the second part of the subaddress data. Both Extension1 record types are set to "called party subaddress".

Once i), ii), and iii) have been considered the ME performs the updating procedure with EFADN. If the USIM has no available empty space to store the received ADN/SSC, or if the procedure has been aborted, the ME advises the user.

For reasons of memory efficiency, the ME may analyse all Extension1 records to recognise if the additional or subaddress data to be stored is already existing in EFEXT1. In this case, the ME may use the existing chain or the last part of the existing chain from more than one ADN. The ME is only allowed to store extension data in unused records. If existing records are used for multiple access, the ME shall not change any data in those records to prevent corruption of existing chains.

Erasure:
The ME sends the identification of the information to be erased. The content of the identified record in EFADN is marked as "free".

Request:
The ME sends the identification of the information to be read. The ME shall analyse the data of EFADN  to ascertain, whether additional data is associated in EFEXT1 or EFCCP1. If necessary, then the ME performs the reading procedure on these EFs to assemble the complete ADN/SSC.

Purge:
The ME shall access each EF which references EFEXT1 (EFEXT2) for storage and shall identify records in these files using extension data (additional data or called party subaddress). Note that existing chains have to be followed to the end. All referred Extension1 (Extension2) records are noted by the ME. All Extension1 (Extension2) records not noted are then marked by the ME as "free" by setting the whole record to 'FF'.

NOTE:
Dependent upon the implementation of the ME, and in particular the possibility of erasure of ADN/SSC records by Phase 1 MEs, which have no knowledge of the EFEXT1, it is possible for Extension1 records to be marked as "used space" (not equal to 'FF'), although in fact they are no longer associated with an ADN/SSC record.

The following three procedures are only applicable to service n°2 (FDN).

FDN capability request. The ME shall check the state of service n°2, i.e. if FDN is "enabled" or "disabled". If FDN is enabled, the ME shall only allow outgoing calls as defined in the fixed number dialling description in TS 22.101 [24]. To ascertain the state of FDN, the ME shall check in EFUST and EFEST if FDN is enabled (service activated and available). In all other cases service n°2 is disabled.

FDN enabling is done by activating the FDN service in EFEST.

FDN disabling is done by deactivating the FDN service in EFEST.

The following three procedures are only applicable to service n°6 (BDN).

-
BDN capability request. The ME shall check the state of service n°6, i.e. if BDN is "enabled" or "disabled". To ascertain the state of BDN, the ME shall check in EFUST and EFEST if BDN is "enabled" (service available and activated). In all other cases, the BDN service is "disabled".

-
BDN enabling is done by activating the BDN service in EFEST.

-
BDN disabling is done by deactivating the BDN service in EFEST.
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