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7.5.11
Channel status event

The following subclauses apply only if class "e" is supported.

7.5.11.1
Procedure

If the Channel status event is part of the current event list (as set up by the last SET UP EVENT LIST command, see subclause 6.4.16), then, when the ME detects one of the following changes:





-
a link is error; or

-
a link is established; or

-
any other error.

The ME shall inform the UICC that this has occurred, by using the ENVELOPE (EVENT DOWNLOAD – Channel status) command as defined below.

7.5.11.2
Structure of ENVELOPE (EVENT DOWNLOAD – Channel status)

Direction: ME to UICC.

The command header is specified in TS 31.101 [13].

Command parameters/data.

Description
Subclause
M/O
Min
Length

Event download tag
9.1
M
Y
1

Length (A+B+C)
-
M
Y
1 or 2

Event list
8.25
M
Y
A

Device identities
8.7
M
Y
B

Channel status
8.56
M
Y
C

-
Event list: the Event list data object shall contain only one event (value part of length 1 byte), and ME shall set the event to:

-
channel status.

-
Device identities: the ME shall set the device identities to:

-
source:
ME;

-
destination:
UICC.

-
Channel status: this data object shall contain the status and identifier of the channel on which the event occurred.

Response parameters/data: None for this type of ENVELOPE command.
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