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14
Allowed Type of command and Device identity combinations

Only certain types of commands can be issued with certain device identities. These are defined below:

Command description
Source
Destination

CALL CONTROL
ME
SIM

CELL BROADCAST DOWNLOAD
Network
SIM

COMMAND RESULT
ME
SIM

DISPLAY TEXT
SIM
Display

EVENT DOWNLOAD



- MT call
Network
SIM

- Call connected at near end (MT call)
ME
SIM

- Call connected at far end (MO call)
Network
SIM

- Call disconnected at near end
ME
SIM

- Call disconnected at far end
Network
SIM

- Location status
ME
SIM

- User activity
ME
SIM

- Idle screen available
Display
SIM

- Card reader status
class "a" only
ME
SIM

- language selection
ME
SIM

GET INKEY
SIM
ME

GET INPUT
SIM
ME

GET READER STATUS
class "a" only
SIM
ME

LANGUAGE NOTIFICATION
SIM
ME

MENU SELECTION
Keypad
SIM

MO SHORT MESSAGE CONTROL
ME
SIM

MORE TIME
SIM
ME

PERFORM CARD APDU
class "a" only
SIM
Card reader x

PLAY TONE
SIM
Earpiece (see note)

POLLING OFF
SIM
ME

POLL INTERVAL
SIM
ME

POWER ON CARD 
class "a" only
SIM
Card reader x

POWER OFF CARD
class "a" only
SIM
Card reader x

PROFILE DOWNLOAD
ME
SIM

PROVIDE LOCAL INFORMATION
SIM
ME

REFRESH
SIM
ME

RUN AT COMMAND
class "b" only
SIM
ME

SELECT ITEM
SIM
ME

SEND DTMF
SIM
Network

SEND SHORT MESSAGE
SIM
Network

SEND SS
SIM
Network

SEND USSD
SIM
Network

SET UP CALL
SIM
Network

SET UP EVENT LIST
SIM
ME

SET UP IDLE MODE TEXT
SIM
ME

SET UP MENU
SIM
ME

SMS-PP DOWNLOAD
Network
SIM

TIMER MANAGEMENT
SIM
ME

TIMER EXPIRATION
ME
SIM

NOTE:
The ME may route the tone to other loudspeakers (external ringer, car kit) if more appropriate.
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