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6.11
Proactive commands versus possible Terminal response

The following table shows for each proactive command the possible terminal response returned  (marked by a "(" character).













Proactive Command













GET INKEY
GET INPUT
SEL-ECT ITEM
PLAY TONE
DIS-PLAY TEXT
SET UP MENU
POLL-ING OFF
POLL INTER-VAL
RE-FRESH
SET UP CALL
SEND SMS
SEND SS
SEND USSD
PRO-VIDE LOCAL INFO
MORE TIME
SETUP EVENT LIST
TIMER

MAN-AGE-

MENT
CARD APDU
POWER ON CARD
POWER OFF CARD
GET READER STATUS
SETUP IDLE MODE TEXT
RUN AT COMM-AND
SEND DTMF

 
Terminal response

'22'
'23'
'24'
'20'
'21'
'25'
'04'
'03'
'01'
'10'
'13'
'11'
'12'
'26'
'02'
'05'
'27'
'30'
'31'
'32'
'33'
'28'
'34'
'14'

00
Command performed successfully

























01
Command performed with partial compréhension

























02
Command performed, with missing information

























03
REFRESH performed with additional EFs read

























04
Command performed succesfully, but requested icon could not be displayed 

























05
Command performed, but modified by call control by SIM.

























06
Command performed successfully, limited service

























10
Proactive SIM session terminated by the user

























11
Backward move in the proactive SIM session requested by the user

























12
No response from user

























13
Help information required by the user

























14
USSD or SS Transaction terminated by user 

























20
ME currently unable to process command

























21
Network currently unable to process command

























22
User did not accept call setup request

























23
User cleared down call before connection or network release

























24
Action in contradiction with the current timer state

























25
Interaction with call control by SIM, temporary problem

























30
Command beyond MEs capabilities

























31
Command type not understood by ME

























32
Command data not understood by ME

























33
Command number not known by ME

























34
SS Return Error

























35
SMS RPERROR

























36
Error, required values are missing

























37
USSD return error

























38
Multiple Card command error

























39
Interaction with call control by SIM or MO SM control by SIM, permanent problem.

























12
SIMPLE-TLV data objects
12.12
Result

Byte(s)
Description
Length

1
Result tag
1

2 to (Y‑1)+2
Length (X)
Y

(Y‑1)+3 
General result
1

(Y‑1)+4 to (Y‑1)+X+2
Additional information on result
X‑1

-
General result

Contents: General result specifies the result and indicates appropriate SIM action:

Coding:

-
'00' = Command performed successfully;

-
'01' = Command performed with partial comprehension;

-
'02' = Command performed, with missing information;

-
'03' = REFRESH performed with additional EFs read;

-
'04'= Command performed successfully, but requested icon could not be displayed;

-
'05' = Command performed, but modified by call control by SIM;

-
'06' = Command performed successfully, limited service;

-
'10' = Proactive SIM session terminated by the user;

-
'11' = Backward move in the proactive SIM session requested by the user;

-
'12' = No response from user;

-
'13' = Help information required by the user;

-
'14' = USSD or SS transaction terminated by the user.

Results '0X' and '1X' indicate that the command has been performed.

-
'20' = ME currently unable to process command;

-
'21' = Network currently unable to process command;

-
'22' = User did not accept call set-up request;

-
'23' = User cleared down call before connection or network release;

 -
'24' = Action in contradiction with the current timer state;

-
'25' = Interaction with call control by SIM, temporary problem.

Results '2X' indicate to the SIM that it may be worth re-trying the command at a later opportunity.

-
'30' = Command beyond ME's capabilities;

-
'31' = Command type not understood by ME;

-
'32' = Command data not understood by ME;

-
'33' = Command number not known by ME;

-
'34' = SS Return Error;

-
'35' = SMS RP-ERROR;

-
'36' = Error, required values are missing;

-
'37' = USSD Return Error.

-
'38' = MultipleCard commands error, if class "a" is supported;

-
'39' = Interaction with call control by SIM or MO short message control by SIM, permanent problem.

Results '3X' indicate that it is not worth the SIM re-trying with an identical command, as it will only get the same response. However, the decision to retry lies with the SIM application.

The SIM application should avoid a rapid sequence of repeated retried commands as this may be detrimental to ME performance.
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Examples of expressions of prevision in ETSI specifications







Please ensure that any changes proposed adhere to the following rules:







SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the SIM" is correct Do not use "The ME resets the SIM" or "the ME must reset the SIM"







SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.







MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".







CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".







Visit the EditHelp page on the ETSI server (http://www.etsi.org/EditHelp/ ) for further practical information about ETSI deliverables, including the ETSI drafting rules.
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