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10.3.7
EFSST (SIM service table)

This EF indicates which services are allocated, and whether, if allocated, the service is activated. If a service is not allocated or not activated in the SIM, the ME shall not select this service.

Identifier: '6F38'
Structure: transparent
Mandatory

File size: X bytes, X ( 2
Update activity: low

Access Conditions:


READ
CHV1


UPDATE
ADM


INVALIDATE
ADM


REHABILITATE
ADM

Bytes
Description
M/O
Length

1
Services n(1 to n(4
M
1 byte

2
Services n(5 to n(8
M
1 byte

3
Services n(9 to n(12
O
1 byte

4
Services n(13 to n(16
O
1 byte

5
Services n(17 to n(20
O
1 byte

6
Services n(21 to n(24
O
1 byte

7
Services n(25 to n(28
O
1 byte

8
Services n(29 to n(32
O
1 byte

etc.




X
Services (4X‑3) to (4X)
O
1 byte

‑Services



     Contents:
Service n°1 :
CHV1 disable function


Service n°2 :
Abbreviated Dialling Numbers (ADN)


Service n°3 :
Fixed Dialling Numbers (FDN)


Service n°4 :
Short Message Storage (SMS)


Service n°5 :
Advice of Charge (AoC)


Service n°6 :
Capability Configuration Parameters (CCP)


Service n°7 :
PLMN selector


Service n°8 :
RFU


Service n°9 :
MSISDN


Service n°10:
Extension1


Service n°11:
Extension2


Service n°12:
SMS Parameters


Service n°13:
Last Number Dialled (LND)


Service n°14:
Cell Broadcast Message Identifier


Service n°15:
Group Identifier Level 1


Service n°16:
Group Identifier Level 2


Service n°17:
Service Provider Name


Service n°18:
Service Dialling Numbers (SDN)


Service n°19:
Extension3


Service n°20:
RFU


Service n°21:
VGCS Group Identifier List (EFVGCS and EFVGCSS)


Service n°22:
VBS Group Identifier List (EFVBS and EFVBSS)


Service n°23:
enhanced Multi‑Level Precedence and Pre‑emption Service


Service n°24:
Automatic Answer for eMLPP


Service n°25:
Data download via SMS‑CB


Service n°26:
Data download via SMS‑PP


Service n°27:
Menu selection


Service n°28:
Call control


Service n°29:
Proactive SIM


Service n°30:
Cell Broadcast Message Identifier Ranges


Service n°31:
Barred Dialling Numbers (BDN)


Service n°32:
Extension4


Service n°33:
De‑personalization Control Keys


Service n°34:
Co‑operative Network List


Service n°35:
Short Message Status Reports


Service n°36:
Network's indication of alerting in the MS 


Service n°37:
Mobile Originated Short Message control by SIM 


Service n°38:
GPRS


Service n°39:
Image (IMG)


Service n°40:
SoLSA (Support of Local Service Area)


Service n°41:
USSD string data object supported in Call Control


Service n°42:
RUN AT COMMAND command


Service n°4X:
Bearer services/teleservices Excluded from the FDN Check (BEC)

10.5.17
EFBEC (Bearer Excluded from the FDN check)

This EF contains the list of bearer services/teleservices excluded from the FDN check. As the BEC service relies on the Fixed Dialling Numbers, service n°4X (BEC) shall only be allocated and activated if service n°3 (FDN) is allocated and activated. When FDN is enabled, a call can be set up to any destination if the bearer service/teleservice associated with the dialled number is present in this file.
Identifier: '6Fxx'
Structure: linear fixed
Optional

Record length: X bytes (X<255)
Update activity: low

Access Conditions:


READ
CHV1


UPDATE
CHV2


INVALIDATE
ADM


REHABILITATE
ADM



Bytes
Description
M/O
Length

1 - X
Bearer Excluded from the FDN Check
M
X bytes

The record length is set at personalisation depending on the coding of bearer services/teleservices choosen. 
Coding of bearer services/teleservices is to be defined. 
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