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CRs to GSM 11.11 R99 as approved at SMG #31 (14 - 16 Feb, 2000)

This document contains all R99 CRs to GSM 11.11 v8.1.0 which were approved at SMG #31 in tdocs P‑00‑137 and P‑00‑139. The resulting version of GSM 11.11 after incorporation of the CRs will be v8.2.0.
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SPEC
CR
REV
PHASE
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CAT

9-00-0088
11.11
A098

R99
8.1.0
Clarification of interactions for CBS and the language files on the SIM
F

9-00-0092
11.11
A101

R99
8.1.0
Correction to coding of ASCI EF eMLPP.
F

9-00-0095
11.11
A104

R99
8.1.0
Addition of coding for ASCI Efs (VGCS and VBS)
F

9-00-0098
11.11
A107

R99
8.1.0
Correction of the byte numbering related to EF LOCIGPRS
F

9-00-0133
11.11
A108

R99
8.1.0
Corrections and additions to DF-5F40
F

9-00-0146
11.11
A109
1
R99
8.1.0
Clarification of manual entry of the A-Key.
F

9-00-0151
11.11
A110

R99
8.1.0
Addition of reference to the File ID as used in the TETRA specification.
D

9-00-0163
11.11
A111
1
R99
8.1.0
COMPACT Cell Selection
B

9-00-0155
11.11
A112

R99
8.1.0
COMPACT Cell Selection - Investigation Scan indicator for packet only systems
B

9-00-0161
11.11
A113

R99
8.1.0
Enhancement to CCP (Capability Configuration Parameters) coding
B

9-00-0159
11.11
A114

R99
8.1.0
Enhancement of BDN feature
B

Note that the following CR was presented to SMG #31 but was postponed due to some open issues. It is expected that a revised version of the CR will be presented as a R99 CR to the next SMG plenary meeting.
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9-00-0160
11.11
A115

R99
8.1.0
Enhancement of FDN feature
B
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