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10.3.33
EFLOCIGPRS (GPRS location information)

This EF contains the following Location Information:

‑
Packet Temporary Mobile Subscriber Identity (P-TMSI)

‑
Packet Temporary Mobile Subscriber Identity signature value (P-TMSI signature value)

‑
Routing Area Information (RAI)

‑
Routing Area update status

	Identifier: '6F53'
	Structure: transparent
	Optional

	File size: 14 bytes
	Update activity: high

	Access Conditions:


READ
CHV1


UPDATE
CHV1


INVALIDATE
ADM


REHABILITATE
ADM



	Bytes
	Description
	M/O
	Length

	1 ‑ 4
	P-TMSI
	M
	4 bytes

	5 – 7
	P-TMSI signature value
	M
	3 bytes

	8 ‑ 13
	RAI
	M
	6 bytes

	14
	Routing Area update status
	M
	1 byte


‑
P-TMSI

Contents: Packet Temporary Mobile Subscriber Identity

Coding: according to GSM 04.08 [15].

Byte 1: first byte of P-TMSI

	
	
	B8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	

	
	
	MSB
	
	
	
	
	
	
	


‑
P-TMSI signature value

Contents: Packet Temporary Mobile Subscriber Identity signature value

Coding: according to GSM 04.08 [15].

Byte 5: first byte of P-TMSI signature value

	
	
	B8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	

	
	
	MSB
	
	
	
	
	
	
	


‑
RAI 

Contents: Routing Area Information

Coding: according to GSM 04.08 [15].

Byte 8: first byte of RAI

	
	
	B8
	B7
	b6
	b5
	b4
	B3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	LSB of MCC Digit 1

	
	
	
	
	
	
	
	
	
	
	 :

	
	
	
	
	
	
	
	
	
	
	 :

	
	
	
	
	
	
	
	
	
	
	MSB of MCC Digit 1

	
	
	
	
	
	
	
	
	
	
	LSB of MCC Digit 2

	
	
	
	
	
	
	
	
	
	
	 :

	
	
	
	
	
	
	
	
	
	
	 :

	
	
	
	
	
	
	
	
	
	
	MSB of MCC Digit 2


Byte 9: second byte of RAI (MCC continued) 

	
	
	B8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	LSB of MCC Digit 3

	
	
	
	
	
	
	
	
	
	
	 :

	
	
	
	
	
	
	
	
	
	
	 :

	
	
	
	
	
	
	
	
	
	
	MSB of MCC Digit 3

	
	
	
	
	
	
	
	
	
	
	bits b5 to b8 are 1


Byte 10: third byte of RAI (MNC)

	
	
	B8
	b7
	b6
	b5
	b4
	b3
	b2
	B1

	
	
	
	
	
	
	
	
	
	
	LSB of MNC Digit 1

	
	
	
	
	
	
	
	
	
	
	 :

	
	
	
	
	
	
	
	
	
	
	 :

	
	
	
	
	
	
	
	
	
	
	MSB of MNC Digit 1

	
	
	
	
	
	
	
	
	
	
	LSB of MNC Digit 2

	
	
	
	
	
	
	
	
	
	
	 :

	
	
	
	
	
	
	
	
	
	
	 :

	
	
	
	
	
	
	
	
	
	
	MSB of MNC Digit 2


Byte 11: fourth byte of RAI (LAC)

Byte 12: fifth byte of RAI (LAC continued)

Byte 13: sixth byte of RAI (RAC)
· Routing Area update status

Contents: status of routing area update according to GSM 04.08 [15].

Coding:


Byte 14:

Bits:
b3
b2
b1



0
0
0
:
updated



0
0
1
:
not updated



0
1
0
:
PLMN not allowed



0
1
1
:
Routing Area not allowed



1
1
1
:
reserved

Bits b4 to b8 are RFU (see sub-clause 9.3).
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