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4.2.8
EFUST (USIM Service Table)

This EF indicates which services are available. If a service is not indicated as available in the USIM, the ME shall not select this service.

	Identifier: '6F38'
	Structure: transparent
	Mandatory

	SFI: '04'
	

	File size: X bytes, X >( 1
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1
	Services n(1 to n(8
	M
	1 byte

	2
	Services n(9 to n(16
	O
	1 byte

	3
	Services n(17 to n(24
	O
	1 byte

	4
	Services n(25 to n(32
	O
	1 byte

	etc.
	
	
	

	X
	Services n((8X‑7) to n((8X)
	O
	1 byte


	‑Services
	
	

	     Contents:
	Service n°1 :
	Local Phone Book

	
	Service n°2 :
	Fixed Dialling Numbers (FDN)

	
	Service n°3 :
	Extension 2

	
	Service n°4 :
	Service Dialling Numbers (SDN)

	
	Service n°5 :
	Extension3

	
	Service n°6 :
	Barred Dialling Numbers (BDN)

	
	Service n°7 :
	Extension4

	
	Service n°8 :
	Outgoing Call Information (OCI and OCT)

	
	Service n°9 :
	Incoming Call Information (ICI and ICT)

	
	Service n°10:
	Short Message Storage (SMS)

	
	Service n°11:
	Short Message Status Reports (SMSR)

	
	Service n°12:
	Short Message Service Parameters (SMSP)

	
	Service n°13:
	Advice of Charge (AoC)

	
	Service n°14:
	Capability Configuration Parameters (CCP)

	
	Service n°15:
	Cell Broadcast Message Identifier 

	
	Service n°16:
	Cell Broadcast Message Identifier Ranges 

	
	Service n°17:
	Group Identifier Level 1

	
	Service n°18:
	Group Identifier Level 2

	
	Service n°19:
	Service Provider Name

	
	Service n°20:
	User controlled PLMN selector with Access Technology

	
	Service n°21:
	MSISDN

	
	Service n°22:
	Image (IMG)

	
	Service n°23:
	Not used (reserved for SoLSA) 

	
	Service n°24:
	Enhanced Multi‑Level Precedence and Pre‑emption Service

	
	Service n°25:
	Automatic Answer for Emlpp

	
	Service n°26:
	RFU

	
	Service n°27:
	GSM Access

	
	Service n°28:
	Data download via SMS-PP

	
	Service n°29:
	Data download via SMS‑CB

	
	Service n°30:
	Call Control by USIM

	
	Service n°31:
	MO-SMS Control by USIM

	
	Service n°32:
	RUN AT COMMAND command

	
	Service n°33:
	Packet Switched Domain

	
	Service n°34:
	Enabled Services Table

	
	Service n°35:
	APN Control List (ACL)

	
	Service n°36:
	Depersonalisation Control Keys

	
	Service n°37:
	Co-operative Network List

	
	Service n°38:
	GSM security context 

	
	Service n°39
	CPBCCH Information

	
	Service n°40
	Investigation Scan

	
	Service n°41
	MexE

	
	Service n°42
	Operator controlled PLMN selector with Access Technology

	
	Service n°43
	HPLMN selector with Access Technology

	
	Service n°xx:
	HPLMN Network Name


The EF shall contain at least one byte. Further bytes may be included, but if the EF includes an optional byte, then it is mandatory for the EF to also contain all bytes before that byte. Other services are possible in the future and will be coded on further bytes in the EF. The coding falls under the responsibility of the 3GPP.

Coding:

1 bit is used to code each service:

bit = 1: service available;

bit = 0: service not available.

-
Service available means that the USIM has the capability to support the service and that the service is available for the user of the USIM unless the service is identified as "disabled" in EFEST.
Service not available means that the service shall not be used by the USIM user, even if the USIM has the capability to support the service.

First byte:

	
	
	b8
	b7
	b6
	B5
	b4
	b3
	b2
	B1

	
	
	
	
	
	
	
	
	
	
	Service n°1

	
	
	
	
	
	
	
	
	
	
	Service n°2

	
	
	
	
	
	
	
	
	
	
	Service n°3

	
	
	
	
	
	
	
	
	
	
	Service n°4

	
	
	
	
	
	
	
	
	
	
	Service n°5

	
	
	
	
	
	
	
	
	
	
	Service n°6

	
	
	
	
	
	
	
	
	
	
	Service n°7

	
	
	
	
	
	
	
	
	
	
	Service n°8


Second byte:

	
	
	b8
	b7
	b6
	B5
	b4
	b3
	b2
	B1

	
	
	
	
	
	
	
	
	
	
	Service n°9

	
	
	
	
	
	
	
	
	
	
	Service n°10

	
	
	
	
	
	
	
	
	
	
	Service n°11

	
	
	
	
	
	
	
	
	
	
	Service n°12

	
	
	
	
	
	
	
	
	
	
	Service n°13

	
	
	
	
	
	
	
	
	
	
	Service n°14

	
	
	
	
	
	
	
	
	
	
	Service n°15

	
	
	
	
	
	
	
	
	
	
	Service n°16


etc.

4.2.xx
EFHNN (HPLMN Network Name)

This EF contains the full and short form versions of the network name for the HPLMN. The ME shall use these versions in place of it’s own versions of the network name for the HPLMN (stored in the ME’s memory list), and also in place of the versions of the network name received when registered to the HPLMN, as defined by 3G TS 24.008 [9].
	Identifier: '6FXX'
	Structure: transparent
	Optional

	File Size: X+Y+Z bytes
	Update activity: low

	Access Conditions:


READ
ALWAYS


UPDATE
ADM


INVALIDATE
ADM


REHABILITATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to X
	Full name for network
	M
	X bytes

	X+1 to X+Y
	Short name for network  
	O
	Y bytes

	X+Y+1 to X+Y+Z
	RFU
	O
	Z bytes


Full name for network
For contents and coding use Network Name information element, as defined in TS 24.008[9].

Short name for network

For contents and coding use Network Name information element, as defined in TS 24.008 [9].

4.7
Files of USIM
This subclause contains two figures depicting the file structure of the UICC and the ADFUSIM. ADFUSIM shall be selected using the AID and information in EFDIR.
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	DFGSM
	
	DFTELECOM
	
	
	
	EFDIR
	
	EFPL
	
	EFARR
	
	EFICCID

	'7F20'
	
	'7F10'
	
	
	
	'2F00'
	
	'2F05'
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	EFARR
	
	EFADN
	
	EFFDN
	
	EFSMS
	
	EFCCP

	see GSM 
	
	
	
	'6F06'
	
	'6F3A'
	
	'6F3B'
	
	'6F3C'
	
	'6F3D'

	11.11 [18]
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFMSISDN
	
	EFSMSP
	
	EFSMSS
	
	EFLND
	
	EFSMSR

	
	
	
	
	
	
	'6F40'
	
	'6F42'
	
	'6F43'
	
	'6F44'
	
	'6F47'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFSDN
	
	EFEXT1
	
	EFEXT2
	
	EFEXT3
	
	EFBDN

	
	
	
	
	
	
	'6F49'
	
	'6F4A'
	
	'6F4B'
	
	'6F4C'
	
	'6F4D'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	EFEXT4
	
	EFSUME
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	'6F54'
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	DFGRAPHICS
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	'5F50'
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	DFPHONEBOOK
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	EFPBR
	
	EFIAP
	
	EFADN
	
	EFEXT1
	
	EFPBC

	
	
	
	
	
	
	'4F30'
	
	'4FXX'
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	'4FXX'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	EFGRP
	
	EFAAS
	
	EFGAS
	
	EFANR
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	'4F24'

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	EFEMAIL
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Figure 4.1: File identifiers and directory structures of UICC
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Figure 4.2: File identifiers and directory structures of USIM
DF 5F70 is reserved for SoLSA. EF 4F30 (EFSAL) and EF 4F31 (EFSLL) are reserved under DF 5F70 (SoLSA).
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