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The following corrections are proposed:

· The file size calculation of EFOPLMNwAcT is corrected. One element in the file has a size of 5 bytes instead of 4 bytes.

· The specification of EFCMI contains the term PIN1 which has to be replaced by CHV1 in order to be consistent with the rest of the document.

· Annex D contains references to wrong clauses.
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Other comments:
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Other releases would need the same clarification.

10.3.36
EFOPLMNwAcT (Operator controlled PLMN Selector with Access Technology)

This EF contains coding for n PLMNs, where n is at least eight. This information, determined by the operator, defines the preferred PLMNs of the operator in priority order. The EF also contains the Access Technologies for each PLMN in this list (see TS 23.122 [51]).

Identifier: '6F61'
Structure: transparent
Optional

File size: 5n (n ( 8) bytes
Update activity: low

Access Conditions:


READ
CHV1


UPDATE
ADM


INVALIDATE
ADM


REHABILITATE
ADM



Bytes
Description
M/O
Length

1 to 3
1st PLMN (highest priority)
M
3 bytes

4 to 5
1st PLMN Access Technology Identifier
M
2 bytes

6 to 8
2nd PLMN
O
3 bytes

9 to 10
2nd PLMN Access Technology Identifier
O
2 bytes

:
:



(5n-4) to (5n‑2)
Nth PLMN (lowest priority)
O
3 bytes

(5n-1) to 5n
Nth PLMN Access Technology Identifier
O
2 bytes

‑
PLMN

Contents: 


Mobile Country Code (MCC) followed by the Mobile Network Code (MNC).

Coding: 


according to TS 24.008 [47].

‑
Access Technologies

Contents: The Access Technologies of a PLMN that the MS will assume when searching for a listed PLMN.

Coding:  See EFPLMNwAcT  for coding.

10.5.16
EFCMI (Comparison Method Information)

This EF contains a list of Comparison Method Identifiers and alpha-tagging associated with BDN entries (see EFBDN). This EF shall always be present if EFBDN is present.

Identifier: '6F58'
Structure: linear fixed
Optional

Record length: X+1 bytes
Update activity: low

Access Conditions:


READ
CHV1


UPDATE
ADM


INVALIDATE
ADM


REHABILITATE
ADM



Bytes
Description
M/O
Length

1 to X
Alpha Identifier
M
X bytes

X+1
Comparison Method Identifier
M
1 byte

-
Alpha Identifier

Contents:


Alpha-tagging of the associated Comparison Method Identifier

Coding: 


Same as the alpha identifier in EFADN.

‑
Comparison Method Identifier

Contents:


this byte describes the comparison method which is associated with a BDN record. Its interpretation is not specified but it shall be defined by the operators implementing the BDN feature.

Coding:


'00' - 'FE' = Comparison Method Identifier.


'FF' = Default method.

Annex D (informative):
Suggested contents of the EFs at pre‑personalization

If EFs have an unassigned value, it may not be clear from the main text what this value should be. This annex suggests values in these cases.

File Identification
Description
Value

'2FE2'
ICC identification
operator dependant (see 10.1.1)

'2F05'
Extended Language preference
'FF…FF'

'6F05'
Language preference
'FF'

'6F07'
IMSI
operator dependant (see 10.3.2)

'6F20'
Ciphering key Kc
'FF...FF07'

'6F30'
PLMN selector
'FF...FF'

'6F31'
HPLMN search period
'FF'

'6F37'
ACM maximum value
'000000' (see note 1)

'6F38'
SIM service table
operator dependant (see 10.3.7)

'6F39'
Accumulated call meter
'000000'

'6F3E'
Group identifier level 1
operator dependant

'6F3F'
Group identifier level 2
operator dependant

'6F41'
PUCT
'FFFFFF0000'

'6F45'
CBMI
'FF...FF'

'6F46'
Service provider name
'FF...FF'

'6F48'
CBMID
'FF...FF'

'6F49'
Service Dialling Numbers
'FF...FF'

'6F74'
BCCH information
'FF...FF'

'6F78'
Access control class
operator dependant (see 10.3.15)

'6F7B'
Forbidden PLMNs
'FF...FF'

'6F7E
Location information
'FFFFFFFF xxxxxx 0000 FF 01'
(see note 2)

'6FAD'
Administrative data
operator dependant (see 10.3.18)

'6FAE'
Phase identification
see 10.3.16

'6F3A'
Abbreviated dialling numbers
'FF...FF'

'6F3B'
Fixed dialling numbers
'FF...FF'

'6F3C'
Short messages
'00FF...FF'

'6F3D'
Capability configuration parameters
'FF...FF'

'6F40'
MSISDN storage
'FF...FF'

'6F42'
SMS parameters
'FF...FF'

'6F43'
SMS status
'FF...FF'

'6F44'
Last number dialled
'FF...FF'

'6F47'
Short message status reports
'00FF…FF'

'6F4A'
Extension 1
'FF...FF'

'6F4B'
Extension 2
'FF...FF'

'6F4C'
Extension 3
'FF...FF'

'6F4D'
Barred dialling numbers
'FF...FF'

'6F4E'
Extension 4
'FF...FF'

'6F4F'
Extended capability configuration parameters
'FF...FF'

'6F51'
Network's indication of alerting
'FF...FF'

'6F52'
GPRS Ciphering key KcGPRS
'FF...FF07'

'6F53'
GPRS Location Information
'FFFFFFFF FFFFFF xxxxxx 0000 FF 01'
(see note 2)

'6F54'
SetUpMenu Elements
operator dependant (see 10.3.34)

'6F58'
Comparison method information
'FF…FF'

'6F60'
User controlled PLMN Selector with Access Technology
 'FFFFFF0000..FFFFFF0000'

'6F61'
Operator controlled PLMN Selector with Access Technology
 'FFFFFF0000..FFFFFF0000'

'6F62'
HPLMN Selector with Access Technology
 'FFFFFF0000..FFFFFF0000'

'6F63'
CPBCCH information
'FF..FF'

'6F64'
Investigation Scan
'00'

'6F65'
RPLMN last used Access Technology
'0000'

'4F20'
Image data 
'00FF...FF'

'4F30'
SoLSA Access Indicator)
'00FF...FF'

'4F31'
SoLSA LSA List
'FF...FF'

'6FC5'
PLMN Network Name
Operator dependant

'6FC6'
Operator PLMN List
Operator dependant

'6FC7'
Mailbox Dialling Numbers
Operator dependant

'6FC8'
Extension 6
'00 FF...FF'

'6FC9'
Mailbox Identifier
Operator dependant

'6FCA'
Message Waiting Indication Status
'00 00 00 00 00'

'6FCB'
Call Forwarding Indication Status
'xx 00 FF...FF'

'6FCC'
Extension 7
'00 FF...FF'

NOTE 1:
The value '000000' means that ACMmax is not valid, i.e. there is no restriction on the ACM. When assigning a value to ACMmax, care should be taken not to use values too close to the maximum possible value 'FFFFFF', because the INCREASE command does not update EFACM if the units to be added would exceed 'FFFFFF'. This could affect the call termination procedure of the Advice of Charge function.

NOTE 2:
xxxxxx stands for any valid MCC and MNC, coded according to TS 04.08 [15].
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