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5.1.2.1
3G session termination

NOTE 1:
This procedure is not to be confused with the deactivation procedure in TS 31.101 [11].

The 3G session is terminated by the ME as follows.

The ME shall indicate to the USIM by sending a particular STATUS command that the termination procedure is starting.

The ME then runs all the procedures which are necessary to transfer the following subscriber related information to the USIM:

‑
Location Information update for CS-and/or PS-domain.

‑
Cipher Key and Integrity Key update for CS-and/or PS-domain.

‑
Advice of Charge increase.

‑
Forbidden PLMN update.

‑
GSM Termination procedures.

Finally, the ME deletes all these subscriber related information elements from its memory.

NOTE 2:
If the ME has already updated any of the subscriber related information during the 3G session, and the value has not changed until 3G session termination, the ME may omit the respective update procedure.

To actually terminate the session, the ME shall then use one of the mechanisms described in TS 31.101 [11].

5.2.5
Location information

Request:
The ME performs the reading procedure with EFLOCI.

Update:
The ME performs the updating procedure with EFLOCI.

In the case when updating EFLOCI with data containing the TMSI value and the card reports the error '6581' (Memory Problem), the ME shall terminate 3G operation.

5.2.6
Cipher and Integrity key

Request:
The ME performs the reading procedure with EFKeys.

Update:
The ME performs the updating procedure with EFKeys.

5.2.x
Packet Switched Location information

Request:
The ME performs the reading procedure with EFPSLOCI.

Update:
The ME performs the updating procedure with EFPSLOCI.

In the case when updating EFPSLOCI with data containing the P-TMSI value and the card reports the error '6581' (Memory Problem), the ME shall terminate 3G operation.

5.2.y
Cipher and Integrity key for Packet Switched domain
Request:
The ME performs the reading procedure with EFKeysPS.

Update:
The ME performs the updating procedure with EFKeysPS.
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