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7.9.3.4
Gateway Address

The Gateway Address TLV contains data (the Gateway Address Information) to address a specific Gateway in the USAT Interpreter Gateway System. The coding of the Gateway Address Information is out of the scope of the present document.

If the Gateway Address TLV is available in the Submit Configuration TLV, the USAT Interpreter shall put the Gateway Address Information into the Gateway Address TLV of the operational layer of the USAT Interpreter transport protocol (see TS 31.114 [2]).

	Length
	Value
	Description
	M/O

	1
	‘15' / '95'
	Gateway Address Tag
	M

	1-3
	A+B
	Length 
	M

	A
	Data
	Attributes
	O

	B
	Data
	Gateway Address Information
	O
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	SendAdditionalInformation TLV as specified in TS 31.114 [2]

0:
Do not send additional information TLV

1:
Do send additional information TLV 
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13
Tag Values!end!

The present document uses the following Tag values:

	Tag Value
	Usage

	'01' / '81'
	Page Tag

	'02'
	Page Identification Tag

	'03'
	Page Unlock Code Tag

	'04'
	One Time Password Tag

	'05'
	Keep Alive List Tag

	'06'
	Service ID Tag

	'07'
	String Pool Tag

	'08' / '88'
	Terminal response handler modifier tag

	'09' / '89'
	Action TLV tag

	‘0A’ / '8A'
	Navigation Unit Tag

	'0B'
	Anchor Tag

	‘0C'
	Anchor Reference Tag

	‘0D'
	Variable Identifier List Tag

	‘0E’ / '8E'
	Inline Value Tag

	‘0F’ / '8F'
	Inline Value 2 Tag

	‘10’
	Input List Tag

	‘11’
	Ordered TLV List Tag

	‘12’ / '92'
	Page Reference Tag

	‘13' / '93'
	Submit Configuration Tag

	‘14'
	Submit Data Tag

	‘15’ / '95'
	Gateway Address Tag

	‘16’
	Submit Tag

	‘17’ to ‘3F’
	RFU for data structures

	
	

	‘40’
	Set Variable Tag

	‘41’
	Assign and Branch Tag

	‘42’
	Extract Tag

	‘43’ / 'C3'
	Go Back Tag

	‘44’
	Branch on Variable Value Tag

	‘45’ / 'C5'
	Exit Tag

	‘46’ / 'C6'
	Execute USAT Command Tag

	‘47’ / 'C7'
	Execute Native Command Tag

	‘48’
	Get Length Tag

	‘49’
	Get TLV Value Tag

	‘4A’ / 'CA'
	Display Text Tag

	‘4B’ / 'CB'
	Get Input Tag

	‘4C’ to ‘7F’
	RFU for commands


All other Tag values are RFU.
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