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Contents of the Elementary Files

10.1
USIM information storage requirements

The USIM shall contain information elements for 3G network operations. The USIM may contain information elements related to the subscriber, 3G services and home environment or service provider related information.

The UICC shall provide storage capability for the following:

-
UICC related information:

-
IC card identification: a number uniquely identifying the UICC and the card issuer;

-
Preferred language(s);

-
Directory of applications.

-
 USIM related information:

-
Administrative information: indicates mode of operation of the USIM, e.g. normal, type approval;

-
USIM service table: indicates which optional services are provided by the USIM;

-
IMSI;

-
Language indication;

-
Location information;

-
Cipher key (Kc) and cipher key sequence number;

-
Access control class(es);

-
Forbidden PLMNs;

-
Phase identification;

-
Ciphering Key for GPRS;

-
GPRS location information;

-
Cell Broadcast related information;

-
Emergency call codes;

-
Phone numbers (ADN, FDN, SDN);

· Short messages and related parameters;
· Multimedia Messages or elements thereof (depending on available storage space) and related parameters
-
Capability and Configuration parameters;

-
HPLMN search period [FFS];

-
BCCH information: list of carrier frequencies to be used for cell selection [FFS]

-
 Information accessible to the USIM and other applications:

-
ADN.

In addition, the USIM shall manage and provide storage for the following information in accordance with the security requirements of clause 5:

-
PIN;

-
PIN enabled/disabled indicator;

-
PIN error counter;

-
Unblock PIN;

-
Unblock PIN error counter;

-
Data integrity keys;

-
Subscriber authentication keys.
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