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	Proposed change affects:
(
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	X
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	X
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	Title:
(

	Addition in Terminal Profile

	
	

	Source:
(

	SCP

	
	

	Work item name:
(

	TEI
	
	Date: (

	06/05/2004

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	REL-6

	
	Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)
REL-6
(Release 6)
REL-7
(Release 7)

	
	

	Reason for change:
(

	When introducing the Browsing status event feature in a previous CR for release 6, the related information in the Terminal Profile was forgotten.

Gather event information bits on the same byte.



	
	

	Summary of change:
(

	A Byte is added in the Terminal Profile for the new events.

A bit is added for the event Browsing status.



	
	

	Consequences if 
(

not approved:
	Impossibility to know if the terminal support these events.

Inconsistency with existing policy of Terminal Profile.

	
	

	New tag value defined within the CR?
	
	If ticked, add document number of related CR to TS 101 220:
	

	
	

	Clauses affected:
(

	5.2

	
	

	Other specs
(

	
	 Other core specifications
(

	

	affected:
	
	 Test specifications
	

	
	
	
	

	Other comments:
(

	This CR is to replace CR SCP3-040157

Note from the rapporteur: the bit chosen for this feature is according to other bit reservations and changes in other CRs.


5.2
Structure and coding of TERMINAL PROFILE

Direction: terminal to UICC.

The command header is specified in TS 102 221 [Error! Reference source not found.] for a 3G platform and in TS 151 011 [Error! Reference source not found.] for a 2G platform.

Command parameters/data:

	Description
	Clause
	M/O/C
	Length

	Profile
	-
	M
	lgth


Profile:

· Contents:

· The list of CAT facilities that are supported by the terminal.

· Coding:

· 1 bit is used to code each facility:

· bit = 1: facility supported by terminal;

· bit = 0: facility not supported by terminal.

[…]

Twenty-fifth byte (Event driven information extensions):
	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Event: Browsing status

	
	
	
	
	
	
	
	
	
	
	RFU, bit = 0 (for future event indication)

	
	
	
	
	
	
	
	
	
	
	RFU, bit = 0 (for future event indication)

	
	
	
	
	
	
	
	
	
	
	RFU, bit = 0 (for future event indication)

	
	
	
	
	
	
	
	
	
	
	RFU, bit = 0 (for future event indication)

	
	
	
	
	
	
	
	
	
	
	RFU, bit = 0 (for future event indication)


Subsequent bytes:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	RFU, bit = 0 


· RFU bits, and all bits of subsequent bytes, are reserved to indicate future facilities. A UICC supporting only the features of Card Application Toolkit defined here shall not check the value of RFU bits.

· Response parameters/data: None.
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