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	Reason for change:
(

	The specification contradicts itself and it is impossible to get a correct implementation of "3G Session Reset Refresh" when IMSI is changed.

“6.4.7.1
EFIMSI changing procedure” currently states 

“If an EFIMSI is to be updated, neither EFIMSI nor EFLOCI shall be updated in the UICC before the 3G session termination procedure has been completed by the ME.”

“3G Session Reset” Refresh currently allows for the IMSI to be changed but the procedure does not include a “3G Session Termination” (currently it is specified that the ME carries out USIM initialisation starting after PIN verification procedure.

For Release 6 all this information has been moved to 102.223 as follows

QUOTE

NAA Session Reset. This mode is equivalent to "NAA Initialization and File Change Notification" mode and in addition requires the terminal to perform a specific NAA procedure. This mode is only applicable on a 3G platform, and shall not be used on a 2G platform.

ENDQUOTE

There is now the additional problem that the "specific NAA procedure" is not specified.
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6.4.7
REFRESH

See TS 102 223 [32] except for "3G Session Reset" which is defined as follows.
3G Session Reset. This mode causes the ME to reset the 3G session, in accordance with the 3G session reset procedure defined in TS 31.102 [14]. Subsequently, the ME performs the "USIM Initialization and File Change Notification" procedure and the MM Restart procedure as defined in TS 23.122 [7].
6.4.7.1
EFIMSI changing procedure

When an EFIMSI is changed via Data Download or a USAT application and a REFRESH command is issued by the UICC the following rules apply to the UICC and ME:

-
USIM Initialization. This command shall not be used if an EFIMSI is changed, as the behaviour of the UE is unpredictable;

-
File Change Notification. This command shall not be used if an EFIMSI is changed, as the behaviour of the UE is unpredictable;

-
USIM Initialization and File Change Notification. This command shall not be used if an EFIMSI is changed, as the behaviour of the UE is unpredictable;

-
USIM Initialization and Full File Change Notification. This command shall not be used if an EFIMSI is changed, as the behaviour of the UE is unpredictable;

-
UICC Reset. Normal UICC Reset procedure is carried out;

-
USIM Application Reset. Normal USIM Application Reset procedure is carried out;

-
3G Session Reset. Normal 3G Session Reset procedure is carried out.

If an EFIMSI is to be updated, neither EFIMSI nor EFLOCI shall be updated in the UICC before the 3G session termination procedure has been completed by the ME.
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