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	GBA with UICC-based enhancements (GBA_U) may be used to establish security associations between any UE application and a Network Application Function (NAF).

In the case of a USAT application, a mechanism for initiating a bootstrapping procedure is needed in case that bootstrapped keys are not available.

This proposal has already been presented during T3#32 in doc T3-040486, which was delayed while waiting for a response from a LS T3 sent to SA3 (T3-040562).

In their response (T3-040636), SA3 provide some considerations and ask T3 to implement the involved functionality within Rel-6 time frame.
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	The following changes are included:

- addition of a bit in TERMINAL PROFILE to indicate the support by the ME of Toolkit-initiated GBA
- Inclusion of specific requirements to perform GBA bootstrap procedure initiatiated by a REFRESH command on EFGBABP
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5.2
Structure and coding of TERMINAL PROFILE

Direction: ME to UICC.

The command header is specified in 3GPP TS 31.101 [13].

Command parameters/data:

	Description
	Clause
	M/O/C
	Length

	Profile
	-
	M
	lgth


[…]

Twenty second byte:
	
	
	B8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Support of UTRAN PS with extended parameters

	
	
	
	
	
	
	
	
	
	
	See TS 102 223 [32]

	
	
	
	
	
	
	
	
	
	
	Toolkit-initiated GBA

	
	
	
	
	
	
	
	
	
	
	MMS management by UICC supported by ME (i.e. class "j" is supported)

	
	
	
	
	
	
	
	
	
	
	RFU, bit = 0


[…]

6
Proactive UICC

[…]

6.4.7
REFRESH

See TS 102 223 [32].

6.4.7.1
EFIMSI changing procedure

When an EFIMSI is changed via Data Download or a USAT application and a REFRESH command is issued by the UICC the following rules apply to the UICC and ME:

-
USIM Initialization. This command shall not be used if an EFIMSI is changed, as the behaviour of the UE is unpredictable;

-
File Change Notification. This command shall not be used if an EFIMSI is changed, as the behaviour of the UE is unpredictable;

-
USIM Initialization and File Change Notification. This command shall not be used if an EFIMSI is changed, as the behaviour of the UE is unpredictable;

-
USIM Initialization and Full File Change Notification. This command shall not be used if an EFIMSI is changed, as the behaviour of the UE is unpredictable;

-
UICC Reset. Normal UICC Reset procedure is carried out;

-
USIM Application Reset. Normal USIM Application Reset procedure is carried out;

-
3G Session Reset. Normal 3G Session Reset procedure is carried out.

If an EFIMSI is to be updated, neither EFIMSI nor EFLOCI shall be updated in the UICC before the 3G session termination procedure has been completed by the ME.

6.4.7.2 Generic Bootstrapping Procedure Request 

If Toolkit-initiated GBA is supported by the ME, as indicated in the TERMINAL PROFILE, then the following applies:

When the UICC issues a REFRESH command implying a File Change Notification on EFGBABP under ADF USIM (GBA Bootstrapping parameters) the ME shall perform a GBA bootstrapping procedure (as defined in TS 31.102 [14]).
This procedure applies to REFRESH command only in the following modes: USIM File Change Notification; USIM Initialization and File Change Notification; and 3G Session Reset.
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