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27.12
Evaluation of directory characteristics

27.12.1
Operating speed in authentication procedure

27.12.1.1
Definition and applicability

Authentication is performed by a GSM network on the SIM, by sending a random number to the SIM. The SIM then performs a calculation on the random number, and sends the result to the network for verification.

This test applies to GSM, DCS 1 800 and PCS 1 900 MEs using either ID.1 or Plug-in SIM.

27.12.1.2
Conformance requirement

If bit b2 of the file characteristics is set to 1, then the ME shall provide a clock frequency of at least 13/4 MHz to enable the SIM to run the authentication process in the required time, the tolerance of the frequency shall be within ( 2.5%.

3GPP TS 11.11, subclause 5.4.

27.12.1.3
Test purpose

To verify that the authentication procedure is done with a frequency of at least 13/4 MHz if the bit b2 of the file characteristics (byte 1 of the directory characteristics) is set to 1.

27.12.1.4
Method of test

27.12.1.4.1
Initial conditions

System simulator:


1 cell, default parameters.

Mobile Equipment:


Connected to a SIM-simulator with bit b2 of the file characteristics set to 1.


ME is powered on.

27.12.1.4.2
Procedure

An authentication is made in the same way as in test [26.7.2. Authentication]. The MS is paged. After the MS has responded with a PAGING RESPONSE message to the SS, the SS initiates an authentication procedure, sending the MS the value RAND. During authentication, the SIM simulator checks the frequency of the clock supplied by the ME. Following the AUTHENTICATION RESPONSE from the MS, the SS sends CHANNEL RELEASE.

27.12.1.5
Test requirement

The frequency of the clock shall be at least 13/4 MHz during the authentication procedure, the frequency measurement tolerance is ( 2.5%.
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