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[…]
10.3.11
EFSPN (Service Provider Name)

This EF contains the service provider name and appropriate requirements for the display by the ME.

	Identifier: '6F46'
	Structure: transparent
	Optional

	File Size: 17 bytes
	Update activity: low

	Access Conditions:


READ
ALWAYS


UPDATE
ADM


INVALIDATE
ADM


REHABILITATE
ADM



	Bytes
	Description
	M/O
	Length

	1
	Display Condition
	M
	1 byte

	2 to 17
	Service Provider Name
	M
	16 bytes


‑
Display Condition


Contents: display condition for the service provider name in respect to the registered PLMN (see TS 22.101 [53]).

Coding: see below

Byte 1:

	
	
	b8
	B7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	b1=0: display of registered PLMN not required when registered PLMN is either HPLMN or a PLMN in the Service Provider PLMNN List (see EFSPDI).
b1=1: display of registered PLMN required when registered PLMN is either HPLMN or a PLMN in the Service Provider PLMN List (see EFSPDI).

	
	
	
	
	
	
	
	
	
	
	b2=0: display of the service provider name is required when registered PLMN is neither HPLMN nor a PLMN in the service provider PLMN list(see EFSPDI).

b2=1: display of the service provider name is not required when registered PLMN is neither HPLMN nor a PLMN in the service provider PLMN list(see EFSPDI).

	
	
	
	
	
	
	
	
	
	
	RFU (see clause 9.3)


‑
Service Provider Name

Contents: service provider string

Coding: the string shall use either

-
the SMS default 7‑bit coded alphabet as defined in TS 23.038 [12] with bit 8 set to 0. The string shall be left justified. Unused bytes shall be set to 'FF'; or

-
one of the UCS2 code options defined in  TS 31.101 [55].

 […]

10.3.54
EFMMSUP (MMS User Preferences) 

If service n°57 is "allocated and activated", this file shall be present.

This EF contains values for Multimedia Messaging Service User Preferences, which can be used by the ME for user assistance in preparation of mobile multimedia messages (e.g. default values for parameters that are often used). 

	Identifier: '6FD1'
	Structure: Linear Fixed
	Optional

	Record Length:  X bytes 
	Update activity: low

	Access Conditions:


READ
CHV1


UPDATE
CHV1


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to X
	MMS User Preference TLV Objects
	M
	X bytes


-
MMS User Preference tags

	Description
	Tag Value

	MMS Implementation Tag
	'80'

	MMS User preference profile name Tag
	'81'

	MMS User Preference information Tag
	'82'


-
MMS User Preference information

	Description
	Value
	M/O
	Length (bytes)

	MMS Implementation Tag
	'80'
	M
	1

	Length
	1
	M
	Note

	MMS Implementation information
	--
	M
	1

	MMS User preference profile name Tag
	'81'
	M
	1

	Length
	X
	M
	Note

	MMS User profile name
	--
	M
	X

	MMS User Preference information Tag
	'82'
	M
	1

	Length
	Y
	M
	Note

	MMS User Preference information
	--
	M
	Y

	Note: The length is coded according to ISO/IEC 8825 [56]


-
MMS Implementation Tag '80'

For contents and coding see 10.3.51

-
MMS User preference profile name Tag '81'

Contents:

Alpha-tagging of the MMS user preference profile.

Coding:

this alpha‑tagging shall use either:

-
the SMS default 7‑bit coded alphabet as defined in TS 23.038 [12] with bit 8 set to 0. The alpha identifier shall be left justified.

or:

-
one of the UCS2 coded options as defined in TS 31.101 [55].

-
MMS User Preference information Tag '82'

Contents:

The following information elements may be coded; Sender Visibility, Delivery Report, Read-Reply, Priority, Time of Expiry and Earliest Delivery Time.

Coding:

Depending upon the MMS implementation as indicated in Tag '80'.

An Example for the coding of these parameters can be found in Annex K.1.

[…]

10.4.1.1
EFSAI (SoLSA Access Indicator)

This EF contains the 'LSA only access indicator'. This EF shall always be allocated if DFSoLSA is present.

 If the indicator is set, the network will prevent terminated and/or originated calls when the MS is camped in cells that are not included in the list of allowed LSAs in EFSLL. Emergency calls are, however, always allowed. 

The EF also contains a text string which may be displayed when the MS is out of the served area(s).

	Identifier: '4F30'
	Structure: transparent
	Optional

	File size: X + 1 bytes
	Update activity: low 

	Access Conditions:


READ
CHV1


UPDATE
ADM


INVALIDATE
ADM


REHABILITATE
ADM



	Bytes
	Description
	M/O
	Length

	1
	LSA only access indicator
	M
	1 byte

	2 to X+1
	LSA only access indication text
	M
	X bytes


‑
LSA only access indicator

Contents: indicates whether the MS is restricted to use LSA cells only or not.

Coding: 

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	b1=0: LSA only access not activated

b1=1: LSA only access activated

	
	
	
	
	
	
	
	
	
	
	RFU


‑
LSA only access indication text

Contents: text to be displayed by the ME when it's out of LSA area.

Coding: the string shall use either

-
the SMS default 7‑bit coded alphabet as defined in TS 23.038 [12] with bit 8 set to 0. The alpha identifier shall be left justified. Unused bytes shall be set to 'FF'; or

-
one of the UCS2 coded options as defined in TS 31.101 [55].

[…]

10.4.1.2
EFSLL (SoLSA LSA List)

This EF contains information describing the LSAs that the user is subscribed to. This EF shall always be allocated if DFSoLSA is present.

Each LSA is described by one record that is linked to a LSA Descriptor file. Each record contains information of the PLMN, priority of the LSA, information about the subscription and may also contain a text string and/or an icon that identifies the LSA to the user. The text string can be edited by the user.

	Identifier: '4F31'
	Structure: linear fixed
	Optional

	Record length: X + 10 bytes
	Update activity: low 

	Access Conditions:


READ
CHV1


UPDATE
CHV1


INVALIDATE
ADM


REHABILITATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to X
	LSA name
	O
	X bytes

	X+1
	Configuration parameters
	M
	1 byte

	X+2
	RFU
	M
	1 byte

	X+3
	Icon Identifier
	M
	1 byte

	X+4
	Priority
	M
	1 byte

	X+5 to X+7
	PLMN code
	M
	3 bytes

	X+8 to X+9
	LSA Descriptor File Identifier
	M
	2 byte

	X+10
	LSA Descriptor Record Identifier
	M
	1 byte


‑
LSA name


Contents: LSA name string to be displayed when the ME is camped in the corresponding area, dependant on the contents of the LSA indication for idle mode field. 

Coding: the string shall use either

-
the SMS default 7‑bit coded alphabet as defined in TS 23.038 [12] with bit 8 set to 0. The alpha identifier shall be left justified. Unused bytes shall be set to 'FF'; or

-
one of the UCS2 coded options as defined in TS 31.101 [55].

‑
Configuration parameters

Contents: Icon qualifier, control of idle mode support and control of LSA indication for idle mode.

Coding: 

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Icon qualifier

	
	
	
	
	
	
	
	
	
	
	Idle mode support

	
	
	
	
	
	
	
	
	
	
	LSA indication for idle mode

	
	
	
	
	
	
	
	
	
	
	RFU


[...]

10.5.1
EFADN (Abbreviated dialling numbers)

This EF contains Abbreviated Dialling Numbers (ADN) and/or Supplementary Service Control strings (SSC). In addition it contains identifiers of associated network/bearer capabilities and identifiers of extension records. It may also contain an associated alpha‑tagging.

	Identifier: '6F3A'
	Structure: linear fixed
	Optional

	Record length: X+14 bytes
	Update activity: low

	Access Conditions:


READ
CHV1


UPDATE
CHV1


INVALIDATE
CHV2


REHABILITATE
CHV2



	Bytes
	Description
	M/O
	Length

	1 to X
	Alpha Identifier
	O
	X bytes

	X+1
	Length of BCD number/SSC contents
	M
	1 byte

	X+2
	TON and NPI
	M
	1 byte

	X+3 to X+12
	Dialling Number/SSC String
	M
	10 bytes

	X+13
	Capability/Configuration Identifier
	M
	1 byte

	X+14
	Extension1 Record Identifier
	M
	1 byte


‑
Alpha Identifier

Contents:


Alpha‑tagging of the associated dialling number.

Coding:


this alpha‑tagging shall use either

-
the SMS default 7‑bit coded alphabet as defined in TS 23.038 [12] with bit 8 set to 0. The alpha identifier shall be left justified. Unused bytes shall be set to 'FF'; or

-
one of the UCS2 coded options as defined in TS 31.101 [55].

NOTE 1:
The value of X may be from zero to 241. Using the command GET RESPONSE the ME can determine the value of X.

‑
Length of BCD number/SSC contents

Contents: 


this byte gives the number of bytes of the following two data items containing actual BCD number/SSC information. This means that the maximum value is 11, even when the actual ADN/SSC information length is greater than 11. When an ADN/SSC has extension, it is indicated by the extension1 identifier being unequal to 'FF'. The remainder is stored in the EFEXT1 with the remaining length of the additional data being coded in the appropriate additional record itself (see clause 10.5.10).

Coding:


according to TS 24.008 [47].

[…]
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