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	According to TS 24.008 there is no requirement to mandate the terminal to send a CONNECTION RELEASE COMPLETE to the network, as can be seen from the cut below:

4.7.3.2.4
Combined GPRS attach not accepted by the network

If the attach request can neither be accepted by the network for GPRS nor for non-GPRS services, an ATTACH REJECT message is transferred to the MS. The MS receiving the ATTACH REJECT message stops timer T3310, and for all causes except #12, #14 and #15 deletes the list of "equivalent PLMNs".

The MS shall then take one of the following actions depending upon the reject cause:

# 11
(PLMN not allowed);


The MS shall delete any RAI, P-TMSI, P-TMSI signature and GPRS ciphering key sequence number stored, shall set the GPRS update status to GU3 ROAMING NOT ALLOWED (and shall store it according to clause 4.1.3.2), shall reset the routing area updating attempt counter and reset the GPRS attach attempt counter and changes to state GMM-DEREGISTERED.


The MS shall set the update status to U3 ROAMING NOT ALLOWED, reset the location update attempt counter and shall delete any TMSI, LAI and ciphering key sequence number. The new MM state is MM IDLE. 


The MS shall store the PLMN identity in the "forbidden PLMN list".


The MS shall perform a PLMN selection according to 3GPP TS 23.122.
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7.1.2
UE updating forbidden PLMNs

7.1.2.1
Definition and applicability

A list of forbidden PLMNs stored in the USIM provides storage for at least 4 entries, and is managed by the UE. In automatic PLMN selection mode the UE controls registration attempts to appropriate networks with respect to this list of forbidden PLMNs. As a result of a registration reject with the cause "PLMN not allowed" the UE stores the PLMN which rejected the update request in the USIM.

The registration attempts initiated by the UE depends on UEs capabilities and can be one of the following:

I. registration procedures for UEs supporting CS or

II. registration procedures for UEs supporting PS or

III. registration procedures for UEs supporting CS/PS

This test applies to Terminals accessing UTRAN.

7.1.2.2
Conformance requirement

Depending on which domain the UE will be registered on, one of the following requirements should be fulfilled:

I. after the receipt of a LOCATION UPDATING REJECT message during registration on CS with the cause "PLMN not allowed" the UE shall update the EFFPLMN in the USIM or

II. after receipt of a ATTACH REJECT message during registration on PS with the cause "PLMN not allowed" the Terminal shall update the EFFPLMN in the USIM or

III. after receipt of a LOCATION UPDATING REJECT and/or ATTACH REJECT message during registration on CS/PS with the cause "PLMN not allowed" the Terminal shall update the EFFPLMN in the USIM.

Reference:

· TS 22.011, subclause 3.2.2.4.

· TS 31.102, subclauses 5.1.1 and 5.2.7.

7.1.2.3
Test purpose

To verify that the UE correctly updates the EFFPLMN, i.e. fill up existing gaps in the elementary file before overwriting any existing entries.

7.1.2.4
Method of test

7.1.2.4.1
Initial conditions

The USS transmits on the BCCH, with the following network parameters:

-
Attach/detach:
disabled.

-
LAI (MCC/MNC/LAC):
234/002/0001. 

- 
RAI (MCC/MNC/LAC/RAC):
234/002/0001/05

-Access control:
unrestricted.

The default UICC is used with the following exception:

EFFPLMN (Forbidden PLMNs)

Logically:
PLMN1:
234 001 (MCC MNC)


PLMN2:
empty


PLMN3:
234 003


PLMN4:
234 004


PLMN5:
234 005


PLMN6:
234 006

	Coding:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8
	B9
	B10
	B11
	B12

	Hex
	32
	14
	00
	FF
	FF
	FF
	32
	34
	00
	32
	44
	00

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	B13
	B14
	B15
	B16
	B17
	B18
	
	
	
	
	
	

	
	32
	54
	00
	32
	64
	00
	
	
	
	
	
	


The UICC is installed into the Terminal and the UE is set to automatic PLMN selection mode.

7.1.2.4.2
Procedure

a)
The UE is powered on.

b)
After receipt of a RRC CONNECTION REQUEST from the UE, the USS sends RRC CONNECTION SETUP to the UE, followed by RRC CONNECTION SETUP COMPLETE sent by the UE to the USS.

c)
Depending on which domain the UE is going to be registered on, one of the following sequences will be passed through:

I. During registration on CS and after  receipt of a LOCATION UPDATING REQUEST from the UE, the USS sends LOCATION UPDATING REJECT to the UE with the cause "PLMN not allowed", followed by RRC CONNECTION RELEASE, followed by RRC CONNECTION RELEASE COMPLETE sent by the UE to the USS or

II. During registration on PS and after receipt of a ATTACH REQUEST from the UE, the USS sends ATTACH REJECT to the UE with cause "PLMN Not Allowed", followed by RRC CONNECTION RELEASE, optionally followed by RRC CONNECTION RELEASE COMPLETE sent by the UE to the USS or

III. During registration on CS/PS and after receipt of a LOCATION UPDATING REQUEST and/or ATTACH REQUEST from the UE, the USS sends LOCATION UPDATING REJECT and/or ATTACH REJECT to the UE with cause "PLMN Not Allowed", followed by RRC CONNECTION RELEASE, optionally followed by RRC CONNECTION RELEASE COMPLETE sent by the UE to the USS.

d)
The UE is soft powered down.

7.1.2.5
Acceptance criteria

1)
After step b) the UE shall send 

I. LOCATION UPDATING  during registration on CS or

II. ATTACH REQUEST during registration on PS or

III. LOCATION UPDATING REQUEST and/or ATTACH REQUEST to the USS during registration on CS/PS.

REQUEST to the USS.

2)
After step d) the USIM shall contain:

EFFPLMN (Forbidden PLMNs)

Logically:
PLMN1:
234 001 (MCC MNC)


PLMN2:
234 002


PLMN3:
234 003


PLMN4:
234 004


PLMN5:
234 005


PLMN6:
234 006

	Coding:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8
	B9
	B10
	B11
	B12

	Hex
	32
	14
	00
	32
	24
	00
	32
	34
	00
	32
	44
	00

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	B13
	B14
	B15
	B16
	B17
	B18
	
	
	
	
	
	

	
	32
	54
	00
	32
	64
	00
	
	
	
	
	
	


or

EFFPLMN (Forbidden PLMNs)

Logically:
PLMN1:
234 001 (MCC MNC)


PLMN2:
234 003


PLMN3:
234 004


PLMN4:
234 005


PLMN5:
234 006


PLMN6:
234 002

	Coding:
	B1
	B2
	B3
	B4
	B5
	B6
	B7
	B8
	B9
	B10
	B11
	B12

	Hex
	32
	14
	00
	32
	34
	00
	32
	44
	00
	32
	54
	00

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	B13
	B14
	B15
	B16
	B17
	B18
	
	
	
	
	
	

	
	32
	64
	00
	32
	24
	00
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