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3.1
Definitions

For the purposes of the present document, the following definition applies.

ADM: access condition to an EF which is under the control of the authority which creates this file. This access condition can be for example: ALW, PIN1, NEV, ADM4.
EHPLMN: represents the Equivalent HPLMNs for network selection purposes. The usage of EHPLMNs is defined in TS 23.122 [31].
[…]

4.2.26
EFMSISDN (MSISDN)

This EF contains MSISDN(s) related to the subscriber. In addition it contains identifiers of associated network/bearer capabilities and identifiers of extension records at the USIM ADF level. It may also contain an associated alpha‑tagging.

	Identifier: '6F40'
	Structure: linear fixed
	Optional

	Record length: X+14 bytes
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM



(fixed during administrative management)


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to X
	Alpha Identifier
	O
	X bytes

	X+1
	Length of BCD number/SSC contents
	M
	1 byte

	X+2
	TON and NPI
	M
	1 byte

	X+3 to X+12
	Dialling Number/SSC String
	M
	10 bytes

	X+13
	Capability/Configuration2 Record Identifier
	M
	1 byte

	X+14
	Extension5 Record Identifier
	M
	1 byte


For contents and coding of all data items see the respective data items of EFADN.

If the USIM stores more than one MSISDN number and the ME displays the MSISDN number(s) within the initialisation procedure then the one stored in the first record shall be displayed with priority.

NOTE:
The value of X (the number of bytes in the alpha‑identifier) may be different to the length denoted X in EFADN.

[…]

4.2.60
EFMBDN (Mailbox Dialling Numbers)

This EF contains dialling numbers to access mailboxes associated with Voicemail, Fax, Electronic Mail and other messages. It may also contain associated alpha‑tags for each supported mailbox. Each dialling number shall be associated with a message waiting indication group type using EFMBI (see TS 23.038 [5] for message waiting indication group types).

This EF is mandatory if EFUST indicates that the Mailbox Dialling Numbers service is available.

	Identifier: '6FC7'
	Structure: linear fixed
	Optional

	Record length: X+14 bytes
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM



(fixed during administrative management)


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to X
	Alpha Identifier
	O
	X bytes

	X+1
	Length of BCD number/SSC contents
	M
	1 byte

	X+2
	TON and NPI
	M
	1 byte

	X+3 to X+12
	Dialling Number/SSC contents
	M
	10 bytes

	X+13
	Capability/Configuration2 Record Identifier
	M
	1 byte

	X+14
	Extension 6 Record Identifier
	M
	1 byte


For contents and coding of all data items see the respective data items of the EFADN (clause 4.4.2.3), with the exception that extension records are stored in the EFEXT6 and with the exception that Capability/Configuration parameters are stored in the EFCCP2.
NOTE:
The value of X (the number of bytes in the alpha‑identifier) may be different to the length denoted X in EFADN.

4.2.61
EFEXT6 (Extension6)

This EF contains extension data of an MBDN (see MBDN in 4.2.58).

	Identifier: '6FC8'
	Structure: linear fixed
	Optional

	Record length: 13 bytes
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM



(fixed during administrative management)


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1
	Record type
	M
	1 byte

	2 to 12
	Extension data
	M
	11 bytes

	13
	Identifier
	M
	1 byte


For contents and coding, see clause 4.4.2.4 (EFEXT1).

4.2.62
EFMBI (Mailbox Identifier)

This EF contains information to associate mailbox dialling numbers in EFMBDN with a message waiting indication group type and subscriber profile (as defined in TS 23.097 [36]). A message waiting indication group type may either be Voicemail, Fax, Electronic Mail, Other or Videomail (as defined in TS 23.040 [6]).

This EF contains as many records as there are subscriber profiles (shall be record to subscriber profile). Each record contains references to mailbox dialling numbers in EFMBDN (one reference for each message waiting indication group type). 

This EF is mandatory if EFUST indicates that the Mailbox Dialling Numbers service is available.

	Identifier: '6FC9'
	Structure: linear fixed
	Optional

	Record length: X bytes, X>=4 
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM



(fixed during administrative management)


DEACTIVATE
ADM


ACTIVATE
ADM



	Bytes
	Description
	M/O
	Length

	1
	Mailbox Dialling Number Identifier – Voicemail
	M
	1 byte

	2
	Mailbox Dialling Number Identifier – Fax
	M
	1 byte

	3
	Mailbox Dialling Number Identifier – Electronic Mail
	M
	1 byte

	4
	Mailbox Dialling Number Identifier – Other
	M
	1byte

	5
	Mailbox Dialling Number Identifier – Videomail
	O
	I byte


‑
Mailbox Dialling Number Identifier (message waiting group type = Voicemail, Fax, Electronic Mail, Other or Videomail).

Contents:


Identifies the mailbox dialling number to be associated with message waiting type.

Coding:
'00' – no mailbox dialling number associated with message waiting indication group type.
'xx' – record number in EFMBDN associated with message waiting indication group type.

[…]

4.2.74
EFVGCSS (Voice Group Call Service Status)

If service n°57 is "available", this file shall be present.

This EF contains the status of activation for the VGCS group identifiers. The elementary file is directly related to the EFVGCS. This EF shall always be allocated if EFVGCS is allocated.

	Identifier: '6FB2'
	Structure: transparent
	Optional

	File size: 7 bytes
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM



(fixed during administrative management)


INVALIDATE
ADM


REHABILITATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to 7
	Activation/Deactivation Flags
	M
	7 bytes


‑
Activation/Deactivation Flags

Contents: Activation/Deactivation Flags of the appropriate Group IDs

Coding:


bit = 0 means ‑ Group ID deactivated


bit = 1 means ‑ Group ID activated

Byte 1:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Group ID 1

	
	
	
	
	
	
	
	
	
	
	 :

	
	
	
	
	
	
	
	
	
	
	 :

	
	
	
	
	
	
	
	
	
	
	 :

	
	
	
	
	
	
	
	
	
	
	 :

	
	
	
	
	
	
	
	
	
	
	 :

	
	
	
	
	
	
	
	
	
	
	 :

	
	
	
	
	
	
	
	
	
	
	Group ID 8


etc


 :    :    :    :    :    :    :    :

Byte 7:

	
	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	
	Group ID 49

	
	
	
	
	
	
	
	
	
	
	Group ID 50

	
	
	
	
	
	
	
	
	
	
	b3=1

	
	
	
	
	
	
	
	
	
	
	b4=1

	
	
	
	
	
	
	
	
	
	
	b5=1

	
	
	
	
	
	
	
	
	
	
	b6=1

	
	
	
	
	
	
	
	
	
	
	b7=1

	
	
	
	
	
	
	
	
	
	
	b8=1


[…]

4.2.76
EFVBSS (Voice Broadcast Service Status)

If service n°58 is "available", this file shall be present.

This EF contains the status of activation for the VBS group identifiers. The elementary file is directly related to the EFVBS. This EF shall always be allocated if EFVBS is allocated.

	Identifier: '6FB4'
	Structure: transparent
	Optional

	File size: 7 bytes
	Update activity: low

	Access Conditions:


READ
PIN


UPDATE
ADM



(fixed during administrative management)


INVALIDATE
ADM


REHABILITATE
ADM



	Bytes
	Description
	M/O
	Length

	1 to 7
	Activation/Deactivation Flags
	M
	7 bytes


‑
Activation/Deactivation Flags

Contents: Activation/Deactivation Flags of the appropriate Group IDs

Coding:


see coding of EFVGCSS

[…]

5.1
USIM management procedures

If a USIM application is present on the UICC, a 3GPP ME shall only use the USIM application regardless of the radio access technology in use. In this case, a possibly existing SIM application shall never be used by a 3GPP ME.

When a procedure implies that the ME accesses a file and the access condition of this files is specified as ADM, the procedure is only applicable when access conditions for ADM is set to ALW, PIN or PIN2.
[…]

5.1.4
Emergency call codes

Request:
The ME performs the reading procedure with EFECC. If EFECC does not contain any valid number, the ME shall use the emergency numbers it stores for use in setting up an emergency call without a USIM.

Update:
The ME performs the updating procedure with EFECC.

 
[…]
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